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PREFACE 


Microcomputers are being used in many types of engineering, science, and business 
applications. Students are learning how to apply microcomputers. However, for many 
applications on the job or in the classroom a computer may not be used because the 
appropriate programs are not available. We have provided several programs, in this text, 
which are often used in engineering, science, and business. These programs can be used 
by a practitioner or a student. 

Microcomputer users have widely varying computer backgrounds. In writing this book, 
we assumed that the typical reader had the following characteristics: 


1, One semester of computer programming or has read an introductory book on BASIC 
programming. 


2. Some computer experience at running BASIC or FORTRAN programs on a mi- 
crocomputer or on a large computer. 


3. No experience writing programs that use disk files and/or data structures. 


4. Completed at least college algebra (however, understanding a few of these programs. 
requires some calculus, statistics, and probability theory). 


It is impossible, in one book, to consider all of the areas in which a microcomputer might 
be applied. However, based upon our industrial, research, and teaching experiences, we 
have compiled a list of the more useful computer applications that are not readily available. 
In addition, the subjects of disk data files (sequential and random access) and data 
structures are discussed. These subjects usually are not taught in beginning computer 
application courses. A fundamental understanding of these topics is required, however, 
if more complicated computer programs are to be developed. 

To run these programs, you will need an Apple II Plus, with 48K bytes of RAM, or 
Ile, with 64K bytes of RAM, and one disk drive. Our disk operating system was DOS 
3.3. All of the programs can be run with a 40-character per line display; some of the 
programs also have an option which will let you display the output at 80-characters per 
line. The programs were written using Applesoft. A few of the programs are several 
pages in length; consequently, entering these programs by hand can be tedious. One 
solution is to purchase the optional diskette (available from the publisher, a book store, 
or your computer store) which contains the programs in this book. On the diskette are 
23 files containing 38 major programs and several supporting subroutines. 

Each chapter in this book addresses a specific technique or group of related techniques. 
The chapters are written so that most of the material necessary to use a technique or 
associated computer program is contained within that chapter! Therefore, with a few 
exceptions, an individual scientist can pick up this book and only refer to the chapter 
dealing with the specific technique with which he or she is currently concerned. The 
same approach can be used if this book is being used as a text book in a course. However, 
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for those who will be reading the book from beginning to end, the material has been 
arranged in a logical sequence. 

Each chapter begins with a brief explanation of the technique being addressed. Next, 
a program that applies this technique is presented, followed by an example illustrating 
the use of the program. Each program provided contains remark statements to assist in 
following the logic. When you add these programs to your library, you should test each 
one using the data supplied in the examples. In a few instances, we felt that the technique 
being presented contained theoretical development beyond the scope of this book. In 
these cases and in ali chapters, references are provided for in-depth reading. 

Many of the programs have been written as subroutines so that you can integrate them 
into any program. All line numbers are unique so that any combination of the subroutines 
can be in memory at one time—provided you have enough memory. Some of the programs 
are not written as subroutines because we felt that they would not normally be used as 
such. Some of these stand-alone programs are the exponential smoothing forecasting 
program, the critical path method (CPM) project scheduling program, and the linear 
programming program. However, none of these stand-alone programs has line numbers 
that will conflict with the subroutines line numbers. 

Chapter 1, The Apple Ile, discusses the unique features of the Apple Ile. Considerations 
for applying the Ile are presented and the Applesoft interpreter is introduced. 

Chapter 2, Data Reduction, describes techniques for the evaluation of data. Subroutines 
are included that measure the central tendency and dispersion of data. Subroutines are 
also provided to plot histograms and curves. 

Chapter 3, Matrices and Vectors, defines a vector and a matrix. The most common 
vector and matrix operations are summarized, including addition and subtraction, trans- 
position, multiplication, and exponentiation. Calculating the determinant of a matrix and 
inverting a matrix are also discussed. Subroutines are provided for each of these oper- 
ations. 

Chapter 4, Curve Fitting with Linear Regression, explains how linear regression can 
be used to fit a line through a set of data. A program is provided that performs simple 
linear regression. Some transforms are presented to permit the use of linear regression 
when the model is non-linear. A second program is provided for multiple and stepwise 
regression. This program can also weight and/or transform the data. 

Chapter 5, Solution of Simultaneous Linear Equations, presents algorithms for the 
Gauss-Jordan and Gauss-Seidel methods of solving simultaneous linear equations. Sub- 
routines are provided for each of these algorithms. 

Chapter 6, Roots of Polynomials, discusses the numerical solution of such equations. 
The Newton-Raphson procedure is introduced. A subprogram is provided for this popular 
technique. 

Chapter 7, Numerical Integration, presents two techniques for numerically integrating 
a single-variable function. The chapter begins by reviewing integration concepts. Sub- 
programs are included for the trapezoidal rule and Legendre-Gauss quadrature. 

Chapter 8, Numerical Solutions to Differential Equations, presents another numerical 
technique, the powerful Runge-Kutta method, for the solution of differential equations. 
This examination is restricted to first-order ordinary differential equations. 

Chapter 9, Linear Programming, deals with the simplex algorithm. Using this pro- 
cedure, you can optimize a linear objective function constrained by a set of linear in- 
equalities. The chapter begins with a general discussion of the linear programming problem. 
The algorithm is briefly explained and a linear programming program is presented. 
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Chapter 10, Forecasting with Exponential Smoothing, explains how exponential 
smoothing can be used for time series forecasting. Some advantages of exponential 
smoothing are presented. A forecasting algorithm called Winter’s method is discussed. 
This technique can be used when the time series contains complicating factors, such as 
trend and seasonal components. A program is provided that applies Winter’s method. 

Chapter 11, Project Scheduling with CPM, deals with using the critical path method 
(CPM) for planning and scheduling a project. This technique is explained using an example 
project. The same project is also used to illustrate the CPM program that is provided. 

Chapter 12, Sorting, presents two sorting algorithms: the bubble sort, and the quicksort. 
Subroutines are provided which apply these algorithms. 

Chapter 13, Disk Data Files, addresses input and output using disk files. Sequential 
and random access disk files are discussed. Programs are provided that illustrate the use 
of both techniques to manage data. 

Chapter 14, Data Structures, describes three types of structures commonly used to 
handle data: a stack, a queue, and linked lists. Subprograms are provided for each 
technique. 

Chapter 15, Random Numbers and Simulation, first discusses techniques for gen- 
erating random numbers using the RND function. Techniques are then presented for 
generating random numbers from the uniform, normal, exponential, Poisson, and Erlang 
distributions. Subroutines are presented for each of these random number generators. In 
addition, digital simulation is briefly explained using a program that simulates the op- 
eration of a single-server queue. 

Tables P.1 and P.2 contain a list of the major subroutines and programs provided in 
this text. Many other example programs and minor subroutines appear in the text. A 
diskette containing these major subroutines and programs is available from the publisher. 

This book covers a broad range of topics. The intent is to maximize the usefulness of 
this text to the individuals using a microcomputer at work, and to the students who are 
just learning to apply the techniques being presented here. 
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Discussed 


Line in | File 
Numbers Chapter Name Subroutine Description 
7500-12819 2 ANPLOT Data reduction and plotting 

13000-14880 3 MATOP Matrix operations 

18000-20570 5 SIMLQ Gauss-Jordan and Gauss-Seidel 
method for solving simultaneous 
linear equations 

20600-20770 6 NEWRAP Newton-Raphson method for 
obtaining roots of a polynomial 

20900-21140 7 NUMINT Trapezoidal rule and Legendre-Gauss 
quadrature for numerical 
integration 

21200-22760 8 DIFEQ Runge-Kutta and revised Runge- 
Kutta for numerical solutions to 
differential equations 

23000-23150 12 BUBSORT Bubble sort 

23200-24230 12 QUIKSORT Quicksort 

24500-24780 14 STACK . Stack data structure 

24800-25120 14 QUEUE Queue data structure 

25200-25770 14 LLQUEUE Linked lists where each list is a 
queue 

25800-26870 14 BIDILIST Bidirectional linked lists where each 
list is a queue 

27000-27160 15 ORGRND Random number generator 

27200-27580 15 CHISQ Chi-square goodness of fit test 

28000-28610 15 DISTGEN Random number generators for 


specific distributions 


Table P.1—Major Subroutines Provided 
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Line 
Numbers 


1000-1990 
1000-8240 
1000-4000 
1000-7640 
1000-4460 
1000-2490 
1000-3550 


1000-2250 


Table P.2—Major Programs Provided 


Discussed 
in 
Chapter 


4 
4 
9 

10 

il 

13 

13 


15 


File 
Name 


SIMREG 
STEPWISE 
SIMPLEX 
EXSMOOTH 
CPM 
SEQMAN 
RANMAN 


QUEUESIM 
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Program Description 


Simple linear regression 

Multiple and stepwise linear regression 

Uses the simplex procedure to solve 
linear programming problems 

Winter’s method for time series 
forecasting 

Critical path method for project 
management 

Illustrates using the sequential access 
method to manage data 

Illustrates using the random access 
method to manage data 

Illustrates next event simulation of a 
single-server queue 


ACKNOWLEDGEMENTS 


The creation of any book requires the contributions of many people (our teachers, 
colleagues and families). We sincerely thank each of you. In particular, we acknowledge 
the inspiration and assistance provided by the staff of the Brady Company: Charlie Siegel, 
Terry Anderson, Len Blasso and the many others involved. Good suggestions were 
provided by the reviewers, Lance Leventhal, Lew Cox, and Lois Graff. Also, Morteza 
Abtahi spent many hours validating the programs. 


LIMITS OF LIABILITY AND 
DISCLAIMER OF WARRANTY 


The authors and publisher of this book have used their best efforts in preparing this 
book and the programs contained in it. These efforts include the development, research, 
and testing of the programs to determine their effectiveness. The authors and the publisher 
make no warranty of any kind, expressed or implied, with regard to these programs, the 
text, or the documentation contained in this book. The authors and the publisher shall 
not be liable in any event for claims of incidental or consequential damages in connection 
with, or arising out of, the furnishing, performance, or use of the text or the programs. 
The programs contained in this book and on any diskettes are intended for use of the 
original purchaser-user. The diskettes may be copied by the original purchaser-user for 
backup purposes without requiring express permission of the copyright holder. 


xvi 


The Apple lle 


Your Apple Computer is becoming common at the work place of many engineers and 
scientists. Apple computer sales constitute a large share of the microcomputer market. 
The programs presented in this text will run on an Apple II-Plus computer or the recently 
released Apple Ile (e is for ‘‘enhanced’’) computer. From this point on, we will refer to 
the ‘‘Apple Computer’’ to mean both the II-Plus and the Ile. A large number of software 
developers have developed programs especially for the Apple Computer. The availability 
of a large variety of software enhances the popularity of the Apple Computer and assures 
it a healthy share of the microcomputer market. 


1.1 Significant Features 


The Apple Computer is popular because of its numerous useful features. Several of 
these features will be described in this section. For example, the Apple has an attractive 
appearance (the Ile is shown in Figure 1.1). It is packaged in one convenient unit. Several 
types of display devices can be connected to the unit, such as a monochrome and/or color 
monitor(s), and a dot matrix or letter quality printer. 

The He will display 96 different characters, with upper and lower case letters and 
special characters. The Ile is capable of sending all 128 ASCII characters (some are not 
displayed, such as control characters). The I-Plus does not have the lower case capability, 
and seven fewer special characters are available. The standard display is 24 lines in a 
40-column wide format. The Ie includes 80-column capability, while this requires an 
extra board in the II-Plus. 

The graphics capabilities of the Apple are very good, with both low and high resolution 
graphics provided. The graphics hardware will support a monochrome or a color display. 
The two resolutions available provide low resolution (40 horizontal points by 40 vertical 
points with 16 possible colors) and high resolution (280 by 192 points with 6 possible 
colors). 

The system unit is well desiged (see Figure 1.2). The system board (the principal circuit 
board) fits horizontally into the bottom. Visible in Figure 1.2 are 7 expansion slots (for 
extra memory, etc., the II-Plus has 8), power supply, memory (RAM and ROM), speaker, 
and the 6502 microprocessor and its support elements. 
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Figure 1.1—Apple lle Computer 





Figure 1.2—Inside the System Unit 


Another related feature in the Ile is the system diagnostics. By pressing the Reset key 
while simultaneously holding the Control and Solid Apple keys, the built-in self-test 
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software is operated. This checks the memory and system circuitry. The response ‘‘KER- 
NEL OK’”’ indicates all is in order. 

Both the II-Plus and the Ile use the Synertek 6502 microprocessor. The Ile uses the 
6502A version. The microprocessor has a transfer rate of 8 bits (one character). Available 
memory is another important issue in computer performance. The II-Plus has a standard 
48K bytes of memory, expandable to 64K, and the Ile has 64K, expandable to 128K. 

One feature which contributes to the pleasure of working with the Apple Computer is 
the keyboard (see Figure 1.3). The keys have a very nice ‘‘feel’’ and their arrangement 
is like a standard typewriter. One flaw in the II-Plus keyboard design, the location of 
the Reset key, has been remedied in the Ile. A Caps Lock key has been added to the Ile 
keyboard (unnecessary in the II-Plus since only upper case was available). Tab and Delete 
keys, along with some new characters, are also included in the Ile keyboard. 

The software product that we used in this text is Applesoft BASIC. Integer BASIC is 
also available with the Ile, but was not used in this text. 


1.2 Types of Applications 


We will not attempt an exhaustive list of all the applications for which the Apple 
Computer might be used. It would be impossible and any attempt would require several 
pages. Instead, we will discuss some general applications and some limitations so that 
when you encounter a possible application, you will be able to decide whether or not the 
Apple Computer can be applied. 

Although the Apple Computer is a relatively small package, its capabilities can be 
compared to minicomputers of ten years ago and mainframe computers of fifteen years 
ago. It is an ideal tool for the engineer or scientist because of its outstanding flexibility. 
Some of the applications for which it can be used are: (1) a computer for computational 
work, (2) a terminal to interface to a large mainframe computer, (3) a word processing 
work station, (4) a process control computer, (5) a controller for a robot, and (6) a data 
collection device. In addition, the tremendous number of firms developing hardware and 
software for the Apple Computer will enhance the ways in which it can be applied. Also, 
competition will insure reasonable prices for the many products developed. 

New hardware and software products are continually being announced for the Apple 
Computer. For example, products have been introduced that permit the Apple Computer 
to (1) interface with mainframe computers as though it were a terminal or (2) function 
as a remote job entry terminal (RJE). Before the Apple Computer was available, acquiring 
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Figure 1.3—Apple lle Keyboard 
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a terminal to perform either of these tasks cost considerably more. In addition, these 
special purpose terminals could not function as a stand-alone computer as can the Apple 
Computer. eh 

When considering the Apple Computer for a new application, you should be aware of 
the main limitations of this microcomputer: (1) relatively slow (compared to a minicom- 
puter) when transferring information between memory, the CPU, and other peripheral 
devices and (2) somewhat slow computational speed. The information transfer rate is 
slow because only 8 bits (1 character) can be transferred at a time. Another limitation is 
the small amount of disk storage space; however, this is rapidly changing as disk drives 
with much greater capacities are being developed. Consequently, the disk storage limi- 
tation will essentially be removed. 


1.3 The BASIC Interpreter 


As noted earlier, the BASIC interpreter used on the Apple Computer is the Applesoft 
BASIC interpreter. The performance of this interpreter and the differences between in- 
terpreters and compilers are discussed in the next section. 


interpreters and Compilers 


There are two ways in which a high level programming language, such as BASIC, is 
translated to machine language (instructions that are understood by the computer). One 
technique uses an interpreter; the other technique uses a compiler. Many engineers and 
scientists have worked on a computer with a high level programming language such as 
FORTRAN. In this environment, the FORTRAN statements are translated into machine 
language using a compiler. However, Applesoft BASIC statements are translated using 
an interpreter. 

It is important to understand the difference between the two techniques. A compiled 
program usually executes in less time and is more difficult to alter. The latter advantage 
provides some protection against unauthorized use of a program. Most microcomputers, 
however, come with a BASIC interpreter because an interpreter requires less memory 
than a compiler and is easier to use. These statements are better understood after the 
differences between an interpreter and compiler are explained. 

An interpreter translates one BASIC statement into one or more machine language 
statements. These machine language statements are then executed. This process continues, 
one BASIC statement at a time, until execution is terminated by either the end of the 
program or by an error. If the program involves executing a BASIC statement more than 
once, the interpreter must translate the BASIC statement into machine language each 
time the statement is executed because the translated machine language version of the 
statement is not saved. 

A BASIC compiler works somewhat differently. It too translates BASIC statements 
into machine language. However, a compiler translates the entire BASIC program into 
machine language statements and stores it in memory before any part of the program is 
executed. The resulting machine language program is sometimes called the object pro- 
gram. The original BASIC version of the program is called the source program. After 
the compilation is completed, the machine language program can be executed. 

Once a program has been compiled (translated into machine language), it will run in 
less time than the same program will take if an interpreter is used. The interpreted program 
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runs slower because each statement must be interpreted as it is executed; some statements 
may be translated several times if they are executed several times. However, the interpreter 
requires less memory because the entire machine language version (object program) does 
not have to be stored. Program debugging is also easier using an interpreter because 
execution can be stopped at any point so that a program line can be modified; execution 
can then be reinitiated at any place in the program. 

In writing this book, we assumed that the reader could develop simple programs using 
BASIC. Many engineers and scientists know the FORTRAN programming language but 
have never used BASIC. It is very simple to learn BASIC if you already know FORTRAN 
because these two languages are very similar. There are many good introductory BASIC 
books written as tutorials to be used as self-study guides. Poole, 1981, and Presley, 1982, 
are books of this type written just for the Apple Computer. 


Review of DOS Commands 


When your computer is turned on with a diskette containing the disk operating system 
(DOS 3.3) in Drive 1, DOS will be loaded into memory. You will know that DOS is 
active by the following prompt: 


] 


This prompt tells you that DOS is waiting for you to enter your next line. The default 
drive is the drive which DOS assumes contains the specified diskette unless another drive 
is explicitly denoted. The default drive is initially Drive 1 (D1). You can change the 
default drive to Drive 2 by placing ",D2" after any DOS command. For example 


ICATALOG, De 


followed by pressing the Return key. (Unless otherwise specified, the Return key should 
be pressed after each command is entered.) This will list the catalog of the diskette in 
Drive 2, and make it the default drive. Changing the default drive back to Drive 1 is 
accomplished in a similar manner. 

Several commands are provided by DOS. You should look at your DOS Manual for 
a detailed description of these commands. 

The DOS CATALOG will list the names of all files contained on a diskette. Included 
with each name is the file type. For example, 


JCATALOG 


will list all files on the diskette in the default drive. The command 
JCATALOG,Dc 
will list all files on the diskette in Drive 2. 


An often used command is LOAD. This command may be used to load a program 
file. For example, 


JLOAD EXDATA 


will load the program file EXDATA from the default drive. 
The command 


JLOAD EXDATA,De 


\ 
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will load the program file from Drive 2. The prompt is displayed after the LOAD command 
is executed. You can then start program execution by entering 


JRUN ‘ 


The same results can be achieved by the following statement; 
JRUN EXDATA 


This command causes the program EXDATA to load and to begin execution. 

After typing in a new program or making changes to one that you originally loaded, 
you may want to save the program on a diskette. Before doing this, decide on a name 
to identify the program file. If you select a file name that already exists on the diskette, 
the file on the diskette by that name will be destroyed. To save the program TESTPROG 
on the default drive you would type 


SAVE TESTPROG 


When this operation is complete, the prompt will appear. If you purchased the optional 
diskette with this book, at some time you will probably want to MERGE programs or 
CHAIN from one program to another. The &H(OLD) and &M(ERGE) commands will 
let you merge a program stored on a diskette with a program currently in memory. For 
example, if you purchased the optional diskette, you could merge a subroutine from this 
diskette with an application program that is currently in memory. There is also a CHAIN 
statement that permits you to bring another program into memory and continue execution, 
passing program control and variables, from one program to another if you desire. Using 
this command, a program that is running can load into memory a program that resides 
on a diskette and cause this latter program to start executing. We will illustrate the use 
of the &H and &M commands and the CHAIN statement. 

Assume that a sort program resides in a file named SORT on the default drive. This 
program is to be merged with a program that we currently have in memory. After the 
prompt appears, the following command should be entered 


1&H 


This command holds, or protects, the current program in memory. We can then load the 
SORT program without wiping-out the program currently in memory. 


JLOAD SORT 


In order to merge the original program and the sort program, we use the MERGE 
command. 


]&M 


The process is now complete. When the prompt appears again, the SORT program will 
be merged with the original program. 

Unfortunately, we cannot use the &H and &M commands without some preparation. 
These commands are enabled by running the program RENUMBER, which is on your 
APPLE System Master. You must run this program prior to using the commands. 

If any lines in the file being merged have the same line numbers as the program in 
memory, the result will have duplicate line numbers. When the merge has been suc- 
cessfully completed, BASIC displays a prompt. 
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The CHAIN statement is similar in result to MERGE except that it is entered as part 
of a program line. Also, after the CHAIN statement is successfuly executed, control is 
passed to the program that was in the chained (invoked) file rather than BASIC and does 
not return to the original program. 

Two chaining procedures are possible. The first erases the values of all variables from 
the original program. For example, if you wanted to run the program currently in memory, 
and then run the program SORT, the last statement in the original program in memory 
should be 


PRINT CHR$(4);"RUN SORT" 


If there were any statements following this one in the original program they would be 
ignored. No variables from the original program are passed to SORT. 

If you wish to pass variables and arrays to the program to which you are chaining, a 
little additional work is required. A machine-language program called CHAIN is on your 
DOS System Master. This program must reside on the same diskette as the program to 
be chained. You can, of course, copy this program from the System Master to any diskette 
you wish. To chain from the program currently in memory to SORT, the last two lines 
to be executed in the original program should be: 

PRINT CHR$(4);"BLOAD CHAIN, ASceO" 

CALL SecO"SORT" 

Remember, this is not the same as calling a subroutine because you do not return to the 
calling program. This type of activity would require dividing the main program and 
placing the sections in separate files. The first part of the main program would chain to 
the subroutine, which would in turn chain to the next part of the main program. 

Using this review, you should be able to Joad and run the programs that are provided 
on the optional diskette. There are many other commands and statements which we did 
not discuss. It was not our intention to provide an introduction to BASIC as there are 
many good books already available. You can also refer to your BASIC Programming 
Reference Manual if you have questions about Applesoft BASIC. 


Variable Types and Precision 


Applesoft BASIC variable names may be up to 238 characters long; but only the first 
2 characters are significant. They must begin with an alphabetic character. BASIC var- 
iables can be of two types: string or numeric. The length of a character string can be 
from 0 to 255 characters. Two types of numeric variables are permitted: integer and real. 
Integer variables are distinguished from real variables by placing a percent character, %, 
after the variable name. 

An integer variable can represent any integer between — 32768 and + 32767, inclusive. 
Each integer variable requires two bytes of storage. A real variable is used to store a 
non-integer real number. In this case, 9 digits are stored. Storing a real variable requires 
5 bytes. 


Loss of Precision 


Errors of imprecision occur in most mathematical calculations. However, the impre- 
cision is usually ignored because the accuracy obtained is sufficient. For example, consider 
the statement 


X = 3/10 
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The number .3 cannot be represented by any finite length binary number, just as ' cannot 

be represented by any finite length decimal number. Consequently, mathematical oper- 

ations on a computer can result in imprecision because of the way numbers are represented. 
The following example program will illustrate this point. 


10 
2a 
30 
40 
50 
60 
70 
60 


N=40 

X=3/10 

PRINT "I", "yu 
FOR I=c TON 
X=xX/10 
PRINTI,X 
NEXTI 

END 


Figure 1.4 contains the output from this program. Note that for for I= 31, X =3.QQ0001E- 
31. Also, note that for 1=40, X =0 and that the computer did not signify an exponent 
underflow (magnitude of the number is too small). 


xX 

-03 

3E-03 

JE-04 

3E-05 

3E-O6 

3E-0O? 

3E-08 

3E-09 

3E-10 

JE-11 

JE-le 

JE-13 

JE-14 

3E-15 

3E-16 

JE-L? 

JE-16 

JE-319 

3JE-20 

3E-e1 

JE-e2 

3E-e3 

JE-24 

3E-eS 

JE-cb 

JE-e? 

JE-26 

3E-29 

3E-30 
3.00000001E-31 
3.00000001LE-3e 
3.00000001E-33 
3.00000001E-44 
4.00000001E-35 
3.Q00000001E-36 
3.Q0000001LE-37 
3.00g000001E-36 
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39 3.00000001E-39 
40 0 


Figure 1.4—Loss of Precision Example 


The order of mathetical operations can affect precision. Consider the following short 
program: 
10 X=S.SE+9 
eO Y=xX-X+1 
30 PRINTY 


If this program is executed on a Personal Computer, we will obtain the correct answer 
of 1. Let us reorder the mathematical operations in statement 20: 


e0 Y=X+1-X 


Upon executing this modified program, we will obtain an incorrect answer of 2. This 
program demonstrates that the order of mathematical operation can affect precision, 
particularly if numbers of widely differing magnitudes are involved. 


Converting Variable Types 


All arithmetic operations are performed using real precision. Thus, if a program state- 
ment involves more than one variable type (integer or real), Applesoft BASIC converts 
all numbers to real precision. A numeric result is always stored in the precision declared 
in the target variable name, where the target variable is the variable on the left side of 
the equal (=) sign. Truncation occurs when a real value is assigned to an integer variable. 
Thus, 1% =5.5 results in 1% =S. 


1.4 Summary 


The Apple Computer has several features which make it an excellent microcomputer 
for engineering, science, and business applications. In addition, it is a pleasure to use. 
With the support that is being supplied by Apple and independent vendors, numerous 
types of application hardware and software are available for the Apple Computer at 
competitive prices. This book is an example of the many programs and texts that are 
available to Apple users. The remainder of the book presents and explains several programs 
useful in engineering, science, and business. 
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Exercises 


1. What is a source program? What is an object program? 

2. What is a BASIC interpreter? What is a BASIC compiler? 
3. When would you prefer to use a compiler? When would you prefer to use an interpreter? 
4. List five significant features of the Apple Computer. 


\ 
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. Write a statement that will chain the program EXSMOOTH residing on disk Drive 2 with the 
program currently in memory. 

. Write a command which will merge the program QUEUE residing on disk Drive 2 (the default 
drive) with the program currently in memory. Program execution is not to start until the RUN 
command is entered. 

. Write a program to test the round-off error of the BASIC SIN function as the argument approaches 
zero (i.e., as X approaches zero, what is the value of SIN(X)?). 

. Obtain the value of X in the following program using all possible variable types for each 
variable. 

A=2 

B=3 

X=A/B 

PRINT X 


. Let X=50. Write a program that keeps multiplying X by 10 and adding 1 until the 1 is no 
longer represented in the product (i.e., X= X*10+ 1). At what power of 10 did you obtain the 
first incorrect answer? 


Data Reduction 


Data are simply collections of values until they are reduced into a meaningful form. Data 
are quite often summarized by particular values, called statistics, which are calculated 
from the data available. These statistics provide valuable information regarding the general 
location of the data points and their dispersion. This chapter presents a description of the 
most commonly used statistics and BASIC programs for their calculation. These will 
prove useful in all data gathering exercises, such as experimentation and observation. 


2.1 Basics of Data Reduction 


It is difficult to discern meaning from a large collection of data without summarization. 
The procedures presented in this chapter provide such summarization techniques. We 
will examine both reduction procedures (statistics) and display procedures. They are not 
computationally difficult, but provide extremely useful results for data analysis. 

One of the methods most commonly used to represent a group of data is to calculate 
Statistics. In this way, particular characteristics of the data can be reduced to one number. 
Thus, a statistic contains information from the data in a sample. By definition, any 
function of the data is a statistic. However, it is important to choose a function that results 
in a statistic which is meaningful from an analysis viewpoint. We will limit our discussion 
to only a few common statistics. Population statistics reflect on the entire universe of 
data under consideration. For instance, if we were examining automobiles, the population 
would be all automobiles manufactured. Sample statistics attempt to measure the same 
thing as population statistics, but they are found from only a subset of the population. 
They should give a reasonably accurate representation or estimate of the population 
Statistic. 

There are four major reasons why we are concerned with sample statistics. Often we 
must use the data we are given and are not in a position to gather more. Data collection 
could be expensive. Collecting performance data on rocket engines is an expensive 
proposition. Data collection could be destructive. When collecting data on the life of a 
light bulb, the light bulb is destroyed. Finally, if there are an infinite number of points 
in a population, it is impossible to examine them all. \ 

In this chapter we examine two general categories of statistical measures; these are 
measures of central tendency and measures of dispersion. Central tendency relates to the 
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center of the data. The statistic calculated in this case represents, in some fashion, the 
center of the data. Figures 2.1 and 2.2 help to illustrate this concept. If you were to select 
one number to reflect the *‘center’’ of data for each of Experiments A and B, you would 
choose two different numbers. The center of Experiment A, in Figure 2.1, appears to be 
around 25 while the center of Experiment B, in Figure 2.2, appears to be around 30. 
You will see shortly how this can be measured in several ways. 

Dispersion relates to the spread of the data. That is, are the data points spread across 
a wide range of values or are they bunched together? Figures 2.1 and 2.2 also illustrate 
dispersion. The data in Figure 2.1 are more dispersed than those in Figure 2.2. We will 
illustrate several ways in which this can be measured. 

Although there may be many ways in which we can summarize data through the use 
of statistics, we must not underestimate the value of simply looking at the data. This 
examination goes beyond looking at a group of numbers on a page. It should include a 
visual inspection of a plot of the data. In this manner it is much easier to detect grouping 
of data items and the spread of data items. In many instances, examination of the data 
in this fashion can prove as beneficial as calculation of the statistics. 

The remainder of this chapter is divided into three major sections. Each section ad- 
dresses an analysis area described above. First, we will present measures of central 
tendency, then measures of dispersion, and finally operational aspects of plotting data. 


2.2 Measures of Central Tendency 


The most common statistics used are those representing central tendency. These sta- 
tistics are used to reflect the center of the data. Those discussed here each measure the 
‘‘center’’ of the data in a slightly different way. The choice of a measure depends on the 
particular situation in which it is being applied. 


The arithmetic mean of a group of data is also known as the average. We can think 
of the mean as the center of gravity of the data. If each point weighed the same amount 
and they were placed along a weightless number line, the mean would be that point at 
which the number line would be balanced. It will not, in general, be equal to any particular 
data point. 

Finding the mean of a group of data is straightforward; you have probably done it 
before. All one has to do is sum the data points and divide by the number of data points. 
We can represent this by: 


a 4 SO A a 42a aL So OS 2 eo | 
10 20 30 40 


Figure 2.1—Plot of Data From Experiment A 


ROR 
10 20 30 40 


Figure 2.2—Plot of Data From Experiment B 
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3X, 
X= it! 
n 
where, 
X; = value for data point i 


n = number of data points 
X = mean or average (sometimes called X-bar) 


For a small amount of data, this can easily be accomplished by hand or performed on a 
calculator. 


EXAMPLE 1. Find the mean of the following group of numbers: 
35, 21, 42, 16, 71, 55 

SOLUTION. 
X= 35+21 a 16+714+55 _ a 3 


For larger groups of data this becomes tedious; obviously it is a job for the computer. 
The only tasks required of a computer program are to read in the data and make the 
calculation to find the mean. We do not present a subroutine here to find the mean. Such 
a subroutine is presented, with the other measures discussed, in a complete data analysis 
subroutine later in this chapter. 


40 


Median 


The median is another measure of central tendency. It differs from the mean in that it 
is not the ‘‘center of gravity’’ of the data. Instead, it is a point on the line which ‘‘splits’’ 
the data. That is, the same number of data points are on either side of the median. 

The median of a group of data is easily found. If we rank the data points in ascending 
order, we can count from either end until we have counted half the data points. At this 
point we have determined the median. There are two conditions we may face. If there 
is an odd number of data points, then one of the data points will be the median. There 
will be one data point that has the same number of data points on either side of it. In 
this case the median is unique. The other condition is an even number of data points. In 
this case none of the data points may be the median. If there are n data points then there 
will be n/2 on either side of the median. Thus, if the data are ranked, the median will 
lie between the n/2 and (n/2)+ 1 data points. Theoretically, any point between these can 
be classified as the median. For our purposes, we will choose the point equidistant between 
the n/2 and (n/2)+1 points. This is the average, or mean, of these two points. 


EXAMPLE 2. Find the median of the following set of data. 
3, 9, 2, 15, 22, 11, 7, 35, 4, 16 


Compare this to the value of the mean. 
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SOLUTION. First, rank the data in ascending order. 


Rank! 2 3 4 5 6 7 8 9 10 
Data 2, 3, 4, 7% 9, 21, 15, 16, 22, 35 


There are n=10 data points, so the median will be the average of the n/2(=5) and 
(n/2) + 1(=6) points. Thus, 
9+11 


median = X,, = as = 10. 


We can calculate the mean as 


X= 24+34+447494+114154 164+22+35 = 14 
10 
Of course there is a difference between the median and the mean, although they are close. 
You can probably see why the median is sometimes a more useful measure than the 
mean. The mean is affected by the size of the data and the possibility that large numbers 
do not reflect the rest of the data. In this case, most of the data is less than 20, but the 
point 35 has a large impact on the mean, whereas its impact on the median is not nearly 
as large. Thus, either may be more appropriate in particular situations. 


Mode 


The least-used measure of central tendency is the mode. The mode is the data point 
which occurs most often. In the first two examples of this chapter, the mode is each data 
point, since no points are repeated. There may be only one mode, or many modes as in 
the examples seen thus far. 

One would not want to use the mode as the sole measure of central tendency. It should 
be used with the mean or the median, or both. 


EXAMPLE 3. Find the mode of the following set of data. 
4, 2, 8, 10, 14, 8, 6, 14, 20, 6, 3, 5, 8, 6 
Also find the mean and the median. 


SOLUTION. To find the mode, like the median, it is helpful to rank the data in ascending 
order. Doing this we find: 


2, 3, 4, 5, 6, 6, 6, 8, 8, 8, 10, 14, 14, 20 


The values 6 and 8 each appear three times, more than any other values. These would 
both represent the mode of the data. 

For the median, notice that there are 14 data points: n= 14, The median is the average 
of the seventh and eighth ranked points. So: 


6+8 


= = 7 
' 2 


We calculate the mean as: 
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It will not always be the case that the mean, median, and mode are in such close agreement 
as in the above examples. This is why it is often beneficial to examine all three measures. 
For instance, look at the difference in measures for the following set of data. 


Data: 3, 4, 4, 5, 2, 4, 6, 5, 3, 20, 22, 20, 24, 26, 20, 25 
Mean: X=12 
Median: X, = 5 
Mode: 4 and 20 


You can see that each by itself does not convey the structure of the data. By examining 
all measures you get a pretty good feel for the content of the data. 


2.3 Measures Of Dispersion 


The measures of central tendency just discussed describe the way in which data are 
clustered around some central value. They do not tell us how close or how far apart the 
data values are; that is, how they are scattered. A statistic measuring the scatter or spread 
of a group of data is called a measure of dispersion. Two different groups of data may 
have identical means, medians, and modes, yet be vastly different because of differences 
in dispersion. 

In this section we will discuss three measures of dispersion: range, variance, and 
standard deviation. The latter two measures are closely related and we will present them 
together. 


Range 


The range of a group of data is a simple measure both to understand and calculate. It 
is defined as the difference between the largest and smallest values in the data. You can 
see that this gives us a number which specifies the ‘‘width’’ of the data points. It does 
not contain any additional information that may be desirable, such as where the data 
points are concentrated. 


EXAMPLE 4. Find the range for the following group of data: 
3, 6, 2, 9, 5, 3, 16, 4, 15 


SOLUTION. If we rank the data in ascending order, finding the range becomes a simple 
matter of finding the difference between the end points. 


2, 3, 3, 4, 5, 6, 9, 15, 16 
Range = Xp = 16—-2=14 


Although the range is quite easy to calculate, in most cases it does not provide sufficient 
information about the variation of the data. Because only two data points are used, the 
range says nothing about the location and concentration of other data points except the 
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distance between them is less than or equal to Xz. You have also noticed that the range 
does not depend on the number of data points. For these reasons, we now present two 


more measures of dispersion. These will provide more useful information than the range. 
\ 


Variance and Standard Deviation 


The variance and the standard deviation are quite different in concept and calculation 
from the range. They are based upon the distance of each individual point from the mean. 
Because of this, their calculation is significantly more involved than that for the range. 

In using these measures for more advanced statistical procedures, either the variance 
or the standard deviation will be specified for use. While they certainly are not the same 
measure, they are very closely related. We find the value of the standard deviation as 
the positive square root of the variance. We will, therefore, focus our discussion on the 
variance. 

We mentioned above that the variance was based upon the distance of each individual 
point from the mean. For data point i this deviation is X;—X. You may notice that if 
we were to sum the deviations for all of the data points, the sum would be zero. We, 
therefore, cannot use the measure ‘‘average deviation from the mean;”’ its value would 
be zero. Since we would like to consider any deviation from the mean as positive, we 
could square the deviations, thus assuring that they would be positive. We could also- 
use the absolute value of deviations from the mean, instead of the square of deviations. 
However, this option is not as mathematically attractive and does not possess some 
desirable characteristics. Consult DeGroot (1975) for further discussion. 

The variance is defined as the average or mean of the squares of the deviations from 
the mean. By utilizing the definition of the mean, we can define the variance symbolically 
as 

is — 

> (X;—-X)’ 

S2 = nt rs 

n 
You may notice a slightly different definition of variance in other sources. Using the 
above definition the variance is called a ‘‘biased’’ estimate of the true population variance. 
An ‘‘unbiased’’ estimate is found by dividing by n—1 instead of n. You can consult 
Walpole and Myers (1972) or DeGroot (1975) for a discussion of estimator bias. 


EXAMPLE 5. wWhat is the variance of the following set of data? 
3, 6, 8, 2, 4, 3 


SOLUTION. Following the formula for the variance, we first must calculate X. 


The variance can now be found as: 
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= (3-4.33)? + (6-4.33) + (8-4.33)? + (2-4.33)? + (4-4.33)? + (3-4.33)? 


2 
: 6 
S? = 4.222 


Computationally, this formula for S? is not very attractive. By rearranging terms we can 
find a much easier one to apply. This formula is 


As with the previous definition, this is the ‘‘biased’’ estimate of the population variance. 
EXAMPLE 6. Use the revised formula to find the variance of the data in Example 5. 


SOLUTION. All we need do is find the sum of the values and the sum of the square 
of the values. 


X; xX? 





ear was| 
b 


6 
i= 


6 
X= 26 2 XE = 138 
The variance is: 

26)? 

133-282 
S? = ——— = 4.222 
6 
You can see that if the data is centered around the mean, the variance is very small. If 
there are many data points which are not close to the mean, the variance will be large. 
The larger the variance, the more scattered the data. 

You should note the units of measurement of the variance. The units will be the square 
of the units of the data. If the data are in units of miles, the variance will be in units of 
square miles. For this reason the standard deviation may be a more desirable measure of 
the dispersion. Since the standard deviation is the square root of the variance, its units 
are the same as those of the original data. We label the standard deviation S: 


S = V5 


In a straightforward manner the standard deviation of the data in Example 5 is found to 
be S=V/4.222 = 2.055. The computer code for these measures of dispersion is presented 
with the other data analysis code later in this chapter. 


2.4 Data Plots 


The measures discussed previously are valuable in reducing a particular property of 
data to one number. However, it is quite often just as valuable to examine a visual 
representation of the data. This can be accomplished by plotting the data on a graph. 
This plot can show the values of the data and the frequency of occurrence. If the data 
consist of joint observations, they can also be represented. For instance, you may have 
monthly sales data over a number of years. It would be useful to examine a plot of sales 
over time. 

One of the most important advantages of looking at the data as opposed to simply 
calculating statistics is examining joint data. Here joint data refers to the case when a 
single observation results in values for two variables. An example of this is the observation 
of a person’s physical stature. Observing one person results in the joint measure of height 
and weight. We do not get an accurate picture of physical stature unless we look at the 
height/weight combination. Another example is measuring metal fatigue. In this case, it 
is important to look at the joint observations of force and time to failure. 

Variables may be related in many different ways. It is important to be able to specify 
these relationships. In some cases, trend or seasonal patterns can be detected. There are 
analytic procedures for evaluating these types of patterns, but they are not presented here 
(see Makridakis and Wheelwright, 1978, and Montgomery and Johnson, 1976, for analytic 
procedures). You have not sufficiently examined a set of data unless you have examined 
a plot of the data. 

In the computer program presented in the next section, we include a plotting routine. 
You will be able to specify single or joint data. An example of a data plot is not included 
in this section. 


2.5 Data Analysis and Plotting Subroutines 


In this section, we present a set of computer subroutines that incorporate all the data 
analysis procedures discussed in the chapter. There are actually three major subroutines. 
The first reduces the data to particular statistics. These are the measures of central tendency 
and measures of dispersion presented earlier. This program provides the capability to call 
the plotting subroutines. In these subroutines a curve may be plotted or a frequency 
histogram (specifying frequency of occurrence of observations) of a set of data can be 
generated. These plots were written to generate plots for the 40-column display or the 
80-column display available with the Apple Ile. The 80-column plots were tested on the 
80-column board provided with the Ile. Due to differences in hardware design, the 80- 
column option may or may not work with other 80-column boards. 

Figure 2.3 presents the subroutine for data analysis. This allows analysis of either a 
single variable or joint observations. The measures of central tendency and dispersion 
are displayed for each variable. 

Figure 2.4 presents the frequency plotting subroutine, including a companion subroutine 
for plotting on your printer. It can be called from the data analysis program or from a 
main program, by-passing the data analysis. It will plot a frequency histogram for one 
variable. You can choose 40 or 80 column formats. 

Figure 2.5 presents the subroutine for plotting joint observations. It can also be used 
with or without the data analysis subroutine. The option of 40 or 80 column is available. 
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7500 REM SUBROUTINE FOR DATA ANALYSIS 
7510 REM STATISTICS ARE DERIVED IN THIS MAIN PROGRAM, 
7520 REM A SEPARATE SUBROUTINE PLOTS THE DATA. 


7540 N = INUM 

7541 DOS$ = CHRS (4) 

7550 PRINT : PRINT “IS THIS ANALYSIS FOR ONE VARIABLE OR" 

7551 PRINT "JOINT OBSERVATIONS ?" 

7560 PRINT : INPUT "ENTER 1-- ONE VARIABLE; 2-- JOINT ? ";IA 

7570 IF IA = 1 THEN GOTO 7750: REM FOR THE ONE -VARIABLE CASE 
7580 REM RRERKERKERK RULES FOR JOINT OBSERVATIONS *##&kRRRRE 
7590 REM . 

7600 PRINT : PRINT "THE DATA FOR THIS PROGRAM MUST BE" 

7601 PRINT : PRINT "ENTERED AS JOINT OBSERVATIONS IN THE" 

7610 PRINT : PRINT "VARIABLES X AND Y WITH THE NUMBER OF" 

7620 PRINT : PRINT "JOINT OBSERVATIONS GIVEN IN INUM. THE” 

7630 PRINT : PRINT "OBSERVATIONS ARE SORTFD IN A SPECIALLY" 

7631 PRINT : PRINT "REVISED QUICKSORT ROUTINE THAT" 

7640 PRINT : PRINT "MAINTAINS THE INTEGRITY OF THE JOINT" 

7650 PRINT : PRINT "RELATIONSHIPS FOR VALUES OF JT<>3 ." 

7660 JT = 1: REM SET VARIABLE SPECIFICATION FLAG 

7670 PRINT : PRINT "SORTING DATA": GOSUB 12710: REM CALL THE REVISED SORT 
7680 FOR I = 1 TO INUM 

7690 XVAR(I) = X(I): REM SET XVAR 

7700 YVAR(I) = ¥(1I): REM SET YVAR 

7710 NEXT I 

7720 GOTO 7800 

7730 REM REKAKKKEKK RULES FOR FREQUENCY ANALYSIS ®#*ke2eeeX 
7740 REM 

7750 PRINT : PRINT “THE DATA FOR THIS PROGRAM MUST BE” 


7751 PRINT : PRINT "PRE-SORTED IN ASCENDING ORDER. THE" 
7760 PRINT : PRINT "SORTED VALUES MUST APPEAR IN THR ARRAY" 
7770 PRINT : PRINT "XVAR. THE NUMBER OF DATA POINTS MUST" 
7780 PRINT : PRINT "APPEAR IN INUM" 


7790 JT = 0: REM SET FOR FREQUENCY DATA 

7800 REM IN THIS SECTION THE DATA IS ANALYZED 
7810 REM ACCORDING TO THE STATISTICS PRESENTED 
7820 REM IN THE CHAPTER (MODE,MFDIAN, MEAN, 
7830 REM RANGE,STANDARD DEVIATION, VARIANCE) 


7840 PRINT : INPUT "PRESS RETURN TO CONTINUE -> ";Z$ 
7850 PRINT : PRINT 

7860 IF JT < > 2 THEN PRINT "FOR VARIABLE ";XVS 
7870 IF JT = 2 THEN PRINT "FOR VARIABLE ";YV$ 

7871 PRINT 


7880 PRINT TAB( 6);"MEASURES OF CENTRAL TENDENCY" 

7881 PRINT TAB( 5); "=s=2=snaessceseseeses=sssssees" 

7900 REM FIRST FIND THE MODE 

7910 J = 1: REM SET MODE COUNTER 

7920 JNUM = 0: REM NUMBER OF DATA POINTS REPRFSENTING THE MODE 

7930 JCNT = 2: REM DATA POINT OCCURRENCE COUNTER 

7940 JJ = 0 

7950 IF JT = 2 THEN GOTO 7970 

7960 DIM ILOCCINUM): REM DIMENSION FOR LOCATION OF MODE 

7970 FOR I = 2 TO INUM + 1 

7980 IF I = INUM + 1 THEN GOTO 8020 

7990 IF XVAR(I) < > XVAR(I - 1) THEN GOTO 8020: REM FOR UNEQUAL VALUES 
8000 J = J + 1: REM UPDATE FREQUENCY COUNTER 

8010 GOTO 8180 

8020 IF J > = JCNT THEN GOTO 8050: REM FREQUENCY LESS THAN CURRENT MAX 
8030 J = 1 

8040 GOTO 8180 

8050 IF J = JCNT THEN GOTO 8140: REM FREQUENCY EQUAL TO CURRENT MAX 
8060 REM AT THIS POINT,THE CURRENT FREQUENCY REPRESENTS THE MAXIMUM 
8070 REM FREQUENCY. UPDATE ALL PERTINENT COUNTERS \ 

8080 JNUM = 1 

8090 JCNT = J 

8100 J=1 
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JJ = 1 

ILOC(JNUM) = I - 1: REM SET TO LOCATE MODE 

GOTO 8180 
JNUM = JNUM + 1: REM SET FOR MULTIPLE MODES 

ILOC(JNUM) = Q- 1 ? 
J=l 
JJ=1 

NEXT I 

IF JJ = 1 THEN GOTO 8220: REM A MODE DOES EXIST 

PRINT : PRINT "MODE -- NO OBSERVATION APPEARED MORE” 

PRINT "THAN ONCE" 

GOTO 8320 

IF JNUM > 1 THEN GOTO 8250: REM MORE THAN ONE MODE EXISTS 
PRINT : PRINT "MODE -- THE VALUE ";XVAR(ILOC(1));" OCCURRED ";JCNT;" TIMES" 
GOTO 8320 

PRINT : PRINT "MODE -- MULTIPLE MODES WERE FOUND" 

PRINT " THEY ALL OCCURRED ";JCNT;" TIMES" 

PRINT " THESE VALUES ARE :" 

FOR I = 1 TO JNUM 

IF I = JNUM THEN PRINT XVAR(ILOC(I)) 

IF I < > JNUM THEN ‘PRINT XVAR(ILOC(I));", "3: REM PRINT THE MULTIPLE MODES 
NEXT I 

REM NEXT, FIND THE MEDIAN 
XX = INUM / 2 
II = INT (INUM / 2) 

IF II = XX THEN GOTO 8390: REM INTEGER NUMBER OF DATA POINTS 
PRINT : PRINT "MEDIAN ~- ";XVAR(II + 1) 

GOTO 8410 
MED = (XVAR(II) + XVAR(II + 1)) / 2 

PRINT : PRINT "MEDIAN -- ";MED 

REM NOW, CALCULATE THE MEAN 
SM = 0: REM SET SUM OF TERMS EQUAL TO ZERO 
SS = 0: REM SET SUM OF SQUARED TERMS EQUAL TO ZERO 

FOR I = 1 TO INUM 

SM = SM + XVAR(I): REM SUM THE TERMS 

SS = SS + XVAR(I) * 2: REM SQUARE AND SUM THE TERMS 

NEXT I 
MN = SM / INUM: REM FIND THE MEAN 

PRINT : PRINT "MEAN -- ";MN: PRINT 

PRINT TAB( 9);"MEASURES OF DISPERSION" 

PRINT TAB( 8); "=#=s2=eae=sa2ssesessn222" 

REM FIRST FIND THE RANGE 
RNG = XVAR(INUM) - XVAR(1): REM CALCULATE THE RANGE 

PRINT : PRINT "RANGE ~- ";RNG 

REM NOW FIND THE VARIANCE AND STANDARD DEVIATION 
VAR = (SS - ((SM * 2) / INUM)) / INUM: REM CALCULATE THE VARIANCE 
STD = SQR (VAR): REM FIND THE STANDARD DEVIATION 

PRINT : PRINT "VARIANCE -- "; VAR 

PRINT 

PRINT "STANDARD DEVIATION -- ";STD 

PRINT 

IF IA = 1 THEN GOTO 8890 

IF JT = 2 THEN GOTO 8830 
XRNG = RNG 
JT = 2: REM RESET VARIABLE SPECIFICATION FLAG 
XT = XVAR(1): REM SET XT EQUAL TO SMALLEST XVAR VALUE 
XM = XVAR(INUM): REM SET XM EQUAL TO: LARGEST XVAR VALUF. 

FOR I = 1 TO INUM 
X(I) = YVAR(I): REM EXCHANGE XVAR AND YVAR ARRAYS,PREPARE FOR SORT 
Y(I) = XVAR(I) 

NEXT I 

REM NOW CALL REVISED SORTING ROUTINE TO SORT YVAR AND 

REM KEEP THE RELATIONSHIP BETWEEN XVAR AND YVAR 

PRINT : PRINT “SORTING DATA": GOSUB 12710: REM CALL THE REVISED SORT ROUTINE 
FOR I = 1 TO INUM 
XVAR(I) = X(I): REM REASSIGN XVAR 
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8800 YVAR(I) = Y(I): REM REASSIGN YVAR 

8810 NEXT I 

8820 GOTO 7800 

8830 FOR I = 1 TO INUM 

8840 C = XVAR(I) 

8850 XVAR(I) = YVAR(I): REM EXCHANGE XVAR AND YVAR ARRAYS 
8860 YVAR(I) = C 

8870 NEXT I 

8880 YRNG = RNG 

8890 PRINT : INPUT "DO YOU WANT A PLOT OF THE DATA (Y/N) ? ";BS 
8910 IF BS = "N" THEN GOTO 8960 5 

8920 IF IA = 1 THEN GOTO 8950 

8930 GOSUB 10960 

8940 GOTO 8960 

8950 GOSUB 8970: REM GO TO THE PLOTTING SUBROUTINE 


8960 RETURN 
BOZO REM —_- RERRARAAKRAHKARARARHRIR AIRE RRR RRR IR RII RI RIAA IIR EI RR II IIA 


Figure 2.3—Data Analysis Program 


Both the data analysis and the plot routines require that the data be sorted from smallest 
to largest. You may enter them in this fashion if you wish. However, we find it is easier 
to enter the data conveniently and use a sorting subroutine to order them. Figure 2.6 
presents a sorting subroutine which is included in the program file. We will not discuss 
how it works, because this is done in Chapter 12. However, it does have one very 
important attribute. If the flag JT=3, then normal sorting of one variable from smallest 
to largest occurs. If the flag JTA3, then the sort of variable X from smallest to largest 
also preserves the appropriate relationships of the joint observations. That is, each Y 
variable remains associated with its particular X variable. This is essential for plotting 
joint observations. 

An important aspect of the plotting subroutine for a frequency histogram is the choice 
of an integer or non-integer plot. If the non-integer option is selected, class intervals are 
automatically established. In this case, instead of plotting the frequency of each data 
point, the frequency of occurrence of data points within specified intervals is plotted. 
This will be the option you use most. If the integer option is selected (your data must 
be integer values), two possibilities exist. If the range of the data is less than 60 (24 for 
the 40-column case), the frequency for each point will be plotted. If the range is greater 
than 60 (24 for the 40 column-case), class intervals are used. 

The data analysis and plotting subroutines were not written as main programs, so they 
could be more flexible in application. Therefore, a main program must be written in 
order to use them. There are a few important steps which must be taken in the calling 
program. They are specified in the program listing but are worthy of presentation here. 
First, general requirements applicable to all subroutines will be presented, then require- 
ments specific to each subroutine. 


General 
1. Data must be stored in variable XVAR (and YVAR for joint observations). 
2. Number of observations must be stored in INUM. 
3. Name of variable(s) must be stored in XV$ for XVAR (and YV$ for YVAR if 
required). 
4. Appropriate arrays must be dimensioned to INUM. 
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REM FREQUENCY PLOT SUBROUTINE 
REM THIS IS THE FREQUENCY PLOTTING SUBROUTINE. 
REM IT CAN BE USED TO PLOT A FREQUENCY HISTOGRAM FOR A SINGLE 
REM SET OF DATA. 
REM INPUT ARRAY IS XVAR AND MUST BE DIMENSIONED 
REM IN THE MAIN PROGRAM. ALSO REQUIRED IS THE NUMBER OF DATA 
REM POINTS, SORTED IN INUM. 
ID=1 
XM = XVAR(INUM) 
RNG = XVAR(INUM) - XVAR(1): REM SET RANGE 
PRINT : PRINT "IS THIS FREQUENCY PLOT FOR INTEGER OR" 
PRINT "NONINTEGER DATA ?" 
PRINT : INPUT "ENTER D -~ INTEGER, C -- NONINTEGER ? "3AS 
PRINT : INPUT "PLOT ON CRT OR PRINTER (C/P) ? ";C$: PRINT 
IF CS = "P' THEN PRINT "PLEASE TURN ON PRINTER": PRINT 
INPUT "FORTY OR EIGHTY COLUMN PLOT (F/E)?";S$ 
IF S$ = "E" THEN GOTO 9115 
CZ = 24:R% = 6:W% = 4:8% = 11:FR = 50 
T% = 10:WD% = 30: GOTO 9120 
CZ = 60:R% = 10:W% = 6:S% = 12:F% = 75 
T% = 20:WD% = 70 
IF C$ = "P" THEN INPUT " HIT CARRIAGE RETURN WHEN READY ? ";WQS$ 
IF C$ = "P" THEN PRINT DOSS;"PR#1" 
IF AS = “D" THEN GOTO 10390 
REM THIS SECTION IS FOR NONINTEGER DATA 
GOSUB 12330: REM SCALE THE VARIABLES 
XW = RNG / C% 
IC = R%: REM USE 6 CLASSES TO STORE THE DATA 
REM CALCULATE FREQUENCY OF OCCURRENCE IN EACH CLASS 
DIM FQ(IC + 1): REM DIMENSION FREQUENCY ARRAY 
FOR I = 1 TO INUM 
IF l= 1 THENJ = 1 
IF XVAR(I) > XVAR(L) + J * (RNG / IC) + .0001 THEN GOTO 9250 
FQ(J) = FQ(J) + 1: REM INCREASE THE FREQUFNCY BY ONE 
GOTO 9270 
J= J+ 1: REM GO TO THE NEXT CLASS 
GOTO 9220: REM CHECK THE NEXT CLASS 
NEXT I 
IMF = 1: REM SET MAXIMUM FREQUENCY 
FOR I = 1 TO IC 
IF FQ(I) > IMF THEN IMF = FQ(I): REM SET MAXIMUM FREQUENCY 
NEXT I 
PRINT : PRINT : PRINT : PRINT 
POKE 36,( - 1 + T%): PRINT "FREQUENCY PLOT OF ";XV$: PRINT 
REM DETERMINE FREQUENCY SCALE 
DIM IVA(15): REM DIMENSION LABEL ARRAY 
IF IMF > 15 THEN GOTO 9490 
IS = INT (15 / IMF): REM SET NUMBER OF LINES BETWEEN FREQUENCIES 
LN = IS * IMF: REM SET NUMBER OF LINES IN PLOT 
J = 1: REM SET START FOR VERTICAL COUNTER 
II = 1s 
FOR I = II TO LN STEP IS 
IVA(L) = J: REM SET VERTICAL AXIS LABEL 
J=J+1 
NEXT I 
GOTO 9540 
IS = INT ((IMF / 15) + 1): REM SET NUMBER OF FREQUENCIES PER LINE 
LN = INT ((IMF / IS) + 1): REM SET NUMBER OF LINES IN PLOT 
FOR I = 1 TO LN 
IVA(I) = I * IS: REM SET VERTICAL AXIS LABEL 
NEXT I 
IQ = LN: IF LN < 9 THEN LN = 9 
FOR I = 1 TO LN 
IF I > 9 THEN GOTO 9680 
IF I = 1 THEN PRINT" F"; 
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9600 IF I = 2 THEN PRINT " R"; 
9610 IF I = 3 THEN PRINT " E"; 
9620 IF I = 4 THEN PRINT " Q"; 
9630 IF I = 5 THEN PRINT " U"; 
9640 IF I = 6 THEN PRINT " E"; 
9650 IF I = 7 THEN PRINT " N"; 
9660 IF I = 8 THEN PRINT " C"; 
9670 IF I = 9 THEN PRINT " Y"; 


> 
9680 IJ = LN- 1 + 1: IF IJ > IQ THEN GOTO 9820 
9690 IF IVA(IJ) < > 0 THEN IK = IVA(IJ) 
9700 IF IVA(IJ) = 0 THEN POKE 36,( - 1 + 9): PRINT "+"; 
9710 IF IVA(IJ) < > 0 THEN POKE 36,( - 1 + 4): PRINT IVA(IJ); 
9730 IF IVA(IJ) < > 0 THEN POKE 36,( - 1 + 9): PRINT "+"; 
9740 FOR J = 1 TO IC 
9750 IF ID< > 2 AND J = 1 THEN POKE 36,( - 149 + J * W%): PRINT "I"; 
9760 IF FQ(J) < IK THEN GOTO 9790 
9770 IF ID = 2 THEN POKE 36,( -1+9 + J * IXW): PRINT "*"; 
9780 IF ID < > 2 THEN POKE 36,( - 1 + S% + J * W%): PRINT "#"; 
9790 IF ID = 2 THEN GOTO 9810 
9800 IF J < > IC THEN POKE 36,( -1+4+9 + (J +1) * WZ): PRINT "I"; 
9810 NEXT J 
9820 PRINT 
9830 NEXT I 
9840 REM PRINT HORIZONTAL AXIS 
9850 POKE 36,( - 1 + 9): PRINT "+"; 
9870 IF ID = 2 THEN GOTO 9930 
9880 FOR I = 0 TO IC 


9890 IF S$ = "E" THEN PRINT "----~ +"; 
9900 IF S$ = "F" THEN PRINT "--~+"; 
9910 NEXT I : 


9920 GOTO 10030 

9930 FOR I = 1 TO IXW * (RNG +1) +1 

9940 IG = 0: REM SET PRINTER FLAG 

9950 IH = INT (I / IXW) 

9960 IF IH = (I / IXW) THEN IG = 1 

9970 IF IG = 1 THEN PRINT "+"; 

9980 IF IG = 0 THEN PRINT "-"; 

10010 NEXT I 

10020 IC = R%: REM RESET INC FOR INTEGER CASE 
10030 PRINT 

10050 REM PRINT AXIS VALUES 

10060 IF ID = 2 THEN GOTO 10180 

10070 IF XI% = 0 THEN GOTO 10081 

10080 POKE 36,( - 1 + 1): PRINT "(10*";XI%;")"; 
10081 IF S$ = "E" THEN GOTO 10126 

10082 FOR I = 0 TO IC STEP 2 

10084 HAX = XVAR(1) + I * W% * XW 

10086 ZB = HAX / XE 

10088 ZB = INT (ZB * 10 * 2+ .5) / INT (10 * 2 + .5) 
10090 GOSUB 12850: REM SET FORMAT 

10092 IF K% = 0 THEN J% = 14 - LEN ( STRS (ZB)) 
10094 IF K% < > 0 THEN JZ = 13 - K% 

10096 POKE 36,( - 1 + JZ + 1 * W%) 

10098 PRINT ZB; 

10100 NEXT I 

10102 PRINT 

10104 FOR I = 1 TO IC STEP 2 

10106 HAX = XVAR(1) + I * 4 * XW 

10108 ZB = HAX / XE 

10110 ZB = INT (ZB * 10 * 2+ .5) / INT (10 * 2 + .5) 
10112 GOSUB 12850: REM SET FORMAT 

10114 IF K% = 0 THEN J% = 14 - LEN ( STRS$ (ZB)) \ 
10116 IF K% < > 0 THEN J% = 13 - R% 

10118 POKE 36,( - 143% + I * 4) 


24 


10120 
10122 
10124 
10126 
10128 
10130 
10132 
10134 
10136 
10138 
10140 
10142 
10144 
10146 
10180 
10181 
10182 
10190 
10200 
10210 
10220 
10230 
10240 
10241 
10261 
10270 
10290 
10300 
10310 
10370 
10371 
10372 
10373 
10380 
10390 
10400 
10410 
10420 
10430 
10440 
10450 
10460 
10461 
10462 
10463 
10464 
10465 
10470 
10480 
10490 
10500 
10510 
10520 
10530 
10540 
10550 
10551 
10552 
10560 
10570 
10580 
10590 
10600 
10601 
10610 
10620 
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PRINT ZB; 
NEXT I 

GOTO 10310 

FOR I = 0 TO IC 
HAX = XVAR(1} + I * 6 * XW 
ZB = HAX / XE 
ZB= INT (ZB * 10 * 2+ .5) / INT (10 * 2 + .5) 

GOSUB 12850: REM | SET FORMAT 

IF K% = 0 THEN JZ = 16 - LEN ( STRS (2ZB)) 

IF K% < > O THEN J% = 15 ~ K% 

POKE 36,( - 1+ I% + I * 6) 

PRINT ZB; 

NEXT I 

GOTO 10310 
JI = XVAR(1) 

IF S$ = "E" THEN WD% = 70 

IF S$ = "F" THEN WD% = 30 

FOR I = 1 TO WD% 

IF I = 1 THEN GOTO 10241 

IF I < J THEN GOTO 10300 

IF INT ((I - 1) / IXW) < > (1 - 1) / IXW THEN GOTO 10300 
JI = XVAR(1) + (I - 1) / IXW 

IF JI > XVARCINUM) THEN GOTO 10300 
RS = STRS$ (JI) 

POKE 36,( - 1 + 9 + IXW + I - LEN (R$)) 

PRINT JI; 
J=I+5 

NEXT I 

REM PRINT HORIZONTAL AXIS TITLE 

PRINT : 

IF S$ = "F" THEN POKE 36,( - 1 + 12) 

IF S$ = "E" THEN POKE 36,( - 1 + 35) 

PRINT XV$ 

GOTO 10590 

REM FOR INTEGER DATA 

REM IF THE RANGE IS > C%, CLASSES MUST BE USED 

IF RNG > C% - 1 THEN GOTO 9150 : 

ID = 2: REM SET INTEGER FLAG 
IC = CZ: REM SET NUMBER OF DATA POINTS 

IXW = INT (C% / (RNG + 1)): REM COLUMNS PER DATA POINT 
DIM FQ(F%) 
J = 1: REM SET COORDINATE COUNTER 

REM SCALE LARGE INTEGER VALUES 
GG = INT (XVAR(1) / 1000) * 1000 

FOR I = 1 TO INUM 
XVAR(I) = XVAR(I) - GG 

NEXT I 

FOR I = 1 TO INUM 

IF XVAR(I) < > XVAR(1) + (J - 1) THEN GOTO 10510 
FQ(J) = FQ(J) + 1: REM FIND FREQUENCY FOR EACH COORDINATE 
GOTO 10550 
J=J+1 

IF J > CZ% + 1 THEN GOTO 10570 

IF XVAR(I) < > XVAR(1) + (J - 1) THEN GOTO 10510 
FQ(S) = FQ(J) + 1: REM FIND FREQUENCY FOR EACH COORDINATE 
NEXT I 
nQ=J 

Ic = DQ 

GOTO 9280: REM GO TO THE MAIN PLOTTING STAGE 

PRINT : PRINT "PROGRAM DATA ERROR; PROGRAM TERMINATING” 
GOTO 10670 

IF C$ = "P" THEN GOTO 10670 

PRINT : PRINT "WOULD YOU LIKE THE PLOT ON YOUR PRINTER” 
INPUT "(¥/N) ? ";DS 

IF D$ = "N" THEN GOTO 10670 

PRINT : PRINT "PLEASE TURN ON THE PRINTER" 
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10630 PRINT : INPUT "HIT CARRIAGE RETURN WHEN READY ? ";WO$ 
10640 C$ = "Pp" 

10641 PRINT DOSS$;"PR#1" 

10650 IF ID = 2 THEN IC = DQ 

10660 GOTO 9550 

10670 PRINT DOS$;"PR#O": RETURN 


Figure 2.4—Frequency Plot Subroutine 


Single Observations: Data analysis 
1. XVAR must be sorted from smallest to largest. 


Joint Observations: Data analysis 
1. Variables X and Y must also be dimensioned to INUM. 
2. Data need not be sorted in the main program. 


Frequency Plot 
1. Data must be sorted from smallest to largest. 


Joint Observation Plot 
1. Set XT as the smallest number in the XVAR array. 
2. Set XM as the largest number in the XVAR array. 
3. YVAR must be sorted from smallest to largest. 
4. XVAR variables must match with appropriate joint observations in YVAR (i.e., 
their position in the array must be the same). 


We should mention the format used for the plots. In order to create an accurate yet 
readable plot, a specified number of spaces was allowed to print a number and the position 
of the decimal point. Because of this, the size of the numbers which can be plotted is 
restricted. Restrictions on XVAR, for both plotting subroutines, allow numbers from 
0.01 to 99.99 (9999 for integer frequency plots). For YVAR (joint observations) the 
restriction is 0.01 to 999.99. If your numbers are larger or smaller than those allowed, 
they will automatically be scaled to fit this format (except integer frequency plots). A 
subroutine is included for this purpose, and is presented in Figure 2.7. 

Since there is a limited number of rows and columns for plotting, a single row or 
column may actually represent many values, as though intervals were used. You must 
keep this in mind when interpreting the plots. When plotting joint observations, different 
plot characters are used. If one spot on the plot represents only one observation, the 
character "'*" is printed. If more than one observation is represented, oie number of 
observations represented is printed. 

Finally, you may elect to create your plot on the CRT or on your printer. When creating 
an 80-column plot on the printer, the computer must be set in the 80-column mode. 

Let us look at examples of the data analysis and plotting subroutines. We will first 
examine frequency plots and then analysis of joint observations. The following example 
illustrates the use of the data analysis and plotting routines. 


EXAMPLE 7. Write a main program to use the data analysis program to analyze and 
plot the following data. { 


3.6, 4.2, 1.1, 12.5, 8.4, 6.3, 10.1, 0.8, 5.6, 6.5 
7.4, 3.8, 9.2, 7.5, 8.8, 6.3, 1.0, 9.6, 10.2, 13.1 
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10970 REM SUBROUTINE FOR PLOTTING JOINT OBSERVATIONS 

10980 REM SUBROUTINE FOR PLOTTING TWO VARIABLRS 

10990 REM DATA CONSISTS OF JOINT OBSERVATIONS,XVAR AND YVAR; 
11000 REM THE RANGES OF EACH VARIABLE, XRNG AND YRNG. THE 
11010 REM DATA YVAR MUST BE SORTED IN ASCENDING ORDER. THE 
11020 REM NUMBER OF JOINT OBSERVATIONS IS INUM. 

11030 REM THE NAMES OF THE VARIABLES ARE ASSUMED TO BE 

11040 REM GIVEN IN THE VARIABLES XV$ AND YVS. 

11050 REM THE VALUE XT MUST BE SPECIFIED AS THE SMALLEST VALUE 
11060 REM OF THE XVAR ARRAY. THIS IS ASSIGEND IN THE DATA ANALYSIS 
11070 REM SUBROUTINE. 

11080 REM IN SUMMARY, THIS IS WHAT IS REQUIRED : 


11090 REM 1. YVAR SORTED IN ASCENDING ORDER 
11100 REM 2. XVAR JOINT OBSERVATION (APPROPRIATE SUBSCRIPTS 
11110 REM MUST MATCH) 

11120 REM 3. THR NUMBER OF JOINT OBSERVATIONS IN INUM 
11130 REM 4. NAMES FOR XVAR AND YVAR (XV$ AND YV$) 

11140 REM 5. XT - SMALLFST VALUE IN THE XVAR ARRAY 

11150 REM 6. XM- LARGEST VALUE IN THE XVAR ARRAY 

11160 REM 7. XVAR,YVAR,X,AND Y, MUST BE DIMENSIONED TO 
11170 REM INUM IN THE CALLING PROGRAM 


11171 INPUT "FORTY OR EIGHTY COLUMN PLOT (F/E)?";SS 

11172 IF S$ = "E" THEN GOTO 11176 

11173 C% = 24:H% = 5:T% = 15:AZ = 4 

11175 GOTO 11180 

11176 C% = 60:H% = 11:T% = 30:A% = 10 

11180 PRINT : PRINT “WOULD YOU LIKE THE PLOT ON YOUR PRINTER" 

11181 INPUT "(Y/N) ? "3D$ 

11190 IF D$ = "Y" THEN PRINT : PRINT "PLEASE TURN ON YOUR PRINTER" 
11200 IF D$ = "Y" THEN PRINT : INPUT "PRESS CARRIAGE RETURN TO BEGIN ? ";Q$ 
11201 IF D$ = "Y" THEN PRINT DOSS; "PR#1" 

11210 JT = 3: REM SET FLAG FOR NORMAL SORTING 

11220 REM THESE MUST BE PROVIDED IF THE DATA ANALYSIS ROUTINE IS NOT 
11230 REM USED TO ACCES THIS PLOTTING SUBROUTINE. 

11240 XSTP = XRNG / C%: REM FIND HORIZONTAL STEP RANGE 

11250 YSTP = YRNG / 15: REM FIND VERTICAL STEP RANGF 

11260 DIM SOX(INUM) 

11270 REM REARRANGE XVAR AND YVAR SO YVAR IS IN DESCENDING ORDER 
11280 FOR I = 1 TO INUM 

11290 SOX(I) = XVAR(I) 

11300 NEXT I 

11310 FOR I = 1 TO INUM 

11320 YVAR(I) = XCINUM ~ I + 1): REM X HAS YVAR VALUES FROM PREVIOUS SORT 
11330 XVAR(I) = SOXCINUM - I + 1) 

11340 NEXT I 

11350 GOSUB 12330: REM SCALE THE YVAR AND XVAR VARIABLES 

11360 JL = LEN (YVS$): REM NUMBER OF CHARACTERS IN YVS 

11370 FOR I = 0 TO 15 

11380 AL = 0: REM INITIALIZE VAL 

11390 VX = YVAR(1) - I * YSTP 

11400 LOWER = VX - YSTP / 2: REM SET LOWER CELL LIMIT 

11410 PRINT 

11430 IF I > JL - 1 THEN GOTO 11470 

11440 IF I = 0 THEN F$ = LEFT$ (YV$,1) 

11450 IF I < > 0 THEN F$ = MID$ (YVS$,I + 1,1) 

11470 IF I < JL THEN PRINT FS; ; 

11480 POKE 36,( - 1 + 3) 

11481 ZB = VX / YE + 0.000001 

11482 ZB = INT (ZB * 10 * 2+ 0.5) / INT (10 * 2 + 0.5) 

11490 PRINT ZB; 

11500 POKE 36,( - 1 + 10): PRINT "+"; 

11560 IF I = 0 THEN IT = 1: REM SET YVAR COUNTER 

11570 FOR J = IT TO INUM 

11580 IF YVAR(J) < LOWER THEN GOTO 11610 

11590 AL = AL +1 


11600 
11610 
11620 
11630 
11640 
11650 
11660 
11670 
11680 
11690 
11700 
11710 
11720 
11730 
11740 
11750 
11760 
11770 
11780 
11790 
11800 
11810 
11820 
11830 
11840 
11860 
11870 
11890 
11900 
11910 
11920 
11930 
11940 
11960 
11970 
11980 
11990 
12000 
12070 
12080 
12100 
12120 
12130 
12170 
12180 
12190 
12191 
12192 
12193 
12194 
12195 
12196 
12197 
12198 
12199 
12200 
12201 
12202 
12250 
12270 
12280 
12320 
12330 
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NEXT J 
IF AL = 0 THEN GOTO 11940 
REM AT LEAST ONE VALUE FOR ROW I 
IF AL = 1 THEN GOTO 11720: REM SORTING IS NOT NECESSARY 
FOR J = IT TO IT + AL - 1 
X(J - IT + 1) = XVAR(J): REM ASSIGN X ARRAY FOR SORT 
NEXT J 
N= AL 
GOSUB 12710: REM CALL SORT ROUTINE 
FOR J = IT TO IT + AL - 1 ‘ 
XVAR(J) = X(J - IT + 1): REM REASSIGN XVAR 
NEXT J 
JY = IT 
JVA = 1 
FOR J = JY TO IT + AL - 1 
IF J = JY THEN IOL = INT (((XVAR(JY) - XT) / XSTP) + 0.000001) 
IF J = JY THEN GOTO 11800 
JOL = INT (((XVAR(J) - XT) / XSTP) + 0.000001): REM FIND APPROPRIATE COLUMN 
IF JOL < > IOL THEN GOTO 11810: REM NOT IN SAME COLUMN AS PREVIOUS 
JVA = JVA + 1: REM INCREASE OBSERVATIONS IN COLUMN 
NEXT J 
PCHS$ = yt 
IF JVA = 1 THEN GOTO 11870 
PCH$ = STRS$ (JVA) 
POKE 36,( - 1 + 14 + IOL): PRINT PCHS; 
GOTO 11890 
POKE 36,( - 1 + 15 + IOL): PRINT PCHS; 
JY = JY + JVA: REM UPDATE COUNTFR FOR THIS ROW 
IF JY ~ IT + 1 > AL THEN GOTO 11920: REM NO MORE OBSERVATIONS IN THIS ROW 
GOTO 11730 
IT = IT + AL: REM RESET YVAR VARIABLE COUNTER 
IF IT > INUM THEN GOTO 11960 
NEXT I 
PRINT 
IF YI% < > O THEN POKE 36,( - 1 + 1): PRINT "(10°";YI2;")"; 
POKE 36,( - 1 + 10): PRINT "+" 
POKE 36,( - 1 + 10): PRINT "+"; 


PRINT "=---+"; 
FOR I = 1 TO Az 
PRINT "~---~ +; 
NEXT I 


PRINT : PRINT 
IF XIZ < > 0 THEN POKE 36,( ~ 1 + 3): PRINT "(10*";XI%3")"; 
FOR I = 1 TO H% 
HAX = XT + (I - 1) * 6 * XSTP: REM FIND HORIZONTAL AXIS VALUE 
ZB = RAX / XE 

ZB= INT (2B * 10 * 2+ .5) / INT (10 * 2 + .5) 
kK% = 0 

FOR IC = 1 TO 4 
E$ = MID$ ( STRS (ZB),IC,1) 

IF ES = "." THEN K% = IC - 1 

NEXT IC 

IF K% < > 0 THEN GOTO 12201 
K% = LEN ( STRS$ (ZB)) - 1 

POKE 36,( - 1 + 16+ (I - 1) * 6 — R%) 

GOTO 12202 

POKE 36,( - 1 +15 + (1 - 1) * 6 - K%) 

PRINT ZB; 

NEXT I 

PRINT : PRINT 

POKE 36,( - 1 + T%): PRINT XV$ 


{ 
PRINT DOS$;"PR#0": RETURN 
REM REKEKEKREREREEERAERERRERRREREERREREERER RARER RERRRERRERE 


Figure 2.5—Joint Observations Plot Subroutine 
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REM SUBROUTINE: QUICKSORT (REVISED) 
REM THIS SUBROUTINE USES THE QUICKSORT PROCEDURE TO SORT A LIST 
REM OF NUMBERS INTO ASCENDING ORDER.THE LIST MUST BE PROVIDED TO 
REM THIS SUBROUTINE IN THE ARRAY X. THE NUMBER OF ELEMENTS IN THE 
REM LIST MUST BE SUPPLIFD IN THE VARIABLE N.THE ARRAY LEF AND RIT 
REM ARE USED TO STORE SUBSETS TO BE PARTITIONED. LEF AND RIT 
REM CONTAIN THE POSITION OF THE FIRST ELEMENT AND THE LAST ELEMENT 
REM OF A SUBSET TO BE PARTITIONED.LS AND RS MAINTAIN THE LEFT AND 
REM RIGHT END POSITIONS OF THE SUBSET BEING PARTITIONED. L AND R 
REM INDICATE THE FLFMENTS THAT HAVE BEEN COMPARED WITH THE PIVOT, 
REM PV. PT INDICATES THE POSITION IN THE ARRAY LEF AND RIT OF THE 
REM LAST SUBSET STORED TO BE PARTITIONED.IF ALL THE REM STATEMENTS 
REM ARE REMOVED FROM WITHIN THE SORT PROCEDURE,THE SUBROUTINE WILL 
REM SORT A LIST IN LESS TIME. 
REM CHANGING THE > IN LINE 12764 TO < AND CHANGING THE < IN 
REM ‘LINE 12768 TO > WILL RESULT IN THE ARRAY BEING SORTED IN 
REM DECREASING ORDER. SET TR%Z=0 FOR FIRST PASS THROUGH. 
REM SIZ% = 50 
IF TR% = 1 THEN GOTO 12731: REM BYPASS DIMENSION 
DIM LEF(S12%) ,RIT(SIZZ%) 
LEF%Z(1) = 1: REM LEFT END OF SUBSET 
RITZ(1) = N: REM RIGHT END OF SUBSET 
TR% = 1: REM SET TO RECORD PASS 
REM POSITION IN LEF AND RIT OF LAST SUBSET STORED 
PTZ = 1 
REM SET LEFT SIDE POINTER 
L% = LEFZ( PTZ) 
REM SAVE STARTING VALUE OF LEFT SIDE POINTER 
LS% = L% 
REM SET RIGHT SIDE POINTER 
R% = RITZ(PT%) 
REM SAVE STARTING VALUE OF RIGHT SIDE POINTER 
RS% = R% 
PT% = PTZ - 1 
REM IF ONLY 1 ELFMENT IN SUBSET, DO NOT PARTITION 
IF (R% - L%) < = O THEN 12817 
REM TEMPORARILY SET PIVOT TO LEFT ELEMENT 
PV = X(L%): IF JT < > 3 THEN PY = Y(LZ) 
REM IF 5 OR LESS ELEMENTS IN SUBSET LEAVE PIVOT AS IS 
IF (R% - L%) < 5 THEN 12763 
REM SET PIVOT TO MEDIAN 
MED = (L% + R%) / 2 
IF (PV < X(R%)) AND (PV > X(MED)) THEN 12763 
IF (PV < X(MED)) AND (PV > X(R%)) THEN 12763 
IF (X(R%) < PV) AND (X(R%) > X(MED)) THEN 12761 
IF (X(R%) < X(MED)) AND (X(R%) > PV) THEN 12761 
REM SET PIVOT = MEDIAN AND MOVE LEFT POINTER TO HOLF 
PV = X(MED): IF JT < > 3 THEN PY = Y(MED) 
X(MED) = X(L%): IF-JT < > 3 THEN Y(MED) = Y(LZ) 
GOTO 12763 
PV = X(R%Z): IF JT < > 3 THEN PY = YC(R%) 
X(R%Z) = X(L%): IF JT < > 3 THEN Y(R%) = Y(LZ) 
IF L% > = R%¥ THEN 12779: REM IFL = R, SUBSET PARTITIONED 
IF PV > X(R%) THEN 12771: REM IF TRUE SWAP 


R& = RZ ~ 1: REM MOVE POINTER 

GOTO 12763 ’ 

IF L2 > = R% THEN 12779: REM IF L=R, SUBSET PARTITIONED 
IF PV < X(L%) THEN 12775: REM IF TRUE,SWAP 
LA = LA + 1: REM MOVE POINTER 

GOTO 12767 
X(LZ) = X(R%Z): REM PERFORM SWAP 

IF JT < > 3 THEN Y(LZ) = Y(R%) 

LZ = LA + 1: REM MOVE POINTER 

GOTO 12767 
X(R%) = X(L%Z): REM PERFORM SWAP 
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IF JT < > 3 THEN Y(R%) = Y(LZ) 

RZ = RZ - 1: REM MOVE POINTER 

GOTO 12763 

X(L%) = PV: REM PLACE PIVOT IN HOLE 

IF JT < > 3 THEN Y(LZ) = PY 

REM DETERMINE WITCH SUBSET TO STORE;LARGEST IS TO BE STORED 
IF (LZ - LS%) < = (RS% - L%) THEN 12800 

REM RIGHT SUBSET IS SMALLEST;IF IT CONTAINS MORE THAN 1 
REM ELEMENT, STORE LEFT SUBSET 

IF (RS% - L%) < = 1 THEN 12795 

LEFZ(PTZ + 1) = LSZ% 

RITZ(PTZ +1) = LZ - 1 

LZ = 12 +1 

LS% = L2 

R%Z = RSZ 

PTZ = PTZ + 1 

GOTO 12746 

REM RIGHT SUBSET CONTAINED ONLY 1 ELEMENT; PARTITION LEFT 
REM SUBSET IF IT CONTAINS MORE THAN 1 ELEMENT 

IF (LZ ~ LS%) < = 1 THEN 12817 
R% = LAIL 
RS% = L2 
LZ = LS% 

GOTO 12746 

IF (L% - LS%) < = 1 THEN 12810 

REM LEFT SUBSET IS SMALLEST;IF IT CONTAINS MORE THAN 1 
REM ELEMENT, STORE RIGHT SUBSET 
LEFZ(PT% + 1) = L2 +1 
RITZ(PTZ + 1) = RSZ 
RZ = LA - 1 
RS% = R% 
LZ = LSZ 
PTZ = PTZ + 1 

GOTO 12746 

IF (RS%Z - L%) < = 1 THEN 12817 

REM RIGHT SUBSET CONTAINED MORE THAN 1 ELEMENT; PARTITION IT 
4 = 124 +1 
LS% = La 
R% = RSZ 

GOTO 12746 

REM ANY MORE SUBSETS TO BE PARTITIONED ? 

IF (PTZ < 1) THEN 12819 

GOTO 12737 

RETURN 


Figure 2.6—Sorting Subroutine 


REM SCALING SUBROUTINE : 

REM THIS SUBROUTINE IS USED FOR SCALING THE NUMBERS USED IN THE 
REM PLOTS TO FIT THE FORMAT SPECIFICATIONS. THIS SUBROUTINE 
REM SHOULD NOT BE USED WITHOUT ACCFSSING IT THROUGH THE PLOTTING 
REM SUBROUTINE 

IF IA = 1 THEN GOTO 12550: REM SCALE ONLY THE XVAR VARIABLE 
REM FOR YVAR SCALING 

IF YVAR(1) < 1 THEN GOTO 12470: REM SCALE VARIABLE UP 

FOR I = 0 TO 35 
YI% = I 
YE= 10° 1 { 

IF YVAR(1) / YE < 100 THEN GOTO 12550 

NEXT I 

REM FOR YVAR LESS THAN ONE 

FOR I = 3 TO 35 
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12490 YIZ = -1I 
12500 YE = 10 * YI% 

12510 IF YVAR(1) / YE > 100 THEN GOTO 12530 
12520 NEXT I 

12530 YE = YE * 10:'REM SET APPROPRIATE VALUE OF YE 
12540 YIZ = YIZ + 1 

12550 REM FOR SCALING THE XVAR VALUES 
12560 IF XM < 1 THEN GOTO 12620 

12570 FOR I = 0 TO 35 

12580 XI% = I 

12590 XE = 10* I 

12600 IF XM / XE < 100 THEN GOTO 12700 
12610 NEXT I 

12620 REM FOR XVAR LESS THAN ONF. 
12630 FOR I = 3 TO 35 

12640 XI% = - 1 

12650 XE = 10 * XI% 

12660 IF XM / XE > 100 THEN GOTO 12680 
12670 NEXT I 

12680 XE = XE * 10 

12690 XI% = XI% +1 


12700 RETURN 
12710 REM —- RX#RRARAAAARARRRAKR AR RERRAERERRAERERRERE RAR RERRRERIAIRRRR ARERR 


Figure 2.7—Scaling Subroutine 


SOLUTION. The main program used to access the subroutines is listed in Figure 2.8. 
The statistical summary for this group of data is given below. The frequency histogram 
is presented in Figure 2.9 for a 40-column plot. 


***MEASURES OF CENTRAL TENDENCY*** 
MODE -- THE VALUE &.3 OCCURRED 2 TIMES 
MEDIAN -- 6.95 
MEAN -— 6.4 


***xMEASURES OF DISPERSION*** 
RANGE -- 12.3 
VARIANCE —~ 12.29 
STANDARD DEVIATION -- 3.50571 


310 REM MAIN PROGRAM TO READ IN SINGLE OBSERVATIONS 
320 REM THIS PROGRAM CALLS DATA ANALYSIS (AND PLOTTING SUBROUTINES 
330 REM IF DESIRED). A REVISED SORT ROUTINE IS USED FOR 
340 REM SORTING THE DATA. 

360 INPUT "ENTER THE NUMBER OF OBSERVATIONS TO BE ANALYZED" ; INUM 
370 DIM XVAR(INUM),X(INUM) 

380 INPUT "ENTER THE NAME OF THE VARIABLE"; XV$ 

390 PRINT "ENTER THE OBSERVATIONS ONE AT A TIME" 

400 FOR I=1 0 INUM 

410 PRINT 

420 PRINT “ENTER OBSERVATION" ;I; 

430 INPUT X(I) 

440 NEXTI 

450 JT=3: REM SET FLAG FOR BUBBLE SORT ROUTINE 

451 N=INUM 

460 GOSUB 12710: REM CALL SORTING ROUTINE 

470 FOR I=1 TO INUM 

480 XVAR(I)=X(I): REM PLACE SORTED VALUES IN XVAR 

490 NEXTI 

soo GosuB 7500 

510 END 


Figure 2.8—Main Program For Frequency Plots 


2.5 Data Analysis and Plotting Subroutines__._.... 31 


FREQUENCY PLOT OF EXAMPLE ? 


F 4+ I I I * I * I * I 
R + I I I * I * I * I 
E + I I I * I * I * I 
Q 3+ I * I * I * I * I * I 
U + I * I * I * I * I * I 
E + I * I * I * I * I * I 
N e+ I * I*. I * I * I * I * 
Cc + I * I * I * I * I * I * 
Y + I * I * I * I * I * I * 
1+ I * I * I * I * I * I * 
+ I * I * I * I * I * I * 
+ I * I * I * I * I * I * 
+ --+ ----- + —---- + ----- + ----- + ----- + ---+ 
6 4.4 q 13.1 
2.45 6.95 11.05 


Figure 2.9—Example 7, Frequency Histogram 


EXAMPLE 8. Write a main program to analyze and plot the following joint observations. 


X: 3 6 9 45 3 12 8 6 7 10 
Yy: 4 5 10475 14 10 5 9 14 


SOLUTION. The main program required is presented in Figure 2.10. The data analysis 
output is presented below and the joint observation plot is given in Figure 2.11 for a 40- 
column plot. 


FOR VARIABLE X . 
***MEASURES OF CENTRAL TENDENCY *** 


MODE —- MULTIPLE MODES WERE FOUND 
THEY ALL OCCURRED e TIMES 
THESE VALUES ARE 
3, & 
MEDIAN --5.5 
MEAN -- 5.333334 


***MEASURES OF DISPERSION*** 


RANGE -- 4 
VARIANCE —- ?.38886869 
STANDARD DEVIATION -- 2.718251 


FOR VARIABLE Y 
***MEASURES OF CENTRAL TENDENCY *** 


MODE -- MULTIPLE MODES WERE FOUND 
THEY ALL OCCURRED 3 TIMES 
THESE VALUES ARE \ 
4, 5 
MEDIAN --S 
MEAN --6.5 
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***MEASURES OF DISPERSION*** 


RANGE--13 —, 
VARIANCE —— 11.91667 
STANDARD DEVIATION -- 3.452053 


100 
110 
120 
130 
140 
160 
170 
140 
190 
coo 
210 
eco 
230 
240 
eso 
260 
270 
240 
290 
300 


—¢ ArWOrHwEs 


REM MAIN PROGRAM TO READ IN JOINT OBSERVATIONS 

REM PROGRAM CALLS DATA ANALYSIS AND PLOTTING SUBROUTINES. 
REM A REVISED SORT ROUTINE IS USED FOR MAINTAINING 

REM PROPER RELATIONSHIPS BETWEEN JOINT OBSERVATIONS. 

REM THIS IS CALLED FROM THE DATA ANALYSIS SUBROUTINE. 

INPUT "ENTER THE NUMBER OF JOINT OBSERVATIONS" ; INUM 

DIM XVAR(INUM) ,YVAR(INUM) ,X(INUM),Y(INUM) 

INPUT "ENTER THE NAME OF THE FIRST VARIABLE OF THE PAIR"; XV$ 
INPUT "ENTER THE NAME OF THE SECOND VARIABLE OF THE PAIR" ;YV$ 
PRINT "ENTER THE JOINT OBSERVATIONS" 

FOR I=1 TO INUM 

PRINT 

PRINT "OBSERVATION ";1 

PRINT "FOR ";XV$; 

INPUT X(I) 

PRINT "FOR ";YV$; 

INPUT Y(I) 

NEXT I 

GOSUB 7500 

END 


Figure 2.10—Main Program for Plotting Joint Observations 
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VARIABLE X 
Figure 2.11—Joint Observation Plot 
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2.6 Summary 


This chapter has concentrated on the analysis and display of data. We are always being 
bombarded with data, but they are useless unless they can be reduced to a meaningful 
level through statistics or data plots. We have covered the most commonly used statistics 
and presented a plotting tool through which to examine the data visually. We discussed 
measures of central tendency (mean, median, and mode) and measures of dispersion 
(range, variance, and standard deviation). This information, and the plot, can be used 
with other chapters in this book, in particular Chapters 15 (Random Numbers) and 4 
(Curve Fitting). 
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Exercises 


1. Following is a collection of computer response times (in seconds) from a remote facility. Process 
these through the data reduction and plotting subroutines presented in this chapter. 


3.2 1.0 8.5 
6.1 3.7 3.0 


WVnfnr= 
= WAN W 
o 
oO 
Ww 
we 


2. Two metals are being considered for use in a new product. The most important property under 
consideration is tensile strength. You must make the decision as to which metal to use. Use the 
following test data to help support your decision. The data consist of tensile strength measure- 
ments (in pounds per square inch) from several tests. 


Metal A 
9500 9632 
9300 9513 
9650 9481 
9525 9490 
9420 9691 
9803 9510 
Metal B \ 
9210 9506 
10320 9005 


8925 8985 
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9610 10145 
8760 9200 
10010 9600 


\ 
3. Following is a set of joint data regarding percent sunlight received by a plant during the day 
and growth per day in centimeters. Use the plotting routine to plot this joint data. 


Percent Sunlight - Growth Percent Sunlight Growth 
25 3 85 6 
40 5 50 4 
30 3 30 3 
50 5 75 6 
95 8 10 3 
60 5 30 4 
80 6 15 2 
40 4 70 6 


Does it appear that sunlight is the only factor relevant to plant growth? 

4. Give cogent arguments for using each of the mean, median, and mode as measures of central 
tendency. Give specific examples of when one may be preferred over the others. 

5. From problem 3, we may wish to estimate plant growth based upon the percent of sunlight 
received. Draw a straight line through your plot from problem 3, that line which you feel ‘‘best’’ 
represents the data. (There are formal methods for this procedure discussed in Chapter 4.) What 
growth would you expect for 55 percent sunlight? What is the equation of your line? 


Matrices and Vectors 


Many mathematical formulas of interest in engineering, science and business, employ 
matrices. Matrices improve computational efficiency and provide a convenient way to 
represent complex relationships. This chapter details the use of matrices and vectors on 
the Apple Computer. Many basic mathematical operations are described, including single- 
matrix manipulations. 


3.1 Definition of a Matrix 


A matrix itself does not have any mathematical meaning. It is simply a table of numbers 
arranged in a specific manner. The numbers are arranged in columns (or rows) of equal 
length. The general structure is 


ayy 42 yg & 8 8 Aly 


42, 422 423 % *& * arn 
e 
A= ‘ 
e 
ami am2 an3 ° eae Amn 


The matrix A above has m rows and n columns, and is therefore classified as anm X n 
(read ''m by n") matrix. We always list the number of rows first. If m = n, we say 
that the matrix is ‘‘square.’’ Thus, the matrix B is a3 x 2 matrix. 


1 2 
B=]3 6 
1 8 


Within a computer, a matrix is usually stored in an array. The number of rows and 
columns for each array must be specified. We do this through the DIMENSION (DIM) 
statement. An example of a DIM statement is 


DIM A(2,4), BG,2) 
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This statement specifies variables A and B as arrays. For each array variable we specify 
the number of rows first and the number of columns second. Thus, A is a2 x 4 array 
and B is a5 X 2 army. This dimensioning procedure ensures that the computer will 
allocate space for and recognize the use of the specified arrays. The computer does not 
require that you use all of the space allocated in the DIM statement. Matrix A may be 
only a2 x 2. The DIM statement places only upper limits on array size. 

Individual elements of array variables are referenced in a manner similar to the way 
the arrays are dimensioned in the DIM statement. That is, an array element is identified 
by its row and column position within the array. The element in the second row and third 
column of the array A is denoted A(2,3). The following is a specification of an array in 
computer terms. 


1 2 3 3 
A= 
2 1 8 6 


AC, D=1 A(1,2)=2 A(1,3)=3 A(1,4)=3 
A(2,1)=2 A(2,2)= | A(2,3)=8 A(2,4)=6 


This notation is important to understand because it is used throughout the computer 
programs presented in this chapter. It is also necessary for reading a matrix. A subroutine 
for this exercise is presented in Figure 3.1. 


P3000 REM FCC OO IO OO IOC OI IIR IK ki 2k ak 

13010 REM SUBROUTINE TO READ IN THE DIMENSIONS OF A MATRIX, 

33020 REM THE MATRIX ITSELF, AND ALLOCATE SPACE THROUGH DIM 

143030 INPUT "THE ROW DIMENSION OF A1 IS ? "; IROW 

23040 INPUT "THE COLUMN DIMENSION OF ALIS ? ";ICOL 

13050 DIM AL(TROW,ICOL): REM DIMENSION THE MATRIX Al 

13060 PRINT : PRINT "INPUT THE MATRIX Al 1 ELEMENT AT A TIME, 
ROW-BY-ROW": PRINT 

13070 FORI = 1T0 IROW 

13060 FOR J =1TOICOL 

13090 INPUT Al(I,J) 

13100 NEXT J,I 

13110 RETURN 

131420 ***(repeat) 

13130 SUBROUTINE TO READ IN THE DIMENSIONS OF TWO MATRICES, 

13140 Al AND B1, AND ALLOCATE SPACE THROUGH DIM 

13150 INPUT "THE ROW DIMENSION OF A1 IS"; ITROW 

13160 INPUT "THE COLUMN DIMENSION OF A1 IS"; ICOL 

13170 INPUT "THE ROW DIMENSION OF B1 IS"; JROW 

143160 INPUT "THE COLUMN DIMENSION OF B1 IS"; JCOL 

13190 DIM Al (TROW, ICOL), BL (JROW, JCOL) 

13200 PRINT "ENTER THE MATRIX Al ONE ELEMENT AT A TIME, ROW-BY-—ROW" 

13210 FOR I-1 TO IROW 

132200 FOR J-1 TO ICOL 

13230 INPUT Al (I,J) 

13240 NEXTJ, I 

132¢SQ PRINT "ENTER THE MATRIX Bi ONE ELEMENT AT A TIME, ROW-BY-ROW" 

13260 FOR I-1 TO JROW 

13270 FOR J-1 TO JCOL 

13260 INPUT B1 (I, J) 
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13°90 NEXT J, I 
33300 RETURN 


Figure 3.1—Matrix Dimensions Subroutine 


3.2 Matrix Operations 


There are a number of basic matrix operations that you will find useful. These operations 
are detailed below. 


Transpose 


The transpose of a matrix is a simple concept. It is accomplished by exchanging the 
rows and columns of a matrix. Row | becomes column 1, row 2 becomes column 2, 
etc. An m X n matrix becomes an n X m matrix when transposed. The transpose is 
signified by the superscript T. 


4) 42 8 8 8 Ain jy) A823 © © e Am 

a2, 42 * * © aan 412 422 © © © an? 
e e e e e e 
A = e e e AT = e e e 
e e e e e e 

ami 4m2 ° ° ° Amn Ain Ay © © © Amp 


The matrices A and AT have the same elements, but they are arranged in a slightly different 
order. Lets look at an example: 


3 6 1 3.2 2 
B=]2 5 0 Bt= 65 1 
2 1 °0 1 0 0 


We present a BASIC subroutine which performs a transpose operation in Figure 3.2. The 
transpose of A/ is stored in TA. 


123320 ©6REM SUBROUTINE TO TRANSPOSE A MATRIX 
13330 REM INPUT MATRIX Al TO BE TRANSPOSED 
13340 REM AND ITS DIMENSIONS, IROW AND ICOL 
43350 REM TRANSPOSE IS PLACED IN MATRIX TA 
43360 DIM TA(ICOL,IROW) 

13370 FOR I=1TOIROW 

13380 FOR J =1 TO ICOL 

43590 TA(J,I) = AL(I,J) 

13400 NEXT J,I 

23410 RETURN 


Figure 3.2—Matrix Transpose Subroutine 


A main program which uses the transpose subroutine is given in Figure 3.3 


100 REM MAIN PROGRAM TO FIND THE TRANSPOSE OF A MATRIX 
110 GOSUB 13010: REM READ IN THE MATRIX 
320 GOSUB 133°¢0: REM FIND THE TRANSPOSE, PLACE IN MATRIX TA 
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230 FORI = 1TOICOL 
240 FOR J = 1T0 IROW 

250 PRINTTA(I,J):"  "; 
160 NEXT J \ 

1270 PRINT 

160 NEXT I 

290 END 


Figure 3.3—Using the Transpose Subroutine 
EXAMPLE 1. Find the transpose of the following matrix: 


3 2 
Al =|_ 
6 5 
SOLUTION. 
3 6 
TA = 
25 


Addition and Subtraction 


Matrices may be added or subtracted in a manner very similar to scalars. In fact, matrix 
addition consists of the addition of corresponding scalar elements. 

Not all matrices can be added (or subtracted). For some pairs of matrices, the operation 
is undefined. In order for the operation to be defined, the matrices must be ‘‘conformable.”’ 
This means that they conform to certain specifications which allow the operation to be 
performed correctly. Two matrices are ‘‘conformable’’ for addition if they have the same 
number of rows and columns. That is, the matrices must be the same ‘‘size.’’ 

Once it is determined that two matrices are conformable for addition, the actual addition 
is a straightforward process of scalar addition. We add scalars corresponding to identical 
row and column positions of both matrices to yield the new element in that row and 
column position in the sum matrix. In general, 


ip 42 ° & ° Ain bi bo ¢ ¢ & Din 
a2, 42 ° °% ° aay by, by & * * Day 
e e e e e e 
A= B= 
e e e e e e 
e e e e ° °° 
am) 4m2 ° ° © Amn Da Dae ee Se Dion 


ay t+ by ay + bye & & Ay + Din 
Az, + ba; ag, + byp & & & Ag + Dag 


C=A+B = 


ami + Bai 4am2 + Daz °° & Amn + Dian 
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We present an example of this procedure below: 


A 


Cc 


252 6 10 12 
B= 
079 01 1 
2+65+10 2+12 8 15 14 
A+B = = 
O+0 7+1 94+1 0 8 10 


Notice that C, the sum of A and B, will also have the same dimensions as A and B; 
m xX n. Notice also that since addition is commutative for scalars, it is also commutative 
for matrices. 


At+B=Bt+A 


The rules for matrix subtraction are the same as those for addition, with minus signs 
instead of plus signs. Of course, subtraction is not commutative. Adding or subtracting 
matrices on the computer is easy. Figure 3.4 presents a series of subroutines for adding 
two matrices, AJ and BJ. A main program to calculate the sum of two matrices is presented 
in Figure 3.5. 


143430 
143440 
13450 
13460 
43470 
13480 
43490 
13500 
43510 
13520 
13530 
43540 
23550 
43560 
13570 
443560 
43590 
43600 
343610 
1436¢0 
43630 


REM SUBROUTINE ADD: 

REM SUBROUTINE TO ADD TWO MATRICES, Al AND BL, RESULT STORED IN C1 
REM THEIR DIMENSIONS MUST BE IROW, ICOL; JROW, JCOL, RESPECTIVELY 
TERR = 1: REM SET NO ERROR CONDITION 

IFIROW< > JROW THEN TERR = 2: REM SET ERROR CONDITION 
IFICOL< > JCOL THEN IERR = ec: REM SET ERROR CONDITION 

ON IBRR GOSUB 13570,13530 

RETURN 

RBM 2A OIC ICCC IO IOI IORI I OICICICICICI IC aK 
REM ERROR SUBROUTINE: 

REM ERROR SUBROUTINE FOR NON-CONFORMABLE MATRICES 

PRINT : PRINT "MATRICES ARE NOT CONFORMABLE FOR THIS OPERATION" 
RETURN 

BEEN OOO OGIO OIC O I ICI ICI OIG OI III ICI ICI ICI CK CK a 
REN MATRIX ADDITION SUBROUTINE 

DIM Ci(ITROW, ICOL) 

FOR I = 1 TO IROW 

FOR J = 1 TO ICOL 

Ci(I,d) = AL(I,d3) + B1(I,J) 

NEXT J,I 

RETURN 


Figure 3.4—Add Subroutine 


200 REM MAIN PROGRAM TO ADD TWO MATRICES 

210 GOSUB 13130: REM READ IN BOTH MATRICES 

220 GOSUB 13440: REM ADD THE MATRICES, STORE THE RESULT IN MATRIX Ci 
230 FORT = 1 TO IROW 

e40 FORJ = 1TO JCOL 

eSO PRINTCI(I,J);" "5 

e60 NEXT J 

270 PRINT 

260 NEXTTI \ 

eq0 END 
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EXAMPLE 2. Find the sum of 

6 2 7 7 
\ 
Al = 5 3 | and Bl = 1 0 
1 2 3 0 
SOLUTION. 

13 9 

Cl = AI+Bl = 6 3 

4 2 


Multiplication by a Scalar 


Matrices can also be used in multiplication. The simplest of these is multiplication by 
a scalar. All that is required in this instance is to multiply each element of the matrix by 
the scalar. 


ayy Ayn © ee Aly Sai =8ai2 & ° * Bain 

42, 492 © © © Aan 842, 8a ° & * Ban 
e ° e e e e 
A = e e e gA = e ° e 
e e e e ° e 

4mt m2 ©: © © Amn Sam 84m2 ° ° ° Sam 


This can be represented very easily in BASIC, as you can see by the subroutine in 
Figure 3.6. 


23650 REM MATRIX MULTIPLICATION (BY A SCALAR) ROUTINE: 

13660 REM SUBROUTINE TO MULTIPLY MATRIX Al BY A SCALAR, S 
13670 REM THE RESULT IS STORED IN MATRIX D1. DIMENSIONS OF Al, 
23680 REM IROW AND ICOL, MUST BE PROVIDED. 

23690 DIM D1(IROW,ICOL) 

43700 FORI=1T0OIROW 

43710 FORJ = 1 TOICOL 

43720 D4(I,J) =S* AL(I,d) 

43730 NEXT J,I 

43740 RETURN 


Figure 3.6—Scalar, Matrix Multiplication Subroutine 


Matrix Multiplication 


Multiplication of matrices is a very important operation. Unfortunately, it is not as 
easy aS matrix addition. Not all matrices may be multiplied together, and, matrix mul- 
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tiplication does not follow a commutative law. In general, ABABA. We must specify the 
order of multiplication. , 

Two matrices A and B are ‘‘conformable’’ for the multiplication AB if the number of 
columns of A equals the number of rows of B. The resulting matrix will have the same 
number of rows as A and the same number of columns as B. In fact, the multiplication 
procedure itself matches the rows of A with the columns of B. 

Let the product of A and B be C. We find the element in the i row and j column of 
C, called the ij-element, as follows. Consider only row i of A and column j of B. Since 
A and B are conformable for AB, row i of A and column j of B have the same number 
of elements. Sum the following terms: (first element of row i) X (first element of column 
j), (second element of row i) X (second element of column j) . . . (last element of row 
i) X (last element of column j). This sum is the ij element of C. We find each element 
of C in this manner. We illustrate this with the following example. 


6 1 
1 7 
A=[]7 3 B= 
6 3 
2 4 


C(1,1)=(6) (1) + (1) (6) = 12 
C(1,2) =(6) (7) +(1) (3) =45 
C2,1)=(7) (+3) 6) =25 

C(2,2)=(7) (7) +3) 3)=58 C=] > 8 . 
C(3,1)=(2) (1) + (4) (6) =26 — 

C(3,2) =(2) (7) +(4) 3) =26 


Note that the multiplication BA is not defined because the number of columns in B is not 
equal to the number of rows in A. Fortunately, while matrix multiplication is tedious if 
performed by hand, the computer makes it easy. In fact, reading a computer program 
for the procedure may help in understanding it. A set of BASIC subroutines for matrix 
multiplication is presented in Figure 3.7. 


12 45 


33760 = REM MATRIX MULTIPLICATION SUBROUTINE: 

33770) «=©60pREM)=«©=—s SUBROUTINE TO MULTIPLY MATRICES Al AND BL AS Al TIMES BL 

33760 REM THE RESULT IS STORED IN MATRIX AB1L. ROW AND COLUMN DIMENSIONS 

23790 REM OF Al AND Bi MUST BE PROVIDED AS IROW, ICOL; JROW, JCOL, RESP. 

43600 IERR = 1: REM SET NO-ERROR CONDITION 

13610 IFICOL< > JROW THEN TERR = 2: REM SET ERROR CONDITION 

143620 8 =©0ON TERR GOSUB 13650, 13530 

323630 RETURN 

13840 RE 4G IOI IOI ICICI I IC I aE 

33850 =REM MAT MULT SUB 

33660 REM ACCESS ONLY THROUGH SUB 13760 

3386700 «IFIXE< >O THEN GOTO 138690: REM SKIP DIMENSION FOR 
EXPONENTIATION : 

3436860 = =©DIM ABL(TROW, JCOL) 

43690 FORT = 1 T0 TROW 

43900 FORJ=1TOJCOL 

13910 ABL(I,J) =0 

33920 FORK =1TOICOL 
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13930 ABiL(I,J) = AB1(I,J) + A1L(I,K) * B1(K,J) 
13940 NEXT K,J,1I 
13950 RETURN 


‘ Figure 3.7—Matrix Multiplication Subroutine 


A main program for multiplying two matrices, AJ and B/ is presented in Figure 3.8. 


440 REM MAIN PROGRAM TO MULTIPLY TWO MATRICES TOGETHER; Al TIMES B1 

450 GOSUB 13130: REM READ IN BOTH MATRICES 

460 GOSUB 13770: REM MULTIPLY THE MATRICES, STORE RESULT IN MATRIX AB1 
470 FORT = 1T0 IROW 

460 FOR J =1T0O JCOL 

490 PRINT ABL(I-,J);" "; 

SOO NEXT J 

S10 PRINT 

SeO NEXTI 

S30 END 


Figure 3.8—Using Matrix Multiplication Subroutine 
EXAMPLE 3. Find A/ times B/, 


21 
75 
Al=|5 3 Bl = 
; 8 1 
1 4 
SOLUTION. 
22 #11 
AB = Al X BI = | 59 28 
39 «(9 
Exponentiation 


Quite often you may wish to multiply a matrix by itself a number of times. This process 
is matrix exponentiation. In order to perform this operation, or series of multiplications, 
the matrix must be square. Otherwise, it would not be conformable for multiplication 
with itself. A subroutine for this procedure is presented in Figure 3.9. 


14680 REM MATRIX EXPONENTIATION SUBROUTINE: 

14690 REM SUBROUTINE FOR MATRIX EXPONENTIATION. 

14700 REM IXE EQUALS THE POWER OF THE MATRIX DESIRED. 
14710 REM INPUT IS MATRIX Al WITH DIMENSIONS ITROW=ICOL 
14720 =6REM OUTPUT IS MATRIX Ci WITH THE SAME DIMENSIONS. 
14730 DIM B1(TROW,ICOL) 

14740 JROW = IROW 

14?50 JCOL = ICOL 

14760 FORI =1TOTROW 

44770 FORJ=1TOICOL 

14780) §=6©Bi(I,J) = Al(I,J): REM SET THE MATRIX B1 EQUAL TO Al 
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144790 NEXT J,I 


144600 DIM AB1L(IROW,ICOL): REM SET DIMENSION FOR PRODUCT MATRIX 
314610 FORIK =1TOIXE-1 
14820 §=GOSUB 13770: REM MULTIPLY Al TIMES B1 


14430 FORI=1TOIROW 

14840 FORJ=1TOICOL 

144650) =6Bi(I,J) = ABL(I,J): REM PLACE THE PRODUCT MATRIX BACK IN B1 
14660 NEXTJ,I 

14670 =NEXTIK 

14660- RETURN 


Figure 3.9—Matrix Exponentiation Subroutine 


We illustrate a main program for matrix exponentiation in Figure 3.10. 


610 REM MAIN PROGRAM FOR MATRIX EXPONENTIATION 

620 INPUT "INPUT THE POWER OF THE MATRIX DESIRED ?";IXE 
430 GOSUB 13010: REM READ IN THE MATRIX Al 
640 GOSUB 14640: REM PERFORM THE EXPONENTIATION 
6S0 PRINT "FOR Ai TO THE ";IXE;" THE RESULTIS :" 

660 FORI =1TOIROW 

670 FOR J =1T0 JCOL 

660 PRINTABI(I,J);" "5 

690 NEXT J 

900 PRINT 

910 NEXTI 

9e0 END 


Figure 3.10-—Using the Matrix Exponentiation Subroutine 
EXAMPLE 4. Find A/ to the third power, where 


40 3 
Al=]1 1 0 

0 6 2 
SOLUTION. 

82 126 84 
Al =] 21 19 21 

42 42 26 
Determinant 


The determinant of a matrix is a scalar that summarizes certain information about the 
matrix. It is an operation involving only one matrix. Determinants exist only for square 
matrices. There are several methods we could use to find the determinant of a matrix. 
However, one is more easily programmed than the others, so that one will be used. We 
will use a technique called Gaussian elimination. ‘ 

Gaussian elimination is a matrix reduction technique. We will use it to obtain a matrix 
that is upper triangular. In an upper triangular matrix, elements below and to the left of 
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the diagonal are zero. This upper triangular matrix will be significantly different from 
our original matrix, but it will have the same determinant. Matrix A below is an upper 
triangular matrix. 


72 9 2 

0 5 10 6: 
A= 

00 1 3 

00 01 


The determinant is found as the product of the diagonal elements. We will also see 
the usefulness of Gaussian elimination when we find the inverse of a matrix and solve 
simultaneous linear equations. 

Gaussian elimination consists of the repeated application of row operations to a matrix. 
A row operation is the addition of a scalar multiple of one row to another row. We must 
try to ensure that the diagonal elements of the matrix are not zero. This may require 
additional row operations. If the diagonal elements cannot all be made nonzero, then the 
determinant is zero. 

Using row operations, we must force the appropriate elements of the matrix to zero. 
The following example illustrates this procedure: 


0 1 -9 
1. Multiply the top row by —3 and add to the second row 
1 5 1 
B,=]0 -9 0 
0 1 -9 


2. Multiply the second row by % and add to the third row 


0 0 -9 


Matrix B, is upper triangular, so we multiply the diagonal elements to find the determinant. 
This will be the same as the determinant of B. 


Determinant of B = |B| = |B,| = (1) (-9) (—9) = 81 


Figure 3.11 presents BASIC subroutines to create an upper triangular matrix, and thus 
find the determinant of the original matrix. 


43970 
13980 
43990 
14000 
14010 
140e0 
144030 
14040 
14050 
14060 
14070 
14060 


14100 
14110 
14120 
141340 
14140 
14150 
14160 


14140 
14200 
14210 
14220 
14230 


14240 
14250 
14260 
14270 
14260 
14290 
14300 
143130 
143e0 
14330 
14340 
14350 
14360 
14370 
14360 
14590 
14400 
14410 
14420 
14430 
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REM UPPER TRIANGULAR SUBROUTINE: 

REM SUBROUTINE TO CREATE AN UPPER TRIANGULAR MATRIX 

REM PROVIDE MATRIX Al AND ITS DIMENSIONS, IROW=ICOL. RESULT IN EL 
IERR = 1: REM SET NO-ERROR CONDITION 

IFIROW< > ICOLTHENIERR = 2: REM SET ERROR CONDITION 

ON IERR GOSUB 14060, 13530 

RETURN 

REM 6 6 0 OR RII RII IOI I RICK Kk 2k 2k i 2k a aC aie oi a 2 aK 2k oc oc 2k 
REM UPPERTRIROUTINE | 

REM UPPER TRIANGULAR ROUTINE 

REM ACCESS ONLY THROUGH SUB 13970 

IF INV = 1 THENICOL =2*ICOL: REM SET PARAMETER FOR MATRIX 
INVERSE 

DIM E4(IROW, ICOL) 

FOR I = 1 TO IROW 

FOR J = 1 TO IROW 

El(I,J) = AL(I,d): REM ASSIGN EL MATRIX TO AL 

IPINV< >1THEN GOTO 14160: REM SKIP IDENTITY AUGMENTATION 
REM THIS SECTION IS USED ONLY IF A MATRIX IS BEING INVERTED 

IFI = J THENEL(I,d + IROW) = 1: REM AUGMENT THE IDENTITY MATRIX 
TO El 

NEXT J 

NEXT I 

DET = 1: REM SET DETERMINANT FLAG 

FOR I = 1 TOIROW - 1 

IFEL(I,1) = OTHEN GOSUB16330: REM DIAGONAL ELEMENT MUST NOT BE 
ZERO 

IF DET = OTHEN RETURN 

FOR J = I + 1 TO IROW 

XM = B1(J,I)/EL(I,1): REM MULTIPLIER TO ZERO THE COLUMN ELEMENTS 
FOR K = I TO ICOL 

E4(J,K) = B4(d,K) -XM*B4(I,K): REM CALCULATE NEW ELEMENTS 
NEXT K,J,1 

RETURN 

REM 2% 2 2 4 KK OKO IO III OK IOI ICICI CK IK ICC IK IC 2k 
REM ZERO DETERMINANT DETECTION SUBROUTINE: 

REM SUBROUTINE TO ENSURE DIAGONAL ELEMENTS ARE NONZERO DURING 

REM UPPER-TRIANGULARIZATION. IF THIS IS NOT POSSIBLE, DET 1S ZERO 
FOR J = 1+ 40 IROW 

IFEL(J,1) =OTHEN GOTO 14410 

FOR K = 1 TO ICOL 

E1(I,K) = E1(I,K) + EL(J,K): REM ADD ROWS TO MAKE DIAGONAL NONZERO 
NEXT K 

RETURN 

NEXT J 

DET = 0; REM DET MUST BE ZERO AT THIS POINT 

RETURN 


Figure 3.11—Upper Triangular Matrix Subroutine 


A main program for the entire procedure is in Figure 3.12. 


550 
S60 
S70 
sé0 
sa 


REM MAIN PROGRAM TO FIND THE DETERMINANT OF A MATRIX 
GOSUB 13010: REM READ IN THE MATRIX 
GOSUB 13970: REM FIND THE DETERMINANT 
IF DET =OTHEN GOTO 620 

FOR I = 1 TO TROW 
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600 DET = DET * E1(I,1I) 


610 NEXTI 
6beOG PRINT "DETERMINANT IS EQUAL TO "; DET 
630 END 


\ 
Figure 3.12—Using Upper Triangular Matrix Subroutine 


EXAMPLE 5. Find the determinant of: 


3 7 5 
Al=]}9 0 1 
0.4 3 
SOLUTION. 
|AI| = —21 


inverse 


The inverse of a matrix serves the same purpose as the reciprocal for scalars. This is 
the only way a sense of division is possible for matrices. We can find inverses for square 
matrices only. 

In order to define the inverse of a matrix, we must first define the identity matrix. An 
identity matrix is a square matrix with ones along its diagonal and zeros elsewhere. It is 
generally assigned the letter /. The following are identity matrices. 


100 0 
1 0 0 10 0 

l= [= 
0 1 00 1 0 
000 1 


Given any matrix A, the inverse of A, denoted A~', is a matrix such that: 
AA“'=A 'A=I 


Of course, J must have the same dimensions as A. We present the matrix B below along 
with its inverse. Notice that their product is /. 


1 3 4-3/2 
B= Bol = 
2 8 -1 172 


We can find the inverse of a matrix in many ways, but we consider only the Gaussian 
elimination method here. We can build upon the knowledge developed in the last section. 
If you have not read the section on determinants yet, we suggest you do so prior to the 
development below. 

To find the inverse, we want to perform row operations on our matrix which will turn 
it into an identity matrix. If we perform the same row operations on an identity matrix, 
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the result will be the inverse of our original matrix. Therefore, we will perform the row 
operations required on the original matrix and the identity matrix simultaneously. When 
the original matrix becomes an identity, its inverse is found. 

The inverse of a square matrix does not always exist. This occurs if the determinant 
of the matrix is zero. It is beneficial to check this condition as early as possible to avoid 
unnecessary computations. If the determinant is zero, then the matrix is called ‘‘singular.’’ 

We will begin by augmenting the matrix with an identity by placing the identity beside 
the original matrix. This is illustrated bélow for finding B™!. 


1 3 13 | 1 0 
B= BUI = 
2 8 28 lo 


We now want to perform row operations to transform B into an identity. To do this 
we will first make it upper triangular, then make it lower triangular. In a lower triangular 
matrix, elements above and to the right of the diagnonal are zero. Thus, we are left with 
a matrix that has only diagonal elements which may be nonzero. In addition to adding 
a scalar multiple of a row to another, we can also simply multiply a row by a scalar. All 
operations are performed over the entire B|/ matrix. These operations will not change 
the inverse. Lets see how this works for this example. 





1. Multiply the first row by —2 and add to the second row 


1 3 1 0 
Bil, = 
0 2 —2 1 


At this stage we see that the determinant of B is not equal to zero, so the inverse will 
exist. 





2. Multiply the second row by — 3/2 and add to the first row. 





1 0 4 ~—3/2 
Bll, a 
0 2 —2 1 
3. Multiply the second row by 1/2. 
1 0 4 —3/2 
Bll; = 
0 1 -1 1/2 





We see that the original matrix is now an identity matrix and the original identity matrix 
has been replaced by B~'. Therefore, 


49/2 
Bol = 
-1 In 


A subroutine to form a lower triangular matrix is illustrated in Figure 3.13. 
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44450 REM LOWER TRIANGULARIZATION SUBROUTINE: 

14460 REM SUBROUTINE TO MAKE A MATRIX LOWER TRIANGULAR, THEN AN IDENTITY. 
42470 REM FIND THE MULTIPLIER TO ZERO ELEMENTS IN THE KTH COLUMN 
14480 REM ABQVE THE DIAGONAL. 

44490 REM INPUT IS THE MATRIX El WITH ITS DIMENSIONS IROW AND ICOL 
44500 FORId = 1T0 IROW 

14510 IFIJ=IROWTHEN GOTO 14580 

14520 IK =IROW-IJ+1 

14530 FORI=1TOIK-1 

44540 XM = B1(1I,IK) /B1(IK,IK) 

44550 FORJ =I +1T0OICOL 

44560 EL(I,J) = E1(I,d) - XM* EL(IK,J) 

24570 NEXT J,I 

24580 NEXT IJ 

44590 REM CREATE IDENTITY BY MULTIPLYING BACH ROW BY THE RECIPROCAL OF THE 
44600 REM DIAGONAL ELEMENT OF THE REVISED MATRIX 

144610 FORI = 170 IROW 

44620 DIV = £1(I,1) 

144630 FORJ=1TOICOL 

44640 EB1(I,d) = E4(I,d)/DIV 

144650 NEXT J,I 

14660 RETURN 


Figure 3.13—Lower Triangular Matrix Subroutine 


Putting the appropriate subroutines together, the inverse of a matrix can be found using 
the main program in Figure 3.14. 


650 REM MAIN PROGRAM TO FIND THE INVERSE OF A MATRIX 


670 INV=1 'Set inverse flag 
660 GOSUB 135010 ‘Read in the matrix 
690 GOSUB 13980 ‘Make the matrix upper triangular 


700 IF DET=O0 THEN PRINT "MATRIX IS SINGULAR" 
?10 IF DET=0O THEN GOTO 600 

?e0 GOSUB 14450 'Make El lower triangular 
730 PRINT "THE INVERSE OF ALIS" 

?40 FOR I=1T0 IROW 

750 FOR J=IROW+1 TO ICOL 

760 PRINTEL(I,J); 

770 NEXT J 

?60 PRINT 

?90 NEXTI 

600 END 


Figure 3.14—Matrix Inverse Program 


* 


EXAMPLE 6. Find the inverse of: 


SOLUTION. 


0.1875 — 0.3125 0.4375 
Al~! = | —0.3125 0.1875 0.9375 


0.125 0.125 —0.375 


3.3 Vectors 


We will present no special programs for vectors. They can be treated as matrices with 
only one column. An example of a vector is: 


3 
?=]2 
1 


Here, “a@ is a three-element column vector, or a 3 X 1 matrix. All of the matrix 
operations we discussed earlier are also appropriate for vectors. Remember that since a 
vector can never be square, it cannot be multiplied by itself directly and it does not have 
a determinant or an inverse. a 

Since a vector is still an array, it must be defined in the DIM statement. For b a five- 
element vector and © a twenty-element vector, we need the following DIM statement: 


DIM B(5), C(20) 


3.4 Summary 


In this chapter we have presented many commonly used matrix and vector operations. 
These operations may come in quite handy when you are confronted with large problems. 
The subroutines presented may be used in combination or separately, depending on the 
situation. You will want to keep an eye on the ‘“‘condition’’ of your problem, an issue 
which is quite important but which is not addressed here. For example, the true solution 
to a problem may be f(x), but using the computer, and possibly numerical techniques, 
yields an approximation to the solution f(x*). If f(x) and f(x*) differ greatly, then the 
problem is ‘‘ill-conditioned.’’ Stewart (1973) presents an excellent discussion of this 
topic. Based upon further study in this area, you might want to revise some of the 
programs here to handle specific conditioning problems. You will see the value of the 
techniques presented here when examining solutions to simultaneous linear equations 
(Chapter 5) and linear programming (Chapter 9). 
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Exercises 
1. Consider the following two matrices: 
35 17 941 
A=]6 0 2 B=]0 0 6 
19 3 5 3 4 


Use these to illustrate that AB“BA. Develop two matrices for which AB=BA. 

2. Write a computer program to verify the associative law for matrix multiplication: (AB)C = A(BC). 
Be sure matrices are conformable for all necessary operations. 

3. The set of simultaneous equations below: 


3x, + 6X, + 7x3 =b, 
4x, + 2X, + X3 =b, 
X2 — X3 =b; 


can be written in matrix and vector notation as 


3 6 7 Xx) b, 
4 2 1 X2 = b, 
0 1 -1 X3 b; 


For two different sets of {x,, x2, X3} find the values of {b;, b2, b3}. 


4. Create a square matrix A whose determinant is zero and multiply it by a square matrix B whose 
determinant is not zero. What is the determinant of the resulting matrix? 
5. Write a computer program to illustrate that (AB)™ =BT AT. 
6. Write a computer program to illustrate that (AB)~' =B~! A7', 
7. What is the relationship between (A| and |kA|, where k is any scalar? 
8. Find the inverse of the following matrix. 
609 1 
3 202 
A= 
1101 
7 43 8 


Verify that you found the inverse. 


Curve Fitting With 
Linear Regression 


4.1 Linear Regression 


Linear regression is the most widely used curve fitting technique. It is based on fitting 
(drawing) a straight line through a series of observed data points so that the deviations 
of these points from this line are minimized. A straight line can be expressed as Y= A+ BX, 
where A is the intercept and B is the slope. Using linear regression, we can calculate 
values for A and B. Then, using some value for X (the independent variable), a value 
Y (the dependent variable) can be calculated that resides on the regression line. 

Because most data will contain random variations, a particular observed data point, 
Y, may not reside on the regression line. One way to measure the amount of deviation 
about a regression line is to calculate the error associated with each point: 


a 


E.=Y.- Yi (1) 


where Y, is the observed data point and Y, is the corresponding point on the fitted line. 
Figure 4.1 illustrates a regression line and the deviation associated with a dependent 
variable, Y. 

Regression is based on determining the line that will minimize the sum of squares of 
the deviations. Thus, we want to minimize 
o n f 
2 Et = = [Y. - Y.P (2) 

t= 


t=1 
Since Y can be expressed in terms of an equation for a line, we get: 


> E? = S [Y, — (A+BX,)I? (3) 
= t=1 


t=1 


The problem is to choose the coefficients A and B in equation 3 such that the sum of 
the errors squared is minimized. We can do this using differential calculus. Differentiating 
equation 3 with respect to A and B, we get: 
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(4) 


[Y, — (A+BX,)} 


—.—- = -2 © [Y, X, — (AX,+BxX?)} (5) 
5B t=1 
When equations 4 and 5 are equated to 0, we get two simultaneous equations with two 


unknowns. Solving these equations gives: 


n n n n 
=X? TY, - | 3 xX, 2 xin 
t=1 t=1 t=1 
A _ tel fn A n (6) 
= X?- > X, = X,/n 
t=1 t=) t= 
a a n 
= X,Y, — 2 K, = Y,/n 
pe! a ue (7) 
> X, = X,/n 


n 
= xX? - 
t=1 t 

If these equations must be solved by hand, they appear formidable. However, these 


computations can be done easily by a computer. 


4.1 Linear Regression___._____——“dS3 
After fitting a line through a set of data, we need some way to determine if the fit is 


very good. One indicator is the coefficient of correlation, which can have a value between 
—1 and +1. It may be expressed as 


(8) 





)] 
t 

A positive coefficient of correlation indicates that increases in the independent variable 
will result in increases in the dependent variable. The variables are directly related. If 
the coefficient of correlation is negative, the variables are inversely related; that is, an 
increase in the independent variable causes a decrease in the dependent variable. A 
coefficient of correlation of 0 means that the variables are not related. 


Another useful indicator is the coefficient of determination. It is equal to the square 
of the coefficient of correlation: 


CD = CC’. (9) 


One interpretation of this indicator is that it denotes the percentage of change in the 
dependent variable that can be explained by changes in the regression line. A coefficient 
of determination of 1.0 means that 100% of the changes are explained. Consequently, 
this coefficient will have a value between 0 and 1. 

Another useful statistic is the standard error of the estimate: 


SE = > (Y, - Y,)?An — 2) (10) 


ims 


It is a measure of how closely the predicted values, Y, compare with the actual values, 
Y. It is desirable to have this value as small as possible. 


The quantity, 2 (Y, — Y, )?, in Equation 10 is known as the sum of squares about 
t=1 


v,)in| (1) 
1 


(The interested reader might refer to reference [1] to see how this expression is derived.) 
Although the expression on the right side of the equal sign appears complicated, it is 
easy to implement in a computer program. In fact, it is preferable to the expression on 
the left because all of the terms (Y,, X, Y;, etc.) have been previously calculated in the 
process of obtaining values for A and B. 

Figure 4.2 contains a program that can be used to perform linear regression where the 
regression line has the form 


Y=A+ BX. 


the regression. This value can be expressed in another way: 


X, 


1 t 


iMs 
(Ms 


n x n n 2 n 
z (Y,-Y,)?= = v-(3 x.) mal 3 X, ve-( 
t=1 t=1 t t=1 t 


‘ 
The program in Figure 4.2 is not a subroutine, although it contains some subroutines. 
Consequently, the user does not have to write a main program to use this program. 
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1000 PRINT : PRINT TAB( 8);"SIMPLE LINFAR REGRESSION" 


1020 REM USING LINEAR REGRESSION THIS PROGRAM WILL FSTIMATE A 
1030 REM  LINF, Y=A+BX, WHERE X IS THF INDEPENDENT VARIABLE AND 
1040 REM Y IS THR DEPENDENT VARIABLE. IF MORE THAN 30 

1050 REM OBSERVATIONS ARE USED, THE DIMENSION STATEMENTS MUST 
1060 REM BE CHANGED. SUBROUTINE REGRESSION MAY BE USED BY OTHER 
1070 REM PROGRAMS IF DATA IS PROVIDED IN THE ARRAYS X AND Y AND 
1080 REM THE NUMBER OF OBSERVATIONS IS PROVIDED IN VARIABLE IN. 
1090 REM 

1100 DIM X(30),¥(30) 

1110 PRINT : INPUT "INPUT NUMBER OF DATA POINTS ? ";IN 

1120 IF IN< = 0 THEN 1110 

1130 IF IN < 4 THEN PRINT "NO. MUST BE > 3": GOTO 1110 

1140 PRINT : PRINT "INPUT DATA IN PAIRS : X,Y" 

1150 PRINT "WHERE X IS INDEPENDENT VARIABLE AND Y IS DEPENDENT VARIABLE": PRINT 
1160 FOR I = 1 TO IN 

1170 PRINT "INPUT X,Y FOR POINT ";T; 

1180 INPUT X(I),Y(T) 

1190 NEXT I 

1200 PRINT : PRINT "AVAILABLE OPTIONS :"': PRINT 

1210 PRINT TAB( 7)"1-LIST INPUT DATA" 

1220 PRINT TAB( 7)"2-MODIFY INPUT DATA" 

1230 PRINT TAB( 7)"3-PERFORM REGRESSION ANALYSIS" 

1240 PRINT TAB( 7)"4-QUIT" 

1250 PRINT : INPUT "OPTION ? ";IP 

1260 IF (IP < 1) OR (IP > 4) THEN 1200 

1270 IF IP = 1 THEN GOSUB 1340 

1280 IF IP = 2 THEN GOSUB 1470 

1290 IF IP = 3 THEN GOSUB 1550 

1300 IF IP = 4 THEN 1990 

1310 GoTo 1200 

1320 REM RERERERERERERERRRERERERER ERIE REE RERKERERRERERERRRERERE 
1330 REM SUBROUTINE: LIST DATA 

1340 PRINT : PRINT "LISTING OF DATA :": PRINT 

1350 PRINT" x","  y" 

1360 PRINT "------~ HF Neen 

1370 IC = 1 

1380 FOR I = 1 TO IN 

1390 IF I< > (IC * 15) THEN 1420 

1400 Ic = Ic +1 

1410 PRINT : INPUT "PRESS RETURN TO CONTINUE -> ";Y$: PRINT 

1420 PRINT TAB( 2);X(1); TABC 18);¥(I) 

1430 NEXT I 

1440 PRINT : INPUT "PRESS RETURN TO CONTINUE -> ";Y$: RETURN 
1450 REM RAKKAKKAKAKERAARKRRRREEKERRRERRERERAARERERRERERRERERERERER 
1460 REM SUBROUTINE: MODIFY DATA 

1470 PRINT : INPUT "ENTER # OF DATA POINT TO BE MODIFIED ? ";ID 
1480 PRINT "NEW VALUES FOR X AND Y FOR POINT ";ID;" "; 

1490 INPUT X(ID),Y(ID) 

1500 PRINT "ANY MORE DATA POINTS TO BE MODIFIED" 

1510 INPUT "(Y/N) ? ";ys 

1520 IF Y$ = "Y" THEN 1470 

1530 RETURN 

1540 REM HRAKKRREREREKE EERE RREREREREKREREREKREREREREREREREERRRRRAE 
1550 REM SUBROUTINE: REGRESSION 

1560 SX = O0:SY = 0:X2S = 0:¥2S = O:xYS=0 , 

1570 FOR I= 1 TO IN 


1580 SX = SX + X(I): REM SUM OF X 
1590 SY = SY + Y(I): REM SUM OF Y 
1600 X2S = X28 + X(I) * 2: REM SUM OF X*2 


1610 Y2S = Y2S + Y(I) * 2: REM SUM OF Y*2 
1620 XYS = XYS + X(I) * Y(I): REM SUM OF x*Y 
1630 NEXT I 


1640 B = (IN * XYS - SX * SY) / (IN * X2S - SX * 2): REM SLOPE OF LINE 
1650 A = (SY - B * SX) / IN: REM INTERCEPT OF LINE 
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1660 REM COFFFICIENT OF CORRELATION 
1670 CC = (XY¥S - SX * SY / IN) / ( SQR ((X2S - (SX * 2) / IN) * (Y2S - (SY * 2) / IN))) 
1680 CR = CC * 2; REM COEFFICLENT OF DETERMINATION 

1690 SSE = Y2S - SY * 2 / IN - B * (XYS - SX * SY / IN): REM ERROR SUM OF SQUARES 
1700 SE = SQR (SSE / (IN - 2)): REM STD. DEVIATION OF ESTIMATE 
1710 REM RREKERAERAEKRIERREKR ERE ER EERERERRIEERERRREREREREREREEREREE 
1720 REM SUBROUTINE: PRINT RESULTS 

1730 A= INT (A * 10 * 5 +.5) / INT (10 * 5 + .5) 

1740 B= INT (B * 10 *~ 5+ .5) / INT (10 * 5 + .5) 

1750 PRINT : PRINT "REGRESSION EQUATION : "; 

1760 PRINT "Y=";A;"+";3B;"X": PRINT 

1770 CR= INT (CR* 10 * 5 +.5) / INT (10 ~ 5 + .5) 

1780 cc = INT (CC * 10° 5+.5) / INT (10 * 5+ .5) 

1790 SE = INT (SE * 10* 5+ .5) / INT (10 * 5 + .5) 

1800 PRINT "COEFFICIENT OF DETERMINATION="; CR 

1810 PRINT "COEFFICIENT OF CORRELATION="3CC 

1820 PRINT "STANDARD DEVIATION OF THE ESTIMATE="; SE 

1830 PRINT : PRINT "ACTUAL VERSUS ESTIMATED VALUES" 

1840 PRINT : PRINT" X Y ESTIMATED Y ERROR" 

1850 PRINT "=---~  ----~ cae eeeennn = ena e eee " 

1860 Ic = 1 

1870 FOR I = 1 TO IN 

1880 IF I< > (IC * 15) THEN 1910 

1890 PRINT : INPUT "PRESS RETURN TO CONTINUE -> ";Y¥$: PRINT 

1900 IC = IC +1 

1910 EY = A+B * X(I) 

1920 ER = Y(I) - EY 

1930 FR = INT (ER * 10 * 3 +.5) / INT (10 * 3 + .5) 

1940 EY = INT (EY * 10 * 5 +.5) / INT (10 * 5 + .5) 

1950 PRINT TAB( 2);X(I); TABC 10);¥(I); TAB( 18);EY; TAB( 31);ER 
1960 NEXT I 


1970 PRINT : INPUT "PRESS RETURN TO CONTINUE -> ";Y$ 
1980 PRINT : RETURN 
1990 PRINT : PRINT TAB( 14)"END OF PROGRAM” 


Figure 4.2—Linear Regression Program 


However, the REGRESSION subroutine starting at line number 1520 can: be used by 
another program if data are provided in the arrays X and Y and the number of pairs of 
data is provided in the variable IN. 

This regression program prompts you for the values for X and Y; as many as 30 pairs 
of data may be input. If you have more than 30 pairs of values, the dimension statement 
in the program for the variables X and Y must be changed. After you have input your 
data, you are given the opportunity to list the data, correct the data, perform the regression 
analysis, or quit. If you select the regression analysis option, the parameters (A and B) 
of the regression line, the coefficient of correlation, the coefficient of determination, and 
the standard error of the estimate are computed and displayed. Lastly, the-input data are 
displayed with the respective computed values, Y; and the error of each estimated. 


EXAMPLE 1. A company, known for high quality products, has had to dispose of 
unusually large amounts of products that did not pass specifications. In searching for a 
solution to this problem, it has been noted that the impurities in chemical A, which is 
used in these products, have changed. The following data have been collected: 
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Pounds of Product Average Amount of 

Rejected/Month Impurities in Chemical A 

Month (Thousands of Pounds) __(Parts per Million) _ 
1 \ 115 10 
2 249 31 
3 208 17 
4 374 42 
5 307 36 
6 299 33 


From the data, develop an equation which can be used to predict the pounds of product 
that will be rejected if the average impurity of chemical A is known. 


SOLUTION. The linear regression program in Figure 4.2 can be used to determine if 
a regression line with a high coefficient of determination can be obtained using the 
compiled data. The results of the analysis are shown in Figure 4.3. Using these results, 
the amount of product rejected can be predicted using the following expression: 


= 55.95308 + 7.19693(X) 


It appears that there is a correlation between the impurities of chemical A and the amount 
of product rejected. 


LOAD SIMREG 
RUN 


SIMPLE LINEAR REGRESSION 


INPUT NUMBER OF DATA POINTS 76 


INPUT DATA IN PAIRS : X,Y 
WHERE X IS INDEPENDENT VARIABLE, AND 
Y IS DEPENDENT VARIABLE 





INPUT X,Y FOR POINT 1710,115 
INPUT X,¥ FOR POINT 2731,249 
INPUT X,Y FOR POINT 32?17,208 
INPUT X,Y FOR POINT 4742,3°4 
INPUT X,Y FOR POINT S736, 307 
INPUT X,Y FOR POINT 6733,299 





AVAILABLE OPTIONS : 


1-LIST INPUT DATA 

C-MODIFY INPUT DATA 

J-PERFORM REGRESSION ANALYSIS 
4-QUIT 


OPTION ? 3 


REGRESSION EQUATION : Y=S55.95308+7.19693X 


4.2 Multiple Regression... => E———s—CSsC‘C~S 
COEFFICIENT OF DETERMINATION= .943384 
COEFFICIENT OF CORRELATION= .97126 
STANDARD DEVIATION OF THE ESTIMATE=23.9be?1 


ACTUAL VERSUS ESTIMATED VALUES 





xX = ESTIMATED ¥ ERROR 

10 445 Le? .92238 12.922 
31 249 * 279.05791 -30.058 
1? 20a 476.30089 24.699 
42 374 358.22414 45.7?6 
36 30? 315.0426 - 6.043 
33 299 293.4517? 5.548 


PRESS RETURN TO CONTINUE -> 
AVAILABLE OPTIONS: 


1-LIST INPUT DATA 

e-MODIFY INPUT DATA 

3—-PERFORM REGRESSION ANALYSIS 
4-QUIT 


OPTION ? 4 


END PROGRAM 
Figure 4.3—Product Rejection Example 


4.2 Multiple Regression 


The preceding discussion involved equations with one independent and one dependent 
variable: 


Y=A+ BX. 
This approach may be extended to include several independent variables: 
Y =A + B,X, + BX, +... + B,X,. (12) 


If more than one independent variable is involved, this technique is called multiple 
regression. 


It is possible to apply the regression approach to an equation of the form: 
Y=A+B,Z + B,Z? + B;Z,Z, + ...B,f,Z,, Z.... , Za) (13) 
This equation can be made equivalent to (12) by the following substitutions: 
X; _ Z, 
X, = Zj 
X3 = ZZ, 


. \ 


X, = f,(Z,, Zz... -, Zp) 
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When the above substitutions have been made, we say that equation (13) has been 
“‘transformed’’ to a linear model. 

Regression can be applied to other nonlinear expressions if the proper transformations 
are first applied. For instance, consider 


Y = AcB (14) 
A logarithmic transformation yields: 
In Y = InA + Bt (15) 


The expression on the right represents the equation of a straight line where the intercept 
is In A and the slope is B. In order to apply regression to expressions such as equation 
(13), the original data must first be transformed. A line is then fit to the transformed 
data using regression. After values are obtained for the intercept (In A) and slope (B), 
In Y can be calculated. Then true values for Y can be obtained by taking the anti-In of Y. 


4.3 Stepwise Regression 


Stepwise multiple regression is a form of multiple regression that adds one variable at 
a time to the ‘‘best fit’ regression equation. Thus, we might get: 


Y=A+¢+ B,X, 
Y = A + B"X, + BX, + BYX; 


If there are n potential independent variables and we know that all n variables will be 
in the best fit equation, then we would not want to use a stepwise regression procedure. 
However, often the problem is to determine which of the independent variables should 
be included in the regression equation. This can be complicated by the fact that some of 
the independent variables may be highly correlated (that is, not independent). One possible 
approach is to investigate all possible combinations of a set of independent variables. 
This approach rapidly becomes computationally unattractive because of the many com- 
binations of variables involved. The stepwise regression procedure is an answer to this 
problem. 

Using a stepwise regression procedure, variables are added in the order which makes 
the greatest improvement in the goodness of fit (reduction of the variance). In an early 
stage, a variable may enter the regression equation; however, as other variables are added, 
the initial variable may be removed from the equation if its contribution is indicated to 
be insignificant. Consequently, the final regression equation will only include statistically 
significant variables. 

Figure 4.4 illustrates a program that utilizes the stepwise linear regression procedure. 
We will not describe the mathematical details of this program here; these details are in 
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REM MULTIPLE AND STEPWISE REGRESSION PROGRAM 

REM THESE PROGRAMS WILL PERFORM MULTIPLE REGRESSION OR STEPWISE 
REM REGRESSION.SOME DATA TRANSFORMATIONS ARE PROVIDED.DATA 

REM MANAGEMENT SUBROUTINES ARE INCLUDED. A FORECAST CAN BE MADE 
REM USING THE ESTIMATED REGRESSION EQUATION. RESULTS MAY BE 
REM PRINTED AT CRI OR PRINTER.AS MANY AS 11 VARIABLES(10 

REM INDEPENDENT AND 1 DEPENDENT)CAN BE CONSIDERED WITH EACH 
REM VARIABLE HAVING 30 OBSERVATIONS. A LARGER PROBLEM CAN BE 
REM STUDIED BY CHANGING THE DIMENSION STATEMENTS. 


REM IT=TOTAL NUMBER OF VARIABLES IN PROBLEM 

REM IV=NUMBER OF INDEPENDENT VARIABLES 

REN IO=NUMBER OF DATA POINTS INCLUDING FORECAST 

REM IH=NUMBER OF DATA POINTS NOT INCLUDING FORECAST 
REM VNAMS$(I)=ARRAY CONTAINING NAMES OF VARIABLES 
REM X(I,J)=OBSEVED DATA 

REM ¥(I,J)=ESTIMATED VALUES FOR DEPENDENT VARIABLE 
REM B(L)=COEFFICIENTS OF REGRESSION EQUATION 

REM T95(1)=STATISTIC VALUES 

REM R(I,J)=USED FOR ALL OF THE FOLLOWING 

REM -SUM OF SQUARES AND CROSS PRODUCTS 

REM “RESIDUAL SUMS OF SQUARES AND CROSS PRODUCTS 
REM -SIMPLE CORRELATION COEFFICIENTS 

REN “PARTIAL CORRELATION COEFFICIENTS 

REM “AN INVERSE MATRIX 
DOS$ = CHRS$ (4): REM CTRL-D 


NOBS = 30: REM MAX.NO.OBSERVATIONS/VAR. 

NVAR = 11: REM MAX. NO. VARIABLES 

DIM X(NVAR,NOBS) ,WI(NOBS) , WSUM(NVAR) , WMEAN(NVAR) 

DIM R(NVAR,NVAR) , SIGMA(NVAR) , B(NVAR) , SB(NVAR) 

DIM VNAM$(NVAR) ,T95(33) ,Y(NOBS),EI(NVAR - 1,NVAR — 1) 


FOR I = 1 TO 33: REM INITIALIZE T-STATISTIC ARRAY 
READ T95(I) 

NEXT I 

DATA 12.706, 4.303, 3.182, 2.776, 2.571, 2.447, 2.365 


DATA 2.306, 2.262, 2.228, 2.201, 2.179, 2.160, 2.145 
DATA 2.131,2.120, 2.110, 2.101, 2.093, 2.086, 2.080 
DATA 2.074, 2.069, 2.064, 2.060, 2.056, 2.052, 2.048 
DATA 2.045, 2.042, 2.021, 2.000, 1.980 

PRINT NIKKEI REE RRERERREKREREEREIERERERAEN 


PRINT "MULTIPLE AND STEPWISE REGRESSION PROGRAM" 
PRINT We dee Ke te RHR IKEA IRR AERA 
FOR I = 1 TO NOBS: REM ASSUME UNIFORM WEIGHTING 
WI(I) = 1 

NEXT I 

PRINT : INPUT "LIST PROGRAM OPTIONS (Y/N) ? ";Y$ 
IF ¥$ < > "¥" THEN 1480 

GOSUB 7440 

GOTO 1480 

PRINT : PRINT 


INPUT "HOW ENTER DATA~KEYBOARD OR DISK (K/D)? ";KS 

IF (K$ < > "K") AND (KS < > "D") THEN PRINT "INVALID": GOTO 1490 
IF K$ = "K" THEN 1540 

GOSUB 6960 

GOTO 1910 

PRINT : INPUT "ENTER NAME OF DEPENDENT VARIABLE ? "; TEMPS 

PRINT : INPUT "ENTER NUMBER OF INDEPENDENT VARIABLES ?"; IV 


IF (IV > 0) AND (IV < NVAR) THEN 1580 
PRINT : PRINT "MUST BE >0 AND <";NVAR: GOTO 1550 
VNAMS(IV + 1) = TEMPS 
FOR I = 1 TO IV 
PRINT : PRINT "ENTER NAME OF INDEPENDENT VARIABLE ";1;" :" 
INPUT VNAMS(I) \ 
NEXT I 
PRINT : INPUT "FORECAST REQUIRED (Y/N) ? "3FS$ 
IF (F$ < > "¥") AND (F$ < > "N") THEN PRINT "INVALID": GOTO 1630 
IF F$ = "N" THEN I4 = 0: GOTO 1710 
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PRINT : INPUT "NUMBER OF PERIODS TO BE FORECAST ? "314 
PRINT : PRINT "ENTER NUMBER OF DATA POINTS FOR EACH" 

PRINT "INDEPENDENT VARIABLE INCLUDING POINTS" 

INPUT "USED FOR FORECAST ? ";I0 

GOTO 1730 : 

PRINT : PRINT "ENTER NUMBER OF DATA POINTS FOR EACH" 

INPUT “INDEPENDENT VARIABLE ? ";I0 

IF 10> = (IV + 2 + I4) THEN 1750 

PRINT : PRINT "NUMBER OF DATA POINTS MUST BE >";IV + 2 + 14: GOTO 1650 
IF 10 < = NOBS THEN 1770 

PRINT : PRINT "NUMBER OF DATA POINTS MUST BE < ";NOBS + 1: GOTO 1650 
IT = IV + 1:1H = 10 - 14 

PRINT : PRINT "ENTER DATA" 

FOR I = 1 TO IT 

PRINT : IF I < > IT THEN 1830 : 

PRINT IH;" VALUES REQUIRED FOR DEPENDENT VARIABLE "; VNAMS(IT) 

GOTO 1850 


PRINT TAB( 7);1%0;" VALUES REQUIRED FOR INDEPENDENT VARIABLE “;VNAMS(I): PRINT 


I5 = 10 

IF I = IT THEN I5 = IH 

FOR J = 1 TO I5 

PRINT "VALUE FOR POINT ";J; 

INPUT X(1I,J) 

NEXT J 

NEXT I 

PRINT : PRINT TAB( 5);"DATA MANAGEMENT OPTIONS:" 
PRINT TAB( 5) ; “eecomnaseeseseseeeesEa: ="; PRINT 
PRINT TAB( 10);"1-LIST DATA" 

PRINT TAB( 10);"2-CORRECT DATA" 

PRINT TAB( 10);"3-ADD TO DATA" 

PRINT TAB( 10);"4-ADD AN INDEPENDENT VARIABLE” 
PRINT TAB( 10);"5-DELETE A VARIABLE" 

PRINT TAB( 10);"6-REGRESSION COMPUTATIONS” 
PRINT TAB( 10);"7-STUDY ANOTHER MODEL" 

PRINT TAB( 10);"8-STORE DATA ON DISK" 

PRINT TAB( 10);"9-WEIGHT DATA" 

PRINT TAB( 10);"10-TRANSFORM DATA" 

PRINT TABC( 10);"11-QUIT" 

PRINT : INPUT "OPTION ? ";IP 

IF (IP < 1) OR (IP > 11) THEN PRINT "INVALID": GOTO 1910 


IF IP = 1 THEN GOSUB 5700 
IF IP = 2 THEN GOSUB 5910 
IF IP = 3 THEN GOSUB 6260 
IF IP = 4 THEN GOSUB 6690 
IF IP = 5 THEN GOSUB 6530 
IF [P = 6 THEN 2180 

IF IP = 7 THEN, 1410 

IF IP = 8 THEN GOSUB 6810 
IF IP = 9 THEN GOSUB 7140 
IF IP = 10 THEN GOSUB 7200 
IF [Pp = 11 THEN PRINT : PRINT TAB( 9);"*** END OF PROGRAM **%*": END 


GOTO 1910 

PRINT : PRINT TAB( 5);"AVAILABLE OPTIONS:" 

PRINT TAB( 5); "-----------------— ": PRINT 

PRINT TAB( 8);"1~ MULTIPLE REGRESSION" 

PRINT : PRINT TAB( 8);"2— STEPWISE MULTIPLE REGRESSION” 
PRINT : PRINT TAB( 8);'"3- DATA MANAGEMENT OPTIONS": PRINT 
INPUT "OPTION ? ";IC 

IF (IC < 1) OR (IC > 3) THEN PRINT "INVALID": GOTO 2180 
IF IC =~ 3 THEN 1910 
cs = "y" 

IF IC = 2 THEN C$ = "N" 

IR= 1 

PRINT : INPUT "PRINT SOLUTION AT EACH ITERATION (Y/N)? ";PS$ 
IF (P§ < > "¥") AND (PS < > "N") THEN PRINT "INVALID": GOTO 2290 
IF P$ = "N" THEN IR= IR + 1} 
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PRINT 
INPUT "OUTPUT TO APPEAR AT CRT OR PRINTER (C/P)? ";0$ 


IF (O$ < > “"cC"™) AND (0$ < > “P") THEN PRINT "INVALID": GOTO 2330 


PRINT : PRINT 
IF C$ = "Y" THEN 2400 
PRINT TAB( 6);"STEPWISE MULTIPLE REGRESSION" 
PRINT TAB( 5); "s=seenceceneuncssanss=:: 1222000 
PRINT : PRINT : GOTO 2420 
PRINT TAB( 10);"MULTIPLE REGRESSION" 
PRINT TAB( 9);"sseuca=auscemneoeee=n":; PRINT : PRINT 
IF 0$ = "C" THEN 2500 
PRINT DOSS; "PR#1" 
IF C$ = "Y¥" THEN 2480 
PRINT TAB( 10);"STEPWISE MULTIPLE REGRESSION" 
PRINT TAB( 9);"#=wcmeessmnenemessss2 :s22cesee"; PRINT 
GOTO 2500 
PRINT TAB( 10);"MULTIPLE REGRESSION" 
PRINT TAB( 9);"seseusssasaceecaneses"; PRINT 
Fl = 3.29; REM F-TEST VALUE, VAR.ENTERING 
F2 = 3.29: REM F-TEST VALUE, VAR.LEAVING 
TL = .0001 
IDS = 1 
ISTP = 1 
WDTA = 0 
FOR I= 1 TO IR 
WDTA = WDTA + WT(I): REM TOTAL WEIGHTS 
NEXT I 
FOR I= 1 TO IT 
WSUM(I) = 0 
FOR J = 1 TO IH: REM TOTAL WEIGHTED SUM 
WSUM(I) = WSUM(I) + WI(J) * X(I,J) 
NEXT J 
NEXT I 
REM WEIGHTED SUMS OF SQUARES AND CROSS PRODUCTS 
FOR I = 1 T0 IT 
FOR J = 1 TO IT 
R(I,J) = 0 
FOR K = 1 TO IH 
R(I,J) = RCI,J) + WECK) * X(I,K) * X(J,RK) 
NEXT K 
NEXT J 
NEXT I 
FOR I = 1 TO IT 
WMEAN(I) = WSUM(I) / WDTA: REM WEIGHTED MEAN 
NEXT I 
REM WEIGHTED RESIDUAL SUM OF SQUARES AND CROSS PRODUCTS 
FOR I = 1 TO IT 
FOR J = 1 TO IT 
R(I,J) = RCI,J) - WSUM(I) * WSUM(J) / WDTA 
NEXT J 
NEXT I 
FOR I = 1 TO IT 
SIGMA(I) = R(I,I) * .5 
NEXT I 
REM CORRELATION COEFFICIENTS 
FOR I = 1 TO IT 
FOR J = 1 TO IT 
R(I,J) = R(I,J) / (SIGMA(I) * SIGMA(J)) 
NEXT J 
NEXT I 
FOR I = 2 TO IT 
Ils.I-1 
FOR J = 1 TO II 
R(I,J) = R(J,I) 
NEXT J 
NEXT I 
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2980 
2990 
3000 
3010 
3020 
3030 
3040 
3050 
3060 
3070 
3080 
3090 
3100 
3110 
3120 
3130 
3140 
3150 
3160 


3170. 


3180 
3190 
3200 
3210 
3220 
3230 
3240 
3250 
3260 
3270 
3280 
3290 
3300 
3310 
3320 
3330 
3340 
3350 
3360 
3370 
3380 
3390 
3400 
3410 
3420 
3430 
3440 
3450 
3460 
3470 
3480 
3490 
3500 
3510 
3520 
3530 
3540 
3550 
3560 
3570 
3580 
3590 
3600 
3610 
3620 
3630 
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IF IC = 2 THEN 3050 

GOSUB 7840 

IF DET < > 0 THEN 3050 

IF o$ = "p" THEN PRINT DOSS; "PR#O" 

PRINT : PRINT "SOLUTION CANNOT BE FOUND USING MULTIPLE REGRESSION." 
PRINT "VARIABLES ARE NOT INDEPENDENT. TRY THE" 

PRINT "STEPWISE REGRESSION OPTION.": PRINT : GOTO 2180 
PHI = WDTA - 1 ‘ 

INDEX = 1 

FOR J = 1 TO IT 

SB(J) = 0 
B(J) = 0 

NEXT J 

IF (RCIT,IT) > — 9.999999E - 06) AND (R(IT,IT) < 0) THEN R(IT,IT) = 0 
SY = SIGMAC(IT) * (RCIT,IT) / PHI) * .5: REM STD.ERROR OF DEP.VAR. 
IF C$ < > "Y" THEN 4010 

IF ISTP < = 1 THEN 3300 
NN = ISTP - 1 

REM REGRESSION COEFFICIENTS 

FOR I = 1 TO NN 
B(I) = R(I,IT) * SIGMACIT) / SIGMA(I): REM REGRESSION COEFFICIENTS 
IF RC(I,I) > 0 THEN 3280 

PRINT DOSS; "PR#O" 

PRINT : PRINT " SOLUTION CAN NOT BE FOUND USING SIMPLE" 
PRINT "MULTIPLE REGRESSION. VARIABLE ";VNAMS(I);" IS A” 
PRINT "LINEAR COMBINATION OF THE OTHER" 

PRINT "VARIABLES." 

PRINT "TRY THE STEPWISE REGRESSION OPTION." 

PRINT : GOTO 2180 

REM STD.ERROR OF REGRESSION COEFFICIENTS 

SB(I) = SY * R(I,I) * .5 / SIGMA(I) 

NEXT I . 

IF IR > 1 THEN 3680: REM SKIP PRINT 
BCIT) = WMEAN(IT) 
NN = IT- 1 

FOR I = 1 TO NN 
B(IT) = BCIT) - BCI) * WMEAN(I) 

NEXT I 

REM COEFFICIENT OF DETERMINATION 
DETER = 1 - R(IT,IT) 

IF DETER < .000001 THEN DETER = 0 
DVEST = SY 

IF DVEST < .000001 THEN DVEST = 0 

IF 0$ = "P'" THEN 3590 

PRINT DOSS; "PR#0" 

PRINT "REGRESSION NUMBER “; ISTP 

PRINT "----~-<-----.-. ---+---=" 

PRINT TAB( 5);VNAMS(IT);" = ";B(IT) 

FOR I = 1 TO NN 

IF B(I) = 0 THEN 3490 

PRINT " + "3BC(I);" ";VNAMS(T) 

NEXT I 

DVEST = INT (DVEST * 10 * 4+ .5) / INT (10 * 4 + .5) 
DETER = INT (DETER * 10 * 7+ .5) / INT (10 * 7 + .5) 
PRINT "COEFFICIENT OF DETERMINATION = ";DETER 

PRINT "STD DEVIATION OF ESTIMATE = ";DVEST 

IF ISTP < > (IDS * 3) THEN 3570 

IF ISTP = IT THEN 3680 

IDS = IDS + 1: PRINT : INPUT "PRESS RETURN TO CONTINUE -> ";Y$ 
PRINT : GOTO 3680 

PRINT DOS$;"PR#L" 

PRINT : PRINT "REGRESSION NUMBER "; ISTP 

PRINT TAB( 5);VNAMS(IT);" = ";BC(IT) 

FOR I = 1 TO NN 

IF B(I) = 0 THEN 3640 

PRINT " + ";B(I);" ";VNAMS(T) 


3640 
3650 
3660 
3670 
3680 
3690 
3700 
3710 
3720 
3730 
3740 
3750 
3760 
3770 
3780 
3790 
3800 
3810 
3820 
3830 
3840 
3850 
3860 
3870 
3880 
3890 
3900 
3910 
3920 
3930 
3940 
3950 
3960 
3970 
3980 
3990 
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4020 
4030 
4040 
4050 
4060 
4070 
4080 
4090 
4100 
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4120 
4130 
4140 
4150 
4160 
4170 
4180 
4190 
4200 
4210 
4220 
4230 
4240 
4250 
4260 
4270 
4280 
4290 
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NEXT I 
DETER = INT (DETER * 10 * 7+ .5) / INT (10 * 7 + .5) 
PRINT "COEFFICIENT OF DETERMINATION = "; DETER 
PRINT "STD DEVIATION OF ESTIMATE = ";DVEST 

ISTP = ISTP + 1 

IF C$ < > "Y" THEN 3840 

IF ISTP < IT THEN 3820 

IF ISTP > IT THEN 4370 

PRINT DOSS; "PR#0" 

IF 0$ < > "C" THEN PRINT DOSS$;"PR#I" 

PRINT : PRINT TAB( 13);"FINAL SOLUTION": PRINT 
GOTO 3780 

PRINT DOSS; "PR#1" 

PRINT : PRINT "FINAL SOLUTION" 

Ty = IR 

IR = 3 

IF C$ < > "¥" THEN 3310 

IR=1 
K = ISTP - 1 
PHI = PHI - 1 

IF IR > 2 THEN 4370 

REM CALCULATE NEW MATRIX 

FOR I = 1 TO IT 

IF I = K THEN 3920 

FOR J = 1 T0 IT 

IF J = K THEN 3910 

R(I,J) = RC(I,J) — RCI,K) * R(K,J) / RC(K,R) 

NEXT J 

NEXT I 

FOR I = 1 TO IT 

IF I = K THEN 3970 
R(I,K) = ~ R(I,K) / R(K,K) 
R(K,I) = R(K,1I) / R(K,K) 

NEXT I 
R(K,K) = 1 / R(K,K) 

IF CS < > "Y" THEN 3060 

GOTO 3110 

IX = 0 

VX = 0 

IM = 0 
VM = 99999 

IF (RCINDEX, INDEX) - TL) > 0 THEN 4200: REM CHECK INDEPENDENCE 
IF (INDEX + 1) > = IT THEN 4090 

INDEX = INDEX + 1 

GOTO 4050 

IF R(IT,IT) < = 0 THEN 3720 

If (VM * PHI / R(IT,IT)) > = F2 THEN 4140: REM VARIANCE SIGNIFICANT? 
K = IM 

PHI = PHI + 1 

GOTO 3300 

IF R(IT,IT) < = VX THEN 4170 

REM IS VARIANCE REDUCTION SIGNIFICANT? 

IF (VX * (PHI - 1) / (RCIT,IT) - VX)) < = Fl THEN 3720 
K = IX 
PHI = PHI - 1 

GOTO 3300 
V = RCINDEX,IT) * R(IT, INDEX) / RC INDEX, INDEX) 

IF V = 0 THEN 4060: REM NOT ADD TO EQUATION 

IF V > 0 THEN 4330: REM MIGHT ADD TO EQUATION 
REM REGRESSION CORFFICIENT FOR VARIABLE 

BCINDEX) = R(INDEX,IT) * SIGMA(IT) / SIGMAC INDEX) 
REM VARIABLE STANDARD DEVIATION 
SBCINDEX) = SY * R(INDEX,INDEX) * .5 / SIGMA( INDEX) 
REM WHAT VARIABLE CAUSES THE GREATEST VARIANCE REDUCTION, AND 
REM WHAT VARIABLE CAUSES THE LEAST VARIANCE INCREASE? 
IF (V + VM) < = 0 THEN 4060 
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WM = -V 

IM = INDEX 

GOTO 4060 

IF (V - VX) < = 0 THEN 4060 
VX = V 1 

IX = INDEX 

GOTO 4060 

IF 0$ = "P" THEN 4400 

PRINT DOSS;"PR#O" 
PRINT : INPUT "PRESS RETURN TO CONTINUE -> ";Y$: PRINT 
IR = IY 

Ile IT-1 

REM CALCULATE ESTIMATED VALUES FOR DEPENDENT VARIABLE 
FOR J = 1 TO IH 
Y(J) = BCIT) 


FOR I.= 1 TO II 
¥(J) = ¥(J) + BCL) * X(I,J) 

NEXT I 

NEXT J 

IGl = II -1 

PRINT DOS$;"PR#O" 

PRINT : INPUT "WANT TO SEE LIMITS ON PREDICTION (Y¥/N)?";FS$ 
IF F$ < > "Y" THEN 4740 

PRINT "USE PROGRAM SUPPLIED T-STATISTICS" 

INPUT "FOR LIMITS (Y/N) ? "3L$ 

IF (L$ < > "¥") AND (L$ < > "N") THEN PRINT "INVALID": GOTO 4530 
IF L$ = "Y" THEN 4600 

INPUT "ENTER THE T-STATISTIC ? ";T 

GOTO 4740 

REM IF T-STATISTIC NOT IN ARRAY T95,THEN CALCULATE VALUE 
IF PHI > 30 THEN 4640 

IBI = PHI 
T = T95(IBI) 

GOTO 4740 

IF PHI > 40 THEN 4670 
T = T95(30) ~ (PHI ~ 30) * .0021 


GOTO 4740 

IF PHI > 60 THEN 4700 
T = T95(31) - (PHI - 40) * .00105 
GOTO 4740 


IF PHI > 120 THEN 4730 
T = 1T95(32) - (PHI - 60) * .02 / 60 

GOTO 4740 
T = 795(33) 

SAS = SIGMACIT) * 2 * RCIT,IT) / PHI 

IF 0$ = "P" THEN 5020 

PRINT : PRINT "ACTUAL VERSUS PREDICTED VALUES FOR ";VNAMS(IT) 
PRINT "ACTUAL";" "; "PREDICTED"; " "3 "DIFFERENCE" 
PRINT "-----~--~-----~---------------------- My 

Ic=1 

FOR J = 1 TO IH 

IF J < > (IC * 20) THEN 4840 

Ic = 1C+1 


PRINT : INPUT "PRESS RETURN TO CONTINUE -> ";Y$: PRINT 
DI = X(IT,J) - ¥(J) 

IF X(IT,J) < > 0 THEN 4880 

IF DI < > 0 THEN PDI = 999999 

GOTO 4890 
PDI = DI / X(IT,J) * 100 
OBS = X(IT,J) 
Y(J) = INT (1000 * ¥(J) + .5) / 1000 
DI = INT (10 * 5 * DI + .5)/ 10° 5 
PRINT TAB( 2);0BS; TAB( 12);¥(J); TAB( 26);DI 

NEXT J 

IF F$ <¢ > "Y" THEN 5680 

PRINT : INPUT "PRESS RETURN TO CONTINUE -> ";Y$: PRINT 
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4960 PRINT : PRINT "CONFIDENCE LIMITS ON PREDICTED VALUES" 
4970 PRINT : PRINT "DEGREES OF FREEDOM = ";PHI 

4980 PRINT : PRINT "T-STATISTIC = ";T 

4990 PRINT : PRINT “LOWER LIMIT PREDICTED UPPER LIMIT" 


5000 PRINT "---~------~------~--------~~----+-------- " 

5010 GOTO 5190 

5020 PRINT DOSS; "PR#1" 

5030 PRINT "ACTUAL", "PREDICTED", "DIFFERENCE", "ZDIFFERENCE” 
5040 FOR J = 1 TO IH 

5050 DI = X(IT,J) - YCJ) : 

5060 IF X(IT,J) < > 0 THEN 5090 

5070 IF DI < > O THEN PDI = 999999 

5080 GOTO 5110 

5090 OBS = X(IT,J) 

5100 PDI = DI / X(IT,J) * 100 

5110 PRINT OBS,Y(J),DI,PDI 

5120 NEXT J 

5130 IF F$ < > “Y" THEN 5680 

5140 PRINT : PRINT "CONFIDENCE LIMITS ON PREDICTED VALUES" 


5150 PRINT : PRINT "DEGREFS OF FREEDOM = ";PHI 

5160 PRINT : PRINT "T-STATISTIC = ";T 

5170 PRINT : PRINT "LOWER LIMIT PREDICTED UPPER LIMIT" 
5180 PRINT “~--~-~~-------- += sean nw nnn orn nnn" 

5190 XM = IH 

5200 IC = 1 


5210 FOR I= 1 TO IO 

5220 IF I< > (IC * 20) THEN 5270 

5230 IC = IC + 1 

5240 IF 0$ < > "C" THEN 5270 

5250 PRINT DOS$;"PR#O" 

5260 PRINT : INPUT #PRESS RETURN TO CONT INUE - > ";Y$:PRINT 
5270 VARY = SAS / XM 

5280 Y(I) = BCIT) 

5290 IF IGI < = 0 THEN 5500 

5300 FOR J = 1 TO IGI 

5310 IF SB(J) = 0 THEN 5350 

5320 IF (SIGMA(J) = 0) OR (SIGMA(J) > LE + 20) THEN 5350 
5330 XSB = SAS * R(J,J) / (SIGMA(J) * 2) 

5340 GOTO 5360 

5350 XSB = 0 

5360 Y(I) = Y(I) + B(J) * X(J,1) 

5370 DI = X(J,I) - WMEAN(J) 

5380 VARY = VARY + XSB * DI * 2 

5390 KK= J +1 

5400 FOR K = KK TO II 

5410 IF SB(K) = 0 THEN 5460 

5420 IF (SIGMA(J) = 0) OR (SIGMA(J) > = LE + 20) THEN 5460 
5430 IF (SIGMA(K) = 0) OR (SIGMA(K) > = 1E + 20) THEN 5460 
5440 XSB = SAS * R(J,K) / (SIGMA(J) * SIGMA(K)) 

5450 GOTO 5470 

5460 XSB = 0 

5470 VARY = VARY + 2 * XSB * DI * (X(K,1) = WMEAN(K)) 

5480 NEXT K 

5490 NEXT J 

5500 IF SB(II) < = 0 THEN 5540 

5510 IF (SIGMA(II) = 0) OR (SIGMA(II) > = 1E + 20) THEN 5540 
5520 XSB = SAS * R(LI,II) / SIGMA(II) * 2 

5530 GOTO 5550 

5540 XSB = 0 

5550 Y(I) = Y(I) + B(II) * X(II,I) 

5560 VARY = VARY + XSB * (X(II,I) - WMEAN(II)) * 2 

5570 SVARY = (VARY + SAS) * .5 \ 
5580 LLM = Y(I) ~ SVARY * T 

5590 ULM = Y(I) + SVARY * T 

5600 IF O$ = "P" THEN 5630 

5610 PRINT TAB( 2);LLM; TAB( 16);Y(1); TAB( 29);ULM 


5620 
5630 
5640 
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5680 
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5720 
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5740 
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5800 
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5820 
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5850 
5860 
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6250 
6260 
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GOTO 5650 
PRINT DOSS; "PR#1" 
PRINT LLM,Y(1I),ULM 


NEXT I 


PRINT DOSS; "PR#O" 


PRINT 


INPUT "PRESS RETURN TO CONTINUE -> ";Y¥$: PRINT 


IF 0$ = "P" THEN PRINT DOSS$;"PR#O" 
GOTO 2180 
REM SUBROUTINE: LIST DATA 


PRINT 


INPUT "ENTER NAME OF VARIABLE IDENTIFYING DATA TO BE LISTED ? “;ID$ 


GOSUB 6190 
IF IL = 0 THEN 5770 


PRINT : INPUT "NO MATCH - TRY AGAIN (Y/N) ? “;Y¥$ 
IF Y$ < > “Y" THEN RETURN 
GOTO 5710 

MM = 10 


IF I = IT THEN MM = IH 


PRINT : PRINT "LIST OF DATA FOR ";VNAMS(I);" :" 
PRINT “2--~------~-~-~----=~=-—": PRINT 
Ic =1 


FOR J = 1 TO MM 

IF IC < > (IC * 20) THEN 5860 

Ic'= 1C+1 

PRINT : INPUT "PRESS RETURN TO CONTINUE -> ";Y$: PRINT 
PRINT X(I,J) 


NEXT J 
PRINT 


. 


INPUT "LIST ADDITIONAL DATA (Y/N) ? "3¥$ 


IF Y$ = "Y" THEN 5700 


RETURN 


REM SUBROUTINE: CORRECT DATA 


PRINT 


PRINT "ENTER VARIABLE NAME SPECIFYING DATA TO" 


INPUT "BE CHANGED ? ";ID$ 
GOSUB 6190 
IF IL = 0 THEN 5990 


PRINT 


INPUT "NO MATCH - TRY AGAIN (Y/N) ? ";¥$ 


IF Y$ < > "Y¥" THEN RETURN 
GOTO 5920 


I5 = 10 


IF I = IT THEN [5 = IH 


PRINT 
IF Y$ 
PRINT 
INPUT 
IF (J 
PRINT 
PRINT 
INPUT 


RETURN 
I5 = 10 


* 
: 
= 


: 


INPUT "DO YOU WANT TO MODIFY ALL DATA FOR THIS VARIABLE (Y/N) ? ";Y$ 
"Y" THEN 6110 
PRINT "ENTER POSITION OF DATA ELEMENT TO BE" 


"CHANGED ? "3J 


< 


1) OR (J > I5) THEN PRINT "INVALID NO.": GOTO 6030 
INPUT "ENTER DATA ELEMENT ? "3X(I,J) 
PRINT "WANT TO CHANGE OTHER DATA FOR THIS" 


"VARIABLE (Y/N) ? "3¥$ 
IF Y$ = “y" THEN 6030 


IF I = IT THEN I5 = IH 

PRINT : PRINT 15; VALUES REQUIRED FOR ";VNAMS(I): PRINT 
FOR J = 1 TO I5 

PRINT " ENTER VALUE FOR POINT "3J; 

INPUT X(I,.J) 


NEXT J 


GOTO 6070 
REM SUBROUTINE: LOCATE MATCHING VARIABLE NAME 


IL = 0 


FOR I = 1 TO IT 
IF ID$ = VNAMS(I) THEN RETURN 


NEXT I 


IL = 1: REM NO MATCH FOUND 


RETURN 


REM SUBROUTINE: ADD TO DATA 


PRINT 


INPUT "FORECAST REQUIRED (Y/N) ? ";F$: PRINT 
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6280 IF (F§ < > "Y") AND (FS < > "N") THEN PRINT "INVALID": GOTO 6270 
6290 IF F$ = "N" THEN I4 = 0: GOTO 6310 

6300 INPUT "NUMBER OF PERIODS TO BE FORECAST ? ";14: PRINT 
6310 PRINT "ENTER NUMBER DATA POINTS FOR EACH" 

6320 PRINT "INDEPENDENT VARIABLE INCLUDING POINTS" 

6330 INPUT "USED FOR FORECAST ? ";IA 

6340 IF IA > (IV +2 - 14) THEN 6360 

6350 PRINT : PRINT "NUMBER DATA POINTS MUST BE >";IV + 2 - 14: GOTO 6310 
6360 IF IA < = NOBS THEN Il = IH + 1:12 = IA: GOTO 6380 
6370 PRINT : PRINT "NUMBER DATA POINTS MUST BE <";NOBS + 1: GOTO 6310 
6380 FOR I= 1 10 IT 

6390 IF I = If THEN Il = IH + 1:12 = IA ~ T4 

6400 IF I < > IT THEN 6440 

6410 PRINT : PRINT "ENTER ADDITIONAL DATA FOR DEPENDENT" 
6420 PRINT "VARIABLE ";VNAMS(IT) 

6430 GOTO 6460 

6440 PRINT : PRINT "ENTER ADDITIONAL DATA FOR INDEPENDENT" 
6450 PRINT "VARIABLE ";VNAMS(I) 

6460 FOR J = Il TO 12 

6470 PRINT "VALUE FOR POINT ";J; 

6480 INPUT X(I,J) 

6490 NEXT J 

6500 NEXT I 

6510 {0 = IA:IH = I0 - 34 

6520 RETURN 

6530 REM SUBROUTINE: DELETE AN INDEPENDENT VARIABLE 

6540 PRINT : INPUT “ENTER NAME OF VARIABLE TO BE DELETED ? ";ID$: PRINT 
6550 GOSUB 6190 

6560 IF IL = 0 THEN 6600 

6570 INPUT "NO MATCH - TRY AGAIN (Y/N) ? "3Y$ 

6580 IF Y$ < > "¥" THEN RETURN 

6590 GOTO 6540 

6600 FOR J= 110 IT- 1 

6610 VNAMS(J) = VNAMS(J + 1) 

6620 FOR K = 1 TO I0 

6630 X(J,K) = X(J + 1,XK) 

6640 NEXT K 

6650 NEXT J 

6660 IV= IV ~1 

6670 IT = IT - 1 

6680 RETURN 

6690 REM SUBROUTINE: ADD AN INDEPENDENT VARIABLE 

6700 VNAMS(IT + 1) = VNAMS(IT) 

6710 PRINT : INPUT "ENTER NAME OF VARIABLE TO BE ADDED ? ";VNAMS(IT): PRINT 
6720 PRINT I0;" VALUES REQUIRED FOR ";VNAMS(IT) 

6730 FOR J = 1 TO 10 

6740 XCIT + 1,3) = XCIT,J) 

6750 PRINT " VALUE FOR POINT ";J; 

6760 INPUT X(IT,J) 

6770 NEXT J 

6780 IT = IT + 1 

6790 IV = W +1 

6800 RETURN 

6810 REM SUBROUTINE: STORE DATA ON DISK 

6820 PRINT : INPUT "ENTER NAME OF DISK: FILE ? ";NAMS$ 

6830 PRINT DOSS; "OPEN"; NAMS 

6840 PRINT DOS$;"WRITE";NAMS 

6850 PRINT IT: PRINT LH: PRINT 14 

6860 ID = I0 

6870 FOR I = 1 TO IT 

6880 PRINT VNAMS(I) 

6890 IF I = IT THEN ID = IH ; 
6900 FOR J = 1 TO ID 

6910 PRINT X(I,J) 

6920 NEXT J 

6930 NEXT I 
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PRINT DOSS; "CLOSE" ; NAMS 

RETURN 

REM SUBROUTINE: READ DATA FROM DISK 
INPUT "ENTER NAME OF DISK:FILE ? ";NAMS 
PRINT DOSS; "OPEN"; NAMS 

PRINT DOSS; "READ" ;NAMS 

INPUT IT: INPUT IH: INPUT I4 

10 = IK + I4 

weiIt-1 

IF I4 > 0 THEN Fg = "y" 

ID = I0 

FOR I = 1 T0 IT 

INPUT VNAMS(1) 

IF (1 = IT) THEN Ip = IH 

FOR J =.1 TO ID 

INPUT X(I,J) 

NEXT J 

NEXT I 

PRINT DOSS; "CLOSE"; NAMS 

RETURN 

REM SUBROUTINE: WEIGHT DATA 

FOR I = 1 TO IH 

PRINT "ENTER WEIGHT FOR DATA POINT "31; 
INPUT WI(I) 

NEXT I 

RETURN 

REM SUBROUTINE: DATA TRANSFORM 

GOSUB 7790 
MM = IO 

FOR I = 1 TO IT 

IF I = IT THEN MM = IH 

PRINT : PRINT "ENTER TRANSFORM CODE FOR VARIABLE ";VNAMS(I); 
INPUT TCS 

IF TC$ = "N" THEN 7420 

IF TC$ = "E" THEN IK = 1: GOTO 7320 

IF TCS = "Pp" THEN IK = 2: GOTO 7310 
PRINT "INVALID CODE": GOTO 7250 

PRINT : INPUT “ENTER VALUE FOR EXPONENT (X*N) ? ";EX: PRINT 
FOR J = 1 TO MM: REM PERFORM TRANSFORMS 
ON IK GOTO 7340,7400 

IF X(I,J) > 0 THEN 7380 

PRINT "CANNOT TAKE THE LOG OF A NUMBER <=0 “ 
PRINT "VALUE OF DATA ELEMENT INVOLVED IS ";X(1I,J) 
PRINT : GOTO 7410 
X(I,J) = LOG (X(I,J)) 

GOTO 7410 
X(I,J) = X(I,J) * EX 

NEXT J 

NEXT I 

RETURN 

REM SUBROUTINE: LIST PROGRAM OPTIONS 
PRINT : PRINT "PROGRAM OPTIONS AVAILABLE:” 
PRINT “mecxx2e0nsseseessss<s25223" 

PRINT TAB( 3);"DATA INPUT:” 

PRINT : PRINT TAB( 5);"K = KEYBOARD" 
PRINT TAB( 5);"D = DISK FILE" , 
PRINT : PRINT TAB( 3);"DATA MANAGEMENT:" 
PRINT : PRINT TAB( 5);" CORRECTION OF DATA" 
PRINT TAB( 5);" ADD TO DATA" 

PRINT TAB( S);" DELETION OF VARIABLES" 
PRINT TAB( 5);" ADDITION OF VARIABLES" 
PRINT TAB( 5);" WEIGHT DATA" 

PRINT TAB( 5);" TRANSFORM DATA" 


7570 
7580 
7590 
7600 
7610 
7620 
7630 
7640 
7650 
7660 
7670 
7680 
7690 
7700 
7710 
7720 
7730 
7740 
7750 
7760 
7770 
7780 
7790 
7800 
7810 
7820 
7830 
7840 
7850 
7860 
7870 
7880 
7890 
7900 
7910 
7920 
7930 
7940 
7950 
7960 
7970 
7980 
7990 
8000 
8010 
8020 
8030 
8040 
8050 
8060 
8070 
8080 
8090 
8100 
8110 
8120 
8130 
8140 
8150 
8160 
8170 
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PRINT TAB( 5);" STORE DATA ON DISK" 

PRINT : PRINT TAB( 3);"OUTPUT RESULTS:" 

PRINT : PRINT TAB( 5);"C = CRT DISPLAY" 

PRINT TAB( 5);"P = PRINTER" 

PRINT : INPUT "PRESS RETURN TO CONTINUE -> ";Y$ 
PRINT TAB( 34);"CONT.": PRINT 

PRINT : PRINT TAB( 3);"COMPUTATIONAL:" 

PRINT : PRINT TAB( 5);" MULTIPLE REGRESSION" 
PRINT TAB( 5);" STEPWISE MULTIPLE REGRESSION" 
PRINT : PRINT TAB( 3);"SOLUTION RESULTS:" 

PRINT : PRINT TAR( 5);"Y = SOLUTION AT EACH ITERATION" 
PRINT TAB( 5);"N = FINAL SOLUTION ONLY" 

PRINT : PRINT TAB( 3);"DATA WEIGHTING SCHEMES:" 
PRINT : PRINT TAB( 5);" UNIFORM,PROGRAM SUPPLIED" 
PRINT TAB( 5);" NON-UNIFORM,USER SUPPLIED WEIGHTS" 
PRINT : PRINT TAB( 3);"CONFIDENCE LIMITS:" 

PRINT : PRINT TAB( 5);"Y=PROGRAM SUPPLIED 95% T-STATISTIC" 
PRINT ‘AB( 5);"N = USER SUPPLIED T-STATISTIC" 
PRINT : INPUT "PRESS RETURN TO CONTINUE ~> "3;Y$ 
PRINT : PRINT TAB( 3);"FORECAST HORIZON:" 

PRINT : PRINT TAB( 5);"Y = FORECAST REQUIRED" 
PRINT TAB( 5);"N = NO FORECAST" 

PRINT : PRINT TAB( 3);"TRANSFORMS AVAILABLE:" 
PRINT : PRINT TAB( 5);"N = NO TRANSFORMS" 

PRINT TAB(C 5);"E = LOG(X) TO BASE E" 

PRINT TAB( 5);"P = POLYNOMIAL X*N" 

RETURN 

REM SUBROUTINE: CALCULATE DETERMINANT 

FOR I = 1 TO IV 

FOR J = 1 TO IV 

REM ASSIGN R MATRIX TO El 
E1(1,J) = R(I,J) 

NEXT J 

NEXT I 

REM SET DETERMINANT FLAG 

DET = 1 

FOR I= 1 TO IV- 1 

REM DIAGONAL ELEMENT MUST NOT BE ZERO 

IF E1(I,I) = 0 THEN GOSUB 8110 

IF DET = 0 THEN RETURN 

FOR J = I + 1 TO IV 

REM MULTIPLIER TO ZERO THE COLUMN ELEMENTS 
XM = E1(J,I) / E1(I,1) 

FOR K = I TO IV 

REM CALCULATE NEW ELEMENTS 
E1(J,K) = El(J,K) - XM * EL(I,K) 

NEXT K 

NEXT J 

NEXT I 

REM CALCULATE DETERMINANT 

FOR I = 1 TO IV 
DET = DET * E1(1,1) 

NEXT I 

RETURN 

REM SUBROUTINE: ZERO DETERMINANT DETECTION 

REM SUBROUTINE TO ENSURE DIAGONAL ELEMENTS ARE NONZERO DURING 
REM UPPER-TRIANGULARIZATION. IF THIS IS NOT POSSIBLE, DET IS ZERO. 
FOR J = J + 1 TO Iv : 
IF El(J,1) = 0 THEN GOTO 8210 

FOR K = 1 TO IV 

REM ADD ROWS TO MAKE DIAGONAL NONZERO 


. 
: 


8180 E1(I,K) = E1(I,K) + E1(J,K) : 
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8190 NEXT K 
8200 RETURN 
8210 NEXT J 
8220 REM DET MUST RE ZERO AT THIS POINT 
8230 DET = 0 
8240 RETURN 


Figure 4.4—Stepwise Linear Regression Program 


references Draper, (1966) and Ralston, (1964). However, we will explain what the 
program can do and present some application examples. 


Program Options 


As execution of the program begins, the user is given an opportunity to receive a listing 
of the program options. Figure 4.5 contains a list of these options as they would appear 
on your display. A brief explanation of these options will be given and then each one 
will be illustrated using examples. Data can be input in two ways, from the keyboard or 
from a previously saved disk file. As soon as the program options are listed, the program 
prompts for how data are to be entered. A letter appearing to the right of an option, such 
as 


K=KEYBOARD, 


means that a user response of K at the appropriate time will denote that data are to be 
entered from the keyboard. Options appearing in Figure 4.5 without a letter in front are 
selected by a number from a list of options displayed on the screen at various times. 


LOAD STEPWISE 
RUN 


2 KK KK OK OK IC I II I II I IK 2K 2c 2k 2 oC Kk 


MULTIPLE AND STEPWISE REGRESSION PROGRAM 
SOO OO II I I I IO 1 2 2K 


LIST PROGRAM OPTIONS (Y/N) ? ¥ 


PROGRAM OPTIONS AVAILABLE: 


DATA INPUT: 


KEYBOARD 
DISK FILE 


K 
D 


DATA MANAGEMENT: 
CORRECTION OF DATA 
ADD TO DATA 
DELETION OF VARIABLES 
ADDITION OF VARIABLES 
WEIGHT DATA 
TRANSFORM DATA 
STORE DATA ON DISK 
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OUTPUT RESULTS: 


C=CRT DISPLAY 
P=PRINTER 


COMPUTATIONAL: 


MULTIPLE REGRESSION 
STEPWISE MULTIPLE REGRESSION 


SOLUTION RESULTS: 


Y = SOLUTION AT EACH ITERATION 
N = FINAL SOLUTION ONLY 


DATA WEIGHTING SCHEMES: 


UNIFORM, PROGRAM SUPPLIED 
NON-UNIFORM, USER SUPPLIED WEIGHTS 


CONFIDENCE LIMITS: 


Y 
N 


PROGRAM SUPPLIED 95% T-STATISTIC 
USER SUPPLIED T-STATISTIC 


FORECAST HORIZON: 


Y = FORECAST REQUIRED 
N = NO FORECAST 


TRANSFORMS AVAILABLE: 


N = NO TRANSFORMS 
E = LOG(X) TO BASEE 
P = POLYNOMIAL X‘N 


Figure 4.5—Program Options 


Several data management options are provided. After data are input, the user is given 
an opportunity to select any of these data management options. Data can be listed for 
any variable by specifying the variable name. Using the option CORRECT DATA, any 
data element or all data elements for a particular variable can be changed. Additional 
data elements can be added to a set of data by using the ADD TO DATA option. Thus, 
you might initially study a problem using nine data elements for each variable. However, 
in an attempt to improve the regression equation fit, you may append one or more data 
elements to the set of observations associated with each variable. 

Any independent variable and its associated data can be removed from the problem 
being studied using the DELETE INDEPENDENT VARIABLE option. All data are 
stored in the two dimensional array X(1,J). Data for the independent variables are stored 
first, one variable per row. Data for the dependent variable are stored in row N + |, where 
N is the number of independent variables. Consequently, if variable N is deleted from 
the problem, data for the dependent variable are moved from row N+1 to row N. 
Similarly, an independent variable can be added to the problem using option ADD 
INDEPENDENT VARIABLE. Also, if you want to keep data for further analysis, you 
may store it in a disk file to avoid having to reenter the data from the keyboard. 
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Output from the regression analysis can be displayed on the CRT or at the printer. If 
output is displayed at the CRT, program execution is periodically stopped to give the 
user an opportunity to read the information being displayed before it is scrolled off the 
display. To continue program execution, the user is prompted to press the "RETURN" 
key. 

Two regression computation options are provided: multiple regression and stepwise 
regression. Multiple regression means that all independent variables will appear in the 
final regression equation. However, only one variable is added at a time to the regression 
equation. If the user specifies that the solution is to be printed at each iteration, then the 
regression equation, the coefficient of determination, and the standard deviation of the 
estimate will be printed as each new variable is added to the regression equation. If 
stepwise multiple regression is selected, only the independent variables that significantly 
reduce the variance will appear in the regression equation. 

Usually, each data element in a set of data is given equal weight. However, there may 
be instances when some of the elements may be more accurate, such as the more recent 
elements in a time series. The weighting option lets the user specify weights for each 
data element. It is best that the weights be normalized such that the average weight is 
one. 

Included in the final solution are confidence limits on the predicted values. These limits 
are calculated using a 95% t-statistic. Given a predicted value for the dependent variable, 
we should expect that 95% of the time the actual value will fall within these predicted 
limits. If other limits are desired, the user can specify the t-statistic values that are to be 
employed. 

As noted earlier in this chapter, some nonlinear expressions can be transformed so that 
linear regression can be applied. If specified, the program can perform the following data 
transformations: 


1) Ae® to In A+Bt 
2) X? to X’ 


Once the user specifies that transformations are required, the program will prompt for 
the needed input. If other transformations are required (in addition to the two provided 
by the program), the user will have to transform the data before they are input. As each 
data element is transformed, it replaces the original input data; therefore, once data are 
transformed, they should not be transformed again during a subsequent run through the 
regression program. 

Forecasting is a common application of linear regression. To facilitate such usage, the 
user can specify the number of values to be forecast. For each period to be forecast, an 
observed value must be entered for each independent variable. Several examples will be 
presented to illustrate how to use the options of the multiple and stepwise regression 
program. Output from the program will be presented as it appears on the monitor or 
printer. User responses are denoted by underlined characters. Output from the computer 
is denoted by characters without the underline. 


Using the Stepwise Program 


EXAMPLE 2. For the past six months, the following data had been compiled at the 
Brady Company. Using the data from Example | and the multiple and stepwise regression 
program, forecast the sales for period seven. 
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Orders on Hand at 


Month Beginning of Month Sales for the Month 
1 $3550 $8350 
2 3600 8730 
3 3250 8120 
4 3350 8450 
5 3000 7900 
6 3590 8650 


At the beginning of the seventh month, the orders on hand had a value of $3700. What 
would your sales forecast be for the seventh month? 


SOLUTION. Because the multiple and stepwise regression program provides several 
options, the entire output from running the program will be presented here. We will 
intersperse some comments within this output to assist in explaining how to use this 
program. 

The multiple and stepwise program is stored in the file STEPWISE; therefore, we start 
by loading this file. 


LOAD STEPWISE 
RUN 


TSeCerrrrCecrrrettrrt Stee tee eee ee fe ee ss 2 53 


MULTIPLE AND STEPWISE REGRESSION PROGRAM 
FOR OR OIG I I KK ak a 


LIST PROGRAM OPTIONS (Y/N) ? ¥ 


PROGRAM OPTIONS AVAILABLE: 


DATA INPUT: 
K = KEYBOARD 
D = DISK FILE 


DATA MANAGEMENT: 
CORRECTION OF DATA 
ADD TO DATA 
DELETION OF VARIABLES 
ADDITION OF VARIABLES 
WEIGHT DATA 
TRANSFORM DATA 
STORE DATA ON DISK 


OUTPUT RESULTS: 


C=CRT DISPLAY 
P=PRINTER 


PRESS RETURN TO CONTINUE -> 
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COMPUTATIONAL: 


MULTIPLE REGRESSION 
STEPWISE MULTIPLE REGRESSION 


SOLUTION RESULTS: 


Y = SOLUTION AT EACH ITERATION 
N = FINAL SOLUTION ONLY 


DATA WEIGHTING SCHEMES: 


UNIFORM, PROGRAM SUPPLIED 
NON-UNIFORM, USER SUPPLIED WEIGHTS 


CONFIDENCE LIMITS: 


Y 
N 


PROGRAM SUPPLIED 95% T-STATISTIC 
USER SUPPLIED T-STATISTIC 


PRESS RETURN TO CONTINUE -> 
FORECAST HORIZON: 


Y 
N 


FORECAST REQUIRED 
NO FORECAST 


TRANSFORMS AVAILABLE: 


N = NO TRANSFORMS 
E = LOG(X) TO BASEE 
P = POLYNOMIAL X*N 


This list of options describes the capabilities of the program. Note the "PRESS RE- 
TURN TO CONTINUE" phase; this stops program execution so that the user can read 
the displayed information. Also note that some of the options have a character appearing 
on the left. These characters are possible responses to a prompting question, and the 
narrative to the right of the character describes what will happen when the designated 
character is entered. 

Proceeding with this solution, we are asked to specify how we want to enter our data. 
We enter a K denoting that the data will be entered from the keyboard. We also specify 
that the name of our dependent variables is SALES; we have 1 independent variable 
named ORDERS; we want to forecast for | period, and we have 7 data points for the 
independent variable. After this information is input, the program prompts for the required 
data. 


HOW ENTER DATA—KEYBOARD OR DISK (‘K/D)? K 
ENTER NAME OF DEPENDENT VARIABLE ? SALES 
ENTER NUMBER OF INDEPENDENT VARIABLES: 1 


ENTER NAME OF INDEPENDENT VARIABLE 1 : 
?ORDERS 
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FORECAST REQUIRED (Y/N) 7? ¥ 
NUMBER OF PERIODS TO BE FORECAST ?1 


ENTER NUMBER OF DATA POINTS FOR EACH 
INDEPENDENT VARIABLE INCLUDING POINTS 
USED FOR FORECAST ? ? 


ENTER DATA 


? VALUES REQUIRED FOR INDEPENDENT 
VARIABLE ORDERS 


VALUE FOR POINT 1 
VALUE FOR POINT 2? 
VALUE FOR POINT 3? 


2358 
: 
: 
VALUE FOR POINT 4? 
i 
: 
: 


oO 


aa 


sas 
330 


a 


wut 
i=) 


VALUE FOR POINT S? 
VALUE FOR POINT 6? 
VALUE FOR POINT ?? 


ae 


Ww 


54 
70 


ojo 


Ww 
oO 


& VALUES REQUIRED FOR DEPENDENT VARIABLE 
SALES 

VALUE FOR POINT 178 
VALUE FOR POINT 2?6 


ae 


VALUE FOR POINT 370220 
VALUE FOR POINT 4784 
VALUE FOR POINT 2774 Tr 


VALUE FOR POINT 67665 


ols 





The independent variable requires one more data element than is required by the 
dependent variable. The first six data elements of the dependent and independent variables 
are used to develop the regression equation. The seventh independent variable data element 
is used to forecast the seventh data element for the dependent variable (sales for period 
seven). 

After the data are input, the program provides a list of data management options. We 
specify option 1, LIST DATA, because we think that one of the data elements for 
ORDERS was input incorrectly. This option proceeds to ask for the name of the variable 
for which we want to list data. We respond with the name ORDERS. 


DATA MANAGEMENT OPTIONS: 


1-LIST DATA 
c-CORRECT DATA 
3-ADD TO DATA 
4-ADD AN INDEPENDENT VARIABLE 
S-DELETE A VARIABLE 
G-REGRESSION COMPUTATIONS 
?-STUDY ANOTHER MODEL 
6-STORE DATA ON DISK 
S-WEIGHT DATA 
10-TRANSFORM DATA 
11-QUIT 
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OPTION ? 1 


ENTER NAME OF VARIABLE IDENTIFYING DATA 
TO BE LISTED ? QRDERS 


LIST OF DATA FOR ORDERS: 


3550 
360 

3250 
3350 
3000 
3590 
3700 


Looking at the data, we can see that element two is wrong; it should be 3600. Therefore, 
we need to use option 2, CORRECT DATA. 


LIST ADDITIONAL DATA (Y/N) ?N 


DATA MANAGEMENT OPTIONS: 


1-LIST DATA 
c-CORRECT DATA 
3J-ADD TO DATA 
4-ADD AN INDEPENDENT VARIABLE 
S-DELETE A VARIABLE 
&6-PERFORM REGRESSION COMPUTATIONS 
?-STUDY ANOTHER MODEL 
6-STORE DATA ON DISK 
9-WEIGHT DATA 

10-TRANSFORM DATA 

11-QUIT 


OPTION? 2 


ENTER VARIABLE NAME SPECIFYING DATA TO 
BE CHANGED ? ORDERS 


DO YOU WANT TO MODIFY ALL DATA FOR THIS 
VARIABLE (Y/N) ?N 


ENTER POSITION OF DATA ELEMENT TO BE 
CHANGED ? 2 


ENTER DATA ELEMENT ? 3600 


Note that it is possible to change all of the data elements associated with a variable. 
However, in this case, we only need to change element two. Having changed the known 
incorrect data, we will list the data associated with each variable to verify that every 
element is correct. 


WANT TO CHANGE OTHER DATA FOR THIS VARIABLE (Y/N) ?N 
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DATA MANAGEMENT OPTIONS: 


1-LIST DATA 
?-CORRECT DATA 
3-ADD TO DATA 
4—-ADD AN INDEPENDENT VARIABLE 
S-DELETE A VARIABLE 
&-PERFORM REGRESSION COMPUTATIONS 
?-STUDY ANOTHER MODEL 
&8-STORE DATA ON DISK 
S-WEIGHT DATA 

10-TRANSFORM DATA 

11-QUIT 


OPTION ? 1 


ENTER VARIABLE NAME SPECIFYING DATA TO 
BE LISTED ? ORDERS: 


LIST OF DATA FOR ORDERS: 


3550 
3600 
3250 
3350 
3000 
3590 
3°00 


LIST ADDITIONAL DATA (Y/N)? ¥ 
ENTER NAME OF VARIABLE IDENTIFYING DATA 
TO BE LISTED ? SALES 


LIST OF DATA FOR SALES: 
6350 
6730 
6120 
6450 
7900 
6650 . 


All of the data are correct. Before proceeding with the regression analysis, we will store 
these data in a disk file. By doing this, we will avoid having to reenter these data from 
the keyboard if we want to use these data at a later time. Using option 8, STORE DATA 
ON DISK, we store the data for ORDERS and SALES in a file called BRASALES. 


LIST ADDITIONAL DATA (Y/N) 2? N 
DATA MANAGEMENT OPTIONS: 


1-LIST DATA 

c-CORRECT DATA 

3-ADD TO DATA 

4-ADD AN INDEPENDENT VARIABLE : 
S-DELETE A VARIABLE 

&-REGRESSION COMPUTATIONS 
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?-STUDY ANOTHER MODEL 

&-STORE DATA ON DISK 

4-WEIGHT DATA 
10-TRANSFORM DATA 
11-QUIT | 


OPTION? 6 
ENTER NAME OF DISK: FILE ? BRASALES 


DATA MANAGEMENT OPTIONS: 


1-LIST DATA 
2-CORRECT DATA 
3J-ADD TO DATA 
4-ADD AN INDEPENDENT VARIABLE 
S-DELETE A VARIABLE 
&6-PERFORM REGRESSION COMPUTATIONS 
?7-STUDY ANOTHER MODEL 
&-STORE DATA ON DISK 
Q-—WEIGHT DATA 

10-TRANSFORM DATA 

11-QUIT 


We are now ready to perform the regression computations by specifying Option 6, PER- 
FORM REGRESSION COMPUTATIONS. At this point, the program provides three 
options. Options | and 2 are the regression techniques described earlier in this chapter. 
Option 3, DATA MANAGEMENT OPTIONS, returns control to the 11 data management 
options we have been using. 

OPTION ?6 


AVAILABLE OPTIONS: 


1-MULTIPLE REGRESSION 
e-STEPWISE MULTIPLE REGRESSION 
3—-DATA MANAGEMENT OPTIONS 


Because we have only one independent variable, stepwise regression is not needed; 
therefore, we will choose option 1, MULTIPLE REGRESSION. We would also like to 
see each iteration of the regression computatons displayed at our CRT. 


OPTION ? 1 


PRINT SOLUTION AT EACH ITERATION (Y/N)? ¥ 
OUTPUT TO APPEAR AT CRT OR PRINTER (C/P)?C 


MULTIPLE REGRESSION 


REGRESSION NUMBER 1 


SALES = 4366.66667 
COEFFICIENT OF DETERMINATION = 0 
STD DEVIATION OF ESTIMATE = 315.6369 
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FINAL SOLUTION 
REGRESSION NUMBER 2 


SALES = 4251.94936 
+ 1.2137809¢ ORDERS 
COEFFICIENT OF DETERMINATION = .83699e2 
STD DEVIATION OF ESTIMATE = 142.4??? 


Regression iteration number ! represents averaging the SALES data. The final solution, 
regression iteration number 2, is the best fit regression equation using ORDERS to 
estimate SALES. The coefficient of determination is .837; thus, 83.7% of the variation 
in SALES can be explained by the ORDERS. 

After pressing return to continue, we are asked if we want to see a comparison of the 
actual and predicted values for SALES. In addition, we must specify whether the program- 
supplied T-statistics are to be used to calculate the confidence limits on the SALES 
prediction. After responding to these prompts, the remaining regression results are dis- 
played. Looking at the confidence limits on the predicted values, we can see that the 
forecast for period seven is 8742.939, and that the lower and upper 95% confidence limits 
are 8257.523 and 9228.355, respectively. Thus, we are 95% sure that the SALES for 
period seven will be within this range, and the expected value is 8742.939. 


PRESS RETURN TO CONTINUE -> 


WANT TO SEE LIMITS ON PREDICTIONS (Y/N) ?¥ 
USE PROGRAM SUPPLIED T-STATISTICS 
FOR LIMITS (Y/N) ? ¥ 


ACTUAL VERSUS PREDICTED VALUES FOR SALES 


ACTUAL PREDICTED ss DIFFERENCE 
6350 8560.8?¢e -210.4?1be 
6730 66e1.561 106 .43934 
6120 8196.73? — ?6.?73?7354 
4450 6318.115 131.6845? 
7900 7693.293 &.?O0?Se 
6650 6609.4ee 40.S?73S 


PRESS RETURN TO CONTINUE -> 
CONFIDENCE LIMITS ON PREDICTED VALUES 
DEGREES OF FREEDOM = 4 

T—-STATISTIC =c.?76 


LOWERLIMIT | PREDICTED UPPER LIMIT 
8117 .41014 8560.871b2 9004 .3331 

816b.?71522 8621.S6067 9076.40611 
275? 03225 8196.73734 8636.44343 
2889.67305 6318.11543 6746.35762 
2376.97455 7693.29241 8409.60967 
81S? .07S63 6609.42285 9061.77008 
825? 5229 8742.9387S 9228.35464 


PRESS RETURN TO CONTINUE -> 
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Next, we might see how these results would look if they had been displayed on the 
printer. The following information will appear on the CRT: 


AVAILABLE OPTIONS: 


eee eee 


4-MULTIPLE REGRESSION 
2-STEPWISE MULTIPLE REGRESSION 
3-DATA MANAGEMENT OPTIONS 

OPTION ? 1 

PRINT SOLUTION AT EACH ITERATION (Y/N) ?¥ 

OUTPUT TO APPEAR AT CRT OR PRINTER (C/P)?P 


MULTIPLE REGRESSION 


WANT TO SEE LIMITS ON PREDICTION (Y/N) ?¥ 


USE PROGRAM SUPPLIED T-STATISTICS 
FOR LIMITS (Y/N) ?¥ 


Then the regression results would be printed at the printer as follows: 


MULTIPLE REGRESSION 


REGRESSION NUMBER 1 
SALES = 6366.6666? 

COEFFICIENT OF DETERMINATION = O 

STD DEVIATION OF ESTIMATE = 315.636936 
FINAL SOLUTION 


REGRESSION NUMBER 
SALES = 4251.94936 
+ 14.21378092 ORDERS 
COEFFICIENT OF DETERMINATION = .83699ce 
STD DEVIATION OF ESTIMATE = 142.477744 


ACTUAL PREDICTED DIFFERENCE 4SDIFFERENCE 
6350 6560.8?16e -210.871616 -2.52540656 
6730 66e1.S606? 104.439339 1.2421459e 
6120 6196. 73734 —?6.73739 — .945041121 
6450 6316.11543 131.66456? L.S6076411 
7900 7693.e9e11 &.707669S6 - 0649099944 
6650 6609.42285 40.5771484 -46909996e 


CONFIDENCE LIMITS ON PREDICTED VALUES 


DEGREES OF FREEDOM = 4 


T-STATISTIC =e.??b 


4.3 Stepwise Regression 


81 


LOWER LIMIT PREDICTED UPPER LIMIT 
611? .41041 &6560.8?16e2 9004 .3331 

6166.?1S¢ee &621.5606? 90°6.40611 
7?5?.031eS 6196.737354 66356.44343 
7489.87305 6314.11543 6746.3576c 
74376.97455 7693 .29e11 6409.6096? 
815? .0?S63 6609.4228S 9061.7?7004 
625? .52e29 6742.9356?S 9226.355461 


Since we have a solution to Example 2, we will now use data management option 11, 
QUIT, to end program execution. 


EXAMPLE 3. Assume that another month has passed at the Brady Company and that 
sales totaled $8810 for the seventh month. Orders totaling $3760 were on hand at the 
beginning of the eighth month. Develop a sales forecast for the eighth month using the 
Multiple and Stepwise Regression Program. 


SOLUTION. The data used for the seventh month sales forecast were stored on a disk 
file named BRASALES. Therefore, it will be easy to use these data to develop a new 
forecast. We need only to designate that the data be input from a disk and then enter the 
name of the disk file containing the data. After this, we will input the newly obtained 
data for the seventh month. 


RUN 


Pe teC eT CeCT CCT CSCCCLSCCCSLSCC CSI CCS CLS £2 Ss 2 


MULTIPLE AND STEPWISE REGRESSION PROGRAM 
SOOO ICICI IKK 


LIST PROGRAM OPTIONS (Y/N) ?N 


HOW ENTER DATA-KEYBOARD OR DISK (K/D)? D 
ENTER NAME OF DISK: FILE ? BRASALES 


DATA MANAGEMENT OPTIONS: 


1-LIST DATA 
c—-CORRECT DATA 
J-ADD TO DATA 
4-ADD AN INDEPENDENT VARIABLE 
5-—DELETE A VARIABLE 
&—REGRESSION COMPUTATIONS 
?-STUDY ANOTHER MODEL 
&-STORE DATA ON DISK 
4-WEIGHT DATA 
10-TRANSFORM DATA 
11-QUIT 


We need to add the newly obtained data (sales for the seventh month and orders for 
the eighth month) to the data that was input from the disk file. Using option 3, ADD TO 
DATA, we can do this. 
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OPTION ?3 

FORECAST REQUIRED (Y/N)? Y 

NUMBER OF PERIODS TO BE FORECAST? 1 


ENTER NUMBER DATA POINTS FOR EACH 
INDEPENDENT VARIABLE INCLUDING POINTS 
USED FOR FORECAST ? & 


ENTER ADDITIONAL DATA FOR INDEPENDENT 
VARIABLE ORDERS 
VALUE FOR POINT 673760 


ENTER ADDITIONAL DATA FOR DEPENDENT 
VARIABLE SALES 
VALUE FOR POINT ??6610 


DATA MANAGEMENT OPTIONS: 


1-LIST DATA 
°-CORRECT DATA 
J-ADD TO DATA 
4-ADD AN INDEPENDENT VARIABLE 
S-DELETE A VARIABLE 
6-REGRESSION COMPUTATIONS 
?-STUDY ANOTHER MODEL 
&-STORE DATA ON DISK 
4-WEIGHT DATA 
10-TRANSFORM DATA 
11-QUIT 


Having added the additional data, we perform the regression computations resulting 
in a forecast for the eighth month of $8841.23 total sales. 


OPTION & 
AVAILABLE OPTIONS: 


1-MULTIPLE REGRESSION 
C-STEPWISE MULTIPLE REGRESSION 
3-DATA MANAGEMENT OPTIONS 


OPTION? 1 
PRINT SOLUTION AT EACH ITERATION (Y/N)? N 


OUTPUT TO APPEAR AT CRT OR PRINTER (C/P)? C 


MULTIPLE REGRESSION 


FINAL SOLUTION 


REGRESSION NUMBER e 
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SALES = 4094.03943 
+ 1.¢6255068 ORDERS 
COEFFICIENT OF DETERMINATION = .6737094 
STD DEVIATION OF ESTIMATE = 129. ?5?? 


PRESS RETURN TO CONTINUE-> 
WANT TO SEE LIMITS ON PREDICTION (Y/N)? ¥ 
USE PROGRAM SUPPLIED T-STATISTICS 

FOR LIMITS (Y/N) ?X 


ACTUAL VERSUS PREDICTED VALUES FOR SALES 


ACTUAL PREDICTED DIFFERENCE 
6350 4576.096 -—2e6.0951? 
6730 86359.¢ee3 40.7??2999 
61-0 619? .33 — ??.3299299 
6450 6323.545 126.415 
7900 7641.69¢e 18.30?778 
6650 8626.59? 23.402e61 
6410 8?65.476 44.Serece 


PRESS RETURN TO CONTINUE -> 
CONFIDENCE LIMITS ON PREDICTED VALUES 
DEGREES OF FREEDOM = S 

T-STATISTIC = 2.571 


LOWERLIMIT PREDICTED —=s— “ssi UPPER LIMIT 
6213. 76126 6576.0951? 8938 .40907 
827b.04125 8639.2227 900? .40416 
2626 .46943 8197? .32993 8568.19043 
?963.92306 6323.S401 8683.24695 
2454.991849 7661.69223 6311.39256 
8259.74776 6b26.S972 8993 .44661 
8379.66259 876S5.47776 9151.09298 
8441.84609 8841.231083 9240.61558 


PRESS RETURN TO CONTINUE -—> 
AVAILABLE OPTIONS: 


1-MULTIPLE REGRESSION 
e-STEPWISE MULTIPLE REGRESSION 
J-DATA MANAGEMENT OPTIONS 


Looking back at the comparison of actual versus predicted values, we see that our 
predictions have been better for the more recent months. Consequently, we might try 
weighting these later periods more heavily. When the data is weighted, we should make 
sure that the average weight is one. Therefore, the sum of the weights should total seven 
since we will be weighting seven data elements for each variable (ORDERS and SALES 
for periods 1 through 7). Using option 9, WEIGHT DATA, we can weight the data 
however we want. The user should note that these weights are retained until one of the 
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following actions occur: (1) program execution is terminated by specifying option 11, 
QUIT; (2) weights are changed using option 9, WEIGHT DATA; or (3) option 7, STUDY 
ANOTHER MODEL is specified. 


OPTION? 3 


DATA MANAGEMENT OPTIONS: 


1-LIST DATA 
c-CORRECT DATA 
3-ADD TO DATA 
4-ADD AN INDEPENDENT VARIABLE 
S-DELETE A VARIABLE 
E-REGRESSION COMPUTATIONS 
?-STUDY ANOTHER MODEL 
&-STORE DATA ON DISK 
4-WEIGHT DATA 
10-TRANSFORM DATA 
11-QUIT 


OPTION ?9 

ENTER WEIGHT FOR DATA POINT 
ENTER WEIGHT FOR DATA POINT 
ENTER WEIGHT FOR DATA POINT 


12.5 
22.5 
3? 
ENTER WEIGHT FOR DATA POINT 4? 
S? 
b? 
?? 


ENTER WEIGHT FOR DATA POINT 
ENTER WEIGHT FOR DATA POINT 
ENTER WEIGHT FOR DATA POINT 


i 
i 
2 
4.5 
1.5 


DATA MANAGEMENT OPTIONS: 


1-LIST DATA 
e-CORRECT DATA 
J-ADD TO DATA 
4-ADD AN INDEPENDENT VARIABLE 
5-DELETE A VARIABLE 
&-REGRESSION COMPUTATIONS 
?-STUDY ANOTHER MODEL 
&8-STORE DATA ON DISK 
4-WEIGHT DATA 
10-TRANSFORM DATA 
11-QUIT 


Having weighted the data, we might list them to see if any changes have occurred. 
We will see that nothing has been modified, because the weights are applied during the 
regression computations. Even then, the original data are maintained unaltered while the 
weighted data are temporarily stored to be used during the regression computations. 


OPTION? 1 


ENTER NAME OF VARIABLE IDENTIFYING DATA 
TO BE LISTED? SALES 
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LIST OF DATA FOR SALES: 
6350 


LIST ADDITIONAL DATA (Y/N)? Y 


ENTER NAME OF VARIABLE IDENTIFYING 
DATA TO BE LISTED ? ORDERS 


LIST OF DATA FOR ORDERS: 


LIST ADDITIONAL DATA (Y/N) ?7.N 


DATA MANAGEMENT OPTIONS: 

1-LIST DATA 
c~CORRECT DATA 
J-ADD TO DATA 
4-ADD AN INDEPENDENT VARIABLE 
S-DELETE A VARIABLE 
&~REGRESSION COMPUTATIONS 
?-STUDY ANOTHER MODEL 
6-STORE DATA ON DISK 
4-WEIGHT DATA 

10-TRANSFORM DATA 

11-QUIT 


We can perform the regression computations at this point to see if the data weights 
have improved the fit of the regression equation. The results show that the coefficient of 
determination is better and that the prediction for the last four periods is better. Using 
the new regression equation, 


SALES = 4000.563 + 1.293905(ORDERS), 


we obtain a sales forecast of $8865.65. This figure is slightly higher than the forecast 
made using the unweighted data. 


OPTION? & 
AVAILABLE OPTIONS: 
1-MULTIPLE REGRESSION 


e-~STEPWISE MULTIPLE REGRESSION 
3J—-DATA MANAGEMENT OPTIONS 
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OPTION 74 

PRINT SOLUTION AT EACH ITERATION (Y/N)? N 

OUTPUT TO APPEAR AT CRT OR PRINTER (C/P)?C 
MULTIPLE REGRESSION 


FINAL SOLUTION 
REGRESSION NUMBER 2 
SALES = 4000.56358 
+  4%.29390522 ORDERS 
COEFFICIENT OF DETERMINATION = .9240319 
STD DEVIATION OF ESTIMATE = 103.8366 
PRESS RETURN TO CONTINUE -> 
WANT TO SEE LIMITS ON PREDICTIONS (Y/N) ?¥ 
USE PROGRAM SUPPLIED T-STATISTICS 
FOR LIMITS (Y/N)? Y 


ACTUAL VERSUS PREDICTED VALUES FOR SALES 


ACTUAL PREDICTED DIFFERENCE 
6350 8593.92? -243.9e?1c 
8730 6658.6e¢e 714.37 76199 
61e0 6¢c05.?S6 - 8S5.7555499 
8450 63355.146 114.8539e 
7qadg 7662.279 L?.?c0?S 
6650 6645.683 4.3166? 
6810 6764.013 21.94709 


PRESS RETURN TO CONTINUE -> 
CONFIDENCE LIMITS ON PREDICTED VALUES 
DEGREES OF FREEDOM = 5 

T-STATISTIC = 2.571 


LOWER LIMIT PREDICTED UPPER LIMIT 
8304 .99007 8593.92743 8882.86418 
8365.59825 6658.62239 8951.646S52 
7908.56935 8205. 75556 &502.94176 
8046.92965 8335.14600 &623.362e51 
7539.68804 7882.27925 8224.87046 
&353.S96b1 8645.68333 893?.77006 
8482.4812 8768.01291 9093.544b61 
4550.074 8865 .6b4%22 q481.22345 


PRESS RETURN TO CONTINUE -> 


AVAILABLE OPTIONS: 


1-MULTIPLE REGRESSION 


2-STEPWISE MULTIPLE REGRESSION 


3-DATA MANAGEMENT OPTIONS 
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At this point, it would be interesting to see if the same results would be obtained using 
the stepwise multiple regression option. After doing this, you can see that the results are 
the same. Remember that the data weights are still being applied. 


OPTION? 2 
PRINT SOLUTION AT EACH ITERATION (Y/N)? N 
OUTPUT TO APPEAR AT CRT OR PRINTER (C/P)?C 
STEPWISE MULTIPLE REGRESSION 
FINAL SOLUTION 
REGRESSION NUMBER 2 
SALES = 4000.56358 
+  1.29390S22 ORDERS 
COEFFICIENT OF DETERMINATION = .924019 
STD DEVIATION OF ESTIMATE = 103.8366 
PRESS RETURN TO CONTINUE -> 
WANT TO SEE LIMITS ON PREDICTION (Y/N) ?N 


_ACTUAL VERSUS PREDICTED VALUES FOR SALES 


ACTUAL PREDICTED DIFFERENCE 
8350 46S93.92? -243.92?1¢2 
6730 6654.6e22 74.357 °6199 
61ce0 6205.756 —- 65.7555499 
6450 864335.146 144.453592 
7900 7662.279 1?.?cO?sS 
6650 6645.683 4.3166? 
6410 6788.013 21.94709 


AVAILABLE OPTIONS: 


1-MULTIPLE REGRESSION 
e-STEPWISE MULTIPLE REGRESSION 
3J-DATA MANAGEMENT OPTIONS 


OPTION? 3 
DATA MANAGEMENT OPTIONS: 


1-LIST DATA 

c-CORRECT DATA 

3-ADD TO DATA 

4-ADD AN INDEPENDENT VARIABLE 
S—DELETE A VARIABLE 
&-REGRESSION COMPUTATIONS 
?-STUDY ANOTHER MODEL 
&-STORE DATA ON DISK 

4-WEIGHT DATA 
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10-TRANSFORM DATA 
11-QUIT 


OPTION ? L1 


***END OF PROGRAM*** 


EXAMPLE 4. Data have been collected from a laboratory experiment. The rate of 
growth of a bacteria culture is being studied. The population density in parts per million 
(D,P/M), as a function of time, is tabulated below: 


Days =) 1.0 1.5 2.0 2.5 3.0 3.5 4.0 
D,P/M 3 7 2.0 5.4 14.8 40.3 109.7 298.1 


Previous work has established that the rate of bacteria growth should conform to an 
equation such as: 


density = ae", 


Use the multiple and stepwise regression program to develop a regression equation that 
relates the bacteria density to time. 


SOLUTION. We can use linear regression to fit a line to this data if the data is first 
transformed, giving 


In(density) = In(a)+ bt 


Because our regression program can perform a natural log transformation, we will let 
the computer perform the required transformations. 


RUN 


2 EK i EC I 2g 2k 2k 2 2g 2 kK 26 2 2 ae 2 2 26 2c CK KC 2c 


MULTIPLE AND STEPWISE REGRESSION PROGRAM 
FOO IO GIG III I Kk 4 2k 


LIST PROGRAM OPTIONS (Y/N) 2? N 
HOW ENTER DATA-KEYBOARD OR DISK (K/D)? K 
ENTER NAME OF DEPENDENT VARIABLE? BACTERIA 


ENTER NUMBER OF INDEPENDENT VARIABLES ?1 
ENTER NAME OF INDEPENDENT VARIABLE: 1 
?TIME , 


FORECAST REQUIRED (Y/N) 7? N 
ENTER NUMBER OF DATA POINTS FOR EACH 
INDEPENDENT VARIABLE ? & 


The raw data (untransformed) will be entered. Then using option 10, TRANSFORM 
DATA, we will transform the set of data named BACTERIA (the dependent variable). 


ENTER DATA 


& VALUES REQUIRED FOR INDEPENDENT 


4.3 Stepwise Regression__._._._.___89 


VARIABLE TIME 


VALUE FOR POINT 17.5 
VALUE FOR POINT 271. 
VALUE FOR POINT 371.5 
VALUE FOR POINT 4?e. _ 
VALUE FOR POINT S?e 
VALUE FOR POINT &? 
VALUE FOR POINT ?? 
VALUE FOR POINT 4? 


un 


eee 


lJ 
wm 


oN) ov 


a 


& VALUES REQUIRED FOR DEPENDENT 
VARIABLE BACTERIA 





VALUE FOR POINT 1?.3 
VALUE FOR POINT 2?.7 
VALUE FOR POINT 322. 
VALUE FOR POINT 4275.4 
VALUE FOR POINT 5714.8 
VALUE FOR POINT 6240.3 
VALUE FOR POINT 77109.7 
VALUE FOR POINT 87298. 1 





DATA MANAGEMENT OPTIONS: 


1-LIST DATA 
c—CORRECT DATA 
3-ADD TO DATA 
4-ADD AN INDEPENDENT VARIABLE 
5-DELETE A VARIABLE 
&-REGRESSION COMPUTATIONS 
?-STUDY ANOTHER MODEL 
8-STORE DATA ON DISK 
4-WEIGHT DATA 
10-TRANSFORM DATA 
11-QUIT 


OPTION ? 10 
TRANSFORMS AVAILABLE: 


N=NO TRANSFORMS 
E=LOG(X) TO BASEE 
P=POLYNOMIAL X*N 


ENTER TRANSFORM CODE FOR VARIABLE TIME?N 
ENTER TRANSFORM CODE FOR VARIABLE BACTERIA?E 


Having performed the transformation, we will list the data (using option 1) to see the 
results. You should note that the program has replaced the original data with the trans- 
formed data. Therefore, if we were to store this data in a disk file for later use, we should 
not transform the data again. 
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DATA MANAGEMENT OPTIONS: 


1-LIST DATA 
C-CORRECT DATA 
3-—ADD TO DATA 
4—-ADD AN INDEPENDENT VARIABLE 
S-DELETE A VARIABLE 
&-REGRESSION COMPUTATIONS 
?-STUDY ANOTHER MODEL 
&8-STORE DATA ON DISK 
S-WEIGHT DATA 
10-TRANSFORM DATA 
11-QUIT 


OPTION ? 1 


ENTER NAME OF VARIABLE IDENTIFYING DATA 
TO BE LISTED ? BACTERIA 


LIST OF DATA FOR BACTERIA: 


~1.20399?24 


- 356674943 

-693147161 
1.68639895 
c.69462e714 
3.69635147 
4.697 74935? 
5.697429 


LIST ADDITIONAL DATA (Y/N) 7 N 


DATA MANAGEMENT OPTIONS: 


1-LIST DATA 
C-CORRECT DATA 
3-ADD TO DATA 
4-ADD AN INDEPENDENT VARIABLE 
5~DELETE A VARIABLE 
&-REGRESSION COMPUTATIONS 
?-STUDY ANOTHER MODEL 
&-STORE DATA ON DISK 
4-WEIGHT DATA 
10~—TRANSFORM DATA 
11-QUIT 


We are ready now to perform the regression computations. Remember that the regres- 
sion equation obtained by the program will be in terms of the transformed data: 


In(density) = In a+ bt. 
OPTION ?6 
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AVAILABLE OPTIONS: 


1-MULTIPLE REGRESSION 
C-STEPWISE MULTIPLE REGRESSION 
J-DATA MANAGEMENT OPTIONS 


OPTION ? 1 
PRINT SOLUTION AT EACH ITERATION (Y/N)? Y 
OUTPUT TO APPEAR AT CRT OR PRINTER (C/P)?C 


MULTIPLE REGRESSION 


REGRESSION NUMBER 1 

BACTERIA = ¢€.20063193 
COEFFICIENT OF DETERMINATION = O 
STD DEVIATION OF ESTIMATE = €.436¢e 


FINAL SOLUTION 


REGRESSION NUMBER Cc 
BACTERIA = —2.c??der?4b 
+ 1.99047084 TIME 
COEFFICIENT OF DETERMINATION = .9997173 
STD DEVIATION OF ESTIMATE = .0443 


PRESS RETURN TO CONTINUE -> 

WANT TO SEE LIMITS ON PREDICTIONS (Y/N) ?¥ 
USE PROGRAM SUPPLIED T-STATISTICS 

FOR LIMITS (Y/N)? ¥ 


ACTUAL VERSUS PREDICTED VALUES FOR 


BACTERIA 
ACTUAL PREDICTED DIFFERENCE 
-1.2039728 -1.283 .0787499999 
- .356674943 - .28? — .0692199999 
~693147181 .708 - .01463 
4.68639895 4.703 - .0%662 
2.69462718 2.698 -3.62E-03 
3.69635147 3.693 2.87E-03 
4.697 74937 4.689 q.02999999E-03 
5.697429 5.684 .01347 


PRESS RETURN TO CONTINUE -> 
CONFIDENCE LIMITS ON PREDICTED VALUES 


DEGREES OF FREEDOM = & 
T-STATISTIC = 2.44? 
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LOWER LIMIT PREDICTED UPPER LIMIT 
-1.4116479 -1.28e69204 —1.53735619 
— .40973?76 — .26745662e4 - .165175489 
-590157?713 - 070??? b746b -625399678 
1.587?936e 1.703014ee 1.81423462 
2.583902924 2.69824964 e.8134?004 
3.57586396 3.69346506 3.81110614 
4.566435944 4.66672044 4.81100161 
§.5550000S 5.6839559 §.61291175 


PRESS RETURN TO CONTINUE -> 
AVAILABLE OPTIONS: 


1-MULTIPLE REGRESSION 
2-STEPWISE MULTIPLE REGRESSION 
3-DATA MANAGEMENT OPTIONS 


OPTION ? 3 
DATA MANAGEMENT OPTIONS: 


1-LIST DATA 
C-CORRECT DATA 
3-ADD TO DATA 
4-ADD AN INDEPENDENT VARIABLE 
S-DELETE A VARIABLE 
&-REGRESSION COMPUTATIONS 
7-STUDY ANOTHER MODEL 
&-STORE DATA ON DISK 
4-WEIGHT DATA 
10-TRANSFORM DATA 
11-QUIT 


OPTION ? 11 
***END OF PROGRAM*** 


Looking at the coefficient of determination (.9997) for the final solution, we can see 
that a good fit was obtained. The regression equation is 


BACTERIA = —2.277927 + 1.990471(TIME) 


Assume that TIME =3 days. The predicted density of the bacteria culture expressed as 
a natural log would be: 


In(BACTERIA) = —2.277927 + (1.990471) (3) 
7 — 2.277927 + 5.971413 
3.693486 


Removing the log from the above expression, the predicted bacteria density is: 
D,P/M = exp (3.693486) 
40.18487 
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This figure is very close to the observed value of 40.3. We can write the above regression 
equation without the natural log. Since 
e 2-77927 = 1024964, 
then 
D,P/M = .1024964 e (1.990471) (TIME) 
Consequently, we have developed an equation to predict the density of the bacteria culture. 


EXAMPLE 5. Some experimental data have been collected and presented below in 
tabular form. The dependent variable is Y and X is the independent variable. 


X 0 1 2 3 4 5 6 7 8 9 
Y 50 65 80 100 130 160 200 245 290 345 


Determine if an equation of the form: 
Y = A + B,X + B,X? + B,X? 
will provide a good fit. 


SOLUTION. The multiple and stepwise regression program will be utilized. Three 
independent variables will be used: 


XI will represent X, 
X2 will represent X?, and 
X3 will represent X?. 


RUN 


FOI IO OO ICI I Rk a a 
MULTIPLE AND STEPWISE REGRESSION PROGRAM 


SRO ORO OK IG IO RI IK 2k 2 2 2k 
LIST PROGRAM OPTIONS (Y/N) ?N 

HOW ENTER DATA-KEYBOARD OR DISK (K/D)? K 
ENTER NAME OF DEPENDENT VARIABLE ? ¥ 
ENTER NUMBER OF INDEPENDENT VARIABLES ?]3 


ENTER NAME OF INDEPENDENT VARIABLE 1 : 
?XL 


ENTER NAME OF INDEPENDENT VARIABLE ec : 
?Xe 


ENTER NAME OF INDEPENDENT VARIABLE 3: 
2X3 


FORECAST REQUIRED (Y/N) ?N 


ENTER NUMBER OF DATA POINTS FOR EACH 
INDEPENDENT VARIABLE ? 10 
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ENTER DATA 


Since our program can perform a transformation of X, we will let the computer perform 
the required calculations. Therefore, the values entered for X1, X2, and X3 will be the 
same. 


10 VALUES REQUIRED FOR INDEPENDENT VARIABLE X1 


VALUE FOR POINT 
VALUE FOR POINT 
VALUE FOR POINT 
VALUE FOR POINT 
VALUE FOR POINT 
VALUE FOR POINT 
VALUE FOR POINT 
VALUE FOR POINT 
VALUE FOR POINT 
VALUE FOR POINT 


ODOOVrnnAWwNUe 
OND OAD OND Oa) 0nd On) On) on) On) 00) 
|-D[O>|-Sjor [UN [wi nje|O 


ee 


10 VALUES REQUIRED FOR INDEPENDENT VARIABLE Xe 


VALUE FOR POINT 170 
VALUE FOR POINT e?1 
VALUE FOR POINT 4J3?2 
VALUE FOR POINT 4723 
VALUE FOR POINT 574 
VALUE FOR POINT 675 
VALUE FOR POINT 776 
VALUE FOR POINT 4?? 
VALUE FOR POINT 9?8 
VALUE FOR POINT 1079 


10 VALUES REQUIRED FOR INDEPENDENT VARIABLE X3 


VALUE FOR POINT 170 
VALUE FOR POINT e?1 
VALUE FOR POINT J?e 
VALUE FOR POINT 473 
VALUE FOR POINT 
VALUE FOR POINT 
VALUE FOR POINT 
VALUE FOR POINT 
VALUE FOR POINT 
VALUE FOR POINT 


VV ON OV Od on) 


e 
OneovErTMN 
|-O|&>|-s[o- {Un .N 


10 VALUES REQUIRED FOR DEPENDENT VARIABLE Y 


VALUE FOR POINT 1750 
VALUE FOR POINT e2?65 
VALUE FOR POINT 37860 
VALUE FOR POINT 47100 
VALUE FOR POINT 5? 
VALUE FOR POINT 6716 
VALUE FOR POINT ?? 
VALUE FOR POINT 4? 
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VALUE FOR POINT 9?290 
VALUE FOR POINT 107345 


DATA MANAGEMENT OPTIONS: 


1-LIST DATA 
¢—CORRECT DATA 
3-ADD TO DATA 
4-ADD AN INDEPENDENT VARIABLE 
S-DELETE A VARIABLE 
6-PERFORM REGRESSION COMPUTATIONS 
?7-STUDY ANOTHER MODEL 
&-STORE DATA ON DISK 
4-WEIGHT DATA 

10-—TRANSFORM DATA 

11-QUIT 


Data for variables X2 and X3 will be transformed now. 
OPTION? 10 


TRANSFORMS AVAILABLE: 
N=NO TRANSFORMS 
E=LOG(X) TO BASEE 
P=POLYNOMIAL X‘N 


ENTER TRANSFORM CODE FOR VARIABLE X1?N 
ENTER TRANSFORM CODE FOR VARIABLE X2?P 
ENTER VALUE FOR EXPONENT (X‘°N) ?2 
ENTER TRANSFORM CODE FOR VARIABLE X3?P 
ENTER VALUE FOR EXPONENT (X°N) ?3 
ENTER TRANSFORM CODE FOR VARIABLE Y?N 


DATA MANAGEMENT OPTIONS: 


1-LIST DATA 
e—-CORRECT DATA 
3-ADD TO DATA 
4-ADD AN INDEPENDENT VARIABLE 
5-DELETE A VARIABLE 
&-REGRESSION COMPUTATIONS 
?-STUDY ANOTHER MODEL 
&-STORE DATA ON DISK 
4-WEIGHT DATA 
10-TRANSFORM DATA 
11-QUIT 


OPTION ?& 
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AVAILABLE OPTIONS: 


1-MULTIPLE REGRESSION 
@-STEPWISE MULTIPLE REGRESSION 
J-DATA MANAGEMENT OPTIONS 


We will first try multiple regression. This time the output should be displayed at the 
printer. 


OPTION?1 
PRINT SOLUTION AT EACH ITERATION (Y/N)? ¥ 
OUTPUT TO APPEAR AT CRT OR PRINTER (C/P)? P 


MULTIPLE REGRESSION 


REGRESSION NUMBER 1 
Y = 166.5 
COEFFICIENT OF DETERMINATION = 0 
STD DEVIATION OF ESTIMATE = 100.85661¢2 


REGRESSION NUMBER @ 
Y = 19.6363636 
+ 32¢.6363636 X1 
COEFFICIENT OF DETERMINATION = .9598144 
STD DEVIATION OF ESTIMATE = 21.4449613 


REGRESSION NUMBER 3 
Y = S1.ee?ercd 
+ 6.94316161 X14 
+ 2&.63e5??76 Xe 
COEFFICIENT OF DETERMINATION = .9997636 
STD DEVIATION OF ESTIMATE = 1.68e26663 


FINAL SOLUTION 


REGRESSION NUMBER 4 
Y = 51.e0e?966 
+ &.98?9S6Se X1 
+ 2&.6194635? Xe 
+ 9.?1273435E-04 X3 
COEFFICIENT OF DETERMINATION = .9997636 
STD DEVIATION OF ESTIMATE = 1.641694381 


WANT TO SEE LIMITS ON PREDICTION (Y/N) ?¥ 

USE PROGRAM SUPPLIED T-STATISTICS 

FOR LIMITS (Y/N) 2? ¥ 

ACTUAL PREDICTED DIFFERENCE SDIFFERENCE 


so 51.202¢?7966 -—1.20e?79665 -?.40559331 
6S 62.811189 2.1464681099 3.36?740152 
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60 79.6643361 - 3356638485 -44957?9856 
100 101.?68066 —1.?6606569 —1.?64606569 
130 429.128205 -671794004 -6706113506 
160 161.750583 -1.750562e54 —-1.094114141 
eoo 199.64130e5 - 358974755 -L794873?? 
245 24¢.6054361 2.19463915 -469577106 
290 291.24941? -1.2494170? — .43063354?1 


345 344.9790ee -0209?784504 6&.0860?71037E-03 
CONFIDENCE LIMITS ON PREDICTED VALUES 
DEGREES OF FREEDOM = & 


T-STATISTIC = 2.44? 


LOWER LIMIT PREDICTED UPPER LIMIT 
45.19865123 51.c0c?966 S?.cO?081 © 
S?.?3867185 62.81169 67.8436595 
74.54435971 79.6643361 84.7842?Se 
96.68642S529 101.?68066 106.451674 
124.175254 129.1286¢05 134 .0811?7? 
156.79?7641 161.750583 166.?703554 
194.55?e13 199.6410¢e5 204.7248354 
c3?.68S4ee 24c.805361 247.9253 
C86.1°694? 291.249417? 296.3¢1888 
3358.974735? 344.9°90ee¢ 350.983306 


PRESS RETURN TO CONTINUE —> 


Look at the final solution and regression number 3. There is no difference in the 
coefficient of determination. The last variable added to the equation, X3, may not be 
needed. We will try the stepwise multiple regression option to see if this reasoning is 
correct. 


AVAILABLE OPTIONS: 
1-MULTIPLE REGRESSION 


C-STEPWISE MULTIPLE REGRESSION 
3-DATA MANAGEMENT 


OPTION? 2 
PRINT SOLUTION AT EACH ITERATION (Y/N)? ¥ 
OUTPUT TO APPEAR AT CRT OR PRINTER (C/P)? P 


STEPWISE MULTIPLE REGRESSION 


REGRESSION NUMBER 1 
Y = 166.5 
COEFFICIENT OF DETERMINATION = 
STD DEVIATION OF ESTIMATE = 100.858412 
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REGRESSION NUMBER @ 
Y = 65.22¢5296S 
+ 3.555494 Xe 
COEFFICIENT OF DETERMINATION = .994506 
STD DEVIATION OF ESTIMATE = ?.929241c? 


FINAL SOLUTION 


REGRESSION NUMBER 3 
Y = S1L.ecercre? 
+ &.94314183 X41 
+ 2.63257S?6 Xe 
COEFFICIENT OF DETERMINATION = .9997836 
STD DEVIATION OF ESTIMATE = 1.68e°6648 


WANT TO SEE LIMITS ON PREDICTION (Y/N) ?¥ 
USE PROGRAM SUPPLIED T-STATISTICS 
FOR LIMITS (Y/N) ?X¥ 


ACTUAL PREDICTED DIFFERENCE %SDIFFERENCE 
SO 51.ee?r?erer —1L.ee?e?ebd -2.45454536 
65 62.8030304 2.19696973 3.3?7?995344 
60 79.64359394 - IS6060624 -44507S74 

100 101.75 -1.75 -3.75 

130 129.4ehe1¢c -8?7?87?8?h?S - 675990673 
160 161.75?5?6 ~1.?5?7S?S7S —-1.09848484 
cod 199.659091 - 340909064 -147045453e 
e45 242.825758 2.17424e44 - 687445893 
29d 291.25?7S?6 —1.29?S579?5 —- .43364681 
345 344.954545 -04545450e1 -033175216 


CONFIDENCE LIMITS ON PREDICTED VALUES 


DEGREES OF FREEDOM = ? 


T-STATISTIC = 2.365 


LOWER LIMIT PREDICTED UPPER LIMIT 
46.1661745 Si.eererer 56.2883?706 
54.3034615 62.8030303 6? .3021791 
?5.3159653 79.64359394 63.97191354 
97 .3999161 101.75 106.100084 
124.°1906e 1e9.4e1eic 133.S5e336e 
15?.355426 161.?757S576 166.159?ce6 
195.30900? 199.659091 204.009175 
238.497 784 242.6¢5754 24?7.153973e 
246.7584c? 291.¢c5?S576 295.?7S67?eS 
339.869544? 344.954545 350.015644 


We were right. The final results of the stepwise regression computations left X3 out 
of the regression equation. Remember that the stepwise procedure will not include an 
independent variable in the regression unless it significantly reduces the variance of the 
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results. In most cases, it is not so obvious when a variable should be included in the 
final equation. Consequently, a stepwise regression program can be very useful. 


EXAMPLE 6. Since the stepwise regression procedure will not include variables in the 
final solution that are not significant, the temptation is to use only this procedure. How- 
ever, there are times when the multiple regression procedure can produce better results. 
Consider the following data, where Y is the dependent variable. 


Xx 1 2 3 4 #5 6 7 8 
Y 2 9 14 #16 19 #18 13 6 


Determine if an equation of the form 
Y = A+B,X +B,X? 
will provide a good fit to this data. 


SOLUTION. We will show only the results after having entered the data. The data 
associated with X2 was transformed, and then the stepwise regression option was spec- 
ified. 


OPTION? 1 


TRANSFORMS AVAILABLE: 


N = NO TRANSFORMS 
E = LOG(X) TO BASE E 
P = POLYNOMIAL X‘N 


ENTER TRANSFORM CODE FOR VARIABLE X1?N 

ENTER TRANSFORM CODE FOR VARIABLE X2?P 

ENTER VALUE FOR EXPONENT (X°N) ? 2 

ENTER TRANSFORM CODE FOR VARIABLE Y?N 
DATA MANAGEMENT OPTIONS: 


1-LIST DATA 
c—-CORRECT DATA 
3-ADD TO DATA 
4-ADD AN INDEPENDENT VARIABLE 
S—DELETE A VARIABLE 
6-REGRESSION COMPUTATIONS 
?-STUDY ANOTHER MODEL 
&-STORE DATA ON DISK 
4-WEIGHT DATA 
10-TRANSFORM DATA 
11-QUIT 


OPTION ?6 


AVAILABLE OPTIONS: 
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1-MULTIPLE REGRESSION 
2-STEPWISE MULTIPLE REGRESSION 
3-DATA MANAGEMENT OPTIONS 


OPTION? 2 

PRINT SOLUTION AT EACH ITERATION (Y/N ) ?¥ 

OUTPUT TO APPEAR AT CRT OR PRINTER (C/P)?C 
STEPWISE MULTIPLE REGRESSION 


FINAL SOLUTION 


REGRESSION NUMBER 1 

Y = 34e2.1¢e5 
COEFFICIENT OF DETERMINATION = 0 
STD DEVIATION OF ESTIMAE = 5.9866 


PRESS RETURN TO CONTINUE -> 


WANT TO SEE LIMITS ON PREDICTIONS (Y/N)? Y 
USE PROGRAM SUPPLIED T-STATISTICS 
LIMITS (Y/N) 7¥ 


ACTUAL VERSUS PREDICTED VALUES FOR Y 


ACTUAL PREDICTED DIFFERENCE 

e 1e.1eS -10.1e5 

q le.1eS - 3.1e5 

14 le.1eS 1.875 

16 1e.1eS 3.675 

19 te.1e5 6.6?S 

18 de.ieS 5.875 

13 1e.4eS -8°?4999999 
6 de.teS - 6.1e5 


PRESS RETURN TO CONTINUE -—> 
CONFIDENCE LIMITS ON PREDICTED VALUES 
DEGREES OF FREEDOM = ? 

T-STATISTIC = 2.365 


BORER Benard sree eee ee Ose tee UPPER LINIT 
—2.89213481 42.425 27.1421348 
—2.89213481 42.125 27.1421346 
—2.89213481 42.425 27.1421346 
-2.89213481 42.125 27.1421346 
—2.89213481 22.125 27.1421548 
~2.89213481 42.125 27.1421348 
~2.89213481 b2.125 27.1421348 


-2.692135441 12.125 e?.14215484 


4.3 Stepwise Regression tS—~'OT 


The results show that there is no correlation. Consequently, the average value for the 
dependent variable is used to predict any other value for Y. Now, we will try the multiple 
regression option. 


AVAILABLE OPTIONS: 


1-MULTIPLE REGRESSION 
e-STEPWISE MULTIPLE REGRESSION 
3-DATA MANAGEMENT OPTIONS 


OPTION ? 1 

PRINT SOLUTION AT EACH ITERATION (Y/N)? ¥ 

OUTPUT TO APPEAR AT CRT OR PRINTER (C/P)?C 
MULTIPLE REGRESSION 


REGRESSION NUMBER 1 

Y = 312.1¢c5 
COEFFICIENT OF DETERMINATION = 0 
STD DEVIATION OF ESTIMATE = 5.9866 


REGRESSION NUMBER 2 
Y= 6.75 
+ -?75 Xk 
COEFFICIENT OF DETERMINATION = .0941704 
STD DEVIATION OF ESTIMATE = 6.1543 


FINAL SOLUTION 


REGRESSION NUMBER 3 
Y = —8.48214216 
+ 141.0892853 Xt 
+ -1.148860948 
COEFFICIENT OF DETERMINATION = .9779S561 
STD DEVIATION OF ESTIMATE = 1.0516 


PRESS RETURN TO CONTINUE -> 


WANT TO SEE LIMITS ON PREDICTIONS (Y/N) 2¥ 
USE PROGRAM SUPPLIED T-STATISTICS 
FOR LIMITS (Y/N)? ¥ 


ACTUAL VERSUS PREDICTED VALUES FOR Y 


ACTUAL PREDICTED DIFFERENCE 
e 1.456 - 544669999 
4 9.101 —- .10119 
14 14.446 - .44643 
16 1? .494 -1.49405 
19 14.244 - 7559949999 
18 16.696 3.3035? 
13 12.451 - 14681 
6 &.708 ‘— .?08329999 


PRESS RETURN TO CONTINUE -> 
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DEGREES OF FREEDOM = S 
T-STATISTIC =e.57rh 


LOWER LIMIT PREDICTED UPPER LIMIT 
2.0?75548e6b 1.4583336? 4.99225559 
6.04250215 9.10119053 12.15986789 

11.4451853 14 .4464284 L?.44?6?116 

14.435359 1? .4940474 20.5527354 

45.185359 18.2440474 21.302?7354 

13.6951853 16.6964384 19.6976715 
9.79eSO0e41 12.6511905 15.9098?789 
3.174411?e &.7083353564 10.2¢42e556 


Notice what happened. Using X1 and X2 together results in a regression equation 
having a very good fit. The coefficient of determination has a value of .9779. However, 
using X1 and X2 alone would result in equations having coefficients of determination 
less than .1. 


EXAMPLE 7. One assumption made in linear regression is that the independent variables 
are independent of each other. If one of the independent variables can be expressed as 
a linear combination of the others, the multiple regression computations cannot be com- 
pleted. However, the stepwise regression computations can be performed because this 
procedure will not consider dependent variables. To illustrate this, consider the following 
data where Y is the dependent variable and X2 is the same as X1 (X1 and X2 are not 
independent): 


Xi 1 2 3 4 5 6 7 8 
X2 1 2 3 4 #5 6 7 8 
Y 10 20 30 40 50 60 70 80 


Use the multiple and stepwise regression program to develop a regression equation using 
this data. 


SOLUTION. Only the regression computation results will be shown since we understand 
how to input the data. 


OPTION? & 


AVAILABLE OPTIONS: 
1-MULTIPLE REGRESSION 
e-STEPWISE MULTIPLE REGRESSION 
3-DATA MANAGEMENT OPTIONS 


OPTION? L ; 
PRINT SOLUTION AT EACH ITERATION (Y/N)? ¥ 


OUTPUT TO APPEAR AT CRT OR PRINTER (C/P)? C 


SOLUTION CANNOT BE FOUND USING MULTIPLE 
REGRESSION. VARIABLES ARE NOT INDEPENDENT. 
TRY THE STEPWISE REGRESSION OPTION. 


4.3 Stepwise Regression__ 


AVAILABLE OPTIONS: 


1-MULTIPLE REGRESSION 
@-STEPWISE MULTIPLE REGRESSION 
3-DATA MANAGEMENT OPTIONS 
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Note the message which appeared. The multiple regression procedure could not find a 
final solution because of the dependence between X1 and X2. We will now try the 


stepwise regression option. 


OPTION? e 


PRINT SOLUTION AT EACH ITERATION (Y/N)? Y 


OUTPUT TO APPEAR AT CRT OR PRINTER (C/P)? C 


STEPWISE MULTIPLE REGRESSION 


REGRESSION NUMBER 1 
5 


COEFFICIENT OF DETERMINATION = 
STD DEVIATION OF ESTIMATE = 24.4949 


FINAL SOLUTION 


REGRESSION NUMBER 2 


+ 10 X1 


COEFFICIENT OF DETERMINATION = 1 
STD DEVIATION OF ESTIMATE = O 


PRESS RETURN TO CONTINUE? 


WANT TO SEE LIMITS ON PREDICTIONS (Y/N)>? Y 


USE PROGRAM SUPPLIED T-STATISTICS FOR LIMITS (Y/N)? ¥ 


ACTUAL VERSUS PREDICTED VALUES FOR ¥ 


ACTUAL PREDICTED 
10 10 
20 eo 
30 30 
40 40 
SO 50 
60 60 
70 70 
40 60 


PRESS RETURN TO CONTINUE 


CONFIDENCE LIMITS ON PREDICTED VALUES 


DEGREES OF FREEDOM =6& T-STATISTIC = 2.44? 


DIFFERENCE 


oo0ao00o0o00 
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LOWER LIMIT PREDICTED UPPER LIMIT 
10 10 10 
co ed eo 
30 30 30 
40 40 40 
50 sd 10) 
£0 60 60 
70 70 70 
60 60 60 


The results confirm the above remarks. A solution is found by eliminating X2 from 
the final results. 

The above examples illustrate how to use the Multiple and Stepwise Regression Pro- 
gram. These examples also illustrate why it is good to have both procedures (multiple 
linear regression and a stepwise linear regression) available. 


4.4 Summary 


Linear Regression, a widely used curve fitting technique, was discussed in this chapter. 
Simple linear regression was first presented and a program that uses this technique was 
provided. Next, stepwise regression was discussed. Several examples were used to explain 
a program that incorporates two techniques: multiple linear regression and stepwise linear 
regression. Curve fitting is a common task; as a result, we made these programs easy to 
use by including data management capabilities within the programs. Space did not permit 
an in-depth discussion of applied regression analysis; however, Ralston (1964) provides 
an excellent discussion of this topic. 
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Exercises 


1. A series of experiments has been performed applying various amounts of a reagent to a chemical 
solution to obtain a precipitate of a particular substance. The following data have been collected: 


Precipitate Reagent 
20.8 6.7 
25.2 9.2 
16.4 4.3 
22.5 8.1 
18.9 7.9 
21.6 7.1 


Fit a straight line to this data using the reagent as the independent variable. 


2. A tire manufacturer has been testing a new tire design. One test involves the stopping distance 
(reaction plus braking distance) of a 2400 pound automobile at various speeds. From this test, 
some data have been collected: 
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Stopping Distance (Ft) Miles Per Hour 
4} 15 
53 25 
88 35 
130 45 
192 55 
268 65 


Fit a curve to this data, then estimate the stopping distance at 60 miles per hour. 


. It is thought that the salary of an engineer or scientist is related to the number of years of 
experience. To test this hypothesis, the following data was collected from a random sample of 
employees at one company. 


Number of Years 
Annual Sal of Experience 
$25,000 6 
17,000 1 
35,000 10 
21,000 4 
20,000 2 
30,000 8 


Estimate the relationship of annual salary to years of experience. 


. In the production of semiconductors, the average yield (percent good devices) per lot increases 
as more lots are produced. During the past year a firm started producing a new memory device. 
Data describing the average yield per lot has been collected: 


Average Yield Per Lot Cumulative Number 
(%) of Lots Produced 
20 10 
36 20 
49 40 
60 80 
68 160 
74 320 


Using linear regression, predict what the average yield will be for lot number 400. 


. The viscosity of a liquid varies with temperature. Fit a curve to the following data: 


Viscosity Temperature 

252 5 

228 15 

204 25 

188 35 

176 45 

160 55 

. A series of tests were made and the following data was collected: 

Y Xl X2 
34 32 34.3 
78 36 53.4 
13 30 16.1 
55 33 23.9 
48 31 42.6 
24 27 27.1 
24 29 35.3 


Develop a regression equation using this data. 


. Using the following data, develop a least squares tine: 


106 _________ Chapter 4—-Curve Fitting With Linear Regression. 


Y Xi X2 X3 
71 33 25 Ss 
57 44 30 i 

43 36 40 7 
89 65 15 19 
32 32 50 5 
66 49 27 13 

54 41 32 10 
72 55 20 16 
38 34 45 6 


Are all three independent variables needed in the regression equation? 


8. Speciality Engineering is a very successful company. Historical annual earnings per share and 
corresponding end-of-year stock prices are given below. Management estimates that this year’s 
earnings will be $.83 per share. Using this data, you are to predict the end-of-year stock price. 


Year Stock Price Earnings per Share 
$1.52 x0 


1 

2 2.07 .04 
3 1.24 .02 
4 3.25 .06 
5 7.72 1S 
6 12.17 37 
7 20.53 54 
8 31.41 65 
9 52.98 .96 


Solution of 
Simultaneous Linear 
Equations 


A set of simultaneous linear equations represents a set of conditions that must be satisfied 
in a particular situation. The solution is a set of variables, x;, X2, . . ., Xp, Whose values 
satisfy all equations simultaneously. The equations may be linear or nonlinear, although 
we will only examine the linear case. 

We present both analytic and numerical solution procedures in this chapter. The analytic 
procedures, matrix inverse method and Gauss-Jordan method, are based on matrix op- 
erations which were developed in Chapter 3. A numerical iterative procedure, the Gauss- 
Seidel Method, also will be presented. 


5.1 Simultaneous Linear Equations—General Form 


Ay, X; + ay X2 + °° ee + ain X, = D, 
Qo, X) + Ay Xp +e © © + ay Xy = dy 


ami X1 + Aang Xo + * * © + an, xX, = Da 


This can be represented in matrix form as: 


> 


Ax = 0b 
where 
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440 Arn 8 8 Ain X) b; 

42} 42 ° ° *° aay Xo b, 

e e =p e => e 
A= x = b= 

e e ° e 

e e e e 

aml 4m2 ° ° ann Xn Dan 


If mn, that is, if the number of equations is not equal to the number of unknowns, 
then several situations could exist. There could be no solution to the set of equations, a 
unique solution, or an infinite number of solutions. One or more equations could also be 
‘*redundant,’’ or implied by other equations. The determination of these conditions is 
based upon linear algebra concepts which we will not discuss here. Our discussion will 
be limited to the case m=n. If you want information about the mn case, see Schmidt 
and Davis (1981) or Hadley (1961). 

Another interesting situation occurs when all the b;, i=1, . . ., n, are zero. In this 
case, the set of equations is said to be homogeneous. An obvious solution in this instance, 
called the trivial solution, is ¥ =0. This is generally not the solution of interest. We 
will not examine the special case of homogeneous equations here, but you can study it 
further by referring to Hadley (1961). 

The analytic procedures presented in this chapter use matrix concepts that were intro- 
duced in Chapter 3. You may wish to review that material before continuing in this 
chapter. A numerical procedure, the Gauss-Seidel method, also will be presented. Al- 
though not appropriate in all circumstances, this is a useful alternative to analytic tech- 
niques. 


5.2 Matrix Inverse Method 


By examining the matrix representation of the set of equations, we see that the solution 


for x can be found by premultiplying the right hand-side vector wv by the inverse of the 
matrix A. 


AX=0b 
ATAX =A! 

1X =A! 

¥Y=Aa'V 


The following example illustrates the solution procedure. 


EXAMPLE 1. Solve the following set of simultaneous linear equations for x . 
3x, + 2x2 + 2x3 = 8 
X2 + x3 = 4 
x, + 3x3; = 5 


SOLUTION. First, let’s specify the matrix A and vector B. 
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322 8 
A=/01 1 b=] 4 
10 3 5 


1 2 
gr a, 0 
“b= i 7 ! 
A 9 9 93 
2 2! 
9 9 3 
So, 
I 2 9g 8 0 
3°03 
> _4-17? — 1 7 1 => 7 
x=A™' b 9 #9 93 4 3 
1 2 4 5 
a wee 5 3 
or, 
= _7 _ 5 
x, = 0 X2 3 X3 3 


We presented subroutines in Chapter 3 for the matrix inverse operation and matrix 
multiplication. When used in succession, they can be employed to solve for the values 
of X,;, Xz, ..., X,- A subroutine to utilize these subroutines is given in Figure 5.1. A 
main program to read in the set of equations is presented in Figure 5.2. 


EXAMPLE 2. Use the main program in Figure 5.2 to solve the following set of 
simultaneous linear equations. 


4x, + 4x, + 3 = 10 


Xx + 2x2 = 8 
Xx} + X2 + RB = 9 
SOLUTION. 
X,; = —7.33 x2 = 7.667 x3 = 8.67 


Finally, you should note that this procedure works only if the inverse matrix can be 
found. If not, then a unique solution does not exist and this method cannot be used. 


5.3 Gauss-Jordan Method 


Another analytic procedure is the Gauss-Jordan method. This is very closely related 
to the Gaussian elimination process for finding the inverse of a matrix. We will again 
use elementary row operations, but the inverse matrix will not be found. 
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18000 REM SUBROUTINE FOR SOLUTION USING MATRIX INVERSE 

18010 REM THIS SUBROUTINE USES THF MATRIX INVERSE APPROACH 

18020 REM TO SOLVE A SET OF SIMULTANEOUS LINEAR EQUATIONS. 

18030 REM THIS SHOULD BE CALLED FROM A MAIN PROGRAM WHICH 

18040 REM PROVIDES THE COEFFICIENT MATRIX IN THE ARRAY A, 

18050 REM THE RIGHT HAND SIDE VECTOR IN ARRAY B, AND THE 

18060 REM NUMBER OF EQUATIONS IN IE AND NUMBER OF VARIABLES 

18070 REM IN IV (THESE NUMBERS SHOULD BE THE SAMF). 

18080 DIM AI(TIE,IV),BI(IE,1): REM SET DIMENSIONS FOR USE IN OTHER SUBROUTINES 
18090 [ROW = IE 

18100 ICOL = IV 

18110 JROW = IE 

18120 JCOL = 1 

18130 INV = 1: REM SET INVERSE FLAG FOR USE IN SUBROUTINES 
18140 FOR I = 1 TO IE 

18150 FOR J = 1 TO IV 


18160 AL(I,J) = ACI,J): REM SET ARRAY Al VALUES 
18170 NEXT J,I 
18180 GOSUB 18850: REM MAKES Al UPPER TRIANGULAR 


18190 IF DET = 0 THEN PRINT "EQUATIONS ARE NOT INDEPENDENT" 
18200 IF DET = 0 THEN GOTO 18350 


18210 GOSUB 19400: REM MAKFS Al LOWER TRIANGULAR 
18220 FOR I = 1 TO IE 
18230 BI(I,1) = BCI): REM SET ARRAY Bl VALUES 


18240 FOR J = 1 TO IV 

18250 AL(I,J) = El(I,J + IV): REM RESET Al AS THF INVERSE OF THE A MATRIX 
18260 NEXT J,I 

18270 ICOL = IV: REM RESET ICOL TO ITS ORIGINAL VALUE 
18280 GOSUB 13750: REM FROM MATOP; MULTIPLY Al TIMES BI 
18290 REM AB1 CONTAINS THE SOLUTIONS FOR THE X VALUES 

18300 REM PRINT THE RESULTS 

18310 PRINT “RESULTS USING MATRIX INVERSION TECHNIQUE" 

18320 FOR I = 1 TO IV 

18330 PRINT "X(";1;")= “;ABI(I,1) 

18340 NEXT I 

18350 RETURN 


Figure 5.1—Solving Simultaneous Equations, Matrix Inverse Subroutine 


The advantage of this method over the inverse method js that if the inverse does not 
exist, a determination can still be made regarding the status of the solution. Let us expand 
upon this for a moment. If the inverse of the coefficient matrix cannot be found, then 
one of two cases holds; either there exists no solution or there is an infinite number of 
solutions. The existing solution is dependent on the rank of the coefficient matrix and 
the rank of the matrix created by augmenting the coefficient matrix with the right-hand 
side vector. The specifics of matrix ‘‘rank’’ and its relationship to the existence of solutions 
tay de ioand in Hadizy HSS), Senimdy (5) 5), and Siewan WSIS). “Hi e wilh noi concem 

ourselves with the theory here, but we will use the concepts in determining the status of 
the solution. 
The Gauss-Jordan method begins by augmenting the coefficient matrix with the right- 
hand side vector. From the set of equations, We have, 
> > 


Ax = b 


yielding the augmented matrix 


AB = (A| Bb) 


100 
110 
1e0 
430 
140 
1450 
160 
170 
160 
190 
200 
210 
ecO 
230 
240 
2s0 
eb0 
270 
740 
290 
300 
310 
420 
330 
340 
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REM MAIN PROGRAM TO READ IN EQUATIONS FOR 

REM SIMULTANEOUS SOLUTION. 

REM THE NUMBER OF EQUATIONS SHOULD EQUAL THE 
REM NUMBER OF VARIABLES 

INPUT "INPUT THE NUMBER OF VARIABLES ? ";IV 
INPUT "INPUT THE NUMBER OF EQUATIONS ? ";IE 
IFIV=IETHEN GOTO 190 

PRINT "NUMBER OF EQUATIONS<>NUMBER OF VARIABLES RE-ENTER" 
GOTO 140 ‘ 

DIM B(IE),A(IE,IV) 

PRINT : PRINT 

PRINT "FOR EACH EQUATION, INPUT THE FOLLOWING INFORMATION" 
PRINT 

FORI=1TOIE 

PRINT "FOR EQUATION ";I 

INPUT "ENTER THE RIGHT HAND SIDE VALUE ? ";B(I) 
PRINT 

FOR J =1TOIV 

PRINT "ENTER THE COEFFICIENT OF VARIABLE ";J 
INPUT A(I,J) 

NEXT J,I 

REM AT THIS TIME, USE APPROPRIATE PROCEDURE TO 
REM SOLVE THE SET OF SIMULTANEOUS EQUATIONS 
GOSUB 18000 

END 


Figure 5.2—Matrix Inverse Main Program 


Just as in finding the inverse of a matrix, we want to perform row operations necessary 
to reduce A to an identity matrix. If these row operations are performed on the augmented 
matrix AB then they are performed on the vector B as well as A. The result of this 
procedure yields the solution to the set of equations. The solution is found in the modified 
b vector. 


EXAMPLE 3. Find the solution to the following set of linear equations using the Gauss- 
Jordan method. 


3x, + 2x. + 2x3 = 8 


X2 + x3 = 4 


x, + 3x3; = 5 


SOLUTION. The first step in the solution process is to form the augmented matrix AB. 


3 2 2 8 
=]0 1 1 4 
1 0 3 5 


We now want to make the A portion of AB both upper- and lower-triangular. Step by 
step, we obtain: 
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R221 8 322] 8 
AB,=|0 1 1 4 AB,=]0 1 1 4 
0 22 u 0 0 3 5 
3221] 8 3201] # 
AB; =] 0 1 0 ; AB, 010 i 
0 3 1 5 00315 
3 01 0 


AB,={|0 1 0 


vin 


0 0 3 5 


At this point we have effectively reduced the original equations to the following set of 
easily solvable equations: 


3x, — 0 
Xo = ; 
3x3 =5 


The solution is easily seen to be: 


x, = 90 X2 = 


win 


%3 = 


wi 


Note that these values would be found in the revised augmented matrix if the A portion 
were reduced to an identity matrix. Thus, 


100] 0 
AB,=|0 10 | } 
5 

ooi1t : 


You can see that this is the same solution that was found in Example 1. 

The value of this approach is evident if the inverse of A does not exist. In this case, 
either the equations are ‘‘inconsistent,’’ yielding no solution, or one or more equations 
are ‘‘redundant,’’ yielding an infinite number of solutions. We are able to determine 
which of these conditions holds using the Gauss-Jordan method. 

If the inverse of A does not exist, then its determinant is zero. Using the Gauss-Jordan 
method, after all row operations have been completed, at least one row will exist in the 
A portion of AB which has only zeros. This row portrays no information. The corre- 
sponding row in the B portion of the revised AB matrix is of critical importance. If it 
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is also zero, then no information is available from the entire row, and thus a redundant 
equation is represented. If it is not zero, the resulting relationship implies that zero is 
equal to a constant different from zero, which clearly cannot be true. In this case, the 
equation is inconsistent, and there exists no solution that simultaneously satisfies all 
equations. 

This may be easier to see in an example. Example 4 below illustrates the determination 
process. You should notice that both conditions exist in this problem. Of course, the 
overriding factor is inconsistency. It need only occur once to result in a conclusion of 
no solution. 


EXAMPLE 4. Determine whether the following set of simultaneous linear equations 
has a unique solution, no solution, or an infinite number of solutions. 


2x, + 2x, + 4x3, = 12 
4x, + 4x. + 8x; = 20 


xX, + X, + 2x3 = 6 


SOLUTION. 
22 4 12 22 4 12 
AB, =|] 4 4 8 20 AB,=|]90 0 0 - 4 
1 1 2 6 1 1 2 6 
2 2 4 12 
AB, _ 0 0 0 — 4 
00 0 0 
equation representation: 
2X + 2x2 + 4x3 = 12 
0 = — 4 (inconsistent) 
0 = 0 (redundant) 


CONCLUSION. Due to inconsistent equation, no solution exists. 

You probably noticed another interesting development in Example 4. When the inverse 
of A does not exist, you cannot reduce A to an identity. Thus, the solutions are not evident 
from the revised AB matrix. This makes sense, since there is no solution for inconsistent 
equations, and it is impossible to present an infinite number of solutions. 

If the determination is an infinite number of solutions, this means that a certain number 
of variables may be set to any arbitrary values and the equations solved for the remaining 
variables. If there are n equations and r of the equations are redundant, then r of the n 
variables may be assigned arbitrary values barring inconsistent equations. However, 
redundant equations will be pinpointed. 
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Figure 5.3 presents the subroutine for the Gauss-Jordan method. It utilizes row op- 
erations to achieve both upper- and lower-triangularization. If a solution does not exist 
for your set of linear equations, the program will tell you. If there are an infinite number 
of solutions, this will also be specified. Note that revised versions of the upper-triangular 
and lower-triangular subroutines from Chapter 3 are included in the Gauss-Jordan pro- 
cedure in Figure 5.3. Revisions were necessary to pinpoint inconsistent or redundant 
equations. 


EXAMPLE 5. Use the subroutine presented for the Gauss-Jordan subroutine to solve 
the following set of simultaneous equations. 


3x, + 8x2 = 4x3 + X44 = 35 


2x, + X3 — 3x4 = 27 


11x, + 5X4 20 


X3 + X4 = 9 


SOLUTION. Using this program and the main program in Figure 5.2, the final solution 
is found to be: 


X,=1.9676 x,=8.3426 x3=9.3287 x,= —0.3287 


5.4 Gauss-Seidel Method 


The Gauss-Seidel method is a numerical procedure for solving simultaneous linear 
equations. It is iterative in nature. Because it is a numerical approach, there is no guarantee 
that the solution will be found. 

To explain the procedure, let us look at the general form again. 


ayy Xy + ayy Xp +e 9% 8 + an xX, = by 
Qa) X; + aX. $e © & + aX, = D2 
e e 
e e 


Any Xp + apg Xz Fe © © + AgnX, = dD, 


Suppose we reorder these equations so that the coefficient of x in the jth equation, aj, 
is larger in magnitude than the remaining coefficients in that equation. We can rewrite 
the equations so that each represents the solution of one variable, as follows: 


1 
Aire (by — aj2X2 — ay3X%3 — & © & — AypXn) 
i 


1 
2 aera (bz — ayyX — Ay3X3 — AygXq — ° *&  & — ArpXq) 
2 


1 
Xq = = (Da — AniX) ~ AneX2 — & © & ~ Ann iXn—1) 
mn 


18360 
18370 
18380 
18390 
18400 
18410 
18420 
18430 
18440 
18450 
18460 
18470 
18480 
18490 
18500 
18510 
18520 
18530 
18540 
18550 
18560 
18570 
18580 
18590 
18600 
18610 
18620 
18630 
18640 
18650 
18660 
18670 
18680 
18690 
18700 
18710 
18720 
18730 
18740 
18750 
18760 
18770 
18780 
18790 
18800 
18810 
18820 
18830 
18840 
18850 
18860 
18870 
18880 
18890 
18900 
18910 
18920 
18930 
18940 
18950 
18960 
18970 
18980 
18990 
19000 
19010 
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REM = RHRARRAKRKAARERAREKAREREKRRERAERAERERRERRREREERRERREERRERE 

REM GAUSS-JORDAN SUBROUTINE 

REM THIS SUBROUTINE USES THE GAUSS-JORDAN PROCEDURE TO SOLVE SETS 
REM OF SIMULTANEOUS LINEAR EQUATIONS.IT USES ADDITIONAL SUBROUTINES 
REM WHICH WERE PRESENTED IN CHAPTER 3 AND ARE CONTAINED IN THE FILE 
REM MATOP. THIS FILE MUST BE MERGED PRIOR TO SOLUTION USING THIS 
REM SUBROUTINE. OTHER INPUTS ARE THE NUMBER OF EQUATIONS (IE), THE 
REM NUMBER OF VARIABLES (IV),THE VARIABLE COEFFICIENTS IN ARRAY A, 
REM AND THE RIGHT HAND SIDE VECTOR STORED IN ONE-DIMENSIONAL ARRAY B. 
DIM AI(IE,1IV),BI(IE,1),D%Z(IV): REM DIMENSION REQUIRED ARRAYS 

IROW = IE 

ICOL = IV 
JROW = IE 

JCOL = 1 

FOR I = 1 TO IE 

FOR J = 1 TO IV 
AI(I,J) = AC(I,J): REM SET VALUES FOR MATRIX Al 

NEXT J 

B1(I,1) = B(I): REM SET VALUES FOR MATRIX Bl 

D4Z(I) = 1 

NEXT I 

INV = 2: REM SET INVERSE FLAG FOR UPCOMING SUB. 
GOSUB 18850: REM REVISED UPPER TRIANGULAR ROUTINE 

GOSUB 19400: REM REVISED LOWER TRIANGULAR ROUTINE 

REM THE DESIRE) RESULT IS IN THE LAST COLUMN OF El 

PRINT : PRINT 

PRINT : PRINT 

PRINT "RESULTS FROM GAUSS~JORDAN REDUCTION" 

REM FIRST, CHECK FOR INCONSISTENT OR REDUNDANT EQUATIONS. 

ST% = 0: REM SET UNIQUE SOLUTION FLAG 


FOR I = 1 TO IROW 

IF D&(I) < > O THEN GOTO 18750 

STZ = 1: REM SET REDUNDANT EQUATIONS FLAG 
FOR J = IROW + 1 TO ICOL 


IF El(1,J) = 0 THEN GOTO 18730 
ST% = 2: REM SET INCONSISTENT EQUATIONS FLAG 
GOTO 18790 

NEXT J 

REM NORMAL EXIT MEANS REDUNDANT EQUATION 

NEXT I 

IF STZ = 0 THEN GOTO 18810: REM UNIQUE SOLUTION 

PRINT "THIS SET OF EQUATIONS HAS AN INFINITE # OF SOLUTIONS" 
GOTO 18840 

PRINT "THIS SET OF EQUATIONS IS INCONSISTENT;NO SOLUTION" 
GOTO 18840 

FOR I = 1 TO IV 

PRINT "X("513") = "sE1(1,IV + 1) 

NEXT I 

RETURN : 

REM RXAKAAKARREKKAERERERAEKEREEERERKREERKEKREERERERRERERRRKR 


REM UPPER TRIANGULAR SUBROUTINE (REVISED) : 

REM SUBROUTINE TO CREATE AN UPPER TRIANGULAR MATRIX 

REM PROVIDE MATRIX Al AND ITS DIMENSIONS, TROW=ICOL.RESULT IN El 

IF IROW < > ICOL THEN PRINT "NUMBER OF ROWS<>NUMBER OF COLUMNS:ERROR" 
IF ITROW = ICOL THEN GOSUB 18920 

RETURN 

REM = RXRKARAAKRAAKAARAAERAERARERARRERRRREKRERRERRRREREEREAKE 


REM UPPER TRI ROUTINE (REVISED) 


REM UPPER TRIANGULAR ROUTINE 
REM ACCESS ONLY THROUGH SUB 15810 
IF INV = 1 THEN ICOL = 2 * ICOL: REM SET PARAMETER FOR MATRIX INVERSE 


IF INV < > 1 THEN ICOL = ICOL + 1: REM SET PARAMETER FOR GAUSS~JORDAN 
DIM E1(IROW,ICOL) 

FOR I = 1 TO IROW 

FOR J = 1 TO IROW 

El(1I,J) = Al(I,J): REM ASSIGN El MATRIX TO Al 
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19020 
19030 
19040 
19050 
19060 
19070 
19080 
19090 
19100 
19110 
19120 
19130 
19140 
19150 
19160 
19170 
19180 
19190 
19200 
19210 
19220 
19230 
19240 
19250 
19260 
19270 
19280 
19290 
19300 
19310 
19320 
19330 
19340 
19350 
19360 
19370 
19380 
19390 
19400 
19410 
19420 
19430 
19440 
19450 
19460 
19470 
194806 
19490 
19500 
19510 
19520 
19530 
19540 
19550 
19560 
19570 
19580 
19590 
19600 
19610 
19620 
19630 
19640 
19650 
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IF INV < > 1 THEN GOTO 19050: REM SKIP IDENTITY AUGMENTATION 

REM THIS SECTION IS USED ONLY IF A MATRIX IS BEING INVERTED 

IF I = J THEN E1(I,J + IROW) = 1: REM AUGMENT THE IDENTITY MATRIX TO El 

NEXT J 

IF INV < > 1 THEN FI(I,IROW + 1) = B1(I,1): REM FOR THE GAUSS JORDAN PROCEDURE 
NEXT I 
DET = 1: REM SET DETERMINANT FLAG 

FOR I = 1 TO IROW 


IF I < > IROW THEN GOTO 19140 

IF El1(I,I) < > 0 THEN GOTO 19240 
DT = 0 

GOTO 19160 

IF El1(I,I) < > 0 THEN GOTO 19190 

GOSUB 19280: REM DIAGONAL ELEMENT MUST NOT BE ZERO 
IF DT = 0 THEN DET = 0 


IF DT = 0 THEN D&(I) = 0 
IF DT = 0 THEN GOTO 19240 


FOR J = I + 1 TO IROW 

XM = El(J,1) / El(I,I): REM MULTIPLIER TO ZERO THE COLUMN E&LEMENTS 
FOR K = I TO ICOL 

E1(J,K) = EI(J,K) - XM * E1(I,K): REM CALCULATE NEW ELEMENTS 
NEXT K,J 

NEXT I 

RETURN 


REM RAAAAKAAARRRARAAKKRAKRERKAAEKKRERRRAARERERERKERREERERERERER 

REM ZERO DETERMINANT DETECTION SUBROUTINE (REVISED): 

REM SUBROUTINE TO ENSURE DIAGONAL ELEMENTS ARE NONZERO DURING 
REM UPPER-TRIANGULARIZATION.IF THIS IS NOT POSSIBLE,DET IS ZERO 
DT = 1 

FOR J = I + 1 TO IROW 

IF El(J,1I) = 0 THEN GOTO 19370 

FOR K = 1 TO ICOL 

E1(I,K) = E1(I,K) + El(J,K): REM ADD ROWS TO MAKE DIAGONAL NONZERO 
NEXT K 

RETURN 

NEXT J 

DT = 0: REM DET MUST BE ZERO AT THIS POINT 
RETURN 

REM HHAKKRI KKK IKE IRI ERIERIEERERI RHR RRREAKREREREREK 

REM LOWER TRIANGULARIZATION SUBROUTINE (REVISED): 

REM SUBROUTINE TO MAKF A MATRIX LOWER TRIANGULAR,THEN AN IDENTITY. 
REM FIND THE MULTIPLIER TO ZERO ELEMENTS IN THE KTH COLUMN 

REM ABOVE THE DIAGONAL. 

REM INPUT IS THE MATRIX Fl WITH ITS DIMENSIONS IROW AND ICOL 

FOR IJ = 1 TO IROW 

IF IJ = IROW THEN GOTO 19560 

IK = IRW- +1 

FOR I= i TO IK - 1 

IF INV = 1 THEN GOTO 19520 

IF D%(IK) = 0 THEN GOTO 19560 
XM = El(1,1K) / E1(IK, IK) 

FOR J = I + 1 TO ICOL 
E1(1I,J) = EL(I,J) - XM * E1CIK,J) 

NEXT J,I 

NEXT IJ 

IF DET = 0 THEN GOTO 19650 

REM CREATE IDENTITY BY MULTIPLYING EACH ROW BY THE RECIPROCAL OF THE 
REM DIAGONAL ELEMENT OF THE REVISED MATRIX 

FOR I = 1 TO IROW 
DIV = E1(1,I) 

FOR J = 1 TO ICOL 
E1(I,J) = El(1I,J) / DIV 

NEXT J,I 

RETURN 


Figure 5.3—Gauss-Jordan Subroutine 
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We can develop initial estimates for each variable in turn. First, approximate x, by 


* b, 
X =. 
an 


Remaining initial approximations are found as: 


1 
* * 
Xz = — (bp — a9)X)) 
422 
#-_Y 1 * * 
X3 = — (bz — a3)X) — a39Xp) 
433 
e 
e 
e 
x 1 b * * ‘. oe * 
XxX, = Pam n — 4yyXy — @p2X2 — —~ Ann - 1Xn—1) 
nn 


Based upon these initial approximations, the set of equations (1) is solved for each variable. 
These solutions are then used as inputs to re-solve equations (1), and the iterative process 
continues. One important aspect of the Gauss-Seidel method, that distinguishes it from 
the similar Jacobi method (Hildebrand, 1974) is that in solving for each variable during 
each iteration, the most recently calculated values of the input variables are used. For 
example, when you find x2, the input value for x, is the value just calculated; not the 
one found during the previous iteration. If we specify x; as the value calculated during 
the previous iteration, and Xj as the new value, the iterative calculations are performed 
as follows: 


1 
Fa 
Xy = — (by — ay2X2 —& © © — AinXy) 
ai 
* ! b * eee 
X2 = — (by — ag)X) — a33X%3 — — ArpXq) 
422 
* aa 1 b * * e e e 
X3 = — (b3 — a3)X; — @32X2 — A3qXq — — €3yXq) 
433 
$ (2) 
e 
e 
We ens See = * eS = — * 4 
xX, = (b, 4n1X] @nX_ — ° © © — Anp—1Xn-1) 


na 


The iterative process continues until successive solutions are within a certain tolerance. 
Remember, however, that the procedure may not converge. It is therefore wise to limit 
the number of iterations or provide a check for divergence. 
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The Gauss-Seidel method is too lengthy to solve large problems by hand. However, 
we illustrate the procedure on a small problem in the following example. 


EXAMPLE 6. Solve the following set of simultaneous linear equations using the Gauss- 
Seidel method. 


X, + 8x, + 2x3 4 


9x, + xX, —-— x3 = 15 


2x, + 6x3 9 


SOLUTION. The first step in the solution is to arrange the equations so that the large 
values are on the diagonal of the coefficient matrix. 


9x 1 + Xo — X3 = 15 
Xy + 8x, + 2x3 = 4 
2x» + 6X3 = 9 


We now find the initial estimates for each variable. 


e-b HL 

xj = gh = G = 1.6667 

xi = Lh, — aga) = 44 — 1.6667) = = = 0.2917 
= so tbr ~ aati) = g 6661) = 52 = 0. 


1 7 101 
X3 Sib: — 3X} — a32X2) = = (5 -0- = —— = 1.4028 
433 6 


12 72 


Using the iterative formulas (2), the following table is produced. Compare the values 
with those you found. 


Iteration Xi —_X2 Xa 
0 1.6667 
1 1.7647 — .0140 1.5047 
2 1.8354 — .1056 1.5352 
3 1.8490 —.1149 1.5383 
4 1.8504 — .1159 1.5386 
5 1.8505 —.1160 1.5387 


You should find it useful to examine conditions under which the Gauss-Seidel method 
is guaranteed to converge. Hildebrand (1974) presents these conditions as: 


1. The coefficient matrix must not contain a submatrix with p rows and q columns 
whose elements are all zero, where p+ q=n. 


2. The magnitude of the diagonal elements of the coefficient matrix must be at least 
the sum of the magnitudes of the other elements in that row (equation), and is larger 
than the sum in at least one case. 


If these conditions hold, the method will converge. However, the method may still 
converge even if the conditions do not hold. Thus, the conditions are sufficient but not 


References__...  ==——COC“(‘zY‘ ISO 


necessary for convergence. 


The convergence criterion we will use is based on comparison of successive points. 
If all points fall within a specified amount of their previous value, the process is terminated. 
Divergence is handled through a limit on the number of iterations. If 100 iterations are 


too restrictive, you may want to establish your own iteration limit. 


The Gauss-Seidel subroutine is presented in Figure 5.4. The main program from Figure 5.2 


can be used to access it. This program is used in the following example. 


EXAMPLE 7. Use the main program in Figure 5.2 to find the solution to the following 


set of linear equations. 


Xy + 
10x, + 
-x, - 


2x, + 


14x, + 3x, + 6X4 = 25 
2x = X37 2X4 = 18 


31 


4x, + 12x; + 2x, 


3x + X3 + 8x, = 14 


SOLUTION. From the computer output, the results are: 
xX, =2.055 X= 0.764 X3=2.912 X4=0.586 


19660 
19670 
19680 
19690 
19700 
19710 
19720 
19730 
19740 
19750 
19760 
19770 
19780 
19790 
19800 
19810 
19820 
19830 
19840 
19850 
19860 
19870 
19880 


REM HHAAAAKAARKAARAAARARARARKERERERRERRRERERERRREERERERERERE 


REM GAUSS-SEIDEL SUBROUTINE 

REM THIS SUBROUTINE USES THE GAUSS-SEIDEL PROCEDURE TO SOLVE SETS 
REM OF SIMULTANEOUS LINEAR EQUATIONS.INPUTS PROVIDED TO THIS 

REN SUBROUTINE MUST BE THE FOLLOWING: 

REM 1. A SET OF LINEAR EQUATIONS.THE VARIABLE COEFFICIENTS 
REM MUST BE STORED IN THE TWO-DIMENSIONAL ARRAY A AND THE 
REM RIGHT HAND SIDE VALUES MUST BE STORED IN THE 

REM ONE-DIMENSIONAL ARRAY B. 

REM 2. DIMENSIONS MUST BE PROVIDED IN IE (NUMBER OF EQUATIONS) 
REM AND IV (NUMBER OF VARIABLES). 

REM 3. THE NUMBER OF ROWS ARE ASSUMED TO BE EQUAL TO THE 

REM NUMBER OF VARIABLES. THAT IS, IE=IV. 

REM THE USER MUST INPUT TO THIS SUBROUTINE THE G-S CONVERGENCE 
REM CRITERION, E. 

DIM ID(IE) 

INPUT "SPECIFY THE CONVERGENCE CRITERION TO BE USED ? ";E 

PRINT : PRINT 

INPUT "WOULD YOU LIKE TO SEE RESULTS FROM ALI, ITRRATIONS (Y/N) ? ";TS 
REM FIND THE LARGEST COEFFICIENT IN EACH FQUATION 

FOR I = 1 TO IE 

FOR J = 1 TO IV 

IF J < > 1 THEN GOTO 19920 


19890 MAX = ABS (A(I,J)) 
19900 ID(I) = J: REM SET LARGEST VALUE COLUMN 


19910 
19920 


GOTO 19950 
IF ABS (A(I,J)) < MAX THEN GOTO 19950 
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19930 MAX = ABS (A(I,J)) 

19940 ID(I) = J: REM SET LARGEST VALUE COLUMN 
19950 NEXT J,I 

19960 REM SWITCH ROWS TO PUT THE LARGEST VALUFS ON THE DIAGONALS 
19970 FORI=1T0 IE- 1 

19980 IF ID(I) = I THEN GOTO 20130 

19990 FOR II = I TO IE 

20000 IF ID(II) < > I THEN GOTO 20030 

20010 JJ = II 

20020 GOTO 20040 

20030 NEXT II 

20040 FOR J = 1 TO IV 

20050 D = A(JJ,J) 


20060 A(JJ,J3) = ACI,J): REM SWITCH ROWS FOR LARGEST ON DIAGONAL 
20070 A(I,J) = D 

20080 NEXT J: REM RESET LARGEST VALUF COLUMN 

20090 D = B(I) 

20100 BCI) = B(JJ): REM SWITCH RIGHT HAND SIDE VALUES 
20110 B(JJ) = D 

20120 ID(JJ) = ID(I): REM RESET LARGEST VALUE COLUMN 


20130 NEXT I 

20140 REM NOW PERFORM THE CALCULATIONS NECESSARY FOR THE 
20150 REM GAUSS-SEIDEL PROCEDURE. 

20160 REM 

20170 REM FIND INITIAL APPROXIMATIONS 
20180 FOR J = 1 TO IE 

20190 SUM = 0 

20200 IF J = 1 THEN GOTO 20240 

20210 FORI=1T0J-1 

20220 SUM = SUM + X(T) 

20230 NEXT I 

20240 X(J) = (B(J) - SUM) / ACJS,J) 

20250 NEXT J 

20260 REM SOLVE VIA THE ITERATIVE TECHNIQUE 


20270 IK = 0: REM SET ITERATION COUNTER 
20280 K% = 1: REM SET CONVERGENCE FLAG 
20290 IK = IK + 1: REM UPDATE ITERATION COUNTER 


20300 IF IK > 100 THEN GOTO 20560: REM NO CONVERGENCE AFTER 100 ITERATIONS 
20310 FOR I = 1 TO IE 

20320 SUM = 0 

20330 FOR J = 1 TO IV 

20340 IF I = J THEN GOTO 20360 

20350 SUM = SUM + A(I,J) * X(J) 

20360 NEXT J 

20370 XX = X(I) 

20380 X(I) = (BCI) - SUM) / ACI,1) 

20390 IF ABS (XX - X(I)) > E THEN K% = 2: REM NOT YFT CONVERGED 
20400 NEXT I 

20410 IF TS = "N" THEN GOTO 20480 

20420 PRINT : PRINT : PRINT 

20430 PRINT "FOR ITERATION NUMBER "; IK 

20440 FOR I= 1 TO IV 

20450 PRINT "X("3I;") = "3X(I) 

20460 NEXT I 

20470 INPUT "ENTER CARRIAGE RETURN TO CONTINUE -> ";FS 

20480 IF K% = 2 THEN GOTO 20280 

20490 REM CONVERGENCE HAS OCCURRED; PRINT RESULTS 

20500 PRINT "THE GAUSS-SEIDFL PROCEDURE HAS CONVERGED" 

20510 PRINT "TO THE FOLLOWING SOLUTION" 

20520 FOR I = 1 TO IV 

20530 PRINT "X("3I;") = '3X(I) 

20540 NEXT I 

20550 GOTO 20570 

20560 PRINT "NO CONVERGENCE AFTFR 100 ITFRATIONS : PROCESS TERMINATING" 
20570 RETURN 


Figure 5.4—Gauss-Seidel Subroutine 
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5.5 Summary 


We have presented three methods for solving simultaneous linear equations. Each has 
advantages and disadvantages; the particular situation will dictate which one to use. For 
small problems, the matrix inverse or Gauss-Jordan procedures may be preferable. How- 
ever, for a large number of equations, the Gauss-Seidel method should be considered 
due to the number of calculations involved, provided that the conditions are met for its 
use. The solution to simultaneous linear equations is an important tool. We will see in 
Chapter 9 how they are used in solving linear programming problems. 
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Exercises 
1. The following set of simultaneous linear equations has an infinite number of solutions. 
6x; + 3x3 + X4 — 2x5 =7 
5x; — X2 + 2x3 + 2x, =6 


3x2 — X3 + 5x4 + 4x5 = 8 


Write a computer program which presents numerous solutions by setting two variables at a time 
equal to arbitrary values and solving for the remaining three variables. 


2. Specify whether the following sets of equations have a unique solution, no solution, or an 
infinite number of solutions. 


a. 3x, + 2x, = 5 b. 2x, + 2x, + x3 - XY =7 
X)- X= 7 X, — 3X2 + 2x3 — 2x, = 5 
4x, = 12 3x;+ X2— X3t Xy =6 

c. 3x,;+ x2 = 6 d. 8x,+7x,—-3x3; = 8 
9x, +3x, = 15 4x,— x2+6x3 = 12 


3. Modify the computer subroutines presented in this chapter to calculate the number of mathe- 
matical operations involved in solving a set of simultaneous linear equations. Compare the 
number of operations required for each technique as the number of equations and variables 
increases (base your comparisons on the same set of equations). What conclusions can you draw 
from this exercise? 

4. For a certain chemical process we have three inputs and three desired output targets. Each ounce 
of input A yields three units of output 1, one unit of output 2, and one unit of output 3. Each 
ounce of input B yields one unit of output !, four units of output 2, and no units of output 3. 
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Finally, each ounce of input C yields one unit of output 1, two units of output 2, and two units 
of output 3. Our requirements are that the process results in exactly 12 units of output 1, 16 
units of output 2, and 11 units of output 3. How many ounces of each type of input do we 
need? 

5. A ‘‘sparse’’ matrix is one that has a large number of zero elements. What impact does a 
“‘sparse’’ coefficient matrix have on the solution to simultaneous linear equations? Would 
changes in the programs presented in this chapter be required to realize this impact? 


Roots of Polynomials 


In the course of problem solving, you may often encounter the need to find the root of 
a function. That is, you want to find the value of the variable that makes the function 
equate to zero. In simple cases, this can be accomplished easily by hand. Formulas are 
readily available to find the roots of polynomials of degree three or less. For polynomials 
of higher degree, if they cannot be factored, the procedure becomes one of trial and error 
unless numerical techniques are used, in general requiring a computer. This chapter 
presents a numerical procedure for finding the roots of a polynomial. 


6.1 Roots of Polynomials 


The root of a function is that value of the variable which equates the function to zero. 
A function may have many roots, such as sin x. However, in our discussion, we will 
limit outselves to functions which are polynomials. For simple functions, you may be 
able to solve for the roots by inspection. Consider the following: 


f(x) = x? - 3 


You can see that the roots of f(x) are V3 and —/3. For more complex functions, 
factoring may be required: 


f(x) = x? - 2x —-3 = (x - 3) (x + I) 
Roots: x = 3,x = -1 


If factoring is not possible, all is not lost. For polynomials of degree two or three there 
exist formulas for the roots. Following standard forms, these are: 


Quadratic 
f(x) = ax? + bx tc 


—b + Vb? — 4ac 


aad 2a 


Cubic 
f(y) = y> + py? +aqy tr 
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You can see that this gets quite involved. 

Notice that there are two roots for a quadratic function and three for a cubic function. 
This relationship holds in general. An nth order polynomial will have n roots, although 
they may not all be unique. That is, more than one root may have the same value. Also, 
roots may not be ‘‘real.’’ In this case, they are called “‘complex’’ and have both a real 
part and an imaginary part. The imaginary part of a complex number results from the 
square root of a negative number. In the formulas given above, both real and complex 
roots are possible. In the numerical technique presented, real roots will be found, with 
an option to find complex roots. 


6.2 Newton-Raphson Method 


The Newton-Raphson Method for finding the roots of polynomials is a particular 
technique of a class of iterative procedures used with nonlinear equations. We will omit 
discussion of the theoretical development of the method, but will illustrate its intuitive 
appeal and operational characteristics. For further details, you may want to consult 
Hildebrand (1974). 


General Concepts 


Let us begin by examining the way in which the Newton-Raphson method locates a 
root. It is an iterative method that converges, hopefully, to a root. There are cases in 
which there is no convergence. We will discuss these later. The general procedure is to 
specify an initial starting point, x9, and generate successive points until the root is 
approximated. Each successive point is found as the point where the tangent line of the 
function, evaluated at the previous point, intersects the x-axis. By examining Figure 6.1 
you can see how this method converges to the root, r. 

What about multiple roots? It is evident that the same initial starting point will resuit 
in the same root. Therefore, if multiple roots exist you must start in more than one place 
in order to find them. In fact, there is no guarantee that you will find all the roots. A 
large number of starting points may lead to the same root. This is a drawback that is not 
unique to Newton-Raphson. In order to reduce the likelihood of missing a root, a large 
number of initial starting values are used. This is illustrated for two roots in Figure 6.2. 

In examining Figures 6.1 and 6.2 you may have noticed a condition under which the 
method does not converge to a root or may take an extremely long time to locate a root. 
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f(x) 





Figure 6.1—The Newton-Raphson Procedure 


This unfortunate occurrence results from a point where the slope of the function is at or 
near zero. In this case either the tangent line never intersects the x-axis (zero slope) or 
the next point found is extremely far away (slope near zero). We illustrate this situation 
in Figure 6.3. Fortunately, we can plan ahead to avoid this situation. If, upon calcualtion 
of the slope at the current point, its value is at or near zero, we can move a particular 
distance from that point and try again. For many functions this is an effective procedure. 

You may run into some polynomials for which this procedure simply will not work. 
This will be due to the shape of the function and the precise location of the root. However, 
in general, it is a very reliable procedure. 


Operation Requirements 


You know what Newton-Raphson does. We will now illustrate how it works. The 
graphic illustrations presented up to this point cannot be used; if we could graph the 
function we would know what the roots were. The procedure used is algebraic, and uses 
iterative relationships to generate each succesive point. 

The general formula used is 
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(x) 





Figure 6.2-—Multiple Starting Points and Roots 


= f(X,) 
Xke1 = XT '(x,) 





(1) 
where, 


k = index of points 
f’(x,) = derivative of the function f(x) evaluated at the point x, (slope of the tangent 
line at that point) 


You can see the computational problems inherent in the situation depicted in Figure 6.3. 
A horizontal tangent line has a slope of zero, causing the term f(x,)/f' (x;) to be undefined. 
A slope near zero is almost as bad. 

Does this formula make sense to you? Consider the point-slope form of an equation. 
The tangent line which passes through the point f(x,) has the general formula 
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f(x) 


TANGENT LINE 





Figure 6.3—Unfortunate Iterative Point 


f(x,) = ax, + b 
where, 
a = slope of the line 
b = intercept with the f(x) axis 
Now we know the slope of the line, it is simply f’(x,). Therefore, we know that 
f(x.) = xf"(x,) + b (2) 
Furthermore, x,4, must lie on the same line. But, at x, ,, the function is zero. So, 
f(Xx41) = Xai (X,) + b 
becomes 
O = xx41f'(%,) + b (3) 
To find x,,,, let us subtract (2) from (3) to get 
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Xqif'(X,) — X,POX,) + f(x.) = 0 
By collecting terms and solving for x,.,, we get 


7 f(X,) 
Xqey = XT f"(x,) 





which is equation (1). Therefore, this formula does indeed generate the succession of 
points desired in the procedure. 

You have noticed that the derivative of the function is required for Newton-Raphson. 
Since we are limiting ourselves to polynomials you should have no difficulty with this. 
It is automatically included in the computer program. 

The remaining issue is determining when to stop. In other words, which x is the root 
of the polynomial? Of course, if f(x,) is zero, then x,,,=X,; this can be used as a 
stopping criterion. In most cases the root will not be exact. A stopping rule based on the 
absolute value of f(x,) is approrpriate in these instances. 


EXAMPLE 1. Perform the Newton-Raphson method on the following polynomial. 
f(x) = 7x* - 3x3 + x? +x —- 8 

Stop when | f(x,) | <0.001. Start at the point xo = 3. 

SOLUTION. The tabie below illustrates the succesion of points in the solution. 


ee Me OH Xt 
0 3 490 682 2.2815 
1 2.2815 153.5286 291.2470 1.7544 
2 1.7544 46.9423 127.9952 1.3876 
3 1.3876 13.2519 61.2616 1.1713 
4 1.1713 2.8974 35.9883 1.0908 
5 1.0908 0.2969 28.8130 1.0805 
6 1.0805 0.0043 27.9737 1.0803 
9 1.0803 0.0000 


Computer Program 


The example problem above was quite tedious by hand. But based upon the exercise 
you can see that it is easy to program. We could use a program for which the function 
and its derivative must be specified in function statements. However, since the function 
will always be a polynomial, all that is really needed are the degree of polynomial and 
coefficients for each x term. 

We present a subroutine for the Newton-Raphson method in Figure 6.4. This subroutine 
performs the necessary operations given the function, an initial starting point, and a 
stopping criterion. You must provide these latter items in a main program. 

The construction of a main program requires considerable decision making. If you 
want to find all the real roots, it may be necessary to have many different starting points. 
This will also depend on the degree of the polynomial. In order to find all roots, you 
may have to run the program several times, using different starting points each time. 

The main program listed in Figure 6.5 is flexible in that it allows the user to specify 
the number of starting points and their values. You may want to revise it to meet your 
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REM RXRAKARAAHEKARE KEE ARK ERERRERAEE RR ERRRERE REE ARRRERRRR REE A: 


REM NEWTON~RAPHSON SUBROUTINE 
REM SUBROUTINE TO PERFORM THE NEWTON-RAPHSON METHOD 
REM TO FIND THE REAL ROOTS OF A POLYNOMIAL. REQUIRED INPUTS 
REM ARE THE DEGREE OF THE POLYNOMIAL (JD), COEFFICIENTS FOR 
REM ALL TERMS (STORED IN THE VECTOR F(I)), AN INITIAL 

REM STARTING POINT (X), AND A STOPPING CRITERION (Z) 
REM 
JJ = 1 
Xl = X: REM SAVE THE STARTING VALUE 
SUM = 0: REM INITIALIZE THE FUNCTION 
PSUM = 0: REM INITIALIZE THE DERIVATIVE 

FOR I = 0 TO JD 

SUM = SUM + (FCI) * (X * I)): REM SUM TO FIND FUNCTION VALUF 

IF I = 0 THEN GOTO 20616 
PSUM = PSUM + (F(I) * I * (X * (I - 1))): REM SUM TO FIND DERIVATIVE VALUE 
NEXT I 

IF ABS (SUM) < = Z THEN GOTO 20625: REM FUNCTION MEETS STOPPING CRITERION 
IF PSUM = 0 THEN GOTO 20623: REM ZERO SLOPE 
X = X - (SUM / PSUM): REM FIND THE NEXT POINT TO EVALUATE 
JJ=JI+1 

IF JJ > 100 THEN GOTO 20627: REM ITBRATION LIMIT HAS BEEN REACHED 

GOTO 20610 

PRINT "FOR STARTING POINT ";X1;" THE POINT ";X;" HAS A ZERO SLOPE" 

GOTO 20630 

PRINT "FOR STARTING POINT ";X1;" THE ROOT IS "3X 

GOTO 20630 

PRINT : PRINT 

PRINT "THE ROOT HAS NOT BEEN FOUND AFTER" 

PRINT "100 ITERATIONS": PRINT : PRINT : PRINT 

PRINT : PRINT : PRINT : RETURN 


Figure 6.4—Newton-Raphson Subroutine 


REM NEWION-RAPHSON MAIN PROGRAM: 

REM MAIN PROGRAM TO FIND THE ROOTS OF A POLYNOMIAL 

REM USING THE NEWTON-RAPHSON SUBROUTINE. THE USER MUST INPUT 
REM THE FOLLOWING DATA: 


REM JD=THE DEGREE OF THE POLYNOMIAL 
REM F(I)=COEFFICIENTS OF EACH TERM OF THE POLYNOMIAL 
REM Z=STOPPING CRITERION 


REM ALSO REQUIRED ARE INITIAI, STARTING POINTS, WHICH ARE PASSED 
REM ON TO THE NEWTON-RAPHSON SUBROUTINE. 

REM 

INPUT "ENTER THE DEGREE OF THE POLYNOMIAL ";JD 

DIM F(JD): REM DIMENSION THE COEFFICIENT VECTOR 
INPUT "ENTER THE STOPPING CRITERION";Z 

FOR I = 0 TO JD 

PRINT "ENTER THE ";1;" ORDER COEFFICIENT" 

INPUT F(I): REM ENTER THE FUNCTIOIN 

NEXT I 

INPUT "SPECIFY A STARTING POINT";X 

GOSUB 20600: REM CALL THE NEWTON-RAPHSON SUBROUTINE 
PRINT "WOULD YOU LIKE TO TRY ANOTHER STARTING POINT ?" 
INPUT "ENTER Y--YES, N-~NO"; AS 

IF AS = "Y" THEN GOTO 280 

PRINT “WOULD YOU LIKE TO SOLVE FOR COMPLEX" 

INPUT "ROOTS? ENTER Y--YES, N~-NO";A$ 

IF AS = "N" THEN GOTO 330 

GOSUB 20631: REM CALL NEWTON-RAPHSON COMPLEX 

END 


Figure 6.5—Newton-Raphson Main Program 
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particular needs. The issue of complex roots included in the program is discussed in the 
next section. 


EXAMPLE 2. Use the main program in Figure 6.5 to solve for the real roots of the 
following function. 


f(x) = x* — Ix? — 3x2 +x -7 


SOLUTION. Hopefully, your choice of starting points led to the following roots: 


Starting Point Root 
0 — 0.9653 
10 11.2634 


The remaining roots of the polynomial are complex roots. 


Complex Roots 


In many applications, for instance in circuit analysis, the complex roots of a polynomial 
are of importance. The program presented so far found only the real roots. In this section, 
a series of subroutines is included to allow for the solution of complex roots. 

Every polynomial has roots, whether they be real or complex. An example of a function 
which has no real roots is the following: 


f(x) = 2x? —-x + 1 


A graph of this function is presented in Figure 6.6. Notice that there is no point where 
the function intersects the x-axis; thus, no real root. The roots of this function consist of 
both a real part and an imaginary part, making them complex numbers. The roots are: 


x= 0.25 + 0.66144: 


X2= 0.25 — 0.661441 


where i= V —1. Xz is called the ‘‘conjugate’’ of x,; the sign on the imaginary part is 
changed. This situation always holds. That is, if a particular complex number is a root 
of a function, its conjugate is also a root. Based upon this concept, it is easy to see that 
complex roots always occur in pairs. Therefore, for a polynomial of odd order, we know 
that there must exist at least one real root. 

There exist many interesting properties of complex numbers which will not be discussed 
here. However, it is important that they be considered in any evaluation of polynomials 
due to their importance in many scientific and engineering disciplines. 

The Newton-Raphson procedure can be used as discussed earlier for the complex 
domain. The only difference is that the iterative points may be complex. We say ‘‘may”’ 
be complex because they need not be. Obviously, a complex number with an imaginary 
part of zero is a real number. Therefore, in a search for complex roots, real roots may 
result. 

Unfortunately, your Apple does not provide automatic complex number handling. At 
this time, no personal computer does. Thus, the complex manipulations must be performed 
using ‘‘brute-force.’’ Ruchdeschel (1981) presents an excellent discussion of handling 
complex numbers in this manner. There are many intricacies involved which we do not 
discuss here. The major concept is to convert a complex number to a polar coordinate 
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2+ F(X) = 2x2-x +1 





Figure 6.6—A Function With No Real Roots 


representation, perform the necessary operations, and convert back to rectangular 
coordinates. 

Figure 6.7 presents a series of subroutines to find (possibly) complex roots of a 
polynomial. You will notice that complex numbers have considerably complicated the 
procedure over the real numbers case. Special subroutines are included for summing the 
terms of the polynomial, summing the terms of the derivative of the polynomial, and 
dividing one complex number by another. 

The main program in Figure 6.5 can be used to access this series of subroutines. The 
required starting point must contain both a real and an imaginary part. The root resulting 
from each complex starting point may be either real or complex. The root found is 
presented, along with its conjugate. Note, however, that because we are working with a 
specified stopping criterion, a complex root with a very small imaginary part may actually 
be a real root. This will depend upon the particular application. 


EXAMPLE 3. Let us see how we can find the complex roots of the polynomial presented 
in Example 2. Use the main program in Figure 6.5. 


f(x) = x* — 1ix? -— 3x2 +x-7 


SOLUTION. We will examine the computer input and output as it appears on the screen. 
Both the real and complex analyses are performed. 
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20631 REM RRRRRRARR ARR ARERR 

20632 REM NEWTON-RAPHSON SUBROUTINE ~--- COMPLEX ROOTS 

20633 REM SUBROUTINE TO PERFORM THE NEWION-RAPHSON METHOD 

20634 REM TO FIND COMPLEX ROOTS OF A REAL POLYNOMIAL. REQUIRED 
20635 REM INPUTS ARE THE ORDER OF THE POLYNOMIAL, JD, A STOPPING 
20636 REM CRITERION, Z, AND THE I(TH) ORDER COEFFICIENTS, [N THE 
20637 REM ARRAY F(I). THREF ADDITIONAL SUBROUTINES ARE ACCESSED 
20638 REM FROM THIS SUBROUTINE TO PERFORM NECESSARY COMPLEX 
20639 REM NUMBER OPERATIONS. 

20640 PRINT “ENTER THE REAL PART OF YOUR" 

20641 INPUT "STARTING POINT '";XR: PRINT 

20642 PRINT "ENTER THE IMAGINARY PART OF YOUR" 

20643 INPUT "STARTING POINT ";XI: PRINT 

20644 X1 = XR: REM SAVE REAL PORTION OF STARTING POINT 

20645 X2 = XI: REM SAVE IMAGINARY PORTION OF STARTING POINT 
20646 REM INITIALIZE VARIABLES 

20647 SR = 
20648 SI 
20649 PR 
20650 PI 
20651 FOR I = 0 TO JD 

20652 IF F(I) = 0 THEN GOTO 20656 

20653 GOSUB 20690: REM CALCULATE THIS TERM FOR SR AND SI 

20654 IF I = 0 THEN GOTO 20656: REM DERIVATIVE=0 FOR THIS TERM 

20655 GOSUB 20715: REM CALCULATE THIS TERM FOR PR AND PI 

20656 NEXT I 

20657 REM STOP IF POLYNOMIAL VALUE * ITS CONJUGATE <=Z 

20658 SUM = SR * SR + SI * SI 

20659 IF ABS (SUM) < = Z THEN GOTO 20676 

20660 REM CHECK FOR ZERO SLOPE 

20661 PSUM = PR * PR + PI * PI 

20662 IF ABS (PSUM) < .000001 THEN GOTO 20672 

20663 REM FIND NEXT EVALUATION POINT 

20664 GOSUB 20740: REM FIND POLY/DPOLY 

20665 IF VP = 0 THEN GOTO 20689 

20666 REM SUBTRACT TO FIND THE NEXT POINT 

20667 XR = XR - DR 

20668 XI = XI - DI 

20669 JJ = JJ + 1: REM UPDATE ITERATION COUNTER 

20670 IF JJ > 100 THEN GOTO 20683: REM ITERATION LIMIT HAS BEEN REACHED 
20671 GOTO 20647 

20672 PRINT : PRINT 

20673 PRINT “FOR STARTING POINT ";XI;" 4;X2;" I" 

20674 PRINT "THF POINT ";XR;" + '3XI;" I HAS ZERO SLOPE" 

20675 GOTO 20686 

20676 PRINT : PRINT 

20677 PRINT "FOR STARTING POINT ";X);" + "3xX2;" I" 

20678 PRINT "THE ROOT IS ";XR;" + ";XI;" I" 

20679 PRINT 

20680 PRINT "IT’S CONJUGATE IS ALSO A ROOT" 

20681 PRINT " "SXRs" = sxTe" 1" 

20682 GOTO 20686 

20683 PRINT : PRINT 

20684 PRINT "THE ROOT HAS NOT BEEN FOUND" 

20685 PRINT "AFTER 100 ITERATIONS": GOTO 20689 

20686 PRINT : PRINT : PRINT "WOULD YOU LIKE TO .TRY ANOTHER COMPLEX" 
20687 INPUT "STARTING POINT? Y--YES, N--NO"; AS 

20688 IF A$ = "Y" THEN GOTO 20640 

20689 RETURN 

20690 REM K#RRRREAERARAAARRRRARRER 

20691 REM SUM SUBROUTINE --- COMPLEX NUMBERS 

20692 REM FINDS ONE TERM OF A POLYNOMIAL FOR POSSIBLY 

20693 REM COMPLEX ROOTS. CALLED FROM NEWTON-RAPHSON 

20694 REM COMPLEX SUBROUTINE. INPUTS ARF THE CURRENT SOLUTION 

20695 REM (REAL AND COMPLEX PARTS), XR AND XI, AND SUM TERMS 


ooo°o 


20696 
20697 
20698 
20699 
20700 
20701 
20702 
20703 
20704 
20705 
20706 
20707 
20708 
20709 
20710 
20711 
20712 
20713 
20714 
20715 
20716 
20717 
20718 
20719 
20720 
20721 
20722 
20723 
20724 
20725 
20726 
20727 
20728 
20729 
20730 
20731 
20732 
20733 
20734 
20735 
20736 
20737 
20738 
20739 
20740 
20741 
20742 
20743 
20744 
20745 
20746 
20747 
20748 
20749 
20750 
20751 
20752 
20753 
20754 
20755 
20756 
20757 
20758 
20759 
20760 
20761 
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REM SR AND SI. 
REM 
REM STEP 1: CONVERT TO POLAR COORDINATES 
V = SOQR (XR * XR + XI * XI): REM SET VECTOR 
IF XR = 0 THEN XR = .1 * 25: REM DO NOT DIVIDE BY ZERO 
A= ATN (XI / XR): REM SET ANGLE 
IF XR < 0 THEN A = A + 3.1415927 
IF A < 0 THEN A = A + 6.2831853 
REM STEP 2: FIND X*I IN POLAR COORDINATES 
V=v-t 
A=I*A 
A= A - 6.2831853 * INT (A / 6.2831853): REM ASSURE ANGLE IN QUAD 1 
REM STEP 3: CONVERT TO RECTANGULAR COORDINATES 
YR = V* COS (A) 
YI =v * SIN (A) 
REM FIND THE POLYNOMIAL SUM TO THIS POINT 
SR = SR + F(I) * YR 
SI = SI + F(I) * YI 
RETURN 
REM #XXRRRAREKAAKEAAAARRREER 
REM PSUM SUBROUTINE --- COMPLEX NUMBERS 
REM FINDS ONE TERM OF THE DERIVATIVE OF A POLYNOMIAI 
REM FOR POSSIBLY COMPLEX ROOTS. INPUTS ARE THE CURRENT 
REM SOLUTION(XR AND XI), AND THE TERMS OF THE SUM(PR AND PI). 
REM THIS SUBROUTINE IS CALLED FROM THE NEWTON-RAPHSON 
REM COMPLEX SUBROUTINE. 
REM 
REM STEP 1: CONVERT TO POLAR COORDINATES 
V = SQR (XR * XR + XI * XI) 
IF XR = 0 THEN XR = .1 * 25: REM DO NOT DIVIDE BY ZERO 
A= ATN (XI / XR) 
IF XR < 0 THEN A = A + 3.1415927 
IF A < 0 THEN A = A + 6.2831853 
REM STEP 2: FIND X*I IN POLAR COORDINATES 
Vev* (I- 1) 
A=(I-1)%A 
A= A - 6.2831853 * INT (A / 6.2831853) 
REM STEP 3: CONVERT TO RECTANGULAR COORDINATES 
YR=V* COS (A) 
YI = Vv * SIN (A) 
REM FIND THE DERIVATIVE TO THIS POINT 
PR = PR + I * F(I) * YR 
PI = PI + F(I) * I * YI 
RETURN 
REM KRAKAAAAKKKKRAKREKRAKERERERK 
REM COMPLEX DIVISION SUBROUTINE 
REM THIS SUBROUTINE IS CALLED FROM THE NEWTON-RAPHSON 
REM COMPLEX SUBROUTINE. INPUTS REQUIRED ARE THE NUMERATOR 
REM AND DENOMINATOR IN REAL AND IMAGINARY PARTS. THESE ARE 
REM SR AND SI, PR AND PI, RESPECTIVELY. THE SUBROUTINE 
REM RETURNS DR AND DI AS REAL AND IMAGINARY RESULTS OF 
REM THE DIVISION. 


REM CONVERT TO POLAR COORDINATES 

VS = SQR (SR * SR + SI * SI) 

IF SR = 0 THEN SR = .1 * 25: REM DO NOT DIVIDE BY ZERO 
AS = ATN (SI / SR) 


IF SR < 0 THEN AS = AS + 3.1415927 
IF AS < 0 THEN AS = AS + 6.2831853 
VP = SQR (PR * PR + PI * PI) 


IF PR = 0 THEN PR = .1 25: REM DO NOT DIVIDE BY ZERO 
AP = ATN (PI / PR) 
IF PR < 0 THEN AP = AP 
IF AP < 0 THEN AP = AP 
REM PERFORM DIVISION 
IF VP = 0 THEN GOTO 20769: REM AVOID DIVISION BY ZERO 


321415927 
622831853 


++ 
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20762 DV = VS / VP 

20763 DA = AS - AP 

20764 IF DA < 0 THEN DA = DA + 6.2831853 

20765 REM CONVERT TO RECTANGULAR COORDINATES 

20766 DR = DV * COS (DA) 

20767 DI = DV * SIN (DA) 

20768 GOTO 20770 

20769 PRINT "ERROR: DIVISION BY ZERO IN COMPLEX DIVISION SUB" 
20770 RETURN 


Figure 6.7—Newton-Raphson for Complex Numbers 


ENTER THE DEGREE OF THE POLYNOMIAL?4 
ENTER THE STOPPING CRITERION? O02 
ENTER THE 0 ORDER COEFFICIENT 

2-7 

ENTER THE 1 ORDER COEFFICIENT 


ENTER THE 2 ORDER COEFFICIENT 
ENTER THE 3 ORDER COEFFICIENT 
ENTER THE 4 ORDER COEFFICIENT 
SPECIFY A REAL STARTING POINT?0 


FOR STARTING POINT O THE ROOT IS —- .96525484 


WOULD YOU LIKE TO TRY ANOTHER REAL 
STARTING POINT? ENTER Y--YES, N--NO?Y 
SPECIFY A REAL STARTING POINT?10 


FOR STARTING POINT 10 THE ROOT IS 11.2633? 


WOULD YOU LIKE TO TRY ANOTHER REAL 
STARTING POINT? ENTER Y--YES, N--NO?N 
WOULD YOU LIKE TO SOLVE FOR COMPLEX 

ROOTS? ENTER Y--YES, N--NO?Y¥ 

ENTER THE REAL PART OF YOUR STARTING POINTIL 


ENTER THE IMAGINARY PART OF YOUR STARTING POINT?1 


FOR STARTING POINTL +11 
THE ROOT IS .3509703 + .?21614 I 


IT'S CONJUGATE IS ALSO A ROOT 
-3509703 — .?e21b14 1 


WOULD YOU LIKE TO TRY ANOTHER COMPLEX 
STARTING POINT? Y--YES, N--NO?N 


We need go no further in our solution search. Four roots have been found, 2 real and 2 
complex. No more roots exist. 

Of course, the location of roots is dependent on the starting points chosen. The main 
program used here required the user to input each starting point. For particular applications 
you may want to create a main program which generates starting points for you. There 
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are definite advantages and disadvantages to this, but it is certainly a viable alternative 
to the procedure used here. 


6.3 Summary 


This chapter has presented a procedure for finding the roots of a polynomial. We saw 
that for polynomials of third order or less, closed-form analytic solutions are possible. 
For most higher-order polynomials, a numerical procedure is appropriate. The procedure 
presented here, Newton-Raphson, was shown to be a logical, readily applicable method. 
By varying starting points we can locate the approximate roots of most polynomials with 
relatively little effort. 
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Exercises 


1. In optimization problems, we often must find the maximum or minimum value of a certain 
function. One way to locate stationary points of a function is to find the value of the variable 
(or set of variables) which equate the derivative of the function to zero. In the single variable 
case, we can use the Newton-Raphson procedure to perform the latter task. Using the method 
discussed above, find the real stationary points of the following function. Which is the ‘‘max- 
imum value?’’ 


f(x) = 7x5 — 2x3 — x2 + 3x + 6 


2. Find the real roots of the following polynomials. 


a. f(x) = 4x® — 2x3 + 3x? — 19x + 12 
b.  f(x)= 9x* + 3x3 — 11x? 
c. f(x) = + xt —- 15x35 + 6x -— 3 


3. Investigate the use of the Newton-Raphson procedure to find roots of functions which are not 
polynomials. Is this a viable procedure? What problems are inherent in this approach? 
4. Consider the following single-variable, nonlinear simultaneous equations. 
+ x=6 
x? + 2x = 3 
Discuss how these might be solved simultaneously using the Newton-Raphson procedure. What 
possible stumbling blocks are there? 


5. Find all roots of the following polynomials. Before solving, specify the minimum number of 
real roots you will find. 

f(x) = 8x? — 6x4 + 3x — 12 

f(x) = x®° + 3x5 — 16x? + 9 

fly) = 23y - y4—- yy? + by 

f(z) = 1128+ 23- 1 


ao os 


Numerical Integration 


Integrating functions is a procedure used frequently in many engineering and science 
disciplines. When no closed-form expression can be found for an integral, we resort to 
numerical methods. Even if a closed-form expression is obtainable, its complexity may 
drive us to the ease of a computer solution. 

We present and discuss two numerical integration techniques in this chapter. Each 
method can present a fairly accurate approximation for most functions. Those presented 
are the trapezoidal rule and Legendre-Gauss quadrature. 

First, let us refresh our memory about integration. This will enable us to understand 
the reasons behind the numerical procedures better. 


7.1 Basics of Integration 


If you think about your experiences with integration you will probably remember that 
you found the integral by checking to see if its derivative was equal to the function to 
be integrated. In essence, you look to differentiation to integrate. You are not alone. In 
fact, integration is defined as the inverse of differentiation. Closed-form expressions for 
integrals are found by verifying that their derivatives are equal to the integrands. 

It is important to distinguish between definite and indefinite integrals. Indefinite in- 
tegrals do not have limits of integration, making the use of numerical methods inappro- 
priate. Therefore, we will be concerned only with definite integrals, where the limits of 
integration are specified. 

The integral of a function over some region is (for a single-variable function) the area 
under the curve generated by that function within the region. This area may be positive 
or negative, depending on whether the curve lies above or below the axis of the independent 
variable. Thus, for any function y = f(x), the integral 

b 


b 
J ydx = f f(x)dx 
a a 

represents the area under the curve generated by y between the limits x=a and x=b. 
We will use numerical procedures to calculate this area. 
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7.2 Numerical Methods 


In order to find the area under the curve, different numerical integration procedures 
use a variety of approaches to divide the interval into a larger number of small pieces 
and add the areas of each piece. The major task is to find the area of each piece. This 
can be accomplished in many ways, each leading to a different numerical technique. For 
most functions, the numerically derived result will be approximate. 

In this chapter we present two different integration methods. Each has its own method 
of generating the shapes of the small pieces. 


Trapezoidal Rule 


The trapezoidal rule is one of the simplest numerical integration techniques. The general 
procedure is to divide the interval of integration into a large number of small subintervals, 
each resembling a trapezoid. We find the integral by adding the areas of all the trapezoids. 
This is particularly easy because the area of a trapezoid is easily found by 


area = Y(a + b)h 


where a and b are the lengths of the two sides and h is the distance between them. Since 
each area is, in general, not a true trapezoid, the result found is only an approximation. 
Figure 7.1 illustrates the formation of each trapezoid. 

We chose points Xg, X,, etc. so that there is a constant difference between consecutive 
points, say h. The lengths of the sides for each subinterval i are y; = f(x;) and y;, = f(x; +1). 
Using the formula for the area of a trapezoid, we can find the approximate area under 
the curve for each subinterval as: 


A; = “Yi + yievh 


For n such subintervals, we have 
x=Xn 
JS ydx=A,+A,.4+. -+A, +E 
x=x0 
where E is a term representing the error resulting from the trapezoidal approximations 
for each subinterval. Substituting and combining terms, we find the formula easily ap- 
plicable to computer manipulation. 


x=Xn 
S ydx = h(Yyo ty, tyr +. . + Yya-1 + “’yy) + E 

x=xo 
You can see that the numerical approximation will be more accurate if a large number 
of subintervals is used. As h gets smaller, each subinterval is more closely approximated 
by a trapezoid, yielding a better solution. The trade-off for this accuracy is increased 
computation time. 

Figure 7.2 presents the BASIC subroutine for the trapezoidal rule. Notice that the 
number of subintervals used is an input to the subroutine. In this manner, you can control 
the accuracy and computation time you desire. To see how the number of subintervals 
affects accuracy, we developed two main programs to utilize the trapezoidal rule. Figure 
7.3 presents the first. In this program the number of subintervals is an input. If the general 


f(x) 
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Figure 7.1—Numerical Integration Using the Trapezoidal Rule 


shape of the function is known so you can properly judge the number of subintervals 
required, this can be the most efficient approach. 


eo900 
20910 
e09e0 
20930 
20940 
e09s0 
20960 
20970 
e0980 
20990 
2100 

21010 
2e10e0 
21030 


21040 


RRM 3 OO IO RIOR OO OIG II IOI OIGI ICICI IG IOI I ICICI IK 21K a CK A ak kK ak 
REM SUBROUTINE TO FIND THE INTEGRAL OF A FUNCTION USING 
REM THE TRAPEZOIDAL RULE. INPUTS TO THIS SUBROUTINE MUST BE: 


REM XBE: LOWER INTEGRATION LIMIT 
REM XEN: UPPER INTEGRATION LIMIT 
REN ISU: NUMBER OF SUBINTERVALS USED 


REM FUNCTION MUST BE SPECIFIED IN THE MAIN PROGRAM FN TRAP(X) 

TRAP = 0: REM INITIALIZE INTEGRAL 

FORI = 1TOISU-12 

X = XBE+H*I: REM FIND X VALUES; NOT INCLUDING ENDPOINTS 

TRAP + FN TRAP(X) 

NEXT I 

REM CALCULATE END POINT VALUES, ADD TO TRAP 

TRAP = H* (TRAP + .S * ( FN TRAP(XBE) + FN TRAP(XEN))): REM RESULT 
IS THE INTEGRAL 

RETURN 


Figure 7.2—Iintegration Trapezoidal Rule Subroutine 


300 REM TRAPEZOIDAL RULE: INTEGRATION: 


410 


REM MAIN PROGRAM FOR NUMERICAL INTEGRATION USING 
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420 REM THE TRAPEZOIDAL RULE. DATA REQUIRED ARE THE LIMITS 

430 REM OF INTEGRATION AND THE FUNCTION TO BE INTEGRATED, 

440 REM SPECIFIED IN LINE 150 

150 DEF FN TRAP(X) = EXP (X) 

1460 INPUT "THE LOWER LIMIT OF INTEGRATION IS ";XBE 

170 INPUT "THE UPPER LIMIT OF INTEGRATION IS ";XEN 

280 INPUT "THE NUMBER OF SUBINTERVALS TO BE USED IS ?";1SU 

190 IFXBE>XENTHEN GOTO 240 

200 #H = (XEN - XBE)/ISU: REM CALCULATE EQUAL SPACING FOR SUBINTERVALS 
210 GOSUB 20900: REM CALL THE TRAPEZOIDAL RULE SUBROUTINE 
220 PRINT "FOR ";ISU;" SUBINTERVALS THE INTEGRAL IS ";TRAP 

230 GOTO 2so 

240 PRINT "XBE GREATER THAN XEN; PROGRAM TERMINATING" 

250 END 


Figure 7.3—Trapezoidal Rule Main Program 


The example presented in Figure 7.3 is for the function f(x)=e*. A sample result for 
specific inputs is presented in Figure 7.4. We can compare the results with the true closed- 
form solution. You can see that the number of subintervals significantly affects accuracy. 


Number of Subintervals Integral 
5 1.724006 
10 1.719713 
20 1.71864 
50 1.718339 
100 1.718296 


Actual: 1.718281828 
Figure 7.4—integration of EXP(X) Over 0-1 


If computation time is not a concern, you may wish to specify a desired level of 
accuracy. We explain this level of accuracy as follows. The numerical approximation 
improves as h decreases, but beyond a certain point this improvement is negligible. If 
we find the integral a number of times, each time doubling the number of subintervals, 
we will reach a point where one solution is within a small amount, say z, of the previous 
solution. If z is quite small, on the order of 0.001, then you can feel confident in your 
solution. We present a main program for this type of analysis in Figure 7.5. Applying 
this to the same function examined earlier, f(x) = EXP(x), we get the results in Figure 7.6. 
Notice how the solution converges as the number of subintervals increases. 


S40 REM TRAPEZOIDAL RULE: INTEGRATION: VARIABLE SUBINTERVALS 
S90 REM MAIN PROGRAM FOR NUMERICAL INTEGRATION USING THE 

600 REM MTRAPEZOIDAL RULE WITH INCREASING NUMBER OF SUBINTERVALS 
610 REM FUNCTION TO BE INTEGRATED MUST BE SPECIFIED IN LINE 640 
620 REM INPUTS FOR THIS PROCESS ARE LIMITS OF INTEGRATION, BEGINNING 
630 REM NUMBER OF SUBINTERVALS, AND STOPPING CRITERION 2. 

640 DEF FNTRAP(X) = EXP (X) 

650 INPUT "THE LOWER LIMIT OF INTEGRATION IS ? "; XBE 

660 INPUT "THE UPPER LIMIT OF INTEGRATION IS ? "; XEN 

670 INPUT "INITIAL # OF SUBINTERVALS TO BE USED IS ? ";ISU 

660 INPUT "SPECIFY Z, THE STOPPING CRITERION ? ";Z 

690 IL =1: REM SET INITIAL PASS FLAG 
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?70G H = (XEN — XBE)/ ISU: REM CALCULATE EQUAL SPACING FOR SPECIFIC ISU 
710 IFXBE>XENTHEN GOTO 600 
?20 ©GOSUB cO900: REM CALL THE TRAPEZOIDAL RULE SUBROUTINE 


730) «PRINT "FOR "; ISU; " SUBINTERVALS THE INTEGRAL IS :": PRINT TRAP 
740 IFIL=1THEN GOTO ?&t0 

750 IF ABS (OLD —- TRAP) <= ZTHEN GOTO 610 

760 OLD = TRAP 

770 IL=O0: REM CANCEL INITIAL PASS FLAG 

740 ISU =ISU*e: REM DOUBLE THE NUMBER OF SUBINTERVALS 
790 «GOTO 700 

600 PRINT "XBE IS > THAN XEN; PROGRAM TERMINATING" 

610 END 


Figure 7.5—Variable Subintervals Main Program 


Initial Number of Subintervals:10 
Stopping Criterion :0.0001 


Subintervals Integral 
10 1.719714 
20 1.71864 
40 1.718371 
80 1.718304 


Figure 7.6—Results of One Run of Main Program in Figure 7.5 


Legendre-Gauss Quadrature 


Legendre-Gauss quadrature (integration) is somewhat more theoretically complex than 
the trapezoidal rule and considerably more accurate. The complex nature of all quadrature 
formulas (there are many) resulted in lack of use until the advent of advanced computing 
machinery. You can find many such techniques in Hildebrand (1974). 

The major difference between any quadrature method and a ‘‘traditional’’ numerical 
integration approach such as the trapezoidal rule, is that the integration procedures involve 
ordinates (y-values) corresponding to equally spaced abscissas (x-values). Quadrature 
methods present an optimal distribution of the abscissas instead of arbitrarily specifying 
them. In this manner, the quadrature techniques can obtain approximately the same 
accuracy with fewer ordinates. 

In general, these abscissas will be irrational. Weights by which the corresponding 
ordinates are multiplied may also be irrational. It is because of this that people were 
reluctant to use these procedures to solve problems by hand. We will not present the 
theory behind the development of Legendre-Gauss quadrature. You can find many fine 
texts which discuss this procedure in detail. You might want to examine Hildebrand 
(1974) Nelson (1956) or Scheid (1968). What is important here is using this technique 
to perform numerical integration. 

There are actually many different forms for Legendre-Gauss quadrature, depending on 
the number of abscissas used in the approximation. The actual abscissas and their coef- 
ficients are derived from the Legendre polynomial. The three-point quadrature formula 
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will be used here. You can find abscissas and weights for other forms by formulas 
presented in Hildebrand (1974). We should note that accuracy increases as the number 
of abscissas increases. The three-point formula is: 


! Vi15 Vi 
JS f(Q dx = ; (se (- ~) + 8f(0) + Sf (S)) +E 
=1 


You will notice that this formula is defined over the interval —1 to 1. A change of 
variables can be ysed to transform your integral to meet this requirement. We can include 
such a change in a general formula. 


b a 
f f0)dx = > rly — 2) + 8f(y) + 5f(y +z) +E 


where, 
y = (a + b)/2 
z = [(b — a)/2] V3/5 


The accuracy of this quadrature formula is very good. In fact, the three-point formula is 
exact for polynomials of order five or less. You can use the formula as it is or divide a 
large interval into a number of subintervals, each one evaluated via Legendre-Gauss. 
These areas would then be summed. 

We present a subroutine for Legendre-Gauss quadrature in Figure 7.7. The main pro- 
gram for accessing this subroutine is given in Figure 7.8 with the function f(x) = 2x?+ 2x. 
If you run this main program you can see that the result is exact, as was expected. 


27050 REM eC OOO OIC IOI II ICICI IOC I ICI IHC IK KC aC 
21060 REM LEGENDRE-GAUSS QUADRATURE SUBROUTINE: INTEGRATION: 
2107G REM SUBROUTINE FOR NUMERICAL INTEGRATION USING 
21080 REM LEGENDRE-GAUSS QUADRATURE. INPUTS ARE THE FUNCTION 
21090 REM TO BE INTEGRATED, FN LG(X), SPECIFIED IN A FUNCTION STATEMENT, 
21100 REM LOWER INTEGRAL LIMIT A, AND UPPER LIMIT B, RETURNS LGS 
22110 Y= (A+ B)/e2: REM CALCULATE THE INTERVAL MIDPOINT 
211°0 Z2=((B-A)/2)* SQR(3/S)): REM CALCULATE Z FOR REMAINING 
ABSCISSAS 
21130 LGS = ((B-A)/18)*(S* FNLG(Y-2)+&* PFNLG(Y)+5* 
FN LG(Y + Z)): REM L-G FORMULA 
21140 RETURN 


Figure 7.7—Legendre-Gauss Quadrature Subroutine 


270 REM MAIN PROGRAM FOR LEGENDRE-GAUSS QUADRATURE 

760 REM INPUTS ARE THE FUNCTION ITSELF, SPECIFIED IN LINE 300 
e590 REM AND THE LIMITS OF THE INTEGRATION. 

300 DEF FNLG(X) = 2 * (X*2) +e2* xX: REM INPUT THE FUNCTION TO 


BE INTEGRATED . 
320 INPUT "THE LOWER LIMIT OF INTEGRATIONIS? ";A 
320 INPUT "THE UPPER LIMIT OF INTEGRATIONIS ";B 
330 IFA>BTHEN GOTO 370 
340 GOSUB 21050: REM CALL THE LEGENDRE-GAUSS SUBROUTINE 
350 PRINT "THE AREA UNDER THE CURVE FROM ";A;"TO";B;" IS ";LGS 
360 GOTO 3860 
370 PRINT "LOWER LIMIT > UPPER LIMIT; PROGRAM TERMINATING" 
360 END 


Figure 7.82—Legendre-Gauss Main Program 
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EXAMPLE. Write a main program to integrate EXP(X) over the interval 0 to 1 by 
using Legendre-Gauss quadrature for each of 25 subintervals of length 0.04. 


SOLUTION. The main program for this procedure is given in Figure 7.9. Notice how 
the interval is divided into 25 subintervals. If you compare the result with that found 
using the trapezoidal rule, you can see how accurate the Legendre-Gauss procedure is 
for fewer functional evaluations. From the computer run: area under the curve is 1.71828183. 


400 REM SOLUTION TO EXAMPLE PROBLEM 2; LEGENDRE-GAUSS OVER 0-1 
410 REM WITH SUBINTERVALS OF SIZE 0.04. FUNCTION EXP(X) 


420 DEF FNLG(X) = EXP (X): REM FUNCTION TO BE EVALUATED 
430 AREA = O: REM INITIALZE 
440 We= SQR(3/S): REM INITIALIZE 


450 FORT =0T0 24 
460 A= .04*T 
470 B=A+ .04 


480 K=(B-A)/2 

490 Z=W*K: REM SET Z VALUE FOR ABSCISSAS 

SOO Y= (A+B)/2: REM CALCULATE MIDPOINT OF SUBINTERVAL 
S10 GOSUB 210S0: REM CALL LEGENDRE-GAUSS SUBROUTINE 

S20 AREA = LGS + AREA: REM CALCULATE THE CUMULATIVE AREA 
530 NEXTI 

S40 PRINT : PRINT "AREA UNDER THE CURVE IS "; AREA 

SSO. END 


Figure 7.9—Main Program for Example Problem 


7.3 Summary 


In this chapter we have discussed the operational aspects of numerical integration. We 
first briefly presented the concepts of integration. Sometimes closed-form solutions are 
not possible or finding them is not feasible. In these cases, numerical procedures can be 
implemented on your Apple Computer to approximate the integral. 

Two techniques were presented: the trapezoidal rule and Legendre-Gauss quadrature. 
The trapezoidal rule is easy to understand and works reasonably well when small sub- 
intervals are used. The Legendre-Gauss quadrature is much more complex, but also more 
accurate. Subroutines for each of these procedures are included. You may wish to consult 
the references listed below for additional numerical integration techniques. 
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Exercises 


. Integrate the following functions over the interval 1 to 3 using the trapezoidal rule with h=0.01 
and Legendre-Gauss quadrature applied over two subintervals. Compare the results. Which 
value of h makes the two methods roughly equivalent? 


a. f(x) = 8x? — 9x + 3 
b. f(x) = e* + Vx 


. How do the integration methods presented here handle functions which dip below the x-axis? 
Are revisions required? Explain. 

. In statistics, the area between two reference points under the curve generated by a probability 
density function is equal to the probability of a point lying between the two reference points. 
One such density function is the ‘‘normal’’ density function. It is: 


ae) 
2\¢ 





f(x) = —-a<x <0 


1 
oV2t s 
where 

j/ = mean of the distribution 

o@ = standard deviation of the distribution 
From this information, find the following probabilities: 

a. Probability (2 < X = 5) for = 4,0 = 0.5 

b. Probability (0.1 = X = 0.5) for p = 0.7, 0 = 0.3 

c. Probability (70 = X = 85) for p = 80,0 = 12 
. Suppose we want to find only the positive area under a curve. Revise the trapezoidal rule 
subroutine to handle this and illustrate it on the following functions. 

a. sin x from | to 6 

b. x? — 4x + 1 from 0 to 5 
. Find the integral of the following functions 


a. f(x) = e”-2 + x? over Oto 1 
b. f(x) = sinx — cosx + x? — over 0 to 2 
c. £(x) = x2 cosx + x3 over 1 to 3 


. (Advanced topic) For functions of more than one variable, we are concerned with multiple 
integration. How would the procedures described in this chapter be adapted to address multiple 
integrals? Illustrate using an example problem. 


Numerical Solutions 
to Differential 
Equations 


When analyzing physical systems, we find that differential equations occur naturally quite 
frequently. The solution to many simple forms of differential equations can be easily 
obtained by hand. In many cases, however, a straightforward solution is not possible. 
As in other situations when a closed-form solution cannot be used, or a computer solution 
is desired, we resort to numerical methods. In this chapter we present such a procedure 
to obtain approximate solutions to first-order ordinary differential equations. The pro- 
cedure can be extended to solve systems of differential equations. 


8.1 Overview of Differential Equations 


A differential equation is an equation containing derivatives of an unknown function. 
In general, the solution of the differential equation requires determination of the unknown 
function, g(x). Many important problems engineers and scientists face are Tormulated as 
differential equations. Some typical differential equations occurring in physical systems 
are the wave equation in fluid mechanics, the potential equation in electricity, and the 
diffusion equation in elasticity. 

The aforementioned differential equations happen to be partial differential equations. 
These have terms of partial derivatives rather than ordinary derivatives. The latter case 
is represented by ordinary differential equations. Boyce and DiPrima (1977) present two 
excellent examples of ordinary differential equations representing physical systems. The 
first relates the charge on a condenser, Q(t), in a circuit with capacitance C, resistance 
R, inductance L, and impressed voltage E(t). 

2 
1, PQAH , 2 dQ , QW) 


fo ae ee (1) 
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The second represents the decay of an amount R(t) of a radioactive substance over time, 
where k is a Known constant. 
dR(t) _ 


a —kR(O) (2) 


The equations (1) and (2) above are different types of differential equations. Equation 
(1) is a second-order differential equation and equation (2) is a first-order differential 
equation. The order is that of the highest derivative that appears in the equation. We will 
be concerned only with the first-order case. 

The general form of the ordinary differential equations we will be examining is given 
as follows: 

y’ = f(x,y) y(Xo) = Yo (3) 


This is called an initial value problem, since the second equation above prescribes the 
point (Xp, Yo) through which the integral curve passes, thus specifying an initial condition. 

Solving a problem represented by equations (3) analytically cannot be reduced to.a 
general methodology. Solution procedures are available only for special classes of equa- 
tions. A determination of the solution must begin with a determination of the class of 
equations to which the problem of interest belongs. For some of these classes, standard 
solution forms are available. As an example, consider the following differential equation: 


y’ + ay = 0 a is a real constant. (4) 
The solution to this can be expressed as 
y=ce * c an arbitrary constant. (5) 


With the specification of an initial condition, the value of c can be assessed. 


EXAMPLE 1. Solve the following initial value problem analytically. 
y' + 5y = 0 y(0) = 2 
SOLUTION. You can see that this differential equation is of the same form as equation 
(4) and the solution is therefore specified in equation (5). 
y = ce™* = ce ™® 
To find the value of c, we apply the initial value condition 
y(0) = ce 5) =c = 2 
The final result is 
y = 2e7*. 


Solving these problems analytically is often an interesting exercise, but we are really 
not concerned with that here. We, and you, want to address the solution of differential 
equations on the computer. A discussion of solving these via numerical methods is 
presented in the next section. 
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8.2 Numerical Solutions 


As we have discussed earlier, there may be several reasons to prefer a computerized 
numerical solution to an analytic solution. A straightforward closed-form solution may 
not be obtainable, an available analytic procedure may be long and complex, or we simply 
may not want to expend the necessary energy to determine the analytic solution. There 
happen to be some powerful numerical techniques available to approximate the solution 
to differential equations that we can use in these types of situations. These methods have 
become more popular as their ease of application increases with the power of the computer. 

We need to make some assumptions prior to presenting the numerical procedure. First, 
we will be considering first-order ordinary differential equations of the form given in 
equation (3). We must also assume that there exists a unique solution to the problem in 
some interval surrounding Xo. In order to draw this conclusion, we must assume that 
f(x,y) and its partial derivative with respect to y are continuous in a rectangular region 
containing (Xg, Yo). These assumptions may not always be straightforward to verify, but 
this will not prevent us from attempting to find a solution. We must, however, be very 
careful in interpreting our result. If the required assumptions do not hold, our result could 
be very far from the correct solution. 

The numerical method we present, known as the Runge-Kutta method, represents a 
class of methods called one-step or starting methods. Another group of methods, called 
multistep or continuing methods, is discussed in Boyce and DiPrima (1977). 

The Runge-Kutta method was developed initially by Carl Runge in 1895 and continued 
by M. W. Kutta in 1901. The procedure is based on the Taylor-series expansion of the 
function y. This expansion is 


Pe BR ae WA 
Ynt1 = Yn + Dyn + Dye t+ Yat ory + * “=e (6) 


We will consider the Runge-Kutta formula found by truncating the expansion following 
the terms presented above. An approximation is used for calculating y using the following 
formula: 


Yn+1 = Yn + hfaof(x,,y,) + a,f(x, + bih,y, + cyh) + azf(x, + byh,y, + ch) 
+ a3f(x, + b3h,y, + c3h)] 


The a’s, b’s, and c’s are determined such that the coefficients agree with the corresponding 
coefficients of equation (6). Notice that this latter expression does not require the eval- 
uation of any derivatives. This is an important advantage. There are several evaluations 
of f(x,y), but this is no problem for computer application. 

By using this type of approximation, we can formulate the Runge-Kutta formula as 
follows: 


h 
Yn+1 = Yn a 6 Ko + 2k, + 2k, + k3) (7) 


where 
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Ko = (Xn, Ya) 

k, = f(x, + 0.5h, y, + 0.5hk,) 
ky = f(x, + 0.5h, y, + 0.5hk,) 
k3; = f(x, + h, y, + bk») 


Because of the number of terms used from the Taylor-series expansion, this is called a 
fourth-order Runge-Kutta formula. 

Throughout the discussion so far, we have assumed a uniform step size h on the x- 
axis. That is, X,=X g+nh. This step size, or spacing, has an impact on the accuracy of 
our approximation. In fact, the error in using the formula of equation (7) is proportional 
to h, and for some interval the formula has an accumulated error of, at most, a constant 
times h (Boyce and DiPrima, 1977). Thus, we can control our error through selection of 
the step size h. Remember, though, that this increased accuracy comes at the expense of 
increased computation time. We will not discuss the error term here, but you may find 
it worthwhile to consult the references at the end of the chapter in this regard. 

At this time, let us examine a sample problem to see how the procedure works in 
actually solving a differential equation. i 


EXAMPLE 2. Solve the following differential equation using the Runge-Kutta formula 
from equation (7) at x =0.2 and h=0.2. 


y’ — 2xy =x y(0) = 1 
SOLUTION. We first rewrite the differential equation in standard form. 
y’ = x + 2xy y(0) = 1 


We can now immediately begin the solution procedure by recognizing from the initial 
condition that x»=0, yo=1. First calculate the k values. 


f(0, 1) = 0 


Ko = f(Xo, Yo) 


k, = f(x + 0.5h, yo + 0.5hky) = f(0+0.1,1 + (0.1) )) = 0.3 
ky = f(x + 0.5h, yo + 0.5hk,) = f(0+0.1, 1 + (0.1) (0.3)) = 0.306 
k, = £(x9 + hy yo + hk,) = £(0+0.2, 1 + (0.2) (0.306)) = 0.62448 


Plugging these into equation (7) yields: 
y=lrt “2 (0 + (2) (0.3) + (2) (0.306) + 0.62448) = 1.061216 


This result tells us that the approximate value of the function y = g(x) (the solution to 
the differential equation) evaluated at x =0.2 is 1.061216. It is interesting to note that 
this corresponds to the actual value found from the true function g(x). This function is 


= g(x) = - 5 430" 
y = &) = 2 2 p2 


If we evaluate this function at x =0.2, we find 
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2(0.2) = - ; + = ea? = 1.06121616 


We can improve the accuracy of the approximation by decreasing the step size. In the 
previous example this hardly seems to be necessary due to the accuracy of the result. 
This will not always be the case, however. Though computation time may increase, the 
increase in accuracy may be worthwhile. 

How do we effect an increase in the step size operationally? The Runge-Kutta method 
presents us with a value of x and an associated value of y= g(x). Remember that h is a 
uniform spacing along the x-axis. We specify successive values of x by using the following 
relationships: 


X, = Xo + nh (8) 
Xp = X,-) th (9) 


In the previous example we used a value of h=0.2. Since xg=0 in this case, we would 
have the following sequence of x values for successive iterations throughout the procedure. 


n x value 
0 Xo 0 

1 x, = Oth 0.2 
2 X, = 0.2+h 0.4 
3 x3; = 0.4+h 0.6 


Thus, if we made another pass through the formula in Example 2, starting where we 
left off, we would find the approximate value of y = g(x) at x=0.4. Another pass would 
lead to g(x) at x=0.6, and so on. By examining equation (8) we can determine easily 
the appropriate step size h required for a particular number of iterations to the desired 
point at which to evaluate g(x). 

For example, suppose x9=1 and we are interested in the solution of a differential 
equation at the point x,=5. If we wanted to use 20 iterations through the Runge-Kutta 
formula, we would solve equation (8) for h to find the step size. 


When selecting the step size, it is important to remember that the desired point of 
evaluation, x,, must be an integer multiple of h from the initial value x9. 

Now you know how the Runge-Kutta method works. In the next section, we will 
examine the computer application of this procedure. 


8.3 Application of the Runge-Kutta Method 


Through Example 2 you can see that application of the Runge-Kutta method is not 
complex and should be easily performed by your Apple Computer. The repeated functional 
evaluations make this a natural for computer implementation. 
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The general solution procedure is specified below. The computer program follows these 
same steps. 


1. Specify f(x,y) from the problem statement. 
2. Choose an appropriate step size h for the problem. 


3. Begin the procedure at xp and yp, which are specified as the initial condition of the 
problem. 


4. Calculate kg, k,, k,, and k3 terms based upon current values for x, and y,. 


21200 REM ®#RRRAA HAA KIAAARARAKHRAARERRRERRRE REIKI RR INI III IIIA IAI III 
21210 REM RUNGE-KUTTA: FIXED STEPSIZE 

21220 REM SUBROUTINE TO PERFORM THE RUNGE-KUTTA METHOD FOR 

21230 REM SOLVING DIFFERENTIAL EQUATIONS. INPUT TO THE 

21240 REM SUBROUTINE MUST BE : 


21250 REM 1. STEPSIZE TO BE USED: H 

21260 REM 2. INITIAL CONDITION VALUE FOR X: R 
21270 REM 3. INITIAL CONDITION VALUE FOR Y(X): § 
21280 REM 4. STOPPING POINT ALONG X-AXIS: MAX 
21290 REM 5. FUNCTION SPECIFIED IN LINE 22650 


21300 L = INT ((MAX ~ R) / H): REM NUMBER OF REQUIRED FVALUATION POINTS 
21310 DIM X(L + 2),Y(L + 2): REM SET DIMENSIONS 


21320 I= 0 
21330 X(0) = R: REM SET INITIAI CONDITION 
21340 Y(0) = S: REM SET INITIAL CONDITION 


21350 PRINT : PRINT : PRINT 

21360 PRINT "RUNGE-KUTTA PROCEDURE FOR STFPSIZE= ";H 
21370 PRINT 

21380 PRINT "STEP x Y=G(x)" 
21390 PRINT “sasscxseeneesenescrsesanes2ee2320:3:32 
21400 PRINT TAB( 2);I; 

21410 PRINT TABC 18); 

21420 X(I) = INT (X(I) * 10 * 5 +.5) / INT (10 * 5 + .5) 
21430 PRINT X(I); 

21440 PRINT TAB( 26); 

21450 Y(I) = INT (¥(I) * 10° 5+ .5) / INT (10 * 5 + .5) 
21460 PRINT Y(1) 

21470 X(I + 1) = X(I) +A 

21480 IF X(I + 1) > MAX THEN GOTO 21690 

21490 IH = 0 

21500 IJ = 0. 

21510 XX = X(I) 

21520 YY = Y(I) 

21530 GOSUB 22630 

21540 ly = 1 

21550 XX = X(I) + .5*H 

21560 YY = Y(I) + .5 
21570 GOSUB 22630 
21580 IJ = 2 

21590 XX = X(I) + .5*H 

21600 YY = Y(I) + .5 * H * Ki 

21610 GOSUB 22630 

21620 IJ = 3 . 

21630 XX = X(I) +H 

21640 YY = Y(I) + H * K2 

21650 GOSUB 22630 

21660 Y(I + 1) = Y(I) + (H / 6) * (K + 2 * K1 + 2 * K2 + K3) 
21670 T=I+1 

21680 GOTO 21400 

21690 RETURN 


* 
bes) 

* 
n 


Figure 8.1—Runge-Kutta Subroutine 
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5. Find the value of y,1; = g(X,+;) from equation (7). 


6. If more function evaluations are desired, return to step 4; otherwise stop. 


This procedure is not difficult to program. A subroutine to perform the Runge-Kutta 
method is presented in Figure 8.1. Since the differential equation consists of two variables, 
a special subroutine is required. This subroutine is presented in Figure 8.4. The differential 
equation must be specified in this subroutine. We can easily write a main program to 
obtain input information for the Runge-Kutta subroutine. This is illustrated in the following 
example. 


EXAMPLE 3. Write a main program to utilize the subroutine in Figure 8.1 and use it 
to solve the following differential equation at x =0.2, 0.4, and 0.5. 


y’ + 2xy — 3x = 0 y(0) = 1 


SOLUTION. A main program to collect input data for a differential equation is presented 
in Figure 8.2. Notice that the function must be specified within the subroutine in Figure 8.4. 
Line 22650 specifies the differential equation. Inputs include the step size h, the initial 
conditions, and the last x value to be evaluated. 


100 REM RUNGE-KUTTA MAIN PROGRAM 

410 REM MAIN PROGRAM TO UTILIZE THE RUNGE-KUTA 

120 REM SUBROUTINE. ACCESS TO THE FIXED STEP SIZE 

430 REM SUBROUTINE OR THE REVISED (VARIABLE STEP SIZE) 
1440 REM SUBROUTINE IS POSSIBLE. 

1450 INPUT "ENTER THE DESIRED OR INITIAL STEP SIZE?" ;H 
460 PRINT : PRINT 

470 PRINT "ENTER THE INITIAL CONDITIONS FOR 
¥(X0)=(yYO)" 

180 PRINT 

190 INPUT "ENTER THE INITIAL VALUE X0?";R 

200 INPUT "ENTER THE INITIAL VALUE YO? ";S 

210 PRINT : PRINT 

220 PRINT "SPECIFY THE LAST X — VALUE ATWHICHTO EVALUATE 
G(x)" 

230 PRINT "NOTE: IF THIS VALUE IS NOT AN INTEGER" 

240 PRINT "MULTIPLE OF H FROM XO, IT WILL NOT BE" 

250 PRINT "EVALUATED 

260 INPUT MAX 

270 REM INPUT THE DIFFERENTIAL EQUATION TO BE SOLVED 
280 GOSUB 21200: REM STEP SIZE SUBROUTINE 
290 END 


Figure 8.2—Runge-Kutta Main Program 


From the problem statement we must obtain evaluations for x =0.2, 0.4, and 0.5. 
Since there are different intervals between these points we could proceed in many different 
ways. Using a step size of h=0.1, we would find g(x) for x=0.1, 0.2, 0.3, 0.4, 0.5, 
which would meet the requirements. We could also use a step size of h=0.2 for x =0.2 
and 0.4, and a step size of 0.5 for x=0.5. Using the main program in these two cases, 
we get the results presented below. 
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Step Size x Y=G(X) 
0.1 0 i 
0.1 1.00498 
0.2 1.01961 
0.3 1.04304 
0.4 1.07393 
0.5 1.11060 
0.5 0 1 
0.5 1.11068 


Using data found from the Runge-Kutta method for various values of x, one could 
approximate the function y= g(x) within that range. Chapter 4 discusses some curve 
fitting techniques which might be used. 

The Runge-Kutta procedure can be made more reliable and efficient through automatic 
adjustment of the step size during computation. You may desire a certain accuracy in 
the approximation during each step. By specifying this desired accuracy, you allow the 
program to adjust the step size to ensure that the accuracy is being maintained. If the 
error is too large at any point, the step size is automatically decreased in order to increase 
accuracy. If the error is extremely small, the step size can be increased in order to improve 
efficiency. This type of procedure is included in the subroutine presented in Figure 8.3. 
This procedure accepts an initial step size from you, the user. An acceptable error must 
also be specified. The program calculates each point using both the specified step size, 
and one-half of that value, and compares them. If the difference between these values is 
greater than the acceptable error, the step size is cut in half. If the difference is less than 
the acceptable error divided by 100, the step size is doubled. In any other case, the step 
size remains the same. 


EXAMPLE 4. Solve the differential equation in Example 3 for x=0.1,. . .,0.8 using 
an initial step size of 0.1 and a tolerance of 0.01, using the subroutine in Figure 8.3. 
y’ + 2xy — 3x = 0 y(0) = 1 


SOLUTION. Using the main program in Figure 8.2 to access the variable-step size 
subroutine, we obtain the results illustrated below. Notice how this procedure may not 
yield the specific results we need. 


Step Step Size x Y=G(X) 

0 0.100 0.00000 1.00000 

1 0.100 0.10000 1.00498 

2 0.200 0.30000 1.04303 

3 0.400 0.70000 1.19373 
8.4 Summary 


The numerical procedure presented in this chapter, Runge-Kutta, can prove quite useful 
in finding the solution to differential equations. Remember that we have considered only 
first-order ordinary differential equations. The procedure can be revised to solve a series 
of differential equations (see Hildebrand, 1974). The Runge-Kutta method allows us to 
solve many problems occurring naturally in the physical environment. 


Summary_____CSsssSCSCSi'S 


21700 REM ®&XAKAARARARARAAKRERERRE ERI RERIERERIRIR REIKI IIIA RII IIIA 
21710 REM RUNGE-KUTTA: VARYING STEPSIZE 

21720 REM SUBROUTINE TO PERFORM THE RUNGE-KUTTA METHOD FOR 

21730 REM SOLVING DIFFERENTIAL EQUATIONS. INPUT TO THE 

21740 REM SUBROUTINE MUST BE: 


21750 REM 1. INITIAL STEPSIZE TO BE USED: H 
21760 REM 2. INITIAL CONDITION VALUE FOR X: R 
21770 REM 3. INITIAL CONDITION VALUE FOR Y(X): S 
21780 REM 4. STOPPING POINT ALONG X-AXIS: MAX 
21790 REM 5. FUNCTION SPECIFIE£D IN LINE 22650 


21800 REM ‘THIS SUBROUTINF WILL ASK FOR THE SPECIFICATION OF A 

21810 REM DESIRED TOLERANCE AT FACH STEP, T 

21820 REM 

21830 INPUT "ENTER DESIRED TOLERANCE AT EACH STEP";T 

21840 L = INT ((MAX - R) / H): REM NUMBER OF REQUIRED EVALUATION POINTS 


21850 DIM X(L + 1),Y(L + 1): REM SET DIMENSIONS 
21860 I = 0 

21870 J = 1: REM SET "SAME OR HALF" STEPSIZ& FLAG 
21880 X(0) = R: REM SET INITIAL CONDITION 

21890 ¥(0) = S: REM SET INITIAL CONDITION 


21900 PRINT : PRINT : PRINT 

21910 PRINT "RUNGE-KUTTA PROCEDURE FOR STEPSIZE= ";H 
21920 PRINT 

21930 PRINT "STEP STEPSIZE x Y=G(X)" 
21940 PRINT “sesseasnsesseenenssoneeeseeseeessessass" 
21950 PRINT TAB( 2);1; 

21960 PRINT TAB( 10); 

21970 H= INT (H * 10 * 3+ .5) / INT (10 * 3 + .5) 
21980 PRINT H; 

21990 PRINT TAB( 22); 

22000 X(I) = INT (X(I) * 10 * 5 + .5) / INT (10 * 5 + .5) 
22010 PRINT X(I); 

22020 PRINT TAB( 33); 

22030 Y(I) = INT (Y(I) * 10* 5+ .5) / INT (10 * 5 + .5) 
22040 PRINT Y(I) 

22050 IF J = 2 THEN H =H * 2: REM DOUBLE STEPSIZF 
22060 J = 1: REM RESET FLAG 

22070 X(I + 1) = X(I) +H 

22080 IF X(I'+ 1) > MAX THEN GOTO 22610 

22090 IH = 0 

22100 IJ = 0 

22110 XX = X(T) 

22120 YY = Y(I) 

22130 GOSUB 22630 

22140 13 = 1 

22150 XX = X(I) + .5 * H 

22160 YY = Y(I) + .S* H*K 

22170 GOSUB 22630 

22180 IJ = 2 

22190 XX = X(I) + .5 * H 

22200 YY = Y(I) + .5 * H* Kl 

22210 GOSUB 22630 

22220 IJ = 3 

22230 XX = X(I) +H 

22240 YY = Y(I) + H * K2 

22250 GOSUB 22630 

22260 Y(I + 1) = Y(I) + (H / 6) * (K + 2 * KL + 2 * R2 + K3) 
22270 REM HALVE THE STEP SIZE TO CHECK THE ACCURACY OF THE APPROXIMATION 
22280 HH = H / 2 

22290 YY = Y(I) 

22300 XX = X(I) 

22310 FOR II = 1 TO 2: REM FIND THE NEXT Y FOR HALF THE STEPSIZE 
22320 IH = 1 

22330 IJ = 0 

22340 GOSUB 22630 

22350 IJ = 1 
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22360 XX = XX + .5 * HH 
22370 YY = YY + .5 * HH * M 
22380 GOSUB 22630 


22390 IJ = 2 
22400 XX = XX + .5 * HH 

22410 YY = YY + .5 * HH * Mi 

22420 GOSUB 22630 

22430 IJ = 3 

22440 XX = XX + HH 

22450 YY = YY + HH * M2 

22460 GOSUB 22630 , 

22470 YY = YY + (HH / 6) * (N +2 * Ml +2 * M2 + M3) 

22480 XX = XX + HH 

22490 NEXT II 

22500 REM CHECK TO SEE IF THE APPROXIMATION MEETS THE SPECIFIED TOLFRANCE 
22510 IF ABS (YY - Y(I + 1)) > T THEN GOTO 22560: REM DECREASE STEPSIZE 
22520 IF ABS (YY - Y(I + 1)) > T / 100 THEN GOTO 22540: REM INCREASE STEPSIZE 
22530 GOTO 22590: REM KEEP CURRENT STEPSIZE 

22540 J = 2: REM SET "DOUBLE STEPSIZE" FLAG 

22550 GOTO 22590 

22560 PRINT "TOLERANCE NOT MET ON THE FOLLOWING STEP: H HALVED" 

22570 Y(I) = YY 

22580 H = HH 

22590 l= i+} 

22600 GOTO 21950 

22610 RETURN 


Figure 8.3—Runge-Kutta, Varying Step Size Subroutine 


22620 REM RARARKEKARKRAKRERKEARARAARERERERRERERERRERERERERERER 


22630 REM SUBROUTINE FOR FUNCTION EVALUATION 
22640 REM 3XX-2XX * YY 


22650 FCN = (3 * XX) ~- (2 * XX * YY) 
22660 IF IH = 1 THEN GOTO 22720 
22670 IF IJ = 0 THEN K = FCN 

22680 IF IJ = 1 THEN Kl = FCN 
22690 IF IJ = 2 THEN K2 = FCN 
22700 IF IJ = 3 THEN K3 = FCN 


22710 RETURN 
22720 IF IJ = 0 THEN M = FCN 
22730 IF IJ = 1 THEN Ml = FCN 
22740 IF IJ = 2 THEN M2 = FCN 
22750 IF IJ = 3 THEN M3 = FCN 
22760 RETURN 


Figure 8.4—Function Evaluation Subroutine 
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Exercises 


1. At time t=0 there are Q, Ibs. of a substance dissolved in 50 gallons of water in a barrel. Water 
is entering the barrel at the rate of 2 gallons/min. which contains % Ib. of the substance per 
gallon. The well-mixed solution leaves the barrel at the same rate. What is the amount of the 
substance in the barrel at t=6? Let Qo =Q(tp) =5 Ibs. 


Hint: the differential equation for this system is 
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ray — 1 _ QO 
Vm =1 35° 
. Solve the following first-order ordinary differential equation at x=0, 1, and 2. 
ax2+y 
= —— = 0 
Ye gov y(0) 


. The following differential equation is not presented in standard form. Find the standard form 
and find g(x) at x=1, 1.5, and 2. 


xy +y = 1 — xy y(1) = 0 

. Classify the order of the following differential equations. Which ones could you solve using 
the programs in this chapter? 

x?y” + 3x(x — y) + 2xy’ = 0 

y’ + x5 — 3xt + eX — 3 = xy’ 

oo e7 x 

x*y — 9x3y’ — 7 = x®y’ + cos x 

(xt — 3xy)dx + x’dy = xy 


pao ge 


. The disintegration of a new radioactive isotope, Dittmannium, is proportional to the amount 
remaining. What is the expression of this phenomenon as a differential equation? If we had 300 
milligrams of Dittmannium at t=0, and had 261 milligrams 6 days later, how much would 
we have in 24 days? 


Linear Programming 


In many cases of design and analysis, one needs to find the values of certain variables 
that result in the maximum or minimum value of a function. Further, these variables are 
often constrained in the values which they may take on. Such a problem is called a 
mathematical programming problem. In this chapter we examine this type of problem 
when all the functions are linear; it is therefore referred to as linear programming (LP). 
We will present the general structure of the LP model and briefly discuss the widely used 
solution procedure called simplex. A BASIC program is included to solve LP problems 
using the simplex procedure. 


9.1 Linear Programming 


Linear programming (LP) is one technique among many designated as mathematical 
programming. The use of the word ‘‘programming’’ implies nothing about the program- 
ming of a computer. In this context it refers to a specified, or programmed, solution 
procedure. For small problems solutions can be found through hand calculation. Larger 
problems—in fact, most problems—are solved much more efficiently on the computer. 

Problem formulations which may be solved via LP, called linear programs, are dis- 
tinguishable because all functions used are linear functions. If the functions are nonlinear 
the correct solution procedure is nonlinear programming, which we do not discuss in this 
book. 

Linear programming has an extensive theoretical background. Time and space do not 
permit us to develop the theoretical foundations. Linear algebra concepts are extremely 
important to this development and are used extensively in the solution to problems, as 
you will see in section 9.3. You may find it useful to supplement the material presented 
here with other sources. There are many fine books which discuss LP, from the easy and 
practical to the complex and theoretical. A few books which you may find helpful are 
Taha (1982), McMillan (1975), Hadley (1963), and Bazaraa and Jarvis (1977). 

In which specific situations would you want to use linear programming? First of all, 
LP requires you to reduce a system or specific problem into a set of linear functions. 
The specification of these functions is discussed in greater detail in the next section. This 
conversion to a set of functions is itself a difficult task. It is, in fact, the most important 
part of the solution process. If you find the optimal solution to a LP formulation that is 
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not accurate, you have nothing. We do not spend much time on this topic, but that is 
not indicative of its value. All the sources listed previously discuss the formulation of 
linear programs in greater detail. 

The actual situations in which LP has been used are numerous. It is generally concerned 
with the optimal allocation of scarce resources. Since almost all resources are scarce for 
one reason or another, LP is quite applicable. It has been used in such varied situations 
as planning, scheduling, transportation, systems analysis, and systems design. It has 
applications in any type of industry or organization. 

The general linear program is formulated in a very specific manner. It consists of a 
single objective function. This is a linear function of the variables of interest, called 
decision variables, that represents the desired objectives of the problem. This objective 
can be maximized or minimized. For instance, a company may wish to minimize trans- 
portation cost, or maximize profit. A shop foreman may want to minimize machine down 
time. A designer of rocket engines may wish to maximize thrust. All of these would 
specify the objective function. 

The remaining functions used are called constraints. These are functions which place 
restrictions on the system and the decision variables. The constraints limit the value of 
the objective function. The designer of the rocket engine may be required to use a particular 
kind of fuel. Thus, he wants to maximize thrust ‘‘subject to’’ the constraint of using a 
particular fuel. Restrictions, or constraints, on the shop foreman may be types of parts 
produced, number of machine set-ups required, training of employees, or types of ma- 
chines. Thus, the entire LP formulation consists of a single objective function and a series 
of constraints. 

In the following section, we present the general structure of a linear program including 
graphical solutions and an example problem. In Section 9.3 we discuss solution procedures 
for this type of problem, including the simplex procedure. Finally, a BASIC program 
for solving LP problems is presented in Section 9.4. This includes an example problem 
and complete explanation of the output provided. 


9.2 Basic Formulation 


In the previous section we discussed the general structure of a linear programming 
formulation; a single objective function and a series of constraints. All functions used in 
the formulation must be linear. There is a basic formulation that represents linear pro- 
grams. The following basic formulation is offered: 


Maximize Z = & cx; (1) 

subject to 
Saya sb, i=1, 2, * © ¢, m (2) 
x; 20 j Sal 2. Soe Hy ln (3) 


where 
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* 
il 


j = decision variables; variables of interest 
c; = coefficients of the decision variables in the objective 
function 
aj, = coefficient of the jth decision variable in the ith 
constraint ; 
b,; = maximum available amount of the ith resource 
m = number of constraint functions 
n = number of decision variables 


This formulation represents a ‘‘maximization’’ problem with ‘‘less than or equal to’’ 
constraints. Notice from (3) that all the decision variables are required to be nonnegative. 

We could also have a ‘‘minimization’’ problem or ‘‘greater than or equal to’’ con- 
straints. If we had both the formulation may look like this: 


Minimize Z = = CX; (4) 

subject to 
z aX; = b; i=1, 2, °° °, m (5) 
x; 20 j=l, 2, ¢ * °, n (6) 


As you know, working with inequalities can be significantly more troublesome than 
working with equalities. Thus, in order to solve LP problems analytically, we convert 
the inequality constraints to equality constraints. This procedure is explained thoroughly 
in Section 9.3. 


Graphical Solution 


For problems with two decision variables, the functions can all be plotted in two 
dimensions. We can use this to solve LP problems graphically. Consider the following 
problem: 


Maximize Z = 2x, + 5x, 


subject to 
x, =4 
X2'= 3 
X, + 2x, 58 


x, 20, x, 20 
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We can graph the constraints to find a ‘‘feasible region.’’ Only decision variables that 
lie within this region are possible solutions to the problem. Points lying outside the region 
constitute ‘‘infeasible’’ solutions. The feasible region for this problem is illustrated in 
Figure 9.1. The dashed line in Figure 9.1 is the objective function with a value of ten; 
that is 2x, +5x, = 10. 

Any point (x,;, X2) along 2x, + 5x2 = 10, of course, yields an objective value of 10. 
From the graph you can see that many points in the feasible region satisfy this. We want 
to find the point (x,, X2) in the feasible region that yields the largest value of the objective 
function. This will be the ‘‘optimal solution.”’ 

As we move the objective function up and to the right in Figure 9.1, its value increases. 
We want to move the objective function to the point where it just touches the feasible 
region. If we do this for our problem, the result is presented in Figure 9.2. 

Notice that the optimal solution occurs at only one point: x, = 2,x, = 3. The resulting 
objective value is z = 2(2) + 5(3) = 19. The optimal point lies at one of the corners 
of the feasible region. With linear programming, this will always be the case. That is, 
the optimal solution will always be at a corner point of the feasible region. (In certain 
cases optimal solutions may also lie along one of the constraints, yielding an infinite 
number of optimal solutions. Consult the references for further discussion of this phe- 
nomenon.) This interesting fact allows us to solve LP problems much more simply. In 
our problem, since there are five corner points in the feasible region, we need only look 













Figure 9.1—Feasible Region for the Example Problem 
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Figure 9.2—Optimal Solution to the Example Problem 


at five points to find the optimal solution. For small problems, we could use total 
enumeration! 

You can see that graphical solutions are only applicable for small problems (two decision 
variables). However, the same principles apply for any size problem. That is, the optimal 
solution will lie at an extreme point, or corner point, of the feasible region. This fact is 
used to help find the solution, employing techniques from linear algebra. We present this 
solution procedure later in the chapter. 

If you can formulate a problem so that it fits one of the basic forms above (other forms 
are also possible; see any of the references listed previously), you can solve it using LP. 
Getting it into the proper form, that is, formulating the problem as a linear program, is 
not always an easy task. It takes extensive practice and experience to become confident 
and comfortable with the formulation process. Below we present a classic linear pro- 
gramming problem. It is used to illustrate the formulation process. Lack of space prevents 
us from examining more examples of this type. If you find LP useful, we encourage you 
to review the references at the end of the chapter and study additional formulation 
exercises. 


Linear Programming Example 


The following is the classic ‘‘peanut problem’’ adapted from Charnes, Cooper, and 
Henderson (1953): A manufacturer wishes to determine an optimal program for mixing 
three grades of nuts consisting of cashews, hazelnuts, and peanuts according to the 
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Table 1 
Mixture Specifications Selling Price: c/lb. 
A Not less than 50% cashews 40 
Not more than 25% peanuts 
B Not less than 25% cashews 30 


Not more than 50% peanuts 
G No specifications 25 


specifications and prices listed in Table 1. Hazelnuts may be introduced into the mixture 
in any quantity, provided the specifications are met. 
If the symbols C for cashews, H for hazelnuts, and P for peanuts are adopted, the 
restrictions on marketable mixes may be stated in mathematical form: 
Ac 
Ap 
B, 
Bp 


VV 


YA 
V4 A 
YB 
YB 


IA 


V 


IA 


where 


Ac + Ay + Ap=A 
Bo + By + Bp=B 


The first four inequations state the restrictions on mixtures A and B. Whatever the 
quantity of A produced, the quantity of cashews going into this mixture, Ac, must account 
for at least half the total; peanuts going in, Ap, must not exceed one-fourth of the mixture. 
Similar restrictions apply to B, but no restrictions apply to G. Since mixture G enters 
only as a residual, it finds no explicit place in these statements of restrictions. Hazelnuts 
do not appear explicitly in the first group of inequations since no restrictions apply to 
these nuts. They may appear in any quantity provided that the mixtures meet specifications 
on cashews and peanuts. 

The second group of equations represents definitional relations: The weight of the 
inputs must equal the weight of the outputs. Some of the quantities may, of course, be 
zero when the final solution is determined, but the total output of A, say, must be composed 
of the cashews, Ac, peanuts, Ap, and hazelnuts, Aj, that enter into its makeup. 

Substituting these definitional relations into the right-hand side of the inequations, and 
multiplying by — 1, where necessary, to point all inequality signs in the same direction 
the set may be simplified to: , 


—"Y%Ac +%Ap +%Ay=0 
—-%Ac +¥%Ap —%Ay=sO0 
-%Be +%Bp +%By= 90 
—-"”’Be +¥%Bp —-Y%By=0 
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Now, suppose that the manufacturer has certain capacity limits on the amounts of inputs 
that can be employed. Let these limitations and the price of the inputs appear as in 
Table 2. 

These terms need to be interpreted with care before giving them mathematical expres- 
sion. If ‘‘capacity’’ is interpreted as a maximal limitation on each type of nut, the 
conditions will be expressed as 


C= Ac + Bec + Ge = 100 
P= Ap + Bp + Gp = 100 
H = Ay + Buy + Gu = 60 


In other words, the total amount of cashews, C, going into A, B, and G cannot exceed 
100 Ib.; the same limitation applies to peanuts; and the total amounts of hazelnuts cannot 
exceed 60 lb. 

There are then 9 unknowns to be determined from the 7 constraints and the nonnegativity 
constraints. Such a set of relations will, in general, yield an infinite number of solutions. 
From this infinite set of solutions it is desired to select the best variables according to 
some criterion or set of criteria. Such a criterion function is found in this problem by 
constructing the net receipts function. Referring to the set of prices listed in Tables 1 and 
2, the following (linear) function may be constructed: 


Z= 40(Ac+Ap+Ay) + 30(Be+ Bp + By) + 25(Go + Gp +Gy) 
—65(Ac +B, + Ge) —25(Ap + Bp + Gp) — 35(Ay + By + Gu) 
or Z= —25Act+ 1SAp+5Ay — 35Bc + SBp— SBy — 40Gc + 0Gp— 10Gy 


Table 2 
Inputs Capacity: Ib./day Price: c/Ib. 
Cc 100 65 
P 100 25 
H 60 35 
Total 260 


9.3 Solution Methods 


Solution Via Linear Algebra 


In order to solve a LP problem using linear algebra, we must first put the problem in 
standard form. This standard form must contain an objective function subject to a set of 
equality constraints. That is, each constraint function is equal to the resource available. 
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Our standard form will have a maximization objective. If the problem dictates a min- 
imization objective, simply multiply the objective function by — 1 to convert it to max- 
imization. The standard form is: 


Maximize Z = 2% ¢;x; (7) 
j=l 
subject to 
n 
= a,x; = b, i=1,2,. .,m (8) 
j=l 
x, 20 j= 1,2,. .,n (9) 


The x; may not all be decision variables. Some variables are required to convert constraints 
from inequalities to equalities. These are called ‘‘slack’’ variables. We would modify 
our example problem to fit the standard form as follows. 


Maximize Z = 2x, + 5x, 
subject to 

X, + x3 = 4 

Xz + x, = 3 

X; +2x, + x5 = 8 

X1, Xz, X3, Xq, Xs =O 


Notice that variables x3, x,, and x; do not appear in the objective function (in other 
words, they have coefficients of zero). These variables merely take up any slack if the 
left hand side of an original inequality does not equal the right hand side. 

The above procedure is used to convert less than or equal to constraints to equality 
constraints. Similarly, we can convert greater than or equal to constraints to equalities 
by subtracting ‘‘slack’’ variables. The references listed discuss this in detail. The con- 
straints specifying nonnegativity will be implicit in the solution procedure. 

With equality constraints, linear algebra can be used. Remember that the optimal 
solution will be at an extreme point of the feasible region. This is what is called a ‘“‘basic’’ 
solution. A basic solution is found by assigning some variables the value of zero and 
solving for the remaining variables. For a problem with n variables and m equality 
constraints (n=m), a basic solution is found by setting n-m variables equal to zero (called 
nonbasic variables) and solving for the remaining m variables (called basic variables). 
Each basic solution corresponds to the intersection of m constraints in m-space. Some 
of these intersections will lie in the feasible region and will therefore be feasible solutions. 
Thus, each basic feasible solution represents a ‘‘corner’’ point of the feasible region. 
Intersections outside the feasible region yield infeasible solutions. The way we determine 
whether a solution is feasible or not is by examining the signs of the resulting basic 
variables. If all are nonnegative, the solution is feasible. If one or more variables are 
negative, the solution is infeasible. We are, of course, only interested in feasible solutions. 
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To solve our example problem, we could examine all basic solutions and choose that 
one which gives the highest value of the objective function. There are a total of eight 
basic solutions to our problem. We find two of these below. Finding a basic solution 
consists of solving a set of simultaneous equations. This procedure is not discussed here 
but is presented in detail in Chapter 5. 

Basic solution #1 

Nonbasic variables: x4, X5 

Basic variables: x,, X2, X3 

Constraint equations: 


X,; + x3 = 4 
X, = 3 
X,; + 2x, = 8 


Solution: x; = 2 X, = 3 X3 = 2 
Objective value: Z = 19 
Basic solution #2 
Nonbasic variables: x,, X4 
Basic variables: x, X3, X5 
Constraint equations: 


x3 = 4 
XxX, = 3 
2x2 + X5 = 8 


Solution: x. = 3 x3 = 4 X5 = 2 

Objective value: Z = 15 

If we examined all basic solutions, we would find that the optimal solution is the first 
basic solution presented above (compare this with the graphical solution we found earlier). 

As it turns out, we do not have to examine all the basic solutions to find the optimal 
solution to a LP problem. In the next section we briefly describe the procedure commonly 
used to solve LP problems. It utilizes the concepts developed so far in an efficient manner 
to reduce computational effort. 


Simplex Procedure 


The most commonly used procedure for solving linear programming problems is the 
simplex method. Developed by George Dantzig in the late 1940s, this is a simple technique 
which can solve linear programming problems in an efficient manner. The basic concept 
of the simplex method is easy to understand. We said earlier that the optimal solution to 
any linear programming problem always occurs at a corner point of the feasible region. 
All we have to do is find that particular corner point or points that yield the optimal value 
of the objective function. For large problems this can amount to many possible solution 
points that must be investigated. The simplex method provides an efficient pattern in 
which to investigate these points. 

The simplex method proceeds from one corner point of the feasible region to another 
“‘adjacent’’ corner point. If the point reached yields the optimal solution, the procedure 
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stops. If the point is not optimal, the solution moves to the next corner point. The process 
continues in this fashion until the optimal solution is found. An important fact to note is 
that the simplex method can detect the optimality of a particular solution without ex- 
amining any other solutions. This is important because once the optimal solution is found, 
it is not necessary to examine any additional points. We do not have to evaluate all corner 
points, but can stop when the optimal solution is found. 

Let us refer back to the move from one corner point to an ‘‘adjacent’’ one. What does 
this mean? Recall the concept of basic variables from the previous section. A particular 
set of basic variables, a basic solution, corresponds to a particular corner point. To move 
from one corner point to another, the set of basic variables must change; at least one 
basic variable must be different. We move to an adjacent corner point by changing only 
one of the basic variables. Thus, the simplex method moves from one corner point to an 
adjacent one by making one of the basic variables a nonbasic variable, and making one 
of the nonbasic variables a basic variable. 

The simplex method must also tell us which basic variable to make nonbasic, and 
which nonbasic variable should become basic. This decision is made according to its 
effect on the objective function and the feasibility of the solution. The nonbasic variable 
that ‘‘enters’’ the solution (becomes basic) is that nonbasic variable which will improve 
the objective function the most, per unit increase in that variable. This is the first decision 
that is made. The basic variable that ‘‘leaves’’ the solution (becomes nonbasic) is de- 
pendent on the variable that enters. The leaving variable is chosen so that the solution 
remains feasible. In this manner the simplex method guarantees that, starting with a basic 
solution in the feasible region, each successive basic solution will also be in the feasible 
region. There will be a leaving basic variable that meets this requirement. (Note: two 
important topics in this regard are ‘‘degeneracy’’ and ‘‘unboundedness.’’ The references 
at the end of this chapter discuss these in detail.) 

The simplex method stops when the current basic solution is optimal. The solution is 
optimal when none of the nonbasic variables, if they were entered into the solution, 
would improve the objective function. 

A discussion of the actual operation of the simplex method is not possible in this book. 
You may want to consult the references to learn the mechanics of the procedure and the 
many special topics which could not be included here. The use of the simplex program 
is discussed in the following section. 


9.4 Using the Simplex Program 


Figure 9.3 presents a stand-alone program of the simplex method to solve linear 
programming problems. In this section we will discuss its use and evaluation of its output. 


Program Input 
Input to the program consists of the following: 
1. Number of variables 
2. Number of constraints 
3. Identification numbers for variables 


4. Coefficients of variables in the objective function 
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1000 REM THIS PROGRAM USES THE SIMPLEX PROCEDURE TO SOLVE LINEAR 


1010 REM PROGRAMMING PROBLEMS. THE USER MUST FORMULATE THE PROBLEM 
1020 REM AS A MAXIMIZATION PROBLEM WITH EQUALITY CONSTRAINTS. THE 
1030 REM INITIAL BASIC VARIABLES MUST BE INCLUDED IN THE FORMULATION. 
1040 REM INPUT MUST INCLUDE THE NUMBER OF CONSTRAINTS, THE NUMBER OF 
1050 REM VARIABLES (INCLUDING THE INITIAL BASIC VARIABLES), THE 

1060 REM COEFFICIENTS OF ALL VARIABLES IN THE OBJECTIVE FUNCTION, 
1070 REM AND THE COEFFICIENTS OF ALL VARIABLES IN THE 

1080 REM CONSTRAINTS WITH THE EXCEPTION OF INITIAL BASIC VARIABLES, 


1090 REM WHOSE COEFFICIENTS ARE AUTOMATICALLY SUPPLIED BY THE 
1100 REM PROGRAM. 

1110 REM 

1120 DOSS = CHRS$ (4): REM CTRL - D 

1130 IT = 0 

1140 EP = .0000005 

1150 INPUT "TABLEAUS IN FORTY OR EIGHTY COLUMN FORMAT (F/E)?";S$ 
1160 REM SET COLUMN PRINTING PARAMETERS 

1170 IF S$ = "EF" THEN T% = 3:U% = 8 

1180 IF S$ = "E" THEN TZ = 8:U% = 12 

1190 PRINT "ENTER THE FOLLOWING PARAMETERS” 

1200 PRINT : INPUT “NUMBER OF CONSTRAINT EQUATIONS, NC ? ";NC 
1210 PRINT 

1220 INPUT "NUMBER OF VARIABLES, INCLUDING INITIAL BASIS ? ";NV: PRINT 
1230 INPUT "ENTER 1 -- ALL TABLEAUS : 2--ONLY FIRST AND LAST TABLEAUS ? ";IR: PRINT 
1240 INPUT "ENTER THE TITLE OF THE PROBLEM ? ";AS 

1250 PRINT : PRINT 

1260 DIM AC(NC,NV),P(NC) , JV(NV),CCNV), IV(NV) ,CCCNV) ,CL(NV) 
1270 DIM ZJ(NV),CMC(NV) 

1280 PRINT "ENTER THE VARIABLE IDENTIFICATION" 

1290 PRINT "NUMBERS BEGINNING WITH THE" 

1300 PRINT "INITIAL BASIC VARIABLES" 

1310 FOR J = 1 TO NW 

1320 INPUT JV(J) 

1330 NEXT J 

1340 PRINT : PRINT 

1350 PRINT "ENTER THE OBJECTIVE FUNCTION" 

1360 PRINT "COEFFICIENTS OF THE VARIABLES YOU HAVE" 

1370 PRINT "JUST LISTED" 

1380 FOR J = 1 TO W 

1390 IF J > NC THEN GOTO 1440 

1400 JJ = NV - NC +3 

1410 PRINT : PRINT "ENTER THE COS FOR VARIABLE "3;JJ; 

1420 INPUT C(J) 

1430 GOTO 1470 

1440 52 = 3 - NC 

1450 PRINT : PRINT "ENTER THF COST FOR VARIABLE ";J2; 

1460 INPUT C(J) 

1470 NEXT J 

1480 ND = NC + 1 

1490 PRINT : PRINT "FOR EACH CONSTRAINT EQUATION, ENTER" 

1500 PRINT : PRINT "FIRST THE VALUE OF THE RIGHT HAND SIDE" 
1510 PRINT : PRINT "AND THEN ENTER THE COEFFICIENTS OF ALL" 
1520 PRINT : PRINT "VARIABLES IN THAT CONSTRAINT. (NOTICE” 
1530 PRINT : PRINT "THAT A VARIABLE NOT APPEARING IN A" 

1540 PRINT : PRINT "PARTICULAR CONSTRAINT HAS A COEFFICIENT" 
1550 PRINT : PRINT "OF ZERO). DO NOT FNTER COEFFICIENTS FOR" 
1560 PRINT : PRINT "ANY VARIABLES CLASSIFIFD AS ORIGINAL" 
1570 PRINT : PRINT “BASIC VARIABLFS." 

1580 PRINT : PRINT 

1590 FOR I = 1 TO NC 

1600 PRINT 

1610 PRINT "THE FOLLOWING QUESTIONS PERTAIN TO CONSTRAINT "31 
1620 PRINT 

1630 INPUT "ENTER THE VALUE OF THE RIGHT HAND SIDE?";P(1) 
1640 FOR J = ND TO NV 


2170 
2180 
2190 
2200 
2210 
2220 
2230 
2240 
2250 
2260 
2270 
2280 
2290 
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PRINT “INPUT THE COEFFICIENT OF VARIABLE ";J -— NC; 
INPUT A(I,J) 
NEXT J 
NEXT I 
FOR I = 1 TO NC 
FOR J = 1 TO NC 
ACI,J) = 0: REM BEGIN SETTING COEFFICIENTS FOR BASIC VARIABLES 
NEXT J 


CIC(I) = C(I): REM SAVE INITIAL COST COEFFICIENTS 

IV(I) = Jv(I) 
ACI,I) = 1: REM SET IDENTITY MATRIX 

NEXT I 

PRINT : INPUT "WOULD YOU LIKE TO CHANGE INPUT DATA(Y/N) ? ";C$ 
IF C$ = "Y" THEN GOSUB 3040 

PRINT : INPUT "OUTPUT TO CRT OR PRINTER (C/P) ? ";Q$ 

PRINT 


IF Q$ = "P" THEN INPUT "TURN ON PRINTER, HIT RETURN WHEN READY ";S$ 
IF Q$ = "P" THEN PRINT DOSS;"PR#I" 

PRINT "SOLUTION TO ";A$ 

CZ = - 8,999999E + 19 

FOR J = 1 TO NV 
Z=0 


FOR I = 1 TO NC 
Z=2Z +4 A(I,J) * CI(I) 
NEXT I 
T™ = C(J) - Z 
ZI(J) = Z 
cCM(J) = TN 
IF CZ > TN THEN GOTO 1960 
CZ = TN 
JI=J 
NEXT J 
IT=IT+1 
IF IR < > 2 THEN GOTO 2010 
IF IT = 1 THEN GOTO 2010 
IF CZ > = EP THEN GOTO 2720 
VL = 0 


FOR I = 1 TO NC 
VL = VL + P(L) * CI(I) 

NEXT I 

PRINT : PRINT "THE FOLLOWING RESULTS ARE FOR ITERATION NUMBER "; IT 
PRINT : PRINT "OBJ. COEF."; 

FOR J = 1 TO WV 
JJ = J + NC 

IF JJ > NV THEN JJ = JJ - NV 

IF J < = T% THEN GOTO 2150 

ISP = INT ((J - 1) / T%) 

IF J = (ISP * T2) + 1 THEN PRINT 

POKE 36,(7 + (J - (ISP * T%)) * 8) 

GOTO 2160 

POKE 36,(7 + J * 8) 

PRINT INT (C(JJ) * 10 * 2+ .5) / INT (10 * 2 + .5)3 
NEXT J 
PRINT : PRINT "VARIABLES"; 
TO NV 


IF JJ > NV THEN JJ = JJ - NV 
IF J < = 1% THEN GOTO 2270 

Isp = INT ((J - 1) / T%) 

IF J = (ISP * TZ) + 1 THEN PRINT 
POKF 36,(7 + (J ~ (ISP * T%)) * 8) 
GOTO 2280 

POKE 36,(7 + J * 8) 

PRINT INT (JV(JJ) * 10 * 2+ .5) / INT (10 * 2 + .5); 
NEXT J 
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PRINT : 
FOR I = 1 TO NC 
PRINT 
PRINT IV(I); 
HTAB 4 
ZZ = INT (P(I) * 10 * 2+.5) / INT (10 * 2 + .5) 
PRINT 22; 
FOR J = 1 TO NV 
JJ = J+ NC 
IF JJ > NV THEN JJ = JJ - NV ‘ 
IF J < = T% THEN GOTO 2450 
ISP = INT ((J - 1) / T%) 
IF J = (ISP * TZ) + 1 THEN PRINT 
POKE 36,(7 + (J - (ISP * T%)) * 8) 
GOTO 2460 
POKE 36,(7 + J * 8) 
ZZ = INT (A(I,JJ) * 10 * 2+ .5) / INT (10 * 2 +.5) 
PRINT ZZ; 
NEXT J 
PRINT : 
NEXT I 
PRINT ; PRINT 
PRINT "RCST"; 
HTAB 6 
ZZ = INT (VL * 10 * 2+ .5) / INT (10 * 2 + .5) 
PRINT 22; 
FOR J = 1 TO NV 
JJ = J+NC 
IF JJ > NV THEN JJ = JJ - NV 
IF J < = T% THEN GOTO 2640 
Isp = INT ((J - 1) / TZ) 
IF J = (ISP * T%) + 1 THEN PRINT 
POKE 36,(7 + (J - (ISP * 1%)) * 8) 
GOTO 2650 
POKE 36,(7 + J * 8) 
ZZ = INT (CM(JJ) * 10 * 24.5) / INT (10 * 2 + .5) 
PRINT ZZ; 
NEXT J 
PRINT 
IF CZ 
IF Q$ 
PRINT 


EP THEN GOTO 3020 
"Pp" THEN GOTO 2720 
INPUT "PRESS RETURN TO CONTINUE SOLUTION -> ";BS 
1T=9* 10° 19 

FOR I = 1 TO NC 

IF A(I,JI) < = EP THEN GOTO 2790 
RT = P(I) / ACI,JI) 


WO Bee Ase 


IF TT < RT THEN GOTO 2790 
TT = RT 
IL =I 
NEXT I 
IF TT < 900000000000000 THEN GOTO 2830 
PRINT “THE OBJECTIVE FUNCTION IS UNBOUNDED" 
GOTO 3020 
PV = ACIL,JI) 
P(IL) = PCIL) / PV: REM CALCULATF. THE NEW RIGHT HAND SIDE 
FOR J = 1 TO NV 
ACIL,J) = ACIL,J) / PV: REM CALCULATE. THE NEW PIVOT ROW 
NEXT J 
FOR I = 1 TO NC 
IF I = IL THEN GOTO 2960 
P(I) = P(I) - PCIL) * ACI,JI): REM NEW RHS FOR OTHER BASIC VARIABLES 


FOR J = 1 TO NV 
IF J = JI THEN GOTO 2940 


ACI,J) = ACI,J) - ACI,JI) * ACIL,J): REM FIND THE BASIC VARIABLE ROW ELEMENTS 


NEXT J 
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2950 ACI,JI) = 0: REM 
NEXT I 
2970 EP = EP + .0000005 


2960 


2980 
2990 
3000 
3010 
3020 
3030 
3040 
3050 
3060 
3070 
3080 
3090 
3100 
3110 
3120 


CICIL) = C(JI): REM 
IVCIL) = JV(JI): REM 


ACIL,JI) = 1: REM 
GOTO 1840 
PRINT DOSS; "PR#O" 


END 

REM 

REM 

REM 

PRINT 
PRINT 
PRINT 
PRINT 
PRINT 
PRINT 
PRINT 
PRINT 
IF ED 
IF ED 
IF ED 
IF ED 
PRINT 
FOR I 
PRINT 


NEXT I 


PRINT 
IF C$ 
PRINT 
PRINT 
PRINT 
PRINT 
PRINT 
PRINT 
PRINT 
IF T$ 
IF TS 
IF TS 
REM 


REM 


PRINT 
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CREATE A UNIT VECTOR COLUMN 


ASSIGN NEW COSTS TO THE BASIC C VECTOR 
SWITCH OTHER VARIABLE ASSIGNMENTS 
TO COMPLETE THE UNIT VECTOR COLUMN 


RRAEREKEKAKREKRRERERERERERER EKER AREER EERE RRREREREARRRERRERAAR KE 


"CURRENT 


SUBROUTINE FOR EDITING INPUT DATA 


PRINT "ENTER THE NUMBER FOR DESIRED CHANGE": PRINT 
1: EXIT THE PROGRAM" 
2: CHANGE OBJECTIVE COEFFICIENTS" 
3: CHANGE CONSTRAINT EQUATION" 

COEFFICIENTS" 

4: CHANGE RIGHT HAND SIDE VALUES" 
5: EXIT EDIT ROUTINE” 

INPUT "OPTION ? ";ED 

5 THEN GOTO 4000 

1 THEN END 

2 THEN GOTO 3380 

3 THEN GOTO 3640 


1 TO NC 


RIGHT HAND VALUES ARE :" 


"FOR CONSTRAINT ";1;" RHS IS ";P(I) 


. 

= 
. 
3 
. 
: 
. 
: 
. 
: 
: 
: 
. 
: 
. 


INPUT "DISPLAY CONSTRAINT LIST AGAIN (Y/N) ? "3C$ 


"y" THEN 


GOTO 3190 


INPUT "ENTER CONSTRAINT NUMBER FOR CHANGE ? ";DCH 
INPUT "ENTER NEW RIGHT HAND SIDE VALUE ? ";P(DCH) 
PRINT "ENTER :" 


PRINT " 
PRINT " 
PRINT " 
INPUT T$ 
"M" THEN 
"R" THEN 
Ad hid THEN 


M: MODIFY ANOTHER RIGHT HAND SIDE" 
R: RETURN TO EDIT MENU" 
E: EXIT EDIT ROUTINE" 


GOTO 3230 
GOTO 3070 
GOTO 4000 


FLAG INPUT ERROR AND RE-ENTER 
PRINT "INPUT ERROR: RE-ENTER” 
GOTO 3270 
FOR MODIFYING OBJECTIVE COEFFICIENTS 
PRINT : PRINT "CURRENT OBJECTIVE COEFFICIENTS :" 
FOR I = I TO NV 
J=I+Ne 
IF I > NV - NC THEN J = I - NV + NC 
PRINT "FOR VARIABLE ";1;" COEFFICIENT IS ";C(J) 


: 


NEXT I 


PRINT 


PRINT : INPUT 
IF TJJ > NV - 


: 


INPUT "DISPLAY COEFFICIENT LIST AGAIN (Y/N) ?";C$ 
IF C$ = "Y" THEN GOTO 3390 


TJJ = TJJ + NC 
GOTO 3520 


TJJ = TJS - NV 


PRINT 


PRINT : 


PRINT 
PRINT 
PRINT 
PRINT 
IF TS 
IF T$ 
IF T$ 


: 


: 
: 
: 
= 
= 


"ENTER VARIABLE NUMBER FOR CHANGE ? ";TJJ 
NC THEN GOTO 3510 


+ NC 


INPUT “ENTER NEW COEFFICIENT VALUE ? ";C(TJJ) 


PRINT "EN 
PRINT " 
PRINT " 
PRINT " 
INPUT TS 
"my" THEN 
"R" THEN 
"Ee" THEN 


TER :" 


M: MODIFY ANOTHER OBJECTIVE COEFF." 
R: RETURN TO EDIT MENU" 
E: EXIT EDIT ROUTINE" 


GOTO 3450 
GOTO 3070 
GOTO 4000 
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3610 REM FLAG INPUT ERROR AND RE-FRNTER 
3620 PRINT : PRINT “INPUT ERROR: RE-ENTER" 

3630 GOTO 3530 

3640 REM FOR MODIFYING CONSTRAINT COEFFICIENTS 

3650 PRINT : PRINT "BASIC VARIABLE WILL NOT BE CONSIDERED" 
3660 PRINT : INPUT "DISPLAY ALL CONSTRAINT COEFFICIENTS (Y/N) ? "5C$ 
3670 IF C$ = "N" THEN GOTO 3760 

3680 FOR I = 1 TO NC 

3690 PRINT 

3700 PRINT "FOR CONSTRAINT ";1;" COEFFICIENTS ARE :" 

3710 FOR J = NC + 1 TO WV ‘ 

3720 PRINT "VAR "3J - NC; = “;A(I,J);" "5 

3730 NEXT J 

3740 NEXT I 

3750 PRINT 

3760 INPUT "DISPLAY COEFFICIENTS FOR A PARTICULAR CONSTRAINT (¥/N) ? ";C$ 
3770 IF C$ = "N" THEN GOTO 3850 

3780 PRINT : INPUT "CONSTRAINT NUMBER ? ";B 

3790 FOR J = NC + 1 TO WV 

3800 PRINT : PRINT "VAR "sJ - NC3" = "3A(B,J); 

3810 NEXT J 

3820 PRINT 

3830 INPUT "DISPLAY ANOTHER CONSTRAINT (Y/N) ? ";CS 


3840 IF C$ = "Y" THEN GOTO 3780 

3850 PRINT : INPUT "ENTER CONSTRAINT NUMBER FOR CHANGE ? ";CCH 
3860 PRINT : INPUT "ENTER VARIABLE NUMBER FOR CHANGE ? ";DCH 
3870 DCH = DCH + NC 

3880 PRINT : INPUT "FNTER NEW COEFFICIENT VALUE ? ";A(CCH,DCH) 
3890 PRINT : PRINT "ENTER :" 

3900 PRINT : PRINT " M: MODIFY ANOTHER CONSTRAINT COEFF." 
3910 PRINT : PRINT " R: RETURN TO EDIT MENU” 

3920 PRINT : PRINT" E: EXIT EDIT ROUTINE 

3930 PRINT : INPUT TS 


3940 IF T$ = "M" THEN GOTO 3650 
3950 IF TS = "R" THEN GOTO 3070 
3960 IF T$ = “E" THEN GOTO 4000 
3970 REM FLAG INPUT ERROR AND RE-ENTER 
3980 PRINT : PRINT "INPUT ERROR: RE-ENTER" 


3990 GOTO 3890 
4000 RETURN 


Figure 9.3—Simplex Program 


5. Coefficients of variables in the constraints 

6. Right hand side value of each constraint 

The program makes four major assumptions regarding your preparation of the problem 
for solution. 


1. The objective function is to be maximized. If your objective function is to be 
minimized, simply multiply the function by —1 to convert it to a maximization 
problem. 


2. All constraints have been converted to equality constraints. 

3. All variables are restricted to non-negative values. 

4. All right hand side values are non-negative. 

Once the problem is in this format, you only need an initial solution to start the program. 


The stages of the solution are presented in a table called a ‘‘tableau.’’ This will be 
discussed in detail in the output section. 
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The program requires an initial basic solution. This generally consists of slack variables. 
There will be a basic variable for each constraint. An initial basic variable must be one 
which appears in only one constraint and has a coefficient of + 1 (if it is different from 
+1, you may be able to make it +1 by dividing the entire constraint equation by a 
constant). This makes slack variables a natural. Consider an earlier problem. 


Maximize Z = 2x, + 5x, 
subject to 
x, =4 
X, = 3 
x, + 2x, 58 
X1,X2 20 
With slack variables to create equality constraints: 
Maximize Z = 2x, + 5x, 
subject to 
X, + x3 = 4 
X. + x4 = 3 
X,; + 2x, + x5 = 8 
X1> X25 X3, Xq, X5 =O 


In this problem, the slack variables x3, x,, and x; would be initial basic variables since 
they each appear in only one constraint and have coefficients of +1. However, any 
variable which meets these conditions can be an initial basic variable. Remember, there 
must be one from each constraint. 

The problem above is in the form required to run the program. Let us look at the 
program operation as the inputs are requested and use this problem as an example. Below 
we present the input portion of the program and answer according to this problem. 


ENTER THE FOLLOWING PARAMETERS 
NUMBER OF CONSTRAINT EQUATIONS ,NC? 3 


NUMBER OF VARIABLES, INCLUDING INITIAL 
BASIS? S 


ENTER 1--ALL TABLEAUS : e--ONLY FIRST 
AND LAST TABLEAUS? 1 

ENTER THE TITLE OF THE PROBLEM? EXAMPLE 
PROBLEM NO 1 


In the above questions we are defining the problem. We have three constraint equations 
and five variables (x, through x;). The next question allows you the option of seeing all 
tableaus or just the first and last. Finally, you will want a title for your problem. 


9.4 Using the Simplex Program__»____ 17 


ENTER THE VARIABLE IDENTIFICATION 
NUMBERS BEGINNING WITH THE 
INITIAL BASIC VARIABLES 

?3 

24 

75 

?L 

?e 


These are the last problem definition questions prior to inputting the actual problem 
numbers. We must be able to identify each variable with a number. The easiest to use 
are the subscript numbers as we have done here. Thus, 3 is x3, 4 is x4, etc. Notice that 
the initial basic variables are entered first. Their order must match the constraints. That 
is, Xz iS in constraint 1, x4 is in constraint 2, and x, is in constraint 3. Order does not 
matter for the other variables. 


ENTER THE OBJECTIVE FUNCTION 
COEFFICIENTS OF THE VARIABLES YOU HAVE 
JUST LISTED 

ENTER THE COST FOR VARIABLE 3 ?0 

ENTER THE COST FOR VARIABLE 4 ?0 

ENTER THE COST FOR VARIABLES? 0 

ENTER THE COST FOR VARIABLE 1?2 

ENTER THE COST FOR VARIABLE 2 ?5 


Here we input the objective function coefficients of each variable. If a variable does not 
appear in the objective function, its coefficient is zero, as is the case for x3, X4, and Xs. 


FOR EACH CONSTRAINT EQUATION, ENTER 
FIRST THE VALUE OF THE RIGHT HAND SIDE 
AND THEN ENTER THE COEFFICIENTS OF ALL 
VARIABLES IN THAT CONSTRAINT. (NOTICE 
THAT A VARIABLE NOT APPEARING INA 
PARTICULAR CONSTRAINT HAS A COEFFICIENT 
OF ZERO). DO NOT ENTER COEFFICIENTS FOR 
ANY VARIABLES CLASSIFIED AS ORIGINAL 
BASIC VARIABLES. 


This is printed as instruction for the next set of inputs; entering the constraint equations. 
The questions requesting the specific input provide additional guidance. The coefficients 
for the original basic variables are automatically provided by the program and should not 
be entered by the user. 


THE FOLLOWING QUESTIONS PERTAIN TO 
CONSTRAINT 1 


ENTER THE VALUE OF THE RIGHT HAND SIDE 
INPUT THE COEFFICIENT OF VARIABLE 1 ? 
INPUT THE COEFFICIENT OF VARIABLE e ? 


24 
4 
O 


THE FOLLOWING QUESTIONS PERTAIN TO 
CONSTRAINT 2 


ENTER THE VALUE OF THE RIGHT HAND SIDE 
INPUT THE COEFFICIENT OF VARIABLE 1 


: 
?Q0 
INPUT THE COEFFICIENT OF VARIABLE 2 ?1 
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THE FOLLOWING QUESTIONS PERTAIN TO 
CONSTRAINT 3 


ENTER THE VALUE OF THE RIGHT HAND SIDE? & 
INPUT THE COEFFICIENT OF VARIABLE1?1 
INPUT THE COEFFICIENT OF VARIABLE Cc? 2 


This is where you input the constraint equations. Recall that the order of the constraints 
and the order of the original basic variables must match. The program asks for specific 
right hand side values and coefficients for particular variables within each constraint. 

The input is now complete and the computer can begin to use the simplex method to 
solve our problem. An editor is included, in the event you wish to change your input 
prior to solving the problem. You will also have the option of specifying a 40- or 80- 
column output. The 80-column output was tested on the Ile. It may not operate appro- 
priately with other 80-column boards. In the next section we will examine the output of 
the program. 

There are many additional linear programming formulations and other issues which 
we have not been able to discuss. In order to fully utilize the program presented you 
should become familiar with these additional concepts. The references provide a wealth 
of knowledge which should prove very beneficial to you. 


Program Output 


The output of the program is somewhat controllable by you. That is, you can request 
an output at each iteration or only the first and last iterations. An iteration is a move 
from one corner point to another. At each iteration a ‘‘tableau’’ is printed. This tableau 
is full of information. Some of this information will be meaningless to you unless you 
delve into linear programming beyond our brief discussion here. It is provided for those 
who can put it to use. Since it follows the standard tableau format, it will be easy to 
understand. 

The tableau reveals three very important conditions of the current solution: the basic 
variables, the solution value of each basic variable, and the non-basic variables which 
would improve the objective function if they were made basic (this, in turn, tells us when 
we have reached the optimal solution). Figure 9.4 presents the initial tableau for our 
example problem (in 40-column format). Let us analyze it. 


THE FOLLOWING RESULTS ARE FOR ITERATION 


NUMBER 1 
OBJ. COEF. e S 0 
0 i) 
VARIABLES 1 2 3 
4 5 
3 4 1 0 1 
0 o 
4 | a 1 O 
1 0 
S 8 1 e 0 
0 1 
RCST O 2 5 0 
0 i] 


Figure 9.4—Tableau 1 
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Look first at the second row, labeled "VARIABLES." Each variable in the problem has 
its own column in the tableau. They are labeled according to the identification numbers 
you have provided. If there are more than three variables in your problem (eight for the 
80-column option), the variables after the third (eighth) one will be shifted down one 
row. This will result in at least one column being used for at least two variables; one 
underneath the other. The variables assigned to each column will remain the same through- 
out the solution procedure. You can see this wraparound effect in the tableaus for this 
problem. : 

The first row, labeled "OBJ.COEF.,"' lists the coefficients in the objective function 
for the respective variables listed in the second row. These also will not change during 
problem solution. You should check these to verify that your input was correct. 

The left-most column lists the basic variables for the current solution. In Figure 9.4 
the basic variables, going down the column, are variables 3(x3), 4(x4), and 5(x;). These 
will change as the simplex method moves toward the optimal solution. 

The column immediately to the right of the first column yields the solution values for 
the basic variables. In Figure 9.4, our solution is 


x3 = 
X4 = 3 
Xs = 8 


The last element in this column, the one not associated with a particular basic variable, 
represents the current value of the objective function. In Figure 9.4, this value is zero. 
You may notice that we have not mentioned anything about variables x, and x2. We 
do not need to. At this iteration they are nonbasic variables and therefore their value is 
zero. 
In summary, Figure 9.4 presents this solution: 


x, =0 X, = 0 xX, =4 X4 = 3 X5 = 8 Z=0 


You should verify that this solution is correct by plugging these values into the problem 
formulation to see that all constraints are satisfied and the correct objective function value 
results. 

The tableau also tells us whether or not the current solution is the optimal solution. 
This is found in the row labelled ""RCST" (reduced cost). The first element of this row 
is the value of the objective function; the remaining elements reveal the condition of the 
solution. Notice that there is a value in this row for every variable in our problem. The 
values corresponding to basic variables will always be zero. We can see in Figure 9.4 
that the values in the reduced cost row are zero in the columns of variables x3, x,, and 
Xs. The values in columns of nonbasic variables indicate the marginal desirability of 
allowing them to ‘‘enter’’ the solution. If the value is positive, then the entrance of the 
corresponding nonbasic variable into the solution will improve (increase) the value of the 
objective function; something we would want to do. If it is negative, then that variable 
should remain nonbasic. If it is zero, the objective function value will not change; we 
will leave the variable as nonbasic. 

In Figure 9.4 the values in the reduced cost row for variables x, and x, are both 
positive, meaning they could both enter the solution. However, the simplex method 
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chooses only one variable at a time to enter. The general procedure, and that followed 
by the program, is to choose that variable with the largest value in the reduced cost row. 
In this case this is x5. In the next iteration, x. will become a basic variable and one of 
the current basic variables will become nonbasic. 

The tableau resulting from this change is presented in Figure 9.5. You will notice that 
x, has replaced x, as a basic variable. The solution with these basic variables (x3, X2, 
and x;) is found in Figure 9.5 as: 


x, =0 xX, =3 xX, =4 x, = 0 X5 = 2 Z= 15 


THE FOLLOWING RESULTS ARE FOR ITERATION 


NUMBER 2 
OBJ. COEF. 2 5 a 
Oo a 
VARIABLES 1 e | 
4 5 
3 4 1 0 1 
0 Qo 
ce 3 a L a 
1 0 
oe 1 i} i} 
-e 1 
RCST 15 e Oo 0 
-5 0 


Figure 9.5—Tableau 2 


If we examine the reduced cost row we find that the value in the x, column, 2, means 
that the objective function value can be increased if x, enters the solution. The value in 
the x, column, —5, means that x, should remain nonbasic. 

If x, enters the solution, we obtain the tableau in Figure 9.6. The resulting solution 
is: 


x, = 2 xX, = 3 x3 = 2 X4 = 0 x5 = 0 Z= 19 


THE FOLLOWING RESULTS ARE FOR ITERATION 
NUMBER 3 
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OBJ. COEF. e 5 0 
0 0 

VARIABLES 1 2 J 
4 S 

3 2 0 Oo 1 
2 -3 

e 3 a] 1 0 
1 0 

1 oe 4 0 a 
-e 1 

RCST 15 0 0 0 
-h -¢e 


Figure 9.6—Tabieau 3 


This is the optimal solution to the problem. How do we know? Because there are no 
positive values in the reduced cost row (with the exception of the objective function 
value). This means that there are no nonbasic variables which, if they were to enter the 
solution, would increase the value of the objective function. Therefore, the solution in 
Figure 9.6 yields the largest value of the objective function for all choices of the variables 
which satisfy the stated constraints. 

The option of seeing each iteration tableau is yours. The program will ask if you would 
like to see all tableaus or only the first and last. You will always want to see the first to 
verify your input, and the last for the optimal solution. 

For formatting purposes, the program specifies a format for the tableau entries. Ob- 
jective coefficients are limited to 9999.99, constraint coefficients to 9999.99, and right 
hand side values to 9999999.99 for printing purposes. You will want to make sure that 
your problem is properly scaled. The current formatting will be sufficient for most 
problems. 

The remaining portions of the tableau are provided for those who spend additional time 
studying linear programming. For the novice, their purpose is unimportant. After further 
study, their meaning will become evident. Therefore, a discussion is omitted here. 

Finally, if the problem is such that the objective function can increase without bound, 
the program will inform you of this situation. This occurrence usually implies that your 
model is not truly reflective of the modeled situation. 


Program Coverage 


Many special topics and considerations in linear programming were not explicitly 
discussed here, particularly with respect to the operation of the program. An attempt was 
made to provide a basic introduction to the concepts of the simplex method and the 
program application. The program can also be used in a more advanced manner, but the 
authors feel that a detailed description here is not feasible. 

The program can be used in an imaginative way to address advanced problems but is 
dependent on the user’s understanding of the simplex method. For example, the program 
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can be used with artificial variables in a two-phase procedure. As the user becomes more 
knowledgable in linear programming, a detailed description of the use of the program 
for more advanced problems will not be necessary. 


9.5 Summary 


In this chapter we have presented linear programming. This is a very powerful and 
popular tool which is applicable in many areas. In these few pages we were only able 
to touch the surface of the topic. 

The ‘‘art’’ of linear programming is encompassed in the formulation of the model. We 
illustrated this with the ‘“‘Peanut Problem’’ of Charnes, Cooper, and Henderson. We 
encourage you to work on the formulation examples. If the model is incorrect, the solution 
will be incorrect. 

The ‘‘science’’ of linear programming is in finding the optimal solution. We briefly 
discussed graphical solution concepts and algebraic solution procedures. We also dis- 
cussed the fundamental concepts behind the simplex method, which was a major break- 
through in the solution of linear programming problems. The computer program in this 
chapter used the simplex method. 

Since only a brief introduction to linear programming is provided here, the interested 
reader is encouraged to consult the references for more advanced topics. 
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Exercises 


1. Solve the following linear programming problem. 


Maximize z = 8x, + 2x2 + 5x3 
subject to 


2x, + 2x, + x35 12 
3x, — Xo + 2x35 9 
x, + 3x,5 5 
X},X2, X32 0 


2. An oil company requires two different types of crude oil to produce leaded, unleaded, and 
diesel fuels. A particular profit is made on each type of fuel, and each fuel consists of certain 
proportions of each crude type. Profit is limited because crude oil is limited. The table below 
presents the appropriate summary information. 
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Percentage Required of each Crude type for Fuels 


Fuel Type Crude Type Profit Per bbl 
1 2 

leaded 0.4 0.6 0.12 

unleaded 0.5 0.5 0.09 

diesel 0.7 0.3 0.10 

Available 

crude (bbl) 400; 300 


Formulate and solve a linear programming problem which maximizes profit while not exceeding 
crude oil availability. 


3. Different crops are affected differently by various fertilizers. Each fertilizer/crop combination 
results in a particular crop yield. The table below illustrates these yields for a few crops of 
interest. 


Yields for Fertilizer/Crop Combinations 
(in bushels/Ib. of Fertilizer) 


Crop Maximum 
Availability Cost/ 
Fertilizer Corn Wheat Soybeans (Ibs.) Ib. 
A 15 31 20 100 $20 
B 18 25 16 125 25 
C 12 35 30 80 20 
Selling Price 
Per Bushel $2 $1.50 $1.80 


Formulate and solve a linear programming problem to maximize profit from crop sales. 


4. A manufacturing firm produces two types of power tools. Tool A requires 30 minutes of casting, 
45 minutes of machining and 20 minutes of assembly. Tool B requires 40, 30, and 25 minutes, 
respectively, of these processes. The firm is limited to 40 hours of each process per week. If 
output of tool A is twice as valuable as output of tool B, how many units of each should be 
produced per week? 

5. Solve the ‘‘Peanut Problem’’ presented in this chapter. 


Forecasting with 
Exponential 
Smoothing 


Forecasting is an important function because a good forecast reduces uncertainty and 
thereby aids in decision making. Unfortunately, much of forecasting is an art. Some 
techniques, however, have been developed and refined that assist us in making better 
forecasts. One of these, linear regression, was discussed in Chapter 4. Regression is 
almost always used when the forecast model contains a relationship between one or more 
variables and the dependent variable being forecast. For example, the projected number 
of new home starts for next month might be a function of the interest rate. In this case, 
the interest rate might be used to forecast the home starts. 

Another forecasting technique called exponential smoothing will be introduced in this 
chapter. Exponential smoothing may be employed to forecast future values in a time 
series using only the historical values in the time series to make the projection. No other 
independent variable, such as interest rate, is involved. The monthly sales of microcom- 
puters by firm ABC is a time series. Exponential smoothing could be used to forecast 
the future sales of microcomputers considering only the past sales. 

Time-series forecasting techniques such as exponential smoothing are primarily used 
for short term forecasts (forecasts up to a year in the future). One reason is that these 
procedures extrapolate the historical observations into the future without considering 
changes to the underlying process, such as changes in economic conditions and demand. 


10.1 Single Exponential Smoothing 


An N-period moving average is a popular time-series forecasting technique. However, 
exponential smoothing can provide better results with less effort. An N-period moving 
average forecast is made by averaging the last N-periods, then using this value to make 
the forecast. At the end of the next period, the oldest observation is removed from the 
series and the last observation is added, always keeping the N most recent observations. 
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t 
Xess = 2 X,/N (1) 
=t- 


i N+1 


Each observation is equally weighted, 1/N. Also, N elements of data must be maintained. 
This procedure works well if the process being modeled is level (horizontal) and not 
changing over time. Single exponential smoothing could also be used, and we will see 
that it has some advantages. 

An expression for single exponential smoothing is 


Fiuar = ©X, + (1 — &)F, (2) 
where F, = forecast for period t, 


xX, 


actual observation for period t, 


F,,.,; = forecast for period t+ 1, and 


«x = smoothing constant, O0=«<1. 


One advantage of exponential smoothing can be readily seen. Only three data elements 
are required: the most recent forecast, the most recent actual observation, and the smooth- 
ing constant. Because of these small data storage requirements, exponential smoothing 
is often used in computerized inventory control systems in which thousands of items must 
be forecast. 

Some manipulation of expression (2) will reveal other interesting aspects of exponential 
smoothing. First we will expand this equation: 


Fin, = *X, + (1-&)[@X,_, + (1-&)F,_ 1) 
xX, + x(1—)X,_, + (1—«)?F,_, 


Additional expansion will yield 
Fig, = X, + &(1-%)X,-) + K(- XP» + (3) 


Looking at the coefficients of the time series, we can see that they decrease exponentially. 
For instance, if «=.5, then equation (3) becomes 


Fiat = -5X, + .25X,-) + 125X490 +. (4) 


Thus, the name exponential smoothing is applied. In control theory this expression is 
sometimes called a first order filter. 

The coefficient in expression (4) can be interpreted as weights applied to each obser- 
vation. The more recent observations receive the most weight. This is often desirable in 
time-series forecasting because the most recent observations may be more indicative of 
We forare,, Conseqnenthy, another advantage of exponential smoothing ts thal the more 

recent data receive the most weight. 
If equation (2) is rearranged, we can see another interpretation: 


Fu, = F, + <(X,—-F,) 


The last term in parentheses is the error of the last forecast. Therefore, 
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F.4, = F, + “E, (5) 


This says that the new forecast is obtained by adjusting the old forecast by some portion 
of the last forecast error. 

We can see that if « is close to 1, the forecast error has a substantial effect on the 
new forecast. However, if « is close to 0, the error has little impact. Therefore, if the 
underlying process is level but has substantial random variation, a small « will ‘‘filter’’ 
out most of this random variable. In fact, most computerized inventory control systems 
seldom use a smoothing constant greater than .3. 


10.2 Exponential Smoothing with a Trend 


If the underlying process is horizontal, single exponential smoothing is appropriate. 
However, if a trend is involved, forecasts using equation (5) will lag behind the actual 
observations. Consequently, an adjustment must be made for the trend. 

There is more than one way to include trend considerations in an exponential smoothing 
model. Holt’s (see Makridakis (1978)) method will be used here: 


F, = «X, + (1—«) (F,_,+b_1) (6) 
b, = BF, -F,-1) + (1-8) by-1 (7) 

Fin = F, + bh (8) 
where b, = estimate of the trend for period t, 


6 


F,4n = forecast for period t+h (a forecast lead time of h). 


trend smoothing constant, O=B=1, and 


Equation (6) smooths the old forecast, F,_,, adjusted by the trend, b,..,, to obtain a 
forecast, F,, for period t. The estimate of the trend is smoothed in expression (7). This 
is done by assuming that the part of the difference in the last two forecasts (F,—F,_,) 
is due to changes in the trend. The last expression, (8), provides a forecast h periods 
ahead by adding to the forecast for period t the trend per period multiplied by the number 
of periods ahead to be forecast. The number of periods to be forecast ahead is called the 
forecast lead time. The number of periods forecast beyond the last observation in a time 
series is called the forecast horizon. 


10.3 Seasonal Exponential Smoothing 


A time series often exhibits seasonal patterns. Examples are the sales of toys, snow 
tires, and ice cream. The difference between a seasonal pattern and a cyclical pattern is 
that a seasonal pattern repeats itself in short intervals such as a week, month, or year. 
A cyclical pattern has a much larger duration. One approach to analyzing time-series 
data that contains seasonal patterns is to remove the seasonal component. Until this is 
done, it is difficult to distinguish between random effects and the seasonal effects. Several 
exponential smoothing methods have been developed which consider seasonal patterns; 
one of these is Winter’s method (which is explained by Montgomery (1976)). 


184_______—— Chapter 10—Forecasting with Exponential Smoothing 


Before presenting the equations for this method, we need to develop a procedure for 
calculating seasonal indices. These indices will be used to remove the seasonal component 
in a time series. Consider the following seasonal sales pattern of units sold: 100, 200, 
and 300, which is repeated every 3 periods. A seasonal index can be computed as follows: 


(1) Compute an average sales/period: 
(100 + 200 + 300)/3 = 200 


(2) Compute seasonal index, 1,, for each period by dividing the sales per period by 
the average sales per period. 
I, = 100/200 + .5 
I, = 200/200 = 1.0 
I; = 300/200 = 1.5 


The sum of the indices should equal the number of periods in a season. Using these 
indices we can remove the seasonal effect from the data. For instance, removing the 
seasonal component from the sales for period 1 results in: 


xi = X,/L,, 
= 100/.5 = 200 units 


This procedure will be used to remove the seasonal effects from a time series. 
Now we can look at the equations for Winter’s method which considers trend and 
seasonality: 


F, = &X/j_, + (-&) (Ri +b) (9) 
b, = BOR, -F-1) + (1-B)b-1 (10) 
I, = yX/F, + (l—yWh-. (11) 

Fish = Ft bbq on (12) 


where K = the number of periods in a season 


I, 


Hl 


the seasonal index for period t, and 


‘y = the seasonal index smoothing constant, 0<y=1. 


Equation (9) is the same as equation (6) used in Holt’s method except that X, is divided 
by the seasonal index to remove the seasonal fluctuations. The result of equation (9), F,, 
is a smoothed estimate for period t. This is obtained by adding the trend to the forecast 
for the period t— 1 and by removing the seasonability fluctuations. 

Equation (10) is the same as Holt’s equation (7). The next equation, (11), smooths 
the seasonal indices. As the seasonal indices are smoothed, they may no longer sum to 
the number of periods in a season. In the program that is presented later in the chapter, 
seasonal indices are normalized at the end of each season so that the sum of the indices 
equals the number of periods in a season. Equation (12) provides a forecast for period 
t+ 1. This forecast includes adjustments for trend and seasonality. 

To implement Winter’s method, it is desirable to have some procedures for estimating 
initial values for each of the components of the model (permanent, trend, and seasonal). 
Montgomery (1976) provides procedures to estimate initial values for each component. 
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These procedures will be presented here. It is assumed that the number of data elements 
used for initialization represents at least two seasons. The initial trend component may 
be estimaed by: 

bo = (Xm — Xi)/(m — IK 


where m = number of seasons 


Xm = average of the observations in season m (13) 
K = length of a season 
bo = initial estimate for the trend 


This expression evaluates the differences in the average value between the first season 
and the last season, (X,, — X,). This value is then divided by the number of seasons 
between these averages to obtain the trend per season. It is assumed that X;, occurs in 
the middle of a season. 


The initial permanent component may be estimated by 
ag = X, — (K/2)bo (14) 


Again, it is assumed that X, occurs at the middle of the first season. Therefore, by 
subtracting K/2by (2 of a season times the trend), we can obtain an estimate for the 
initial permanent component at the beginning of period 1. 

Seasonal indices must be computed for each time period in the initialization time series. 
The procedure used is similar to the seasonal index calculations presented above. The 
following expression is used. 


1,=X/(X;-(K + 1)/2-j)bp, j=1,2,. .,K3t=1,2,. .,mK, (15) 


where j is the position of data element X; within a season. Thus, if there are three periods 
in a season, X3 would be in position 3 in the first season and X4 would be in position 1 
in the second season. The average seasonal value is adjusted by removing the estimated 
trend, leaving an estimate for the permanent component. Consequently, equation (15) is 
the ratio of actual observations to the adjusted average seasonal observation for that 
season. 


Equation (15) will result in K indices for each season. Using these estimates, an average 
seasonal index is computed: 


ys m-1 


,= Um 2 |yeisxg, t = 1, 2, ., K (16) 
i=0 
The sum of the average indices should equal m. To insure this, the indices are normalizd. 


1,0) = 1, (n/3 i). 21, 8s ., K (17) 
t-1 


Having determined initial values for the model components (permanent, trend, and sea- 
sonal), we can then apply Winter’s method to forecast values in a time series. 
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Figure 10.1 contains an exponential smoothing program incorporating Winter’s method. 
The name of the program is EXSMOOTH. Some examples will be presented to illustrate 
how to use this program. A time series having as many as 100 elements and 24 periods 
in a season can be studied. A larger problem can be studied by changing the program 
dimension statements. 

You can enter data in two ways, from the keyboard or from a previously saved disk 
file. The following data management options are provided by the program: 


1. List time series data. 

2. Change time series data. 

3. Delete data from time series. 
4. Add to time series. 


5. Store time series data on disk. 


After you have entered the data, the exponential smoothing computations will be per- 
formed when the PERFORM FORECAST COMPUTATIONS option is specified. These 
computations are organized into two major parts: initialization phase and forecast phase. 

You may use the initialization phase to develop estimates for the model components 
(permanent, trend, and seasonal) and to optimize the values for the smoothing constants 
associated with each of the component types. Note that at least two seasons must be 
available for the program to develop these estimates. Also, the number of periods used 
in initialization must be a multiple of the season length. 

These initial estimates are used in the initialization phase. During this phase, the values 
are smoothed so the best values will be used to start the forecasting phase. At the end 
of this phase, the program displays a comparison of forecast versus actual data for each 
period used in the initialization phase. The user may input initial values for the model 
components and the smoothing constants. In this case the initialization phase is used only 
to smooth these input values to obtain the best values to be used in the forecast phase. 

During the forecast phase, forecasts are made for all periods in the time series beyond 
the last period used in the initialization phase. If a forecast horizon is specified (periods 
beyond the last period in the time series), forecasts are also made for these periods. The 
results of the initialization and forecast phases can be displayed on your CRT or your 
printer. If they are displayed on your CRT, program execution is periodically interrupted 
to give you an opportunity to read the results before they are scrolled off the screen. 
Details of using this program will now be illustrated with some examples. In these 
examples, program output is denoted by bold characters and user input is denoted by 
underlined characters. 


EXAMPLE 1. A local firm manufactures turbo chargers for trucks. This firm would 
like some help in forecasting impeller wheel failures for the next two quarters. They have 
six years (24 quarters) of historical data representing failures by quarter. 
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REM TIME SERIES FORECASTING PROGRAM--WINTER’S METHOD 

REM THIS PROGRAM WILL PERFORM TIME SERIES FORECASTING USING 
REM THE WINTER’S METHOD OF EXPONENTIAL SMOOTHING. A TIME 
REM SERIES HAVING AS MANY AS 100 OBSERVATIONS AND 24 PERIODS 
REM IN A SERIES CAN BE STUDIED. LARGER PROBLEMS CAN BE 

REM STUDIED BY CHANGING THE PROGRAM DIMENSION STATEMENTS. 
REM ADDITIONAL INSTRUCTIONS ARE PROVIDED DURING PROGRAM 

REM EXECUTION. DEFINATIONS OF MAJOR PROGRAM VARIABLES: 


REM LM=MAXIMUM NUMBER PERIODS IN TIME SERIES 
REM LP=MAXIMUM NUMBER PERIODS IN A SEASON 
REM LN=MAXIMUM NUMBER OF SEASONS IN INITIALIZATION 
REM IT=NUMBER OF INITIALIZATION PERIODS 

REM LT=FORECAST LEAD TIME 

REM IZN=FORECAST HORIZON 

REM X(I)=TIME SERIES DATA 

REM ACI)=PERMANENT COMPONENT 

REM B(1)=TREND COMPONENT 

REM SF(I)=SEASON FACTOR 

REM FCS(I)=FORECAST 

REM ER(I)=ERROR IN FORECAST 

DOS$ = CHRS (4): REM CTRL“D 


LM = 100: REM MAX NO. PERIODS IN TIME SERIES 

LP = 24: REM MAX NO. PERIODS IN SEASON 
LN = 24: REM MAX NO. SEASONS IN INITIALIZATION 

DIM X(LM),A(LM) ,B(LM), SF(LP) , AXS(LN) , RSF(LN, LP) 

DIM ER(LM) , FCS(LM) , SS(LM) , TEMP (LP) 

PRINT : PRINT 

PRINT 8HRARAAAAARARERREKKRAERARERERERKERREREREEN 

PRINT "*"; TAB( 39);"#" 

PRINT "*"; TAB( 5);"TIME SERIES FORECASTING PROGRAM *" 
PRINT "*"; TAB( 13);"WINTER’S METHOD halal 
PRINT "*"; TAB( 39);"*" 

PRINT "Xxx RAAAAKAAKAAKKRAKRKAARERERRERERERERER" 

PRINT : PRINT 

INPUT "WANT PROGRAM INSTRUCTIONS (Y/N) ? ";¥$ 

IF Y$ < > "Y" THEN 1610 

PRINT : PRINT TAB( 10);"PROGRAM INSTRUCTIONS" 

PRINT TAB( 9) ; "menemcss2essssenss ss" : PRINT 

PRINT " TIME SERIES DATA MAY BE ENTERED FROM": PRINT 
PRINT "KEYBOARD OR DISK. TIME SERIES DATA": PRINT 
PRINT "MANAGEMENT OPTIONS PROVIDED :" 

PRINT : PRINT TAB( 5);"- LIST DATA" 

PRINT TAB( 5);"- CHANGE DATA" 

PRINT TAB( 5);"- ADD TO DATA" 

PRINT TAB( 5);"- DELETE DATA" 

PRINT TAB( 5);"— STORE DATA ON DISK": PRINT 

PRINT "USER MUST SPECIFY NUMBER OF DATA": PRINT 

PRINT "ELEMENTS TO BE USED FOR MODEL": PRINT 

PRINT "INITIALIZATION, NUMBER OF PERIODS IN": PRINT 
PRINT "SEASON, FORECAST LEAD TIME, AND FORECAST HORIZON": PRINT 
INPUT “PRESS RETURN TO CONTINUE -> ";Y$: PRINT 

PRINT "HORIZON. USER HAS THE OPTION OF": PRINT 

PRINT "INPUTTING MODEL COMPONENTS (PERMANENT,": PRINT 
PRINT "TREND, AND SEASONAL FACTORS) AND": PRINT 

PRINT "SMOOTHING CONSTANTS (ONE CONSTANT FOR": PRINT 
PRINT "EACH TYPE OF MODEL COMPONENT) OR ": PRINT 

PRINT "SPECIFYING THAT THE PROGRAM DETERMINE": PRINT 
PRINT “THESE VALUES. PROGRAM WILL OPTIMIZE": PRINT 
PRINT “SMOOTHING CONSTANTS BY PERFORMING A": PRINT 
PRINT "GRID SEARCH USING SPECIFIED LIMITS AND": PRINT 
PRINT "INCREMENTS WITHIN THESE LIMITS.": PRINT 

PRINT : INPUT "ENTER DATA FROM KEYBOARD OR DISK (K/D)?";KS$ 
IF (K$ < > "K") AND (K$ < > "D") THEN PRINT “INVALID": GOTO 1610 
IF K$ = "K" THEN GOSUB 7170 

IF K$ = "D" THEN GOSUB 5960 

PRINT TAB( 3);"PROGRAM OPTIONS:": PRINT 
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PRINT TAB( 6);"l- LIST TIME SERIES DATA" 

PRINT TAB( 6);"2~ CHANGE TIME SERIES DATA" 

PRINT TAB( 6);"3- DELETE DATA FROM TIME SERIES" 
PRINT TAB( 6);"4- ADD TO TIME SERIES" 

PRINT TAB( 6);"5- STORE TIME SERIES DATA ON DISK" 
PRINT TAB( 6);"6- PERFORM FORECAST COMPUTATIONS" 
PRINT TAB( 6);"7- STUDY NEW MODEL" 

PRINT TAB( 6);"8- QUIT" 

PRINT : INPUT "OPTION ? ";IOP: PRINT 

IF (IOP < 1) OR (IOP > 8) THEN PRINT "INVALID": GOTO 1650 
IF IOP = 1 THEN GOSUB 6570 

IF IOP = 2 THEN GOSUB 6930 

IF IOP = 3 THEN GOSUB 7500 


IF IOP = 4 THEN GOSUB 7020 

IF IOP = 5 THEN GOSUB 5860 

IF IOP = 6 THEN 1850 

IF IOP = 7 THEN CLEAR : GOTO 1210 

IF IOP = 8 THEN PRINT TAB( 10);"*** END OF PROGRAM ***": END 


HOME : GOTO 1650 

PRINT "NUMBER OF DATA ELEMENTS USED FOR" 

INPUT "INITIALIZATION ? ";IT 

IF (IT <0) AND (IT > = LD) THEN PRINT "INVALID": GOTO 1850 
PRINT : INPUT "NUMBER PERIODS IN A SEASON ? "LS 

IF (LS < 0) OR (LS > IT) THEN PRINT "INVALID": GOTO 1880 

IF LS = 0 THEN LS = 1 
XL = LS 

IF (LS < = LP) THEN GOTO 1940 

PRINT : PRINT "WILL NOT ACCEPT A SEASON OF THIS LENGTH": GOTO 1880 
PRINT : PRINT "ESTIMATION OF MODEL PARAMETERS DESIRED" 

INPUT "(Y/N) ? ";PYS 

IF (PY$ < > "¥") AND (PY$ < > "N") THEN PRINT "INVALID": GOTO 1940 
IF PY$ = "N" THEN 2040: REM ASK FOR INITIAL COMPONENTS 
$= INT (IT / LS) 
Is = (IT - (S * LS)) 

IF (PY$ = "Y") AND (IS = 0) THEN 2130 

PRINT "ESTIMATION OF MODEL PARAMETERS REQUIRES THAT NUMBER" 

PRINT "OF INITIALIZATION PERIODS BE A MULTIPLE OF SEASON LENGTH" 
GOTO 1850 

PRINT : PRINT "ENTER INITIAL PERMANENT AND TREND" 

INPUT "COMPONENTS ? ";A0,BO: PRINT 

PRINT "ENTER INITIAL SEASONAL FACTORS :" 

PRINT "--------~-~~---------------~----' 

FOR [ = 1 TO LS 

PRINT "SEASONAL FACTOR ";1;" "; 

INPUT SF(I) 
TEMP(I) = SF(I) 

NEXT I 

PRINT : INPUT "SMOOTHING CONSTANT OPTIMIZATION DESIRED (¥/N) ? ";SY$ 
IF (s¥$ < > "Y") AND (SY$ < > "N") THEN PRINT "INVALID": GOTO 2130 
IF SY$ = "Y¥" THEN 2260 

PRINT : PRINT "ENTER PERMANENT COMPONENT SMOOTHING" 

INPUT "FACTOR-ALPHA ? "3 AP 

IF (AP < 0) OR (AP > 1) THEN PRINT "INVALID": GOTO 2160 

PRINT : PRINT "ENTER TREND COMPONENT SMOOTHING" 

INPUT "FACTOR-BETA ? ";BE 

IF (BE < 0) OR (BE > 1) THEN PRINT "INVALID"; GOTO 2190 

PRINT : PRINT "ENTER SEASONAL COMPONENT SMOOTHING" 

INPUT "FACTOR-GAMMA ? ";GA 

IF (GA < 0) OR (GA > 1) THEN PRINT "INVALID"; GOTO 2220 

GOTO 2550 

PRINT : PRINT "ENTER LOWER LIMIT,UPPER LIMIT,STEP SIZE" 

PRINT "FOR ALPHA--PERMANENT COMPONENT” 

PRINT “SMOOTHING FACTOR "; 

INPUT AL, AU, AI 

PRINT 

IF (AL < 0) OR (AU < 0) OR (AI < 0) THEN PRINT "INVALID": GOTO 2260 
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2320 IF (AL > 1) OR (AU > 1) OR (AI > 1) THEN PRINT "INVALID": GOTO 2260 
2330 PRINT "ENTER LOWER LIMIT,UPPER LIMIT,STEP SIZE" 

2340 PRINT "FOR BETA-~TREND COMPONENT SMOOTHING" 

2350 PRINT "FACTOR "; 

2360 INPUT BL, BU, BI 

2370 PRINT 

2380 IF (BL < 0) OR (BU < 0) OR (BI < 0) THEN PRINT “INVALID”: GOTO 2330 
2390 IF (BL > 1) OR (BU > 1) OR (BI > 1) THEN PRINT "INVALID": GOTO 2330 
2400 PRINT "ENTER LOWER LIMIT,UPPER LIMIT,STEP SIZE" 

2410 PRINT "FOR GAMMA~~SEASONAL COMPONENT SMOOTHING" 

2420 PRINT "FACTOR "; 
2430 INPUT GL,GU,GI 
2440 PRINT 

2450 IF (GL < 0) OR ( 
2460 IF (GL > 1) OR ( 


GU < 0) OR (GI < 0) THEN PRINT "INVALID": GOTO 2400 
GU > 1) 

2470 Pl = (AU - AL) / AI +1 
BI +1 
GI +1 


OR (GI > 1) THEN PRINT "INVALID": GOTO 2400 


2480 P2 = (BU - BL) / 

2490 P3 = (GU - GL) / 

2500 T = Pl * P2 * P3 

2510 PRINT T;" TRIALS ARE REQUIRED TO FIND OPTIMUM" 
2520 PRINT "VALUES FOR SMOOTHING CONSTANTS." 

2530 INPUT "OKAY TO CONTINUE (Y/N) ? "sys 

2540 IF Y$ = "N" THEN 2260 

2550 PRINT : INPUT "ENTER FORECAST LEAD TIME ? ";LT 
2560 IF LT < 0 THEN PRINT "INVALID"; GOTO 2550 

2570 PRINT : INPUT "NUMBER PERIODS IN FORECAST HORIZON ? ";IZN 
2580 IF IZN < 0 THEN PRINT "INVALID": GOTO 2570 
2590 XTL = LT:ID = IT 

2600 IF IT > (LD - LT) THEN ID = LD ~ LT 

2610 PRINT : PRINT "WOULD YOU LIKE TO SEE INPUT DATA" 
2620 INPUT "DISPLAYED (Y/N) ? ";¥$ 

2630 IF ¥$ < > "Y" THEN 2650 

2640 GOSUB 6070 


2650 PRINT : INPUT "ARE DATA CORRECT (Y/N) ? "3¥$ 

2660 IF Y$ = "Y" THEN 2700 

2670 PRINT : INPUT "DO YOU WANT TO REENTER DATA (Y/N) ? ";Y$: PRINT 
2680 IF Y$ = "Y" THEN 1850 


2690 HOME : GOTO 1650 
2700 PRINT : PRINT "RESULTS TO APPEAR AT CRT OR PRINTER" 

2710 INPUT "(C/P) ? ";C$ 

2720 IF (C$ < > "C") AND (C$ < > "P") THEN PRINT "INVALID": GOTO 2700 
2730 IF C$ = "C" THEN 2820 

2740 x$ me NRRAKEARKRARERRRRRERKREEAEEKERERERRERRERRERERKEEEKER" 
2750 PRINT DOS$;"PR#1" 

2760 PRINT TABC 5);X$ 

2770 PRINT TAB( 5);"*"; TAB( 48);"*" 

2780 PRINT TAB( 5);"*"; TAB( 5);"TIME SERIES FORECASTING-WINTER’S METHOD"; TAB( 5);"*" 
2790 PRINT TAB( 5);"*"; TAB( 48);"*" P 

2800 PRINT TAB( 5);X$ 

2810 PRINT : PRINT 

2820 HOME : PRINT DOSS;"PR#O" 

2830 IF PY$ = "N" THEN 3420 

2840 PRINT : PRINT "INITIAL VALUES FOR PERMANENT, TREND," 

2850 PRINT "AND SEASONAL COMPONENTS TO BE ESTIMATED" 

2860 PRINT "FROM DATA" 

2870 IK = IT / LS: REM NO. OF SEASONS 

2880 Il = 1 

2890 12 = LS 

2900 FOR I = 1 TO IK 

2910 AXS(I) = 0 

2920 FOR J = I1 TO 12 

2930 AXS(I) = AXS(I) + X(J) 

2940 NEXT J 

2950 AXS(1) = AXS(I) / XL: REM AVERAGE X PER SEASON I 

2960 Il = 12 +1 

2970 I2 = IL + LS - 1 
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2980 NEXT I 

2990 R= IT ~- LS 

3000 BO = (AXS(IK) - AXS(1)) / R: REM ESTIMATE TREND COMPONENT 
3010 AQ = AXS(1) - (XL - 1) / 2 * BO: REM ESTIMATE PERMANENT COMPONENT 
3020 10 = 0 

3030 FOR Il = 1 TO IK 

3040 FOR I2 = 1 TO LS 

3050 IJ = I2 + 10 * LS 

3060 R = 12 

3070 REM CALCULATE SEASONAL VALUES FOR EACH SEASON 

3080 RSF(I1,12) = X(IJ) / (AXS(IL) - (((XL + 1) / 2) - R) * BO) 
3090 NEXT 12 

3100 10 = 10 + 1 

3110 NEXT Il 

3120 GIT = 0 

3130 R = IK 

3140 FOR J = 1 TO LS 

3150 TT = 0 

3160 FOR I = 1 TO IK 

3170 TT = TT + RSF(I,J) 

3180 NEXT I 

3190 REM AVERAGE SEASONAL FACTOR FOR PERIOD J IN A SEASON. 
3200 SF(J) = TT / R 

3210 REM TOTAL OF ALL SEASONAL FACTORS 

3220 GTT = GTT + SF(J) 

3230 NEXT J 

3240 IF C$ = "C" THEN 3260 

3250 PRINT DOSS$;"PR#1" 

3260 AO = INT (AO * 10 * 4+ .5) / INT (10 * 4 + .5) 
3270 PRINT : PRINT "ESTIMATED PERMANENT COMPONENT = "; AO 
3280 PRINT : PRINT "ESTIMATED TREND COMPONENT = ";BO 

3290 PRINT : PRINT "PERIOD ESTIMATED SEASONAL FACTOR": PRINT 
3300 FOR J = 1 TO LS 

3310 REM NORMALIZE SEASONAL FACTORS 

3320 SF(J) = SF(J) * (XL / GTT) 

3330 TEMP(J) = SF(J) 

3340 IF C$ = "P" THEN 3390 

3350 Ic = 1 

3360 IF J < > (IC * 15) THEN 3390 

3370 IC = IC + 1 

3380 PRINT : INPUT "PRESS RETURN TO CONTINUE => ";Y$ 
3390 PRINT J,SF(J) 

3400 NEXT J 

3410 PRINT : INPUT "PRESS RETURN TO CONTINUE -> ";Y$ 
3420 IF SY$ = "N" THEN 4050 

3430 PRINT DOSS; "PR#O" 

3440 PRINT : PRINT : PRINT TAB( 4);"SMOOTHING CONSTANT OPTIMIZATION" 
3450 PRINT : PRINT : PRINT TAB( 11);"PROGRAM EXECUTING!" 
3460 PRINT TAB( 10); "==sssscesses=ssase==": PRINT 

3470 IA = P1:IB = P2:IG = P3 

3480 MER = 1E + 30 

3490 AP = AL:BE = BL:GA = GL 

3500 Al = AL 

3510 FOR IL = 1 TO IA 

3520 AM = 1 - Al 

3530 Bl = BL 

3540 FOR IJ = 1 TO IB : 

3550 BM = 1 - Bl 

3560 Gl = GL 

3570 FOR IK = 1 TO IG 

3580 FOR IL = 1 TO LS 

3590 SF(IL) = TEMP(IL) 

3600 NEXT IL 

3610 GM = 1 ~ Gl 

3620 ACL) = Al * (X(1) / SF(1)) + AM * AO 

3630 B(1) = Bl * (A(1) - (AO - BO)) + BM * BO 


3820 
3830 
3840 
3850 
3860 
3870 
3880 
3890 
3900 
3910 
3920 
3930 
3940 
3950 
3960 
3970 
3980 
3990 
4000 
4010 
4020 
4030 
4040 
4050 
4060 
4070 
4080 
4090 
4100 
4110 
4120 
4130 
4140 
4150 
4160 
4170 
4180 
4190 
4200 
4210 
4220 
4230 
4240 
4250 
4260 
4270 
4280 
4290 
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SF(1) = Gl * (X(1) / ACL)) + GM * SF(1) 
IH = 1+ LT 
IF IH < = LS THEN 3680 
IH = IH - LS: GOTO 3660 
EST = (A(1) + XTL * B(1)) * SFCIH) 
DI = (X(i1 + LT) - EST) * 2 
FOR I = 2 TO ID 
S$ = INT (I / LS) 
IP = (I - (S * LS)) 
IF IP = 0 THEN IP = LS : 
ACI) = Al * (X(I) / SFCIP)) + AM * (A(I - 1) + B(I - 1)) 
B(I) = Bl * (ACI) - ACI - 1)) + BM * BCI - 1) 
SF(IP) = Gl * (X(1) / AC(I)) + GM * SF(IP) 
IF IP < > LS THEN 3850 
GTT = 0 
FOR J = 1 TO LS 
GTT = GIT + SF(J) 
NEXT J 
FOR J = 1 TO LS 
SF(J) = SF(J) * (XL / GTT) 
NEXT J 
IH = IP + LT 
IF IH < = LS THEN 3880 
IH = IH - LS: GOTO 3860 
EST = (A(I) + XTL * B(I)) * SF(IH) 
DI = DI + (X(I + LT) - EST) * 2 
NEXT I 
IF DI > MER THEN 3940 
AP = Al:BE = BJ:GA = Gl 
MER = DI 
Gl = Gl + GI 
NEXT IK 
Bl = Bl + BI 
NEXT IJ 
Al = Al + AI 
NEXT II 
IF C$ = "P" THEN PRINT DOS$;"PR#1" 
PRINT : PRINT "OPTIMUM SMOOTHING CONSTANTS :":; PRINT 
PRINT "ALPHA = ";AP; TAB( 15);"BETA = ";BE; TAB( 28);"GAMMA = ";GA 
PRINT : PRINT "SUM OF ERRORS SQUARED = ";MER 
IF C$ = "C" THEN PRINT : INPUT "PRESS RETURN TO CONTINUE -> ";Y$ 
IF LT = 0 THEN LT = 1: REM START MODEL INITIALIZATION 
FOR I = 1 TO LT 
ER(I) = O:FCS(I) = 0 
NEXT I 
REM PERFORM SMOOTHING AND CALCULATE FORECASTS 
FOR I = 1 TO LS 
SF(I) = TEMP(TI) 
NEXT I 
AM = 1 - AP 
BM = 1 - BE 
GM = 1 - GA 
A(1) = AP * (X(1) / SF(1)) + AM * AO 
B(1) = BE * (A(1) - (AO - BO)) + BM * BO 
SF(1) = GA * (X(1) / AC1)) + GM * SF(1) 
TH = 1+ LT 
IF IH < = LS THEN 4220 
IH = IH - LS: GOTO 4200 
FCS(1 + LT) = (A(1) + XTL * B(L)) * SFCIH) 
$8(1) = SF(1) 
ER(1 + LT) = X(1 + LT) - FCS(1 + LT) 
SUMSQ = ER(1) * 2 
XMAD = ABS (ER(1)) 
FOR I = 2 TO IT 
S = INT (I / LS) 
IL = (I - (S * LS)) 
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4300 IF IL = 0 THEN IL = LS 

4310 A(I) = AP * (X(I) / SFCIL)) + AM * (A(I ~ 1) + B(T =~ 1)) 
4320 B(I) = BE * (ACI) - ACI - 1)) + BM * BCT - 1) 

4330 SF(IL) = GA * (X(I) / AC(I)) + GM * SF(IL) 

4340 SS(I) = SF(IL) 

4350 IF IL < > LS THEN 4440 

4360 REM NORMALIZE SEASONAL FACTORS 

4370 GIT = 0 

4380 FOR J = 1 TO LS 

4390 GTT = GIT + SF(J) 

4400 NEXT J 

4410 FOR J = 1 TO LS 

4420 SF(J) = SF(J) * (XL / GTT) 

4430 NEXT J 

4440 IH = IL + LT 

4450 IF IH < = LS THEN 4470 

4460 IH = IH - LS: GOTO 4450 

4470 SUMSQ = SUMSQ + ER(I) * 2 

4480 XMAD = XMAD + ABS (ER(I)) 

4490 IF (I + LT) > LD THEN 4520 

4500 FCS(I + LT) = (ACI) + XTL * B(I)) * SF(IH) 

4510 ER(I + LT) = X(I + LT) - FCS(I + LT) 

4520 NEXT I 

4530 XMAD = XMAD / (IT - LT):MSE = SUMSQ / (IT - LT) 
4540 IF C$ = "P" THEN PRINT DOSS;"PR#I" 

4550 PRINT : PRINT TAB( 5);"RESULTS OF INITIALIZATION PHASE" 
4560 PRINT TAB( 4); “ssuessssss223seemccssucsesenseoes" 


4570 PRINT : PRINT "SEASON LENGTH=";LS,"FORECAST LEAD TIME=";LT 
4580 PRINT : PRINT TAB( 10);"ACTUAL" 

4590 PRINT "PERIOD DATA FCS.VALUE ERROR" 

4600 PRINT “---------~~----~ a ata at o 

4610 IC = 1 


4620 FOR I= 1 TOIT 

4630 FCS(I) = INT (FCS([) * 10 * 5 +.5) / INT (10 * 5 + .5) 

4640 ER(I) = INT (ER(I) * 10 * 5+ .5) / INT (10 * 5 + .5) 

4650 IF C$ = "Pp" THEN GOTO 4690 

4660 IF I< > (IC * 15) THEN 4690 

4670 IC = IC +1 

4680 PRINT : INPUT "PRESS RETURN TO CONTINUE -> ";Y$: PRINT 

4690 HTAB 3: PRINT L;: HTAB 11: PRINT X(I);: HTAB 19: PRINT FCS(I);: HTAB 31: PRINT ER(I) 
4700 NEXT I 


4710 IF C$ = "P" THEN GOTO 4730 
4720 PRINT : INPUT "PRESS RETURN TO CONTINUE -> ";¥$: PRINT 
4730 PRINT : PRINT TAB( 12);"MODEL COMPONENTS” 


4740 PRINT TAB( 11);"ss=eaese2sseaass 3" 

4750 PRINT : PRINT "PERIOD PERMANENT TREND SEASONAL" 
4760 PRINT "-~---~----~--~ --- ------------+-~~--~-~-~=" 

4770 IC = 1 

4780 FOR I= 1 TO IT 

4790 ACI) = INT (A(I) * 10°74 +4.5) / INT (10 * 4 + .5) 
4800 BCI) = INT (B(I) * 10 * 5+ .5) / INT (10 * 5 + .5) 
4810 SS(I) = INT (SS(I) * 10 * 7+ .5) / INT (10 * 7 + .5) 
4820 IF C$ =~ "P" THEN GOTO 4860 

4830 IF I < > (IC * 16) THEN 4860 

4840 PRINT : INPUT "PRESS RETURN TO CONTINUE -> ";¥$ 

4850 IC = 1¢ + 1 

4860 HTAB 3: PRINT 13: HTAB 10: PRINT A(I);: HTAB 21: PRINT B(I);: HTAB 31: PRINT SS(I) 
4870 NEXT I 

4880 PRINT : PRINT "MEAN SQUARED ERROR = ";MSE 

4890 PRINT : PRINT "MEAN ABSOLUTR DEVIATION = ";XMAD 

4900 PRINT DOSS$;"PR#O" 

4910 Il = IT + 1: REM START FORECAST PHASE 

4920 IF (IT = LD) AND (IZN = 0) THEN 5830 

4930 IF If = LO THEN 5200 

4940 SUMSQ = 0 

4950 XMAD = 0 





10.4 Exponential Smoothing Program__193 


4960 REM PERFORM SMOOTHING AND CALCULATE FORECASTS 
4970 FOR I = Il TO LD 

4980 S = INT (I / LS) 

4990 IL = (I - (S * LS)) 

5000 IF IL = 0 THEN IL = LS 

5010 FCS(I) = (ACI - LT) + XTL * B(I - LT)) * SF(IL) 
5020 ACI) = AP * (X(I) / SFCIL)) + AM * (A(I - 1) + BCI = 1)) 
5030 B(L) = BE * (A(I) = ACI - 1)) + BM * B(I - 1) 
5040 SF(IL) = GA * (X(I) / ACI)) + GM * SF(IL) 

5050 SS(I) = SF(IL) 

5060 IF IL < > LS THEN 5150 
5070 REM NORMALIZE SEASONAL FACTORS 
5080 GTT = 0 

5090 FOR J = 1 TO LS 

5100 GIT = GTT + SF(J) 

5110 NEXT J 

5120 FOR J = 1 TO LS 

5130 SF(J) = SF(J) * (XL / GTT) 
5140 NEXT J 

5150 ER(I) = X(I) — FCS(I) 
5160 SUMSQ = SUMSQ + ER(I) * 2 
5170 XMAD = XMAD + ABS (ER(I)) 
5180 NEXT I 

5190 XMAD = XMAD / (LD - IT):MSE = SUMSQ / (LD - IT) 

5200 IF C$ = "P" THEN PRINT DOSS;"PR#1": GOTO 5220 

5210 PRINT : INPUT "PRESS RETURN TO CONTINUE -> ";Y$ 

5220 PRINT : PRINT TAB( 6);"RESULTS OF FORECASTING PHASE" 

5230 PRINT TAB( 5) ; "scmmesenecceesweseeeeeeeessess" 

5240 PRINT : PRINT TAB( 10);"ACTUAL" 

5250 PRINT "PERIOD DATA FCS.VALUE ERROR" 

5260 PRINT "~---~~-------- ----~------------------- et 

5270 IF IT = LD THEN 5380 

5280 Ic = 1 

5290 FOR I = Il TO LD 

5300 FCS(I) = (NT (FCS(I) * 10 * 5+ .5) / INT (10 * 5 + .5) 

5310 ER(I) = INT (ER(I) * 10 * 5 + .5) / INT (10 * 5 + .5) 

5320 IF C$ = "P" THEN GOTO 5360 

5330 IF (I-11 +1) < > (Ic * 20) THEN 5360 

5340 IC = IC +1 

5350 PRINT : INPUT "PRESS RETURN TO CONTINUE"; Y$: PRINT 

5360 HTAB 3: PRINT I;: HTAB 11: PRINT X(I);: HTAB 19: PRINT FCS(1);: HTAB 31: PRINT ER(I) 
5370 NEXT I 

5380 IF IZN = 0 THEN GOTO 5580 

5390 FOR I = LD + 1 TO LD + IZN 

5400 § = INT (I / LS) 

5410 IL = (1 - (S$ * LS)) 

5420 IF IL = 0 THEN IL = LS 

5430 IF (I ~ LT) > LD THEN 5460 

5440 FCS(I) = (A(I - LT) + XTL * B(I - LT)) * SF(IL) 

5450 GOTO 5470 

5460 FCS(I) = (A(LD) + (I - LD) * B(LD)) * SF(IL) 

5470 NEXT I 

5480 PRINT : PRINT "FORECAST HORIZON": PRINT 

5490 IE1 = LD ~ Il +1 

5500 FOR I = LD + 1 TO LD + IZN 

5510 IF C$ = "Pp" THEN GOTO 5560 

5520 IEl = IEl +1 

5530 IF IEl < > (IC * 20) THEN 5560 

5540 IC = IC + 1 © 

5550 PRINT : INPUT "PRESS RETURN TO CONTINUE -> ";Y$: PRINT 

5560 HTAB 3: PRINT I;: HTAB 19: PRINT FCS(I) 

5570 NEXT I 

5580 IF IT = LD THEN 5820 

5590 IF C$ = "Pp" THEN GOTO 5610 

5600 PRINT : INPUT "PRESS RETURN TO CONTINUE -> ";Y$ 

5610 PRINT : PRINT TAB( 12);"MODEL COMPONENTS" 


ry 
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5620 PRINT TAB( 11) ;"seasessesss: sass": PRINT 
5630 PRINT "PERIOD PERMANENT TREND SEASONAL" 


5640 PRINT "---~--- --~--~-~ - -- --------~-~---- === 
5650 Ic = 1 

5660 FOR I = Il TO LD 
5670 ACI) = INT (A(I) * 10° 4+ .5) / INT (10 * 4+ .5) 
5680 BCI) = INT (B(I) * 10° 5 + 5) / INT (10 * 54+ 25) 
5690 SS(I) = INT (SS(I) * 10 * 7+ .5) / INT (10 * 7 + 5) 
5700 IF C$ = "P" THEN GOTO 5740 

5710 IF (I - 11 +1) < > (IC * 20) THEN 5740 

5720 Ic = IC + 1 

5730 PRINT : INPUT "PRESS RETURN TO CONTINUE -> "sys 

5740 HTAB 3: PRINT I;: HTAB 10: PRINT A(L);: HTAB 21: PRINT B(I);: HTAB 31: PRINT SS(I) 
5750 NEXT I 

5760 IF C$ = "P" THEN GOTO 5780 

5770 PRINT : INPUT "PRESS RETURN TO CONTINUE => "sys 

5780 PRINT : PRINT "FORECAST PHASE. :" 

5790 PRINT "---~------------ " 

5800 PRINT : PRINT "MEAN SQUARED ERROR = ";MSE 

5810 PRINT : PRINT "MEAN ABSOLUTE DEVIATION = '";XMAD 

5820 PRINT DOSS;"PR#O" 

5830 PRINT ; PRINT : PRINT TAB( 12);"<<< END OF RUN >>>" 
5840 PRINT : PRINT : INPUT "PRESS RETURN TO CONTINUE -> "sY$: PRINT 
5850 GOTO 1650 

5860 REM SUBROUTINE: STORE DATA ON DISK 

5870 PRINT : INPUT "ENTER NAME OF DISK:FILE ? ";NAMS 

5880 PRINT DOSS$;"OPEN";NAMS 

5890 PRINT DOSS; "WRITE"; NAM$ 

5900 PRINT LD 

5910 FOR I= 1 TO LD 

5920 PRINT X(I) 

5930 NEXT I 

5940 PRINT NOS$;"CLOSE"; NAMS 

5950 PRINT : RETURN 

5960 REM SUBROUTINE: READ DATA FROM DISK 

5970 PRINT : INPUT "ENTER NAME OF DISK:FILE ? ";NAMS 

5980 PRINT DOS$; "OPEN" ;NAMS 

5990 PRINT DOS$;"READ" ;NAMS 

6000 INPUT LD 

6010 FOR I = 1 TO LD 

6020 INPUT X(I) 

6030 NEXT I 

6040 PRINT DOS$;"CLOSE"; NAMS 

6050 PRINT : PRINT "TIME SERIES CONTAINS ";LD;" DATA ELEMENTS": PRINT 
6060 RETURN 

6070 REM SUBROUTINE: LIST MODEL DATA 

6080 HOME : PRINT TAB( 10);"LISTING OF INPUT DATA" 

6090 PRINT TAB( 9) 3 Neen nn - en ee enn eo eee: PRINT 

6100 PRINT "# OF DATA POINTS IN TINE SERIES = ";LD 

6110 PRINT : PRINT “NUMBER OF DATA POINTS USED FOR" 

6120 PRINT “INITIAL([ZATION = ";IT 

6130 PRINT : PRINT "NUMBER OF PERIODS IN A SEASON = ";LS 
6140 PRINT : PRINT "FORECAST LEAD TIME = ";LT 

6150 PRINT : PRINT “PERIODS IN FORECAST HORIZON = ";IZN 
6160 PRINT : INPUT "PRESS RETURN TO CONTINUE -> ";Y$ 

6170 IF SY$ = "Y" THEN 6220 

6180 PRINT : PRINT TAB( 11);"SMOOTHING CONSTANTS" 

6190 PRINT TAB( 10)3"---~--~-~~-~-----~--- e 

6200 PRINT : PRINT "ALPHA = ";AP;"  "3"BETA = "3BE;" "S"GAMMA = "3GA: PRINT 
6210 GOTO 6290 

6220 PRINT : PRINT TAB( 8);"SMOOTHING CONSTANT RANGES" 


6230 PRINT TAB( 7);"-~------------------------- " 
6240 PRINT TAB( 10);"LOWER UPPER" 
6250 PRINT "TYPE LIMIT LIMIT INCREMENT" 


6260 PRINT : PRINT "ALPHA"; TAB( 12);AL; TAB( 22);AU; TAB( 34);AT 


6270 
6280 
6290 
6300 
6310 
6320 
6330 
6340 
6350 
6360 
6370 
6380 
6390 
6400 
6410 
6420 
6430 
6440 
6450 
6460 
6470 
6480 
6490 
6500 
6510 
6520 


6530 
6540 


6550 
6560 
6570 
6580 
6590 
6600 
6610 
6620 
6630 
6640 
6650 
6660 
6670 
6680 
6690 
6700 
6710 
6720 
6730 
6740 
6750 
6760 
6770 
6780 
6790 
6800 
6810 
6820 
6830 
6840 
6850 
6860 
6870 
6880 
6890 


6900 
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PRINT : PRINT "BETA"; TAB( 12);BL; TAB( 22);BU; TAB( 34);BI 


PRINT : PRINT "GAMMA"; TAB( 12);GL; TAB( 22);GU; TAB( 34);Gi: PRINT 


IF PY$ = "Y" THEN RETURN 

PRINT "PERMANENT AND TREND COMPONENTS: ";A0;" , '";BO 

IF LS = 0 THEN RETURN 

PRINT : PRINT "PERIODS"; TAB( 16);"** SEASONAL FACTOR **" 
S = INT (LS / 4) 

IR = (LS - (S$ * 4)) 

IP = INT (LS / 4) 

IF (IR < > 0) THEN IP = IP +1 

FOR I = 1 TO IP : 

Il = [:12=14+3 

IF (I< > 11) THEN 6420 

INPUT "PRESS RETURN TO CONTINUE"; YS 

PRINT : PRINT "PERIODS"; TAB( 16);"** SEASONAL FACTOR **" 
INPUT "TIME SERIES ? ";EG,EN: PRINT 

IF (I = IP) AND (IR = 0) THEN 6540 

ON IR GOTO 6450,6480,6510 

12 = Il 

PRINT : PRINT 113" THRU ";12;" :"3 TABC 15);SF(I) 

GOTO 6550 

2=d+1 


PRINT : PRINT I1;" THRU "3123" :"3 TABC 15);SF(1); TAB( 21);SF(I + 1) 


GOTO 6550 
I2 = 11 +2 
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PRINT : PRINT I1;" THRU "3123" :"; TABC 15);SF(I); TAB( 21);SF(I + 1); TABC 


27);SF(I + 2) 
GOTO 6550 


PRINT : PRINT I1;" THRU ";12;" :"; TAB( 15);SF(I); TAB( 21);SF(I + 1); TAB( 


27);SF(I + 2); TAB( 33);SF(I + 3) 

NEXT I 

RETURN 

REM SUBROUTINE: LIST TIME SERIES DATA 

HOME 

PRINT : PRINT " LISTING OF TIME SERIES DATA ELEMENTS" 
PRINT "~------- ~ += ~ 9 2 ” 

PRINT "ELEMENT NOS."; TAB( 22);"** DATA VALUES **": PRINT 
Ic=1 
S = INT (LD / 4) 

IR = (LD - (S * 4)) 
Ip = INT (LD / 4) 

IF (IR < > 0) THEN IP = IP +1 

FOR I = 1 TO IP 
Ih =4* (1 - 1) + 2:12 = I1 +3 

IF I< > (IC * 10) THEN 6730 
Ic=iI1c+1 

PRINT : INPUT "PRESS RETURN TO CONTINUE -> ";YS 

PRINT : PRINT "ELEMENT NOS."; TAB( 22);"** DATA VALUES **": PRINT 
IF I < IP THEN 6880 

IF (I = IP) AND (IR = 0) THEN 6880 

ON IR GOTO 6760,6800,6840 

I2 = Il 

PRINT "ELEMENT ";I1;" :" 

PRINT TAB( 21);X(I1) 

GOTO 6900 

T2=Tl+1 

PRINT "ELEMENTS “;I1;" THRU “;I2;" : " 

PRINT TABC 21);X(I1); TABC 26);X(I1 + 1) 

GOTO 6900 

I2 = Ii +2 

PRINT "ELEMENTS "311; THRU ";12;" : " 

PRINT TABC 21);X(1I1); TABC 26);X(Il + 1); TABC 31);X(I1 + 2) 
GOTO 6900 

PRINT "ELEMENTS "311;" THRU ";12;" : " 


PRINT TAB( 21);X(I1); TAB( 26);X(I1 + 1); TAB( 31);X(I1 + 2); TAB( 36); 


X(I1 + 3) 
NEXT I 
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6910 
6920 
6930 
6940 
6950 
6960 
6970 
6980 
6990 
7000 
7010 
7020 
7030 
7040 
7050 
7060 
7070 
7080 
7090 
7100 
7110 
7120 
7130 
7140 
7150 
7160 
7170 
7180 
7190 
7200 
7210 
7220 
7230 
7240 
7250 
7260 
7270 
7280 
7290 
7300 
7310 
7320 
7330 
7340 
7350 
7360 
7370 
7380 
7390 
7400 
7410 
7420 
7430 
7440 
7450 
7460 
7470 
7480 
7490 
7500 
7510 
7520 
7530 
7540 
7550 
7560 
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PRINT : INPUT "PRESS RETURN TO CONTINUE -> ";Y$: PRINT 
RETURN 

REM SUBROUTINE: CHANGE DATA 

PRINT 

PRINT : PRINT "ENTER POSITION OF DATA ELEMENT TO BE" 
INPUT "CHANGED ? ";I 

IF (I < 0) OR (I > LD) THEN PRINT "INVALID": GOTO 6950 


PRINT : INPUT "ENTER DATA ELEMENT ? ";X(I) 

PRINT : INPUT "CHANGE OTHER DATA ELEMENTS (Y/N) ? ";Y$ 
IF y$ = “"Y" THEN 6950 

RETURN 

REM SUBROUTINE: ADD TO TIME SERIES 

PRINT 


PRINT "TIME SERIES NOW CONTAINS ";LD;" DATA" 

PRINT "ELEMENTS": PRINT 

INPUT "HOW MANY DATA ELEMENTS ARE TO BE ADDED ? ";ADD 

IF (ADD < 0) THEN PRINT "MUST BE >=0"; GOTO 7060 

IF ADD = 0 THEN RETURN 

IF ((ADD + LD) > LM) THEN PRINT "TOTAL MUST BE <=";LM: GOTO 7060 
PRINT : PRINT "ENTER DATA" 


FOR I = LD + 1 TO LD + ADD 

PRINT : PRINT "VALUE FOR DATA ELEMENT ";1;" = "; 
INPUT X(I) 

NEXT I 


LD = LD + ADD 
PRINT : RETURN 

REM SUBROUTINE: ENTER TIME SERIES DATA FROM KEYBOARD 
INPUT "NUMBER OF DATA POINTS IN TIME SERIES ?";LD: PRINT 
IF (LD < 0) OR (LD > LM) THEN PRINT "INVALID": GOTO 7180 
PRINT "ENTER TIME SERIES DATA ELEMENTS" 

PRINT "(4 ELEMENTS PER LINE)": PRINT 
S = INT (LD / 4) 

IR = (LD - (S * 4)) 

IP = INT (LD / 4) 

IF (IR < > 0) THEN IP = IP + 1 

FOR I = 1 TO IP 

Il = 4% (1-1) + 1:12 = I1 +3 

IF I < IP THEN 7430 

IF (I = IP) AND (IR = 0) THEN 7430 

ON IR GOTO 7310,7350,7390 

I2 = Il 

PRINT "ELEMENT "312; 

INPUT X(I1) 

GOTO 7450 

I2=Tl+1 

PRINT "ELEMENTS ";I1;" THRU ";12; 

INPUT X(I1),X(I1 + 1) 

GOTO 7450 

I2= 11 +2 

PRINT "ELEMENTS "3113" THRU "312; 

INPUT X(I1),X(I1 + 1),X(I1 + 2) 

GOTO 7450 

PRINT "ELEMENTS ";11;" THRU ";12; 

INPUT X(I1),X(11 + 1),X(I1 + 2),X(Ti + 3) 

NEXT I 

PRINT : INPUT "LIST DATA ELEMENTS (Y/N) ? ";Y$ 

IF Y$ = "N" THEN RETURN . 

GOSUB 6570 

RETURN 

REM SUBROUTINE: DELETE DATA ELEMENTS 

PRINT 

PRINT "ENTER BEGINNING AND ENDING POSITION OF" 

PRINT "DATA ELEMENTS TO BE )ELETED FROM" 

INPUT "TIME SERIES ? ";EG,EN 

IF (EG < 0) OR (EN < 0) THEN PRINT "INVALID": GOTO 7520 
IF (EG > LD) OR (EN > LD) THEN PRINT "INVALID": GOTO 7520 
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7570 IF (EN - EG + 1) < 0 THEN PRINT "INVALID": GOTO 7520 
7580 IF EN = LD THEN 7620 

7590 FOR I = EN + 1 TO LD 

7600 X(I - (EN - EG + 1)) = X(I) 

7610 NEXT I 

7620 LD = LD - (EN ~ EG + 1) 

7630 PRINT "DATA ELEMENTS HAVE BEEN DELETED" 

7640 PRINT : RETURN 


Figure 10.1—Exponential Smoothing Forecasting Program 


800 





600 
FAILURES 
400 
200 
0 
0 5 10 15 20 25 
PERIODS 
Figure 10.2—Impeller Wheel Failures Example 
Year 1 202 242 293 195 
Year 2 257 281 343 244 
Year 3 307 359 438 318 
Year 4 397 437 528 379 
Year 5 481 529 626 445 
Year 6 564 601 725 507 


Figure 10.2 is a plot of this data. Note that trend and seasonal effects are exhibited. 


198 _______ Chapter 10—Forecasting with Exponential Smoothing 


SOLUTION. The Time Series Forecasting Program is stored in the file EXSMOOTH. 


LOAD EXSMOOTH 
RUN 


FRR ROO ORI II I ICI IC I ok 2k 2 2k ake 2c 2k ok akc 2c 


* * 


* TIME SERIES FORECASTING PROGRAM ¥* 
* * 


WINTER'S METHOD 
* * 
FACOG IOI III IOI IR IC KI IK 


WANT PROGRAM INSTRUCTIONS (Y/) ?¥ 
PROGRAM INSTRUCTIONS 


TIME SERIES DATA MAY BE ENTERED FROM 
KEYBOARD OR DISK. TIME SERIES DATA 
MANAGEMENT OPTIONS PROVIDED: 

~-LIST DATA 

—CHANGE DATA 

—-ADD TO DATA 

-DELETE DATA 

-STORE DATA ON DISK 
USER MUST SPECIFY NUMBER OF DATA 
ELEMENTS TO BE USED FOR MODEL 
INITIALIZATION, NUMBER OF PERIODS IN 
SEASON, FORECAST LEAD TIME, AND FORECAST HORIZON 
PRESS RETURN TO CONTINUE -> 
USER HAS THE OPTION OF 
INPUTTING MODEL COMPONENTS (PERMANENT, 
TREND, AND SEASONAL FACTORS) AND 
SMOOTHING CONSTANTS (ONE CONSTANT FOR 
EACH TYPE OF MODEL COMPONENT) OR 
SPECIFYING THAT THE PROGRAM DETERMINE 
THESE VALUES. PROGRAM WILL OPTIMIZE 
SMOOTHING CONSTANTS BY PERFORMING A 


GRID SEARCH USING SPECIFIED LIMITS AND 
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INCREMENTS WITHIN THESE LIMITS. 


ENTER DATA FROM KEYBOARD OR DISK (K/D)? 
NUMBER OF DATA POINTS IN TIME SERIES ?2 


K 
Z 


ENTER TIME SERIES DATA ELEMENTS 
(4 ELEMENTS PER LINE) 


ELEMENTS 14 THRU 4? eO0e,c4e,293,195 
ELEMENTS S THRU 6? 25?,c81,543,244 
ELEMENTS 9 THRU 12? 307,359,438, 318 
ELEMENTS 13 THRU 16? 397,43?7,5e8,379 
ELEMENTS 1? THRU 20? 461,529,606 ,445 
ELEMENTS 21 THRU 24? 564,601, 725,50? 


LIST DATA ELEMENTS (Y/N) ? ¥ 
LISTING OF TIME SERIES DATA ELEMENTS 


ELEMENT NOS. **DATA VALUES** 

ELEMENTS 1 THRU 4: 

ete e4e eq3 195 
ELEMENTS 5S THRU 4: 

ese? ecé1 443 c44 
ELEMENTS 9 THRU le: 

30° 3594 436 314 
ELEMENTS 13 THRU 16: 

39? 43? S24 3? 
ELEMENTS 1? THRU cOQ: 

461 S29 6cb 445 
ELEMENTS 21 THRU e4: 

564 601 7es 50? 


PRESS RETURN TO CONTINUE -> 


PROGRAM OPTIONS 
1-LIST TIME SERIES DATA 
°C—-CHANGE TIME SERIES DATA 
3-DELETE DATA FROM TIME SERIES 
4-ADD TO TIME SERIES 
S-STORE TIME SERIES DATA ON DISK 
&—-PERFORM FORECAST COMPUTATIONS 
?7-STUDY NEW MODEL 
6-QUIT 


Having entered the data and verified that they are correct, we will store them in a disk 
file named WINEXAMP. Then the forecast computations will be performed using the 
first 16 periods to initialize the model. The remaining 8 periods can be used to evaluate 
the model. Since little is known about the time series being studied, we will let the 
program estimate the model parameters and determine the best smoothing constants. 


OPTION ?S 


ENTER NAME OF DISK: FILE ? WINEXAMP 
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PROGRAM OPTIONS 
1-LIST TIME SERIES DATA 
C—CHANGE TIME SERIES DATA 
3-DELETE DATA FROM TIME SERIES 
4-ADD TO TIME SERIES 
S-STORE TIME SERIES DATA ON DISK 
6-PERFORM FORECAST COMPUTATIONS 
?-STUDY NEW MODEL 
6~QUIT 


OPTION ?6 


NUMBER OF DATA ELEMENTS USED FOR 
INITIALIZATION? 16 


NUMBER PERIODS IN A SEASON ?4 


ESTIMATION OF MODEL PARAMETERS DESIRED 
(Y/N) 2 


SMOOTHING CONSTANT OPTIMIZAITON DESIRED 
(Y/N) 2¥ 


To determine the optimum smoothing constants, the program performs a grid search 
using the lower and upper limits and step size specified for each constant. Remember 
that the smoothing constants must have a value in the range of 0 to 1. 

In this example, lower and upper limits of .1 and .3 and a step size of .1 were specified 
for each of the smoothing constants. Consequently, 27 different combinations are possible 
(.1, .2, .3 for each of the constants, giving 3 x 3x 3=27). Note that you should be 
careful and not make the number of trials too large. For instance, five minutes of computer 
time may be required to evaluate 127 combinations (trials). Each combination of smooth- 
ing constants is evaluated by using each one as initial values in the initialization phase. 
The combination resulting in the smallest value for the sum of errors squared is chosen 
as the optimum. 


ENTER LOWER LIMIT, UPPER LIMIT,STEP SIZE 
FOR ALPHA--PERMANENT COMPONENT 
SMOOTHING FACTOR ?.1,.35,.1 


ENTER LOWER LIMIT, UPPER LIMIT,STEP SIZE 
FOR BETA--TREND COMPONENT SMOOTHING 
FACTOR ?.1,.3,.1 


ENTER LOWER LIMIT, UPPER LIMIT,STEP SIZE 
FOR GAMMA~--SEASONAL COMPONENT SMOOTHING 
FACTOR ?.1,.3,.1 


2? TRIALS ARE REQUIRED TO FIND OPTIMUM 
VALUES FOR SMOOTHING CONSTANTS. 
OKAY TO CONTINUE (Y/N) ?¥ 
We will assume a forecast lead time of 1 period (1 quarter) and a forecast horizon of 
2 periods (each period represents 1 quarter). 


ENTER FORECAST LEAD TIME 2? 1 
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NUMBER PERIODS IN FORECAST HORIZON ? 2 


WOULD YOU LIKE TO SEE INPUT DATA 
DISPLAYED (Y/N) 7 ¥ 


LISTING OF INPUT DATA 
# OF DATA POINTS IN TIME SERTES = 24 


NUMBER OF DATA POINTS USED FOR 
INITIALIZATION = 16 


NUMBER OF PERIODS IN A SEASON = 4 
FORECAST LEAD TIME = 1 

PERIODS IN FORECAST HORIZON =e 
PRESS RETURN TO CONTINUE -> 


SMOOTHING CONSTANT RANGES 


LOWER UPPER 
TYPE LIMIT LIMIT INCREMENT 
ALPHA ob -4 ot 
BETA -L -J 1 
GAMMA -1 -J 1 


ARE DATA CORRECT (Y/N) ?¥ 


RESULTS TO APPEAR AT CRT OR PRINTER 
(C/P) 2C 


INITIAL VALUES FOR PERMANENT, TREND, 
AND SEASONAL COMPONENTS TO BE ESTIMATED 
FROM DATA 


ESTIMATED PERMANENT COMPONENT cO?. 7168 
ESTIMATED TREND COMPONENT = 16.854166? 


PERIOD ESTIMATED SEASONAL FACTOR 
1 - 966179903 
2 1.03460286 
cE} 1.19476e23 
4 - 600234919 


PRESS RETURN TO CONTINUE —> 
SMOOTHING CONSTANT OPTIMIZATION 
PROGRAM EXECUTING! 
OPTIMUM SMOOTHING CONSTANTS : 
ALPHA= .3 BETA= .3 GAMMA= .1 
SUM OF ERRORS SQUARED= 2294.49945 
PRESS RETURN TO CONTINUE -> 
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Note that the smoothing constants for the permanent and trend components are at their 
specified upper limits and the seasonal smoothing constant is at the lower limit. Look at 
the values for the model components displayed below; you will note that the permanent 
and trend components are not very stable. The model is trying to adjust to this instability 
by using larger values for the associated smoothing constants. Remember that a small 
smoothing constant is used for a stable process. 


RESULTS OF INITIALIZATION PHASE 


SEASON LENGTH =4 


PERIOD 


PRESS RETURN TO CONTINUE -> 


15 
16 


PRESS RETURN TO CONTINUE -> 


PERIOD 


ACTUAL 


43? 


524 
3794 


MODEL COMPONENTS 


PERMANENT 


204.1244 
ee? .4589 
245.169 
e5?.1059 
270.8884 
e41.ec?0e 
292.6678 
305.9644 
314.6211 
3355.?746? 
354.921? 
374.9909 
401.57? 
420.8674 
440.6641 


FORECAST LEAD TIME=1 


FCS VALUE 


233.83478 
e92.4906-2 
210.35014 
264.0346 
298.11e33 
352.69?2 
243.48ec3 
308.6226? 
344.?73603 
416.3526 
e95.798395 
342.9903 
43? .84666 


Seb.64?7?4 
364.ec060? 


TREND 


16.97S8S 
1?.683e? 
1? .69149 
15.96511 
15.3103e 
13.83176 
13.10154 


"43.16006 


13.00905 
14.244 

15.?e33e 
14.ee?06 
19.5547? 
19.46146 
19.56324 


- 10918 
-15.35014 
-?.03546 
-1?.112¢33 
—-4.69?e 

~SL??7? 
-1.6eceb? 
14.¢c639? 
19.6474 
ee.2016bS 
14,0096? 
—.64668 


1.435¢¢? 
10.?79393 


SEASONAL 


- 9666193 
1.04131? 
4.3946135 

-?96055? 

-9650905 
1.03?73684 
1.1928514 

-?9641ce2 

- 9667353 
1.0424934 
1.199¢e 

-6021644 

-96662e4 
1.0395991 
4.1962474 
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PRESS RETURN TO CONTINUE -> 
16 


464.2788 e0.?7??49 -601673 
MEAN SQUARED ERROR = 14¢.618665 
MEAN ABSOLUTE DEVIATION = 9.514953 
PRESS RETURN TO CONTINUE ->. 
RESULTS OF FORECASTING PHASE 
ACTUAL 
eR OR eo a at a ee PGS NACUB os ERROR cs 
1? 461 466.34185 12.61615 
14 $29 530.612?7? —-1.61e?? 
19 626 636.0??cee -10.0??e2 
eo 445 441.10696 3.89304 
eb S64 554.9629 4.03?iee 
ee 601 621.71°248 -~20.71246 
23 ?e5 73¢2.11509 —?.11509 
24 so? S0O6.073c8 -Geb6?e 
FORECAST HORIZON 
2s 631.?790c0? 
696 .5435004 


re 
PRESS RETURN TO CONTINUE -> 


Looking at the forecast phase results, we see that 632 and 697 impeller wheel failures 
are predicted to occur during the next two quarters (25th and 26th periods). Since we do 
not know of any changes in the process being modeled, these numbers will be used as 
our forecast of failures for these periods. 


MODEL COMPONENTS 


TREND 


PERIOD PERMANENT SEASONAL 
1? 468.9765 21.95355 -96?4301 
14 510.4642 21.81379 1.03830¢ce 
19 529.7481 21.05484 1.19356?779 
20 5Se.e614 21.49235 - 6013369 
el S?6.5566 ec.333ce -9683466 
ee $92.904e e0.53?753 1.0356629 
e3 611.653¢. 20.0009? 1.1926408 
24 63¢.001¢e e0.10506 - 6012899 





MEAN SQVARE ERROR = 105.0855e6 


MEAN ABSOLUTE DEVIATION = 6.c490?e?e 


<<<END OF RUN >>> 
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PROGRAM OPTIONS 
PRESS RETURN TO CONTINUE -> 
PROGRAM OPTIONS 


1-LIST TIME SERIES DATA 
°-CHANGE TIME SERIES DATA 
3-DELETE DATA FROM TIME SERIES 
4-ADD TO TIME SERIES 

S-STORE DATA ON DISK 

&—-PERFORM FORECAST COMPUTATIONS 
?7-STUDY NEW MODEL 

6-QUIT 


OPTION ? & 


*** END OF PROGRAM *** 


EXAMPLE 2. Two quarters have passed and the company that manufactures turbo 
chargers was very pleased with our projections of impeller wheel failures for this time 
period. As a result, this firm would like our assistance in developing a forecast for the 
next year (4 quarters). In reviewing the failure data, errors were found in the figures for 
periods 23 and 24. Also, the failure figures for periods 25 and 26 are now available: 


PERIOD FAILURE 
23 730 (revised data) 
24 510 (revised data) 
2S 640 
eb 700 


SOLUTIONS. Since the original time series containing 24 quarters of failure data was 
saved in a disk file named WINEXAMP, we can enter this data using the enter data from 
disk option. However, the data associated with periods 23 and 24 must be changed and 
data for periods 25 and 26 must be added to the time series. 


RUN 
2 2 2 246 2 2A I 2 2 2c ot 2 2c 2 2 2k 2 2c 2 2c ic oC 2k ic 2K 2 2c 2k 2k 2k 
* * 
* TIME SERIES FORECASTING PROGRAM  * 
* WINTER'S METHOD * 
* * 


2 I 2 2 2G 2 I 2c 2c 2c ak 2c a 2c 2c 2c 2c 2c 2c ik 2c 2c Ic 2c ai 2c ic ic ac kc ak 2c ak 2k 
WANT PROGRAM INSTRUCTIONS (Y/N) ?N 
ENTER DATA FROM KEYBOARD OR DISK (K/D) ?D 
ENTER NAME OF DISK: FILE? WINEXAMP 


TIME SERIES CONTAINS 24 DATA ELEMENTS 


10.4 Exponential Smoothing Program________——- 05 
PROGRAM OPTIONS 


1-LIST TIME SERIES DATA 
C-CHANGE TIME SERIES DATA 
3-DELETE DATA FROM TIME SERIES 
4-ADD TO TIME SERIES 

S-STORE TIME SERIES DATA ON DISK 
6—-PERFORM FORECAST COMPUTATIONS 
?-STUDY NEW MODEL 

6-QUIT 


There are two ways we could revise the data for periods 23 and 24. One way is to use 
option 2, CHANGE TIME SERIES DATA to change the incorrect data elements. Another 
way is to use option 3, DELETE DATA FROM TIME SERIES, in conjunction with 
option 4, ADD TO TIME SERIES. The latter approach was used here so that option 3 
could be illustrated. 


OPTION ? 3 


ENTER BEGINNING AND ENDING POSITIONS OF 
DATA ELEMENTS TO BE DELETED FROM 

TIME SERIES? 23,24 

DATA ELEMENTS HAVE BEEN DELETED 


PROGRAM OPTIONS: 


1-LIST TIME SERIES DATA 
2—-CHANGE TIME SERIES DATA 
J-DELETE DATA FROM TIME SERIES 
4-ADD TO TIME SERIES 

S-STORE DATA ON DISK 

&-PERFORM FORECAST COMPUTATIONS 
?-STUDY NEW MODEL 

6-QUIT 


OPTION 24 
TIME SERIES NOW CONTAINS ec DATA 
ELEMENTS 


HOW MANY DATA ELEMENTS ARE TO BE ADDED? 4 


ENTER DATA 

VALUE FOR DATA ELEMENT 23 = ?730 
VALUE FOR DATA ELEMENT 24 = 7510 
VALUE FOR DATA ELEMENT eS = ?640 


VALUE FOR DATA ELEMENT c& 


It 

Sy) 
“I 
Oo 
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PROGRAM OPTIONS: 


1-LIST TIME SERIES DATA 
°-CHANGE TIME SERIES DATA 
3-DELETE DATA FROM TIME SERIES 


4-ADD TO TIME SERIES 


5-STORE TIME SERIES DATA ON DISK 
&-PERFORM FORECAST COMPUTATIONS 
?7-STUDY NEW MODEL 


8-QUIT 
OPTION? 1 


LISTING OF TIME SERIES DATA ELEMENTS 


ELEMENT NOS. 
ELEMENTS 1THRU 4: 


eOe 
ELEMENTS STHRU 4: 

es? 
ELEMENTS 4 THRU le: 

30? 
ELEMENTS 13 THRU 1b: 

34? 
ELEMENTS 1? THRU 20: 

441 
ELEMENTS cl THRU 24: 

564 
ELEMENTS 24 THRU cb: 

640 


PRESS RETURN TO CONTINUE -> 


Looking at the listing of the time series data, we see that the data are correct. Therefore, 
we are ready to perform the forecast computations. Our model will be initialized using 
the first 20 time periods. Remember that the number of time periods used for initialization 
must be a multiple of the number of periods in a season (the season length is 4). Also, 
initial estimates for the model components can be obtained from example 1; these estimates 
will be used here. Likewise, the optimum values from example 1! will be input for the 


smoothing constants. 
PROGRAM OPTIONS: 


e4c 
chs 
359 
43? 
$24 
601 
700 


1-LIST TIME SERIES DATA 
C—CHANGE TIME SERIES DATA 
J-DELETE DATA FROM TIME SERIES 


4-ADD TO TIME SERIES 


293 
343 
436 
526 
beb 
730 


S-STORE TIME SERIES DATA ON DISK 
&-PERFORM FORECAST COMPUTATIONS 


?-STUDY NEW MODEL 
6-QUIT 


OPTION? 6 


NUMBER OF DATA ELEMENTS USED 
FOR INITIALIZATION ? ced 


**DATA ELEMENT VALUES** 


195 
C44 
316 
379 
445 
510 
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NUMBER PERIODS IN A SEASON ? 4 
ESTIMATION OF MODEL PARAMETERS DESIRED 
(Y/N) 2N 


ENTER INITIAL PERMANENT AND TREND 
COMPONENTS? 208,1°? 


ENTER INITIAL SEASONAL FACTORS: 
SEASONAL FACTOR 1? .97 
SEASONAL FACTOR 2? 1.04 
SEASONAL FACTOR 3? 1.19 
SEASONAL FACTOR 4 ? .80 


SMOOTHING CONSTANT OPTIMIZATION DESIRED 
(Y/N) 2.N 


ENTER PERMANENT COMPONENT SMOOTHING 
FACTOR-ALPHA ? .3 


ENTER TREND COMPONENT SMOOTHING 
FACTOR-BETA ? .3 


ENTER SEASONAL COMPONENT SMOOTHING 
FACTOR-—-GAMMA ? .1 


ENTER FORECAST LEAD TIME? 1 
NUMBER PERIODS IN FORECAST HORIZON ? 4 


WOULD YOU LIKE TO SEE INPUT DATA 
DISPLAYED (Y/N) ?.N 


ARE DATA CORRECT (Y/N) ? Y 


RESULTS TO APPEAR AT CRT OR PRINTER 
(C/P) ?P 


We would like our results displayed at the printer. 
SOO OI IK I 2k A kk a 2k 3 2k ok 


* * 
* TIME SERIES FORECASTING * 
* WINTER'S METHOD * 
* * 


FR I I IC IK 2 2k 2 2 KK 2 CK ok 2 2K 2k 


RESULTS OF INITIALIZATION PHASE 


SEASON LENGTH=4 FORECAST LEAD TIME=1, 


208 _____Chapter 10—Forecasting with Exponential Smoothing__————_ 


ACTUAL 
PERIOD DATA FCS VALUE ERROR 

1 eOe 0 0 

2 e42 234.10035 7.89965 

3 e293 291 .64654 -1.35346 

4 1495 210.5844? -15.5844? 

5 2S? 2P65.3491e2 -8.34912 

6 261 294.34242 -1?.3824e 

? 343 351.18698 -—&.146698001 
6 244 243.60028 39972 

q 30? 309.88326 -2.66328 
10 359 344.669S1 14.11049 
11 436 416.54661 21.45339 
12 316 295.847?2h ec.1S279 
13 39? 3844.35781 142.64219 
14 437 437? .99494 —.99494 
1S 528 $524.5354Se2 3.46546 
16 379 364.21316 10.78684 
1? 461 469.89633 114.1036? 
18 529 530.4119 -31.81192 
19 beb 633.?7S5233 -—?.?7?5233 
20 445 441.09464 3.90536 

MODEL COMPONENTS 
PERIOD BERM A NENT Net fe eee! TR. EN | ae eee SEASONAL _ 

1 208.0?42 1? .Oeee? -9?70080? 
2 ee? .37Se2 17.70589 1.042432 
3 245.4e23 1?.408eS 1.190366 
4 257.3864 16.005 - 7957616 
5 270.8603 15.c8066 -968246 
b 241.140e 13.76043 1.0364533 
? 292.858 13.16165 1.164626 
3) 306.1703 13.206865 - 7961196 
q 318.485? 12.9394 -9696401 
10 335.493 14.159?? 1.04355? 
31 358.0552 15.7605 1.19554484 
12 3?9.166 14.2?961 -6018?49 
13 401.3674 149.45615 -9692?7S 
14 42°0.5366 19.3701¢ 1.040636S 
1S 440.7768 19.65169 1.1929e6S 
16 464.4569 20.84559 -60135754 
1? 468.7428 21.87 ?b8 -9698449 
16 510.0976 eL1.7e0é1 1.0392944 
19 529.666? 21.313553¢e 1.1906465 
20 S5¢.4656 21.57439 -4010266 


MEAN SQUARED ERROR = 126.088095 


MEAN ABSOLUTE DEVIAITON = 9.064145163 


RESULTS OF FORECASTING PHASE 


ACTUAL 
ORO Jee 2 Jk RE ERROR. = 
21 S64 556.b1b72 7.38328 
22 O14 621.9786 -20.97866 
23 730 729. 68209 32791 
24 510 so?. 36053 2.6394? 
25 640 636.1669 3.8331 
26 700 702.59438 -2.59436 
FORECAST HORIZON 
2? 830.848416 
26 575.896954 
29 718.246496 
30 —788.272173 
MODEL COMPONENTS 
PERIOD ______PERMANENT SRBND oc scuuse Sous. 
21 576.3243 22.25969 9705448 
22 592.5271 20.442b2 4.036605 
23 613.0498 20.4666 1.490441 
24 634.5053 20.76328 6011551 
2S 656.453 21.118b2 9712570 
26 b76.82h 20.89344 1. 0366618 
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FORECAST PHASE: 


MEAN SQUARED ERROR = 87.1846914 
MEAN ABSOLUTE DEVIATION = &6.29113355 


<<<END OF RUN>>> 


PRESS RETURN TO CONTINUE -> 


Looking at the results, we see that the following failures are predicted: 


Period Failures 
27 831 
28 576 
29 718 
30 788 


Again, since we know of no changes in the process being modeled and because our 
previous predictions were very good, we will use the above figures for our failures forecast. 


PROGRAM OPTIONS 


1-LIST TIME SERIES DATA 
2©-CHANGE TIME SERIES DATA 
3-DELETE DATA FROM TIME SERIES 
4-ADD TO TIME SERIES 
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S—-STORE TIME SERIES DATA ON DISK 
&-PERFORM FORECAST COMPUTATIONS 
?-STUDY NEW MODEL 

&-QUIT 


OPTION ? 6 
*** END OF PROGRAM*** 


10.5 Summary 


In this chapter, exponential smoothing, a popular time series forecasting technique, 
was presented. Winter’s method for incorporating trend and seasonal considerations into 
a model was implemented in a computer program. Several data management options were 
also incorporated into the program to enhance its usefulness. When using time series 
forecasting techniques you should remember that historical observations are being pro- 
jected into the future. Therefore, these techniques are normally used for short term 
forecasting. A plot of the historical data can also be a valuable aid in developing a 
forecast. The plot subroutine from Chapter 2 can make this task easier. 
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Exercises 
1. The following data depicts the monthly average stock price of a microcomputer firm. 
Month Average Stock Price 
1 $3.5 
2 3.6 
3 3.2 
4 3.7 
5 4.2 
6 4.8 
7 5.1 
8 5.4 
9 5.8 


a. Use a 3-period moving average to estimate the stock price for the 10th month. 
b. Use single exponential smoothing with « = .3 to estimate the stock price for the 10th month. 


2. The unit sales of 1200 baud modems for the Speciality Modems Corporation have been in- 
creasing. The sales data for the last 18 months ‘are given below. You are to develop a unit sales 
forecast for the next 6 months (months 19-24) using Winter’s exponential smoothing method. 
Also, you are to plot this data using the plot subroutine from Chapter 2. 


Month Sales (1000's of Units) 
1 1] 
2 9 


3 11 


Exercises__.. = TT 


4 13 
5 15 
6 16 
7 14 
8 17 
9 17 
10 18 
il 20 
12 22 
13 21 
14 24 
15 27 
16 29 
17 30 
18 33 
3. For the time series of 1, 3, 5, 7, 9, 11, 13, 15, 17, compute a forecast for period 10 using: 


a. a 3-period moving average 

b. single exponential smoothing with «= .5. 

c. Holt’s method of exponential smoothing with a trend. 
Let « and B = .1 

d. Winter’s method (use program provided in this chapter). 

Which is the better method? Why? 


4. For the time series of 1, 4, 7, 10, 1, 4, 7, 10, 1, 4, 7, 10, 1, 4, 7, 10, compute a forecast for 
period 17 using: 
a. Single exponential smoothing with «= .5 
b. Winter’s method (use program provided in this chapter). 


5. The time series representing the number of units of microcomputers selling for less than $500 
has a seasonal pattern. The unit sales for the last 24 months are given below. You are to develop 
a sales forecast for the next 6 months using Winter’s method. Also, you are to plot this data. 


Month Sales (1000's of Units) 
1 18 
2 19 
3 22 
4 19 
5 20 
6 24 
7 22 
8 24 
9 26 

10 28 
Vl 32 
12 34 
13 24 
14 24 
15 26 
16 26 
17 29 
18 32 
19 32 
20 36 
21 40 
22 44 
23 46 


24 50 


11 
Project Planning & 
Scheduling with CPM 


The critical path method (CPM) is a popular planning and scheduling technique. Working 
together, Remington Rand and DuPont developed CPM around 1960. At about the same 
time, a similar method, called program evaluation and review technique (PERT), was 
developed by the Navy and Lockheed Aircraft Corporation. CPM is the most popular 
and very similar to PERT; consequently, CPM will be used in this chapter. The interested 
reader can refer to Moder (1964) and Weist (1977) for an in-depth discussion of both 
techniques. 


11.1 The CPM Technique 


One objective of CPM is to develop a schedule such that a project will be completed 
on time. This technique requires a list of all activities that make up a project, an estimated 
duration time for each activity, and a list of any activities that must be completed before 
a particular activity can be started (immediate predecessors). Table 11.1 contains an 
example of the required information. Note that activities B and C cannot start unitl 
activity A has been completed. Therefore, activity A is an immediate predecessor to 
activities B and C. We can also say that B and C are immediate successors to activity A. 

The data from Table 11.1 can be used to draw a CPM network such as the one depicted 
in Figure 11.1. The circles in the network are called nodes (or events) and each is 
numbered. The arrow between two nodes represents an activity. Thus, we can say activity A 
begins at node 1 and ends at node 2. The letter on each arrow in Figure 11.1 denotes a 
particular activity and the number denotes the activity duration. In addition to representing 
a particular activity, the arrows show which activities must precede other activities. In 
Figure 11.1 activity A must precede activities B and C. 

A dashed line in a CPM network represents. a ‘“‘dummy’’ activity. Such an activity has 
no duration time; it is only used to denote precedence relationships. In Figure 11.1, the 
activity between nodes 7 and 8 is a dummy activity showing that activity I cannot start 
until activity H has been completed. Activity H cannot be represented by an arrow between 
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Table 11.1 
ACQUIRE A COMPUTER 
PROJECT ACTIVITIES 


Duration Immediate 
Activity Description (weeks) _ Predecessors 

A Contact potential vendors 1 — 

B Review bid proposals 2 A 

Cc Locate financing 2 A 

D Select vendor 4 B 

E Negotiate contract 2 D 

F Prepare facilities 5 Cc 

G Install computer 2 E, F 
H Train operations manager 2 E, F 

I Implement application software 6 G,H 
J Train users 3 H 

K Validate installation 1 I, J 





Figure 11.1—Acquire a Computer Project Network 


nodes 6 and 8 because activity G is represented there. Only one activity arrow can be 
drawn between any two nodes. 

One of the greatest benefits of using CPM is the resulting detailed planning. In order 
to draw the network, detailed planning is required. Drawing the network also brings out 
interactions between the activities, because, once the network is drawn, the entire project 
can be better visualized. In addition, because CPM is a formal technique understood by 
many people, communications are improved. 

Having completed the CPM network, the next step is to calculate the minimum project 
duration. The first step in calculating this value is to determine the earliest time all 
activities ending at a node can be completed. This is done for all nodes making sure that 
precedence relationships are satisfied. Looking at Figure 11.2, we see that the earliest 
finish time for each node has been calculated; the times appear in the box by each node. 
The minimum time in which a computer can be acquired and implemented is 18 weeks. 
This number is obtained from the earliest finish time of the last node in the network. The 
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next step is to calculate the latest time each activity can be started without delaying the 
completion time (18 weeks) of the project. To do this we begin at the end of the network 
and work backward. The critical path through a CPM network is the sequence of activities 
that have no slack. We define slack for an activity to be: 


Activity slack = latest start—earliest start, where 


latest start = the latest time that an activity can start and not affect the project finish 
date : 


earliest start = the earliest time that an activity can start 


One interpretation of slack is that an activity having slack can be delayed by this amount 
of time without delaying the completion time of the project. The activity slack appears 
in a triangle by each activity in Figure 14.2. Using these figures, we can list the activities 
on the critical path: 


A—B—D—E—G—H—I—K 


These activities all have a slack = 0. 


11.2 CPM Program 


Figure 11.3 contains a program that will determine the expected project duration and 
the critical path through a project network. As many as 100 activities can be in the 
network. This number can be changed by changing the value of IT at the beginning of 
the program. 

Network data may be input from the keyboard or from a disk file. One restriction is 
that an activity beginning-node number must be less than the ending-node number. Another 
restriction is that there can only be one beginning (initial) node and one terminal node 
for a project network. This latter restriction may seem severe; however, by using dummy 
activities we can easily satisfy this restriction. Figure 1!.4(a) contains the ending nodes 
of some project network. Only the ending two activities are shown. Figure 11.4(b) shows 
how we can use dummy activities (having no duration) to satisfy the requirement that 
the project can have only one ending node. In a similar manner the restriction of only 
one beginning node can be satisfied. 





Figure 11.2—Acquire a Computer Project with CPM Computations 


—________Chapter 11—Project Planning and Scheduling with CPM 


REM PROJECT PLANNING AND SCHEDULING PROGRAM: CPM 

REM THIS PROGRAM USES THE CRITICAL PATH METHOD, CPM, TO 

REM DETERMINE THE ESTIMATED COMPLETION TIME OF A PROJECT AND 
REM THE ASSOCIATED CRITICAL PATH(S). EACH ACTIVITY IN THE 
REM PROJECT NETWORK IS REPRESENTED BY A BEGINNING NODE AND 
REM AN ENDING NODE. THE BEGINNING NODE NUMBER MUST BE LESS 
REM THAN THE ENDING NODE NUMBER. THE NETWORK CAN HAVE ONLY 
REM ONE INITIAL NODE AND ONE TERMINAL NODE. EACH ACTIVITY IS 
REM IDENTIFIED BY AN ACTIVITY CODE. A NETWORK MAY HAVE AS MANY 
REM AS 100 ACTIVITIES. LARGER NETWORKS MAY BE ANALYZED IF THF 
REM PROGRAM DIMENSION STATEMENTS ARE CHANGED. DATA MANAGEMENT 
REM OPTIONS ARE PROVIDED THAT FACILITATE 

REM “ADDING NEW ACTIVITIES 

REM “CHANGING ACTIVITY DATA 

REM “DELETING ACTIVITIES 

REM “LISTING ACTIVITY DATA 

REM “STORING NETWORK DATA 

REM -IN A DISK FILE 
Z$ = CHRS$ (4): REM CTRL-D 

IT = 100: REM MAX. NO. ACTIVITIES 

DIM D$(IT) ,C$(IT) ,ST(IT) ,ED( IT) ,D(IT) , AACIT) 


DIM TT(2),TD$(2),EFCIT), IR(IT) ,ES(1T) ,XS(IT) ,XF(IT) 

REM DEFINITION OF OUTPUT FORMATS 

D1$ = "ENTER ACTIVITY CODE, DESCRIPTION, BEG. NODE, END NODE, DURATION" 
D2 =" = ACTIVITY BEGIN. END ACTIVITY" 

D3$ = "CODE DESCRIPTION NODE NODE DURATION" 
D7$ = "ACT. DUR- EARLY EARLY LATE LATE SLR" 
D8$ = "CODE ATION START FINISH START FINISH TIM" 
pD9$ =" ACTIVITY DUR- EARLY EARLY LATE LATE — SLACK" 
DO$ = "CODE DESCRIPTION ATION START FINISH START FINISH TIME" 
HOME 

HTAB 15: PRINT "CPM PROGRAM": PRINT 

INPUT "DATA TO BE INPUT FROM KEYBOARD OR DISK (K/D) ";¥$ 

IF (¥$ < > "K") AND (¥$ < > "D") THEN PRINT "INVALID ENTRY": GOTO 
IF Y$ = "K" THEN 1490 

PRINT : INPUT "ENTER NAME OF FILE ";NS 

PRINT Z$;"OPEN";N$ 

PRINT Z$;"READ";NS$ 

INPUT T$: INPUT DT$: INPUT NAMS: INPUT IO 

FOR I = 1 TO 10 

INPUT C$(I): INPUT D$(I): INPUT ST(Z): INPUT ED(I): INPUT D(1) 

NEXT L 

PRINT Z$;"CLOSE";N$ 

PRINT : PRINT "DATE FROM DISK FILE IS: ";DT$: PRINT 

INPUT "DO YOU WANT TO CHANGE DATE (Y/N) ";¥$ 

IF ¥$ < > "Y" THEN 1590 

PRINT : INPUT “ENTER NEW DATE ";DTS$ 

GOTO 1590 

PRINT : PRINT 

PRINT : INPUT "ENTER TITLE OF PROJECT ";TS 

PRINT 

INPUT "ENTER YOUR NAME ";NAMS 

PRINT 

INPUT "ENTER DATE ";DT$ 

PRINT 

INPUT "ENTER TOTAL NUMBER OF ACTIVITIES ";10: PRINT 

IF I0 > IT THEN PRINT "MUST BE <= ";IT: GOTO 1550 


Ilel 
GOSUB 3980: REM NETWORK DATA INPUT 
GOSUB 4190: REM SORT NETWORK ACT. 


REM LIST PROGRAM OPTIONS 

PRINT : PRINT "PROGRAM OPTIONS" 

PRINT 

PRINT TAB( 5)"1-ADD NEW ACTIVITIES" 

PRINT TAB( 5)"2-CHANGE EXISTING ACTIVITY DATA" 
PRINT TAB( 5)"3-DELETE ACTIVITIES FROM NETWORK" 
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1660 PRINT TAB( 5)"4~-LIST DATA AT CRT" 

1670 PRINT TAB( 5)"5-LIST DATA AT PRINTER" 

1680 PRINT TAB( 5)"6-STORE DATA ON DISK" 

1690 PRINT TAB( 5)"7-PERFORM CPM CALCULATIONS" 

1700 PRINT TAB( 5)"8-QUIT" 

1710 PRINT 

1720 INPUT "ENTER OPTION ";O0PT: PRINT 

1730 IF (OPT < 0) OR (OPT > 8) THEN PRINT "INVALID": GOTO 1600 


1740 IF OPT = 1 THEN IP = 1: GOTO 2010 

1750 IF OPT = 2 THEN IP = 1: GOTO 2480 

1760 IF OPT = 3 THEN IP = 1: GOTO 2110 

1770 IF OPT = 4 THEN 1850 

1780 IF OPT = 5 THEN 2720 

1790 IF OPT = 6 THEN 3880 

1800 IF OPT = 7 THEN 2900 

1810 IF OPT = 8 THEN PRINT TAB( 10)"END OF PROGRAM": END 


1820 GOTO 1600 


1830 REM RRARAIREIR ERR EII KIRA IAIRIAR IIIA IAI IIIA IIIS IIIA, 
1840 REM LIST DATA AT CRT 
1850 HOME 


1860 PRINT : PRINT "PROJECT: ";T$ 

1870 PRINT : PRINT "DATE: ";DT$: PRINT "NETWORK BY: ";NAMS: PRINT 
1880 PRINT D2$ 

1890 PRINT D3$ 

1900 Ic = 1 

1910 FOR I = 1 TO IO 

1920 IF I< > (15 * IC) THEN 1960 

1930 Ic = IC + 1 

1940 PRINT : INPUT "PRESS RETURN TO CONTINUE"; Y$: PRINT 

1950 PRINT D2$: PRINT D3$ 

1960 PRINT C$(I); TAB( 7)D$(I); TAB( 22)ST(1); TAB( 28)ED(I); TAB( 34)D(I) 
1970 NEXT I 

1980 PRINT : INPUT "PRESS RETURN TO CONTINUE ->";YS: PRINT 

1990 GOTO 1600 

2000 REM REKRRERRERR EERE RRR RIR IIIT IAI ISTO ITI ISAS IRIAN IIIS 
2010 REM ADD ACTIVITIFS 

2020 INPUT "ENTER NUMBER OF ACTIVITIES TO BE ADDED ";LA: PRINT 
2030 IF LA < 0 THEN PRINT "INVALID": GOTO 2020 

2040 IF LA = 0 THEN 2870 

2050 IF (LA + 10) > IT THEN PRINT "MUST BE <= ";3IT: GOTO 2020 
2060 II = 10+ 1 

2070 10 = 10 + LA 

2080 GOSUB 3980 

2090 GOTO 1600 

2100 REM RIRRIR AIR IRIR RAR IIR IIR IIR RII ITT IORI AIA IIIT ITI INSTI. 
2110 REM DELETE ACTIVITIES 

2120 INPUT “ENTER NUMBER OF ACTIVITIES TO BE DELETED ";LA: PRINT 
2130 IF LA < 0 THEN PRINT "INVALID": GOTO 2120 

2140 IF LA = 0 THEN 1600 

2150 IF LA > IO THEN PRINT "MUST BE <= "310: GOTO 2120 

2160 II = 0 

2170 FOR I= 1 TO LA 

2180 INPUT "ENTER ACTIVITY CODE OF ACTIVITY TO BE DELETED "; ACS 
2190 FOR L = 1 TO 10 

2200 IF Cg(L) < > ACS THEN 2250 

2210 CS({L) = " ":DS(L) = " “"sST(L) = O:ED(L) = O:D(L) = 0 

2220 II = Ir +1 

2230 IR(II) = L 

2240 GOTO 2270 


2250 NEXT L 

2260 PRINT "NO MATCH FOUND FOR ACTIVITY CODE ";ACS$ 

2270 NEXT I 

2280 IF II = 0 THEN GOTO 1600 

2290 REM MOVE ACTIVITY DATA INTO ARRAYS WHERE DATA WAS DELETED. 


2300 LFT = 10 - IT 
2310 FOR IL = LFT + 1 TO 10 
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2320 
2330 
2340 
2350 
2360 
2370 
2380 
2390 
2400 
2410 
2420 
2430 
2440 
2450 
2460 


2870 
2880 
2890 
2900 
2910 
2920 
2930 
2940 
2950 
2960 
2970 


Chapter 11—Project Planning and Scheduling with CPM. 


IF CS$(IL) = " " THEN 2440 

IF IR(I) = IO THEN 2440 

FOR L = 1 TO II 

IF IR(L) > LFT THEN 2420 
LL = IR(L) 
C$(LL) = CS$CIL):DS(LL) = DSC(IL):ST(LL) = ST(IL) 


ED(LL) = ED(IL):D(LL) = DCIL) 
C$(IL) = " ":DS(IL) = " "sSTCIL) = O:ED(IL) = O:DCIL) = 0 

IR(L) = 10 

GOTO 2440 

NEXT L 

PRINT "COULD NOT FIND ANY SPACE IN DATA ARRAYS" 

NEXT IL 

10 = LFT 

GOTO 1600 

REM KEREKKIKERRKREKEEREREKRARRAAERERRARRREREREKRRRRRAERR RAKE 
REM CHANGE ACTIVITY DATA 

INPUT "ENTER NUMBER OF ACTIVITIES TO BE CHANGED ";LA: PRINT 

IF LA < 0 THEN PRINT "INVALID": GOTO 2490 

IF LA = 0 THEN 1600 

IF LA > IO THEN PRINT "MUST BE <= ";10: GOTO 2490 

FOR I = 1 TO LA 

PRINT : INPUT "ENTER ACTIVITY CODE OF ACTIVITY TO BE CHANGED "3AC$: PRINT 
FOR L = 1 TO 10 

IF ACS < > CS$(L) THEN 2660 

PRINT "CHANGES ARE FOR ACTIVITY ";L;" HAVING ACTIVITY CODE ";C$(L) 
PRINT 

PRINT D1$ 

PRINT : PRINT “ACTIVITY NO. ";L; 

INPUT CS$(L),DS(L),ST(L) ,ED(L) ,D(L) 


C$(L) = LEFTS (CS$(L),5):D$(L) = LEFTS$ (DS$(L),14) 
IF ST(L) < ED(L) THEN 2680 
PRINT "BEGINNING NODE NO. MUST BE LESS THAN ENDING NODE NO." 


PRINT "REENTER DATA FOR THIS NODE": GOTO 2600 

NEXT L 

PRINT "NO MATCH FOUND FOR ACTIVITY CODE ";AC$ 

NEXT I 

GOTO 1600 

REM HRKARRRER RRR AI IR RIT IIT IR RRR IARI IARI IRI III II IIIS ASIII 
REM LIST DATA AT PRINTER 


PRINT CHRS$ (4);"PR#" 
PRINT : PRINT 

PRINT TAB( 10)"PROJECT:";T$ 
PRINT : PRINT "DATE: ";DT$; TAB( 40)"NETWORK BY: ";NAMS 
PRINT D2$ 

PRINT D3$ 

FOR I = 1 TO IO 

HTAB 1: PRINT C$(I); 

HTAB 7: PRINT DS(I); 

HTAB 21: PRINT ST(I); 

HTAB 27: PRINT ED(I); 

HTAB 33: PRINT D(I) 

NEXT I 


PRINT : PRINT 

PRINT CHRS$ (4);"PR#O" 

GOTO 1600 

REM RARER IR RIERA REREARRAERERRERERERERERERERERERERARRAK 
REM CPM CALCULATIONS 

REM PERFORM FORWARD PASS 


IF IP = 1 THEN GOSUB 4190 
ES(1) = O:EF(1) = D(1) 

FOR I = 2 TO 10 

IF ST(I) = ST(1) THEN ES(I) = O:EF(I) = D(I): GOTO 3020 
MAX = 0 

FOR L = 1 TO IO 

IF ED(L) < > ST(I) THEN 3000 


2980 
2990 
3000 
3010 
3020 
3030 
3040 
3050 
3060 
3070 
3080 
3090 
3100 
3110 
3120 
3130 
3140 
3150 
3160 
3170 
3180 
3190 
3200 
3210 
3220 
3230 
3240 
3250 
3260 
3270 
3280 
3290 
3300 
3310 
3320 
3330 
3340 
3350 
3360 
3370 
3380 
3390 


3400 
3410 
3420 
3430 
3440 
3450 
3460 
3470 
3480 
3490 
3500 
3510 
3520 
3530 
3540 
3550 
3560 
3570 
3580 
3590 
3600 
3610 
3620 
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IF EF(L) > MAX THEN MAX = EF(L) 
ES(I) = MAX 
NEXT L 
EF(I) = ES(I) + D(I) 
NEXT I 
REM PERFORM BACKWARD PASS 
LN = ED(IO) 
DX = 0 
FOR I = 10 TO 1 STEP - 1 
IF ED(I) < > LN THEN 3100 ‘ 
IF EF(I) > DX THEN DX = EF(I) 
NEXT I 
XF(IO) = DX 
FOR I = 10 TO 1 STEP - 1 
IF ED(I) = ED(IO) THEN XF(I) = DX:XS(I) = XF(I) - D(I): GOTO 3210 
MN = 999999 
FOR L = I0 TO 1 STEP - 1 
IF ST(L) < ED(I) THEN 3200 
IF ED(I) < > ST(L) THEN 3190 
IF XS(L) < MN THEN MN = XS(L) 
XF(I) = MN 
NEXT L 
XS(I) = XF(I) =~ D(I) 
NEXT I 
REM PERFORM SLACK CALCULATIONS 
FOR I = 1 TO I0 
AA(I) = XF(I) - EF(I) 


NEXT I 
INPUT "DISPLAY RESULTS ON CRT OR PRINTER (C/P)? ";Y$ 
IF Y$ < > "Cc" THEN 3440 
HOME 
PRINT : PRINT TAB( 15)"CPM RESULTS": PRINT 
PRINT "PROJECT: ";T$ . 
PRINT "DATE: ";DT$: PRINT "NETWORK BY: ";NAM$: PRINT 

t= 
PRINT D7$ 
PRINT D8$ 
FOR I = 1 TO 10 
IF I< > (15 * IC) THEN 3390 

1c =1c+1 


PRINT : INPUT "PRESS RETURN TO CONTINUE ->";Y$ 

PRINT C$(I); TAB( 6)D(I); TAB( 12)ES(I); TAB( 18)EF(I); TAB( 25)XS(I); TAB( 
31)XF(I); TAB( 38)AA(TI) 

NEXT I 

PRINT : PRINT "PROJECT DURATION:";DX: PRINT 

INPUT "LIST RESULTS ON THE PRINTER (Y/N) "YS 

IF Y$ < > "Y¥" THEN 3840 

PRINT CHRS$ (4);"PR#1" 


PRINT TAB( 25)"CPM RESULTS": PRINT : PRINT "PROJECT: ";TS$ 
PRINT "DATE: ";DTS; TAB( 30)"NETWORK BY: ";NAMS 

PRINT 

PRINT D9$ 

PRINT DOS 


FOR I = 1 TO IO 

LVS = LEFTS (C$(1),5) 
PRINT LVS; 

Vl = 6 - LEN (LV$) 

LV$ = LEFTS$ (D$(I),14) 
PRINT SPC( VI)LVS; 

Vl = 15 - LEN (LVS) 
v2$ = STRS (D(I)) 

LV$ = LEFTS (V2$,8) 
v2 = LEN (LV$) 

PRINT SPC( Vl + 8 - V2)V25; 
v2$ = STRS (ES(I)) 
LVS = LEFT$ (V2$,8) 
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3630 
3640 
3650 
3660 
3670 
3680 
3690 
3700 
3710 
3720 
3730 
3740 
3750 
3760 
3770 
3780 
3790 
3800 
3810 
3820 
3830 
3840 
3850 
3860 
3870 
3880 
3890 
3900 
3910 
3920 
3930 
3940 
3950 
3960 
3970 
3980 
3990 
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4010 
4020 
4030 
4040 
4050 
4060 
4070 
4080 
4090 
4100 
4110 
4120 
4130 
4140 
4150 
4160 
4170 
4180 
4190 
4200 
4210 
4220 
4230 
4240 
4250 
4260 
4270 
4280 
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Vi = 9 — LEN (LV$) 
PRINT SPC( V1)LVS; 
v2$ = STRS$ (EF(I)) 
LV$ = LEFTS$ (V2$,8) 
Vl = 8 - LEN (LVS) 
PRINT SPC( V1)LVS; 
V2$ = STRS$ (XS8(I)) 
LV$ = LEFTS (V2$,8) 
Vl = 8 - LEN (LV$) 
PRINT SPC( V1)LVS; 
v2$ = STRS$ (XF(I)) 
LV$ = LEFT$ (V2$,8) 
Vl = 9 - LEN (LVS) 
PRINT SPC( V1)LV$; 
v2$ = STRS (AA(I)) 
LV$ = LEFTS (V2$,8) 


Vl = 7 - LEN (LV$) 
PRINT SPC( V1)LV$ 
NEXT I 
PRINT : PRINT "PROJECT DURATION :";DX 
PRINT CHRS (4);"PR#O" 
PRINT : PRINT TAB( 10)"END OF CPM ANAYSIS": FOR X = 1 TO 500: NEXT X 
GOTO 1600 : 
REM RAIKKKAEKREAREKREEEEHRAERERAERRARREREKRERREREAEKRERAERRKRKKRREK 
REM STORE NETWORK DATA ON DISK 
INPUT “ENTER NAME OF FILE ";NS 
PRINT 2$;"OPEN";NS 
PRINT 2$;"WRITE";NS 
PRINT T$: PRINT DT$: PRINT NAMS$: PRINT IO 
FOR I = 1 TO IO 
PRINT C$(I): PRINT D$(I): PRINT ST(I): PRINT ED(I): PRINT D(I) 
NEXT I 
PRINT Z$;"CLOSE";NS$ 
GOTO 1600 
REM HRAKKERERERAKEERERRERKARREERKEARERERERERRRERRERERRERERRRERK 
REM SUBROUTINE: NETWORK DATA INPUT 
Ic = 1 ‘ 
IM = 0 
PRINT D1$ 
FOR I = II TO IO 
IM = IM+1 
IF IM < > (20 * IC) THEN 4080 
Ic=IC+1 
INPUT "PRESS RETURN TO CONTINUE —>"; YS 
PRINT D1$ 
PRINT : PRINT "ACTIVITY NO. "31; 
INPUT C$(I),D$(I),STCI),ED(I) DCT) 
C$(I) = LEFTS$ (C$(I),5):D$(I) = LEFT$ (D$(I),14) 
IF ST(I) < ED(I) THEN 4160 
PRINT 
PRINT "BEGINNING NODE NO. MUST BE LESS THAN ENDING NODE NO" 
PRINT 
PRINT "REENTER DATA FOR THIS ACTIVITY": GOTO 4080 
NEXT I 
PRINT : RETURN 
REM RREREEREERERERRRERERERE ERR RRERERERERERERERREREEREEREER 
REM SUBROUTINE: SORT ACTIVITIES USING BEGINNING ACTIVITY NO. 
PRINT : PRINT "ACTIVITIES ARE BEING SORTED ": PRINT 
Il =1 
FOR I = Il To 10 - 1 
IE = 0 
FOR L = I + 1 TO IO 
IF ST(I) < ST(L) THEN 4370 
IF ST(I) > ST(L) THEN 4290 
IF ED(I) < ED(L) THEN 4370 
IF ED(I) = ED(L) THEN 4390 
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4290 IM = L 

4300 IE = 1 

4310 TT(1) = ST(IM):TT(2) = EDC IM) 

4320 TD$(1) = CSC IM):TD$(2) = DSC IM):TD = DCIM) 

4330 ST(IM) = ST(I):EDCIM) = ED(T) 

4340 CSCIM) = CS(I):DSCIM) = D$(I):DCIM) = DCI) 

4350 ST(I) = TT(1):ED(I) = TT(2) 

4360 CS$(I) = TD$(1):D$(I) = TD$(2):D(I) = TD 

4370 NEXT L 

4380 GOTO 4410 ‘ 

4390 PRINT "SAME STARTING AND ENDING NODE NUMBERS-INVALID" 
4400 PRINT "CHECK DATA FOR ACTIVITY CODES: ";C$(I),CS(L) 
4410 NEXT I 

4420 IF IF = 0 THEN 4450 

4430 Il = Il +1 

4440 GOTO 4220 

4450 IP = 0 

4460 RETURN 


Figure 11.3—-CPM Program 


(a} (b) 


Figure 11.4—Satisfying the One Beginning Node Restriction 


When data are input from the keyboard, the program prompts for the following information 
for each activity: 


1. CODE 

2. DESCRIPTION 

3. BEGINNING NODE NUMBER 
4. ENDING NODE NUMBER 

5. DURATION 


The activity code can be an alphanumeric value with five characters; the activity code 
should be unique (no other activity in the same network should have the same code). An 
activity description can have as many as fourteen alphanumeric characters. Node numbers 
and activity durations are limited by the report formats to no more than 7 characters 
including the decimal point. 
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If data are input from a disk file, the user is prompted for the file name. After the data 
are input from the keyboard or disk, the user must select an option from the following 
list: 


. ADD NEW ACTIVITIES 
. CHANGE EXISTING ACTIVITY DATA 

. DELETE ACTIVITIES FROM NETWORK 
. LIST DATA AT CRT 

. LIST DATA AT PRINTER 

. STORE DATA ON DISK 

. PERFORM CPM CALCULATIONS 

8. QUIT 


NA wT fF WO N — 


Several data management options are included in this list. 

Option 1, ADD NEW ACTIVITIES, permits you to add additional activities to a 
network that is already in the computer. The program prompts you for the required 
information. Option 2, CHANGE EXISTING ACTIVITY DATA, lets you modify the 
data associated with an activity that is already in the computer. The program identifies 
all activities by the activity code; the activity description is only used to make the reports 
more meaningful. Option 3, DELETE ACTIVITIES FROM NETWORK, needs no ex- 
planation. Likewise, options 4 and 5, LIST DATA AT CRT and LIST DATA AT 
PRINTER, need no explanation. To avoid having to reenter your network from the 
keyboard, you can store your network in a disk file using option 6, STORE DATA ON 
DISK. 

Once you are sure that your network is represented correctly in the computer, option 7, 
PERFORM CPM CALCULATIONS, can be executed. A report is output to the monitor 
containing the early start, early finish, late start, late finish, and slack for each activity. 
If you desire, a copy of this report will be listed at the printer. 


11.3 Example CPM Problem 


The data in Table 11.1 will be used to illustrate using the CPM program. The program 
output appears in bold characters, and user input appears in underlined characters. 


EXAMPLE 1. Use the CPM program to determine the critical path through the network 
appearing in Figure 11.1. 


SOLUTION. This program is stored in a file named CPM. Data can be input from the 
keyboard or from a disk file. Each time you run the program you are given an opportunity 
to specify the date the CPM analysis was performed. We will enter the activity information 
from the keyboard. 


LOAD CPM 
RUN 


CPM PROGRAM 
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DATA TO BE INPUT FROM KEYBOARD OR DISK 
(K/D) K 


ENTER TITLE OF PROJECT ACQUIRE A COMPUTER 
ENTER YOUR NAME PHILIP WOLFE 

ENTER DATE &-S-83 

ENTER TOTAL NUMBER OF ACTIVITIES 12 


ENTER ACTIVITY CODE, DESCRIPTION, BEG. 
NODE, END NODE, DURATION 


ACTIVITY NO. 1?A,CONTACT VENDORS,1,2,1 
ACTIVITY NO. 2?B, REVIEW PROPOSALS,c,3,c 
ACTIVITY NO. 3?7C, LOCATE FINANCING, 2,4,2 
ACTIVITY NO. 4?D,SELECT VENDOR,3,5,/4 

ACTIVITY NO. 5?E, NEGOTIATE CONTRACT,S,6,2 
ACTIVITY NO. &G?F, PREPARE FACILITIES,4,6,5 
ACTIVITY NO. 7??7G, INSTALL COMPUTER,6,8,¢ 
ACTIVITY NO. 6?H, TRAIN OP. MANAGER,6,?,2 
ACTIVITY NO. 97I, IMPLEMENT APPLICATIONS,8,9,6 
ACTIVITY NO. 10°23, TRAIN USERS, ?,4/4 

ACTIVITY NO. 11?DUMI,DUMMY ACTIVITY,?,8,0 
ACTIVITY NO. 1¢?K, VALIDATE INSTALLATION,9,10,1 


ACTIVITIES BEING SORTED 


After the activity data have been entered, the activities are sorted using the beginning 
node numbers. Because larger networks may take some time to sort,the program displays 
a message to let the user know what is occurring. Next we will store our network data 
in a disk file to avoid having to reenter the data if this network is studied at a later date. 
The data will be stored in a file named COMPUTER. 


PROGRAM OPTIONS 


1-ADD NEW ACTIVITIES 

C—CHANGE EXISTING ACTIVITY DATA 
J~DELETE ACTIVITIES FROM NETWORK 
4-LIST DATA AT CRT 

S-LIST DATA AT PRINTER 

&-STORE DATA ON DISK 

?-PERFORM CPM CALCULATIONS 
&-QUIT 
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ENTER OPTIONG 

ENTER NAME OF FILE COMPUTER 

PROGRAM OPTIONS 


1-ADD NEW ACTIVITIES 

C—-CHANGE EXISTING ACTIVITY DATA 
3-DELETE ACTIVITIES FROM NETWORK 
4-LIST DATA AT CRT 

S-LIST DATA AT PRINTER 

&-STORE DATA ON DISK 

7-PERFORM CPM CALCULATIONS 
6-QUIT 


Before proceeding with the CPM analysis, we will display the network data at our 
CRT to see if the data are correct. Then, the CPM calculations will be performed. 


ENTER OPTION 4 

PROJECT: ACQUIRE A COMPUTER 
DATE: 6-5-83 

NETWORK BY: PHILIP WOLFE 


ACTIVITY BEGINNING ENDING ACTIVITY 
ODE DESCRIPTION NODE NO NODE NO DURATION 


Cc 

A CONTACT 1 e 
VENDORS 

B REVIEW 
PROPOSA 

Cc LOCATE 
FINANCI 

D SELECT 
VENDOR 

F PREPARE 
FACILI 

E NEGOTIATE 
CONT , 

H TRAIN OP. 
MANA 

G INSTALL 
COMPUT 

DUM1 DUMMY 
ACTIVITY 

J TRAIN USERS 

I IMPLEMENT 
APPL 

K VALIDATE 
INSTA 


OO oOo & N clUmdLe wi N WwW 
e rw o mw my wu wm NN uw wu e& 


ODO on wn vneriwn NH WW ww Ww 


e 
Oo 


PRESS RETURN TO CONTINUE 


PROGRAM OPTIONS 
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1—-ADD NEW ACTIVITIES 

°-CHANGE EXISTING ACTIVITY DATA 
3-DELETE ACTIVITIES FROM NETWORK 
4-LIST DATA AT CRT 

S-LIST DATA AT PRINTER 

&-STORE DATA ON DISK 

?-PERFORM CPM CALCUALTIONS 
&-QUIT 


ENTER OPTION 7 

DISPLAY RESULTS ON CRT OR PRINTER (C/P)?C 
CPM RESULTS 

PROJECT: ACQUIRE A COMPUTER 


DATE: 6-5-43 
NETWORK BY: PHILIP WOLFE 


ACT. DUR- EARLY EARLY LATE LATE SLK 
CODE ATION START FINISH START FINISH TIME 
A 1 0 1 a] 1 a 
B e 1 im) 1 3 0 
Cc 2 L 3 e 4 1 
D 4 3 ? 3 ? 0 
F 5 a 8 4 q 0 
E 2 ? q ? q 1 
H e q 11 q 11 a 
G 2 q 11 q 11 0 
DUMI i} 11 Li 11 Lh 0 
J 3 11 14 14 1? 3 
I 6 11 1? 11 1? 0 
K 1 1? 14 1? 14 o 


PROJECT DURATION: 128 
LIST RESULTS ON THE PRINER (Y/N) ?N 


END OF CPM ANALYSIS 


The results correspond to the project duration (18 weeks) and critical path depicted in 
Figure 14.2. It appears that we have a valid solution. 


PRESS RETURN TO CONTINUE: 
PROGRAM OPTIONS 


1-ADD NEW ACTIVITIES 

e—-CHANGE EXISTING ACTIVITY DATA 
J-DELETE ACTIVITIES FROM NETWORK 
4-LIST DATA AT CRT 

S-LIST DATA AT PRINTER 

&-STORE DATA ON DISK 

?—-PERFORM CPM CALCULATIONS 
6-QUIT 
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ENTER OPTION 6 


END OF PROGRAM 


EXAMPLE 2. After some time had elapsed, management decided that another activity 
should be added to the Acquire A Computer project network. It was decided that activity 
K, VALIDATE INSTALLATION, would be deleted and replaced by the following 
activities: 


BEGINNING ENDING 


CODE DESCRIPTION NODE NODE DURATION 
L AUDIT SYSTEM q 10 ra 
M VALIDATE INSTALLATION 10 11 1 


Our task is to incorporate this new information into the project network and then perform 
the CPM analysis. 


SOLUTION. The CPM program will be used to perform the required analysis. The 
task is relatively simple because we had stored the original network in a disk file named 
COMPUTER. 


RUN 
CPM PROGRAM 


DATA TO BE INPUT FROM KEYBAORD OR DISK 
(K/D) D 


ENTER NAME OF FILE COMPUTER 

DATE FROM DISK FILE IS: 6-S-43 

DO YOU WANT TO CHANGE DATE (Y/N) ¥ 

ENTER NEW DATE ?-1-83 

ACTIVITIES ARE BEING SORTED 
PROGRAM OPTIONS 


1-ADD NEW ACTIVITIES 

°-CHANGE EXISTING ACTIVITY DATA 
J-DELETE ACTIVITIES FROM NETWORK 
4-LIST DATA AT CRT 

S-LIST DATA AT PRINTER 

&-STORE DATA ON DISK 

7—-PERFORM CPM CALCULATIONS 
&-QUIT 


First we will delete activity K from the network, and then add activities L and M. 
After entering activities L and M, we note that the durations are incorrect. Therefore, 
these activities must be changed. After these changes are made we will display the data 
at the CRT to make sure that the data are correct. Next, the CPM calculations will be 
performed. 
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ENTER OPTION 3 


ENTER NUMBER OF ACTIVITIES TO BE 
DELETED 1 


ENTER ACTIVITY CODE OF ACTIVITY TO BE 
DELETED K 


PROGRAM OPTIONS 


1~ADD NEW ACTIVITIES 

°©~CHANGE EXISTING ACTIVITY DATA 
J-DELETE ACTIVITIES FROM NETWORK 
4-LIST DATA AT CRT 

5-LIST DATA AT PRINTER 

&-STORE DATA ON DISK 

?—-PERFORM CPM CALCULATIONS 
6-QUIT 


ENTER OPTION 1 
ENTER NUMBER OF ACTIVITIES TO BE ADDED 2 


ENTER ACTIVITY CODE, DESCRIPTION, BEG. 
NODE, END NODE, DURATION 


ACTIVITY NO. 12°?L, AUDIT SYSTEM,9,10,1 
ACTIVITY NO. 137M, VALIDATE INSTALLATION,10,11,2 
PROGRAM OPTIONS 
1-ADD NEW ACTIVITIES 
°-CHANGE EXISTING ACTIVITY DATA 
3-DELETE ACTIVITIES FROM NETWORK 
4-LIST DATA AT CRT 
S-LIST DATA AT PRINTER 
6-STORE DATA ON DISK 
?7—-PERFORM CPM CALCULATIONS 
&-QUIT 
ENTER OPTION 2 
ENTER NUMBER OF ACTIVITIES TO BE CHANGED ed 


ENTER ACTIVITY CODE OF ACTIVITY TO BE 
CHANGED L 


CHANGES ARE FOR ACTIVITY 1c HAVING 
ACTIVITY CODE L 


ENTER ACTIVITY CODE, DESCRIPTION, BEG. 
NODE, END NODE, DURATION 


ACTIVITY NO. 1e?L, AUDIT SYSTEM,9,10,¢ 


ENTER ACTIVITY CODE OF ACTIVITY TO BE 
CHANGED M 
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CHANGES ARE FOR ACTIVITY 13 HAVING 
ACTIVITY CODE M 


ENTER ACTIVITY CODE, DESCRIPTION, BEG. 
NODE, END NODE, DURATION 


ACTIVITY NO. 137M, VALIDATE INSTALLATION,10,11,1 
PROGRAM OPTIONS 


1-ADD NEW ACTIVITIES 

C—CHANGE EXISTING ACTIVITY DATA 
3-DELETE ACTIVITIES FROM NETWORK 
4-LIST DATA AT CRT 

S-LIST DATA AT PRINTER 

&-STORE DATA ON DISK 

?7-PERFORM CPM CALCULATIONS 
6-QUIT 


ENTER OPTION 4 
PROJECT: ACQUIRE A COMPUTER 


DATE: ?-1-83 
NETWORK BY: PHILIP WOLFE 


ACTIVITY BEGIN. END ACTIVITY 
CODE DESCRIPTION NODE NODE DURATION 
A CONTACT VENDOR L e JL 
B REVIEW PROPOSA 2 3 d 
Cc LOCATE FINANCI e 4 ed 
D SELECT VENDOR J 5 4 
F PREPARE FACILI 4 b 5 
E NEGOTIATE CONT S 6 e 
H TRAIN OP. MANA 6 ? c 
G INSTALL COMPUT 6 a 2 
DUM1 DUMMY ACTIVITY ? 8 a) 
J TRAIN USERS ? q cS] 
I IMPLEMENT APPL 8 q 6 
L AUDIT SYSTEM q 10 e 
M VALIDATE INSTA 10 Li 1 


PRESS RETURN TO CONTINUE 
PROGRAM OPTIONS 


1-ADD NEW ACTIVITIES 

C—CHANGE EXISTING ACTIVITY DATA 
3-DELETE ACTIVITIES FROM NETWORK 
4-LIST DATA AT CRT 

S-LIST DATA AT PRINTER 

&-STORE DATA ON DISK 

?—-PERFORM CPM CALCULATIONS 
6-QUIT 


ENTER OPTION ? 
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ACTIVITIES ARE BEING SORTED 
DISPLAY RESULTS ON CRT OR PRINTER (C/P)?C 
CPM RESULTS 
PROJECT: ACQUIRE A COMPUTER 


DATE: ?-1-83 
NETWORK BY: PHILIP WOLFE 


ACT. DUR- EARLY EARLY LATE LATE SLK 
CODE ATION START FINISH START FINISH TIM 
A 1 0 1 a L a 
B e 1 3a 1 3 a 
Cc 2 1 3a 2 4 1 
D 4 3 ? 3 ? a 
F 5 | a 4 q 1 
E e ? q ? q a 
H 2 q 11 q 11 a 
G 2 q 11 q 11 a 
DUMI i} 11 11 11 Li a 
J 3 11 14 14 1? J 
I & 11 1? 11 1? 0 
L rs 1? 14 1? 19 0 
M 1 19 eo 19 rad 8 0 


PROJECT DURATION; 20 


The expected time to complete the revised project, twenty weeks, seems reasonable. 
LIST RESULTS ON THE PRINTER (Y/N)? N 


END OF CPM ANALYSIS 
PROGRAM OPTIONS 


1-ADD NEW ACTIVITIES 

C-CHANGE EXISTING ACTIVITY DATA 
J-DELETE ACTIVITIES FROM NETWORK 
4-LIST DATA AT CRT 

S-LIST DATA AT PRINTER 

&-STORE DATA ON DISK 

?—-PERFORM CPM CALCUALTIONS 
6-QUIT 


ENTER OPTION 8 
END OF PROGRAM 


11.4 Summary 


At some time most engineers and scientists will find themselves involved in project 
planning. As a result, a program was included in this book that implements the CPM 
project planning and scheduling technique. Space does not permit in-depth coverage of 
this topic. Books have been written on this subject covering such topics as cost/time 
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trade-offs and resource allocations. Weist (1977) contains a very good bibliography on 
this subject. 
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Exercises 


1. A project manager has asked for some assistance in determining the critical activities in a project. 
From the following data you are to: 


(a) draw a CPM network, and 
(b) determine the critical path and the expected project completion date. 


Duration Immediate 
Activity Description —Days __ Predecessor 
Activity | 
Activity 2 
Activity 3 
Activity 4 
Activity 5 
Activity 6 
Activity 7 
Activity 8 
Activity 9 
Activity 10 
Activity 11 
Activity 12 
Activity 13 
Activity 14 
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2. You are to find the critical path in the following network where the arrows represent activities 
and the numbers, by each arrow, represent duration in days. 





3. A small construction project consists of 13 jobs. The precedence relationships are identified 
below in terms of node numbers. You are to: 


a. Draw the network. 
b. Determine the early and late start times for each job. 
c. Identify the critical path. 


Job Initial Node, Final Node Duration (Days) 
i 1, 2 3 
2 1, 3 " 
B 2,4 5 
4 3; 4 2 
15 4,.5 4 
16 4, 6 3 
7 3, 6 2 
18 5, 9 2 
19 6, 7 1 

10 6, 8 3 

i 7, 8 1 

y12 8,10 2 

n3 9,10 1 


4. Anew research and develop project is being planned in a leading medical products manufacturing 
firm. The project network has been given to you in tabular form. You are to determine the 
expected duration of the project and the critical path. 


Activity Duration (Weeks) Immediate Predecessor 
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Sorting 


One common task is the sorting of data according to some specified order. Arranging a 
list of numbers from smallest to largest or placing alphabetic information in alphabetical 
order are examples of sorting. This procedure can be a very time consuming task even 
when using a computer, especially if thousands of data elements are involved. As a result, 
several sorting procedures have been developed with the objective of making this task 
as efficient as possible. In this section, two sorting procedures will-be presented. 


12.1 Bubble Sort 


The bubble sort is not very efficient, but it is easy to understand. Therefore, it is a 
good procedure to use as an introduction to sorting. Assume that you have a list of 
numbers that you want to sort into increasing order: 


8 2 6 1 4 


Using the bubble sort, the first two numbers are compared. If out of order, the positions 
of the numbers are swapped: 


2 8 6 1 4 


Then the numbers in positions two and three are compared, and if out of order, they are 
swapped: 


2 6 8 1 4 


This process continues until the numbers in the last two positions are compared and 
swapped if they are out of order: 


2 6 I 8 4 
2 6 1 4 8 


If no swaps were made in the above process, the list is in sorted order. Note what has 
happened in this example; the largest number (8) has ‘‘bubbled’’ to the bottom of the 
list. At this point, the largest number is in the correct position; therefore, this number 
need not be considered in any future comparisons. 

Another pass is made through the list. At the end of this pass, the list would be in the 
following order: 
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2 1 4 6 8 


Now the bottom two numbers are in the correct positions. 
The third pass results in: 


| 2 4 6 8 


The fourth pass results in no swaps; therefore, the list is in increasing order. 


Bubble Sort Computer Program 


A subroutine that will sort a list of numbers into ascending order using the bubble sort 
procedure appears in Figure 12.1. The list to be sorted must be in the array X and the 
number of entries in the list must be provided in the variable N. 


23000 REM SUBROUTINE: BUBBLE SORT 

23010 REM PROGRAM SORTS INTO INCREASING ORDER A ONE DIMENSIONAL 
e3020 REM ARRAY, X, HAVING N NUMBERS. THE ARRAY X AND ITS SIZE 
273030 REM NARE SUPPLIED BY THE MAIN PROGRAM. CHANGING THE >= 
23040 REM INLINE 23090 TO <= WILL RESULT IN THE ARRAY BEING 
23050 REM SORTED IN DECREASING ORDER. 

e3060 FOR IT=1TON-1 

23070 IL=0 

23060 FORJ=1T0N-TI , 

e3090 IF X(J +1) > = X(J) GOTO 231c0 

23100 A= X(J)2X(J) = X(T +1)2X¥(3 +31) =A 

23110 IL=1 

231ec0 NEXTJ 

231350 IFIL = 0G0T0 23150 

23140 NEXTI 

23150 RETURN 


Figure 12.1—Bubble Sort Program 


EXAMPLE 1. Use the bubble sort procedure to sort the following list of numbers into 
ascending order: 


38 21 7 32 2 45 13 60 18 55 


SOLUTION. Figure 12.2 contains a program which was written to prompt the user for 
the list of numbers to be sorted. After the list is entered, the bubble sort subroutine is 
utilized to sort the numbers. The sorted list is then printed out. 


100 DIM X(100) 

1410 INPUT "HOW MANY NUMBERS ARE TO BE SORTED"; N 
120 PRINT "ENTER" ;N;" DATA ELEMENTS" 
130 FORI=1TON 

1440 PRINT "ENTER ELEMENT" ;1; 

1450 INPUT X(I) 

1460 NEXTI 

1470 GOSUB 23000 

160 FORI=1 TON 

1490 PRINT X(1) 

200 NEXTI 

210 END 


Figure 12.2-—-Bubble Sort Application 
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12.2 Quicksort 


The quicksort procedure will usually require less time than the bubble sort procedure 
to sort a randomly ordered list. However, if the list is already sorted or nearly sorted, 
the bubble sort can be faster. 

The quicksort algorithm partitions the initial list into two lists with all the numbers in 
one subset being smaller than all of the numbers in the other subset. Then this procedure 
is repeated on each of the subsets, partitioning each of them into subsets. This process 
continues until each subset contains just one element. At this point the array is sorted. 

This procedure is best explained with an example. Assume the list of numbers 


7 2 14 10 6 4 9 


is to be sorted into increasing order using the quicksort procedure. Initially, some number 
has to be chosen as a ‘‘pivot.’’ This procedure will rearrange the above list into two 
subsets such that all of the numbers to the left are smaller than the pivot. All of the 
numbers to the right will be larger than the pivot. 

For this example, the first number in the list will be chosen as the pivot. 


P 
7 2 14 10 6 4 9 


The pivot element is then compared with the last number. If the last number is smaller 
than the pivot number, the numbers are swapped. Looking at our list, we see that 7 and 
9 are in the proper order. The pivot is then compared to the next to last number, 4. Here 
the numbers are out of order, so the 7 and 4 are swapped: 


P 
4 2 14 10 5 7 9 
L R 


We will use an L and R to indicate which numbers at the left and right ends of the 
list have been compared with the pivot. Everything to the left of the L will have been 
compared with the pivot, and everything to the right of the R will have been compared 
with the pivot. Attention is now directed to the left end of the list, because we know that 
everything to the right of the number 7 is larger than 7 (at this point, only the number 
9 is to the right of the pivot, 7). 

Looking at the left end, we know that the last number exchanged with the pivot is less 
than the pivot because a swap was just made. Therefore, we start with the next number 
to the right, the number 2. Since 2 is less than the pivot, no swap occurs. However, 7 
and 14 are out of order, so a swap occurs: 


P 
4 2 7 10 6 14 9 
L R 


At this point, everything to the left of the pivot is less than 7 and everything from the 
number 14 to the right end is greater than 7. Therefore, the comparisons start with the 
first number to the left of the number 14. Another swap is made here because 6 is less 
than 7: 
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P 
4 2 6 10 7 14 9 
L R 
Only the number 10 has not been considered. Again a swap is made: 
P 
4 2 6 7 10 14 9 
L 
R 


The list has now been partitioned into two subsets. Everything to the left of the pivot 
is less than the pivot, and everything to the right is greater than the pivot. 
This same procedure is now applied to these subsets. First, consider the subset: 


P 
4 2 6 
L R 


Select the first element (4) as the pivot. Since 6 and 4 are in the proper order, only 
one swap would be made: 


P 

2 4 6 
L 
R 


Everything to the left of the pivot (4) is less than the pivot and everything to the right 
is greater than the pivot. The result is two subsets containing one element each. Con- 
sequently, these numbers are in the proper order. 

We have one remaining subset to sort: 


P 
10 14 9 
L R 


Applying this procedure once again, we will select 10 as the pivot. Comparing the 
pivot with the rightmost element, we see that 10 is greater than 9, so these numbers must 
be swapped. , 


P 
9 14 10 
L R 


Then 10 and 14 are swapped 
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Again we have partitioned a list into subsets of one number each. Our original list is 
now in increasing order 


2 4 6 7 9 10 14 


Consequently, the quicksort procedure has successfully sorted our original list. 

The next step is to develop a computer program to implement the quicksort procedure. 
Comparing the various numbers is not difficult. However, developing a method for sorting 
the various subset of numbers to be partitioned requires some thought. We will start by 
establishing an arbitrary rule: when a set is partitioned, the right subset will be stored 
and the left subset will be partitioned. However, the right subset will only be saved to 
be partitioned later if it contains more than one element. Likewise, the left subset will 
only be partitioned if it contains more than one element. 

A subset can be stored by saving the positions in the list of beginning and ending 
elements. These positions can be saved in two, one-dimensional arrays, one array con- 
taining the beginning position and one array containing the ending position. As the 
quicksort procedure is executed and subsets are created, the subsets on the right will be 
added to this list of subsets to be partitioned. When there are no more subsets on the left 
to be partitioned, the stored subsets will be removed from the one dimensional arrays in 
a last-in, first-out order (LIFO). 

To illustrate this process, we will consider the following list: 


7 2 14 10 6 4 9 


The array LEF will be used to store the position of the first element in a subset and the 
array RIT will be used to store the position of the last element in a subset. Initially, we 
will have 


LEF(1)=1 
RIT(1) =7, 


because the subset to be processed is the entire list, containing seven elements. 
After partitioning the first subset, we obtain: 


P 
4 2 6 7 10 14 9 
Saving the right subset gives us 
LEF(1)=5 
RIT(1)=7 


Remember, the LEF(1) and RIT(1) were not being used after the first subset, beginning 
in position 1 and ending in position 7, was removed to be partitioned. 
Next, the left subset is partitioned, giving 


238 CCC 12—Sorting._ 


P 
2 4 6 


Neither of the resulting subsets would be saved for additional processing since they contain 
only one element. Therefore, another subset must be removed from our subset array, that 
is the subset beginning in position 5 and ending in position 7. Thus, we get 


10 14 9 
Upon partitioning this subset, we get 
P 
9 10 14 


Each of the resulting subsets contains only one element and our arrays LEF and RIT are 
empty. Consequently, the list is sorted in an increasing order. The procedure stops. 


Refinements to the Quicksort Procedure 


Before a program is introduced which uses the quicksort procedure, we will present 
some ideas which can improve the basic process. First, if the pivot element chosen is 
the largest or smallest element in the list, the result is a subset of one element and another 
subset of n-1 elements. Consequently, a better procedure for specifying the pivot element 
is to choose the median of the elements {X(1), X[(1+n)/2], X(n)}, where X is an array 
holding the list to be sorted. 

The amount of memory required to store the end positions of subsets remaining to be 
processed can be reduced. This can be accomplished by always storing the larger subset 
and immediately processing the smaller subset. Another improvement involves how the 
numbers being swapped are handled. Assume that a median value (as described above) 
is chosen as the pivot. This element can be removed from the array. If the first element 
is not chosen as the pivot element, the first element is moved to the empty position. The 
empty first position is then filled by comparing the elements in the list with the pivot 
element, starting from the right end of the list. The first element to be found less than 
the pivot element is moved into the empty position. 

Consider our initial array: 


7 2 14 10 6 4 9 


The pivot element is selected from 


X(1) = 7, 
X{(1+7)/2] = X(4)=10, and 
X(7) = 9. 


The median is X(7)=9. 
The pivot, 9, is removed from this list and the first element is moved to the empty 
position: 


2 14 10 6 4 7 
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Starting with the right end, elements are compared with the pivot element, 9, until one 
is found to be less than the pivot. In this case 7<9; therefore, the 7 is moved into the 
empty position: 


7 2 14 10 6 4 


This leaves the end position open; it can be filled by working from the left end until a 
larger element is found. 


‘ 


7 20 C* 10 6 4 14 
Continuing this process results in: 

7 2 4 10 6 14 

7 2 4 _ 6 10 14 

7 2 4 6 _ 10 14 


At this point, the list is partitioned into two subsets, and the pivot element is placed in 
the remaining empty position. 


7 2 4 6 9 10 14 


We are left with two subsets to be partitioned, one beginning in position 1 and ending 
in position 4, and another beginning in position 6 and ending in position 7. The largest 
subset will be stored to be partitioned later. 

Since the small subset contains only two elements, we will choose the left element as 
the pivot. Comparing the elements, we see that no interchange is required; therefore, this 
subset is in the correct order. 


EXAMPLE 2. Use the quicksort procedure to sort the list of numbers used in Example 1. 


SOLUTION. The only difference between the solution to this example and the solution 
to Example 1 is that line 170 would be changed to 


170 GOSUB 23-00 


specifying that the quicksort subroutine is to be used. Baase (1978) and Scheid (1982) 
provide additional material on sorting procedures. 


23200 REM SUBROUTINE: QUICKSORT 

23210 REM THIS SUBROUTINE USES THE QUICKSORT PROCEDURE TO SORT A LIST 
23220 REM OF NUMBERS INTO ASCENDING ORDER. THE LIST MUST BE PROVIDED TO 
23230 REM THIS SUBROUTINE IN THE ARRAY X. THE NUMBER OF ELEMENTS IN THE 
23240 REM LIST MUST BE SUPPLIED IN THE VARIABLE N. THE ARRAYS LEF AND RIT 
23250 REM ARE USED TO STORE SUBSETS TO BE PARTITIONED. LEF AND RIT 

23260 REM CONTAIN THE POSITION OF THE FIRST ELEMENT AND THE LAST ELEMENT 
23270 REM OF A SUBSET TO BE PARTITIONED. LS AND RS MAINTAIN THE LEFT AND 
23280 REM RIGHT END POSITIONS OF THE SUBSET BEING PARTITIONED. L AND R 
23290 REM INDICATE THE RLEMENTS THAT HAVE BEEN COMPARED WITH THE PIVOT, 
23300 REM PV. PT INDICATES THE POSITION IN THE ARRAYS LEF AND RIT OF THE 
23310 REM LAST SUBSET STORED TO BE PARTITIONED. IF ALL THE REM STATEMENTS 
23320 REM ARE REMOVED FROM WITHIN THE SORT PROCEDURE, THE SUBROUTINE WILL 
23330 REM SORT A LIST IN LESS TIME. 

23340 REM CHANGING THE > IN LINE 23710 TO < AND CHANGING THE < IN 

23350 REM LINE 23750 TO > WILL RESULT IN THE ARRAY BEING SORTED IN 

23360 REM DECREASING ORDER. 

23370 SIZ% = 50 


240 


23380 
23390 
23400 
23410 
23420 
23430 
23440 
23450 
23460 
23470 
23480 
23490 
23500 
23510 
23520 
23530 
23540 
23550 
23560 
23570 
23580 
23590 
23600 
23610 
23620 
23630 
23640 
23650 
23660 
23670 
23680 
23690 
23700 
23710 
23720 
23730 
23740 
23750 
23760 
23770 
23780 
23790 
23800 
23810 
23820 
23830 
23840 
23850 
23860 
23870 
23880 
23890 
23900 
23910 
23920 
23930 
23940 
23950 
23960 
23970 
23980 
23990 
24000 
24010 
24020 
24030 
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DIM LEF(S1ZZ) ,RIT(S12%) 
LEF%Z(1) = 1: REM LEFT END OF SUBSET 
RIT%Z(1) = N: REM RIGHT END OF SUBSET 
REM POSITION IN LEF AND RIT OF LAST SUBSET STORED 
PTZ = 1 
REM SET LEFT SIDE POINTER 
L% = LEFZ(PT%) 
REM SAVE STARTING VALUE OF LEFT SIDE POINTER 
LS% = LZ 
REM SET RIGHT SIDE POINTER 
R% = RITZ(PTZ) 
REM SAVE STARTING VALUE OF RIGHT SIDE POINTER 
RSZ = R% 
PTZ = PTZ - 1 
REM IF ONLY 1 ELEMENT IN SUBSET, DO NOT PARTITION 
IF (R% - LZ) < = 0 THEN 24210 
REM TEMPORARILY SET PIVOT TO LEFT ELEMENT 
PV = X(LZ) 
REM IF 5 OR LESS ELEMENTS IN SUBSET, LEAVE PIVOT AS IS 
IF (R% - L%) < 5 THEN 23700 
REM SET PIVOT TO MEDIAN 
MED = (L% + R%) / 2 
IF (PV < X(R%)) AND (PV > X(MED)) THEN 23700 
IF (PV < X(MED)) AND (PV > X(R%)) THEN 23700 
IF (X(R%) < PV) AND (X(R%Z) > X(MED)) THEN 23680 
IF (X(R%) < X(MED)) AND (X(RZ) > PV) THEN 23680 
REM SET PIVOT=MEDIAN AND MOVE LEFT POINTER TO HOLE 
PV = X(MED) 
X(MED) = X(LZ) 
GOTO 23700 
PV = X(R%) 
X(R%) = X(L2) 
IF (L% > = R%) THEN 23840: REM IF L=R, SUBSET PARTITIONED 
IF (PV > X(R%)) THEN 23780: REM IF TRUE, SWAP 
R% = R% - 1: REM MOVE POINTER 
GOTO 23700 
IF (L% > = R%) THEN 23840: REM IF L=R, SUBSET PARTITIONED 
IF (PV < X(L%)) THEN 23810: REM IF TRUE, SWAP 
L% = L% + 1: REM MOVE POINTER 
GOTO 23740 
X(L%) = X(R%): REM PERFORM SWAP 
L% = LZ + 1: REM MOVE POINTER 
GOTO 23740 
X(R%) = X(L%): REM PERFORM SWAP 
R% = RZ - 1: REM MOVE POINTER 
GOTO 23700 
X(L%) = PV: REM PLACE PIVOT IN HOLE 
REM DETERMINE WHICH SUBSET TO STORE; LARGEST IS TO BE STORED 
IF (LZ - LS%) < = (RS% - LZ) THEN 24040 
REM RIGHT SUBSET IS SMALLEST; IF IT CONTAINS MORE THAN 1 
REM ELEMENT, STORE LEFT SUBSET 
IF (RS% ~ LZ) < = 1 THEN 23990 
LEF%(PT%Z + 1) = LS% 
RITZ(PTZ +1) = LZ - 1 
LZ = LZ +1 
LS% = LZ 
R% = RSZ . 
PTZ = PTZ + 1 
GOTO 23530 * 
REM RIGHT SUBSET CONTAINED ONLY 1 ELEMENT; PARTITION LEFT 
REM SUBSET If IT CONTAINS MORE THAN 1 ELEMENT 
IF (LZ - LS%) < = 1 THEN 24210 
RZ = 1% - 1 
RS% = LZ 
L% = LSZ% 
GOTO 23530 
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24040 IF (L% - LS%) < = 1 THEN 24140 

24050 REM LEFT SUBSET IS SMALLEST; IF IT CONTAINS MORE THAN 1 
24060 REM ELEMENT, STORE RIGHT SUBSET 

24070 LEFZ(PT%Z + 1) = LZ +1 

24080 RITZ(PTZ + 1) = RSZ 

24090 RZ = LZ - 1 

24100 RS% = RR 

24110 L% = LS% 

24120 PTZ = PTZ + 1 

24130 GOTO 23530 

24140 IF (RS% - L2) < = 1 THEN 24210 

24150 REM RIGHT SUBSET CONTAINED MORE THAN 1 ELEMENT; PARTITION IT 
24160 L2 = LZ +1 

24170 LS% = L2 

24180 R% = RSZ 

24190 GOTO 23530 

24200 REM ANY MORE SUBSETS TO BE PARTITIONED? 

24210 IF (PT% < 1) THEN 24230 

24220 GOTO 23440 

24230 RETURN 


Figure 12.3—Quicksort Program 


12.3 Summary 


Many computer applications require data to be sorted. Consequently, to make this text © 
as useful as possible, two sort subroutines (bubble sort and quicksort) were presented. 
These subroutines can be used as provided. 


References 


Baase, Sara, Computer Algorithms: Introduction to Design and Analysis, Addison-Wesley, Mas- 
sachusetts, 1978. 
Scheid, Francis, Computers and Programming, McGraw-Hill, New York, 1982. 


Exercises 


1. Modify the bubble sort subroutine so that the array X is sorted into decreasing order. Test the 
resulting program using the data from example |. 

2. Modify the quicksort subroutine so that the array X is sorted into decreasing order. Test the 
resulting program using the data from example |. 

3. The following statements will generate 100 random integers in the range of O=x=100 (chapter 15 
provides background for this program): 


10 DIM X(100) 

20 FOR I=1 TO 100 

30 = X(D=INT(100*RND(+ 1) + 1) 
40 NEXT I 


Using these statements generate 100 random integers in the range of 1=x=100. Next, sort these 
100 numbers in increasing order using the bubble sort subroutine. Place a STOP statement in 
your program after the 100 random numbers are generated and before these numbers are sorted. 
Then, enter CONT from the keyboard and time how long it takes to sort the numbers. 

4. Repeat exercises 3 using the quicksort subroutine. 

5. Repeat exercises 3 and 4 using a list of 100 numbers that is already sorted before you attempt 
to sort them. Can you explain the results? 


Disk Data Files 


Your Apple microcomputer has the capability to support several types of memory storage 
devices. These devices can be grouped into two major types: primary memory and 
secondary memory. ROM (Read Only Memory) and RAM (Random Access Memory) 
are examples of primary storage devices. The Apple assembly language monitor resides 
in ROM; RAM is used to store your programs and data as the programs are executed. 
A cassette tape and a floppy diskette are examples of secondary storage devices. 

When RAM devices are used to store information for long periods of time, they have 
a characteristic that can cause a problem. These devices are volatile; when power to a 
RAM device is turned off, the contents of the memory device are lost. One solution is 
to type in your program every time you turn on the computer; obviously, this is not an 
attractive one. A better alternative is to store the programs on a secondary storage medium, 
e.g., floppy disk, and load the program into RAM whenever you want to use it. Data 
can be stored on a secondary storage medium like a floppy disk in a similar manner; 
however, there are some simple concepts that must first be understood. These concepts 
will be discussed in this chapter. Note that devices other than diskettes can be used for 
secondary storage. This text, however, assumes that a disk will be used. Refer to your 
Apple reference manuals for details on using other secondary storage devices. 


13.1 Recording Information on a Diskette 


In order for a computer to read and write information to a diskette, some procedures 
must be established. Preferably, these procedures should be performed quickly and without 
error by the computer. They also should be easy for the user to understand and use. 

As long as your programs and data are stored within the RAM memory of your 
computer, you will have little trouble identifying this information. However, when you 
store information on a diskette, it must be managed so that you can easily retrieve the 
appropriate information whether it is a program or data. Information is managed on 
secondary storage devices, such as a disk or tape, using the concept of a file. A file is 
a collection of related information that is kept somewhere other than in the primary 
memory of your personal computer. 

For example, you might have a program that is used for curve fitting. This program 
can be saved on a diskette so that you could easily retrieve the program and use it again. 
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TRACK 32 


SECTOR 01 


SECTOR 02 





Figure 13.1—Floppy Disk Organization 


In order to identify the program on the diskette you must assign a name to the file. One 
diskette can have as many as 105 files; therefore, a name provides an easy way to identify 
the various files. 

Data files and program files can exist on the same diskette. However, each file on the 
diskette must have a unique name. The names of files on a particular diskette are main- 
tained in the directory of that diskette. A file name must conform to the following rules: 


1. The name may be 1 to 30 characters long. 

2. The first character of the name must be a letter (A—Z). 

3. Any character on the keyboard, except a comma, may be part of the name. 
Here are some valid names for a diskette file: 


ANALYSIS.BAS 
DESIGN 
DESIGN.JAN 
TESTA 82.JAN 
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RESULT! 


If your system has more than one disk drive, specifying a file name may not be enough 
for the computer to locate the file. In addition, you may need to specify the disk drive 
containing the diskette on which the specified file is stored. Therefore, the complete file 
specification is : 


filename,Dn 


where the Dn specifies that the file is located on a diskette in disk drive n. After you 
specify a particular disk drive, subsequent disk commands default to that drive unless 
another drive is specified. A default disk drive is the drive that DOS assumes will contain 
the diskette or file you specify in a command unless another drive is specified. Some 
examples are: 


LOAD DESIGN,D2 
SAVE RESULT1 


In these examples, the file DESIGN was LOADed into memory from disk drive two. 
The second command SAVEs a copy of the program in memory in a file called RESULT1 
on disk drive two, which is the default drive at this point. 

Figure 13.1 illustrates how information is organized on a diskette. Each diskette contains 
35 concentric tracks on one side. Each of these tracks is divided into smaller segments, 
called sectors. There are 16 sectors per track, and 256 bytes may be stored in each sector. 

Theoretically, your Apple microcomputer can store 143,360 bytes on one side of a 
diskette, assuming that you are using DOS 3.3 as earlier versions of DOS did not store 
this much information on a diskette. This value is obtained as follows: 35 tracks x 16 
sectors/track x 256 bytes/sector = 143,360 bytes. However, not all of this space is 
available for data storage, because the disk operating system (DOS) must use some of 
the space to manage the information stored on a diskette. 

After space is allocated for DOS usage, there are 496 sectors (12,976 bytes) available 
for data. The information maintained by DOS on each diskette includes a track/sector 
list and a directory. One primary function of the track/sector list is used by DOS to 
determine where on the diskette the data are stored. 

The primary function of the DOS diskette directory is to maintain a table containing 
the names of files that have been saved on the diskette. This table also contains other 
information such as the file type and the number of sectors it uses. There is room in the 
directory for 105 file names. As a result, 105 is the maximum number of files that can 
be saved on a diskette even though not all of the sectors have been used. If you try to 
save more than 105 files, you will receive an error message. For additional information 
regarding the track/sector list and the diskette directory, refer to your DOS Manual (DOS 
3.3). 


13.2 Sequential Access Files 


There are two types of diskette data files that can be used with Apple DOS: sequential 
and random access. Sequential access methods are easier to learn; however, you will find 
that this type of (input/output) I/O is limited in flexibility and speed. These limitations 
will be discussed after random access is explained. The sequential access method assumes 
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that data are written to a file one entry after another. If you want to retrieve the tenth 
entry, you must retrieve the first nine entries before the tenth entry can be retrieved. You 
might visualize a sequential file as residing on a tape similar to a tape on your home 
stereo. Before you can play a song (a specific file), you must position the tape at the 
beginning at the desired song (file). If you want to play the third song, you must first 
pass the first two songs on the tape. This is an example of sequential access. 

Apple DOS uses a temporary storage area (buffer) to manage data that are written to 
and read from a disk. Sequential access requires a buffer area for writing to the disk and 
another buffer area for reading from the disk. Figure 13.2 illustrates these buffer areas. 
For sequential access, the write and read buffers are each fixed at 256 bytes. These 
buffers permit BASIC to be more efficient in accessing information on a disk. Information 
to be written to the disk is temporarily stored in the buffer until the buffer is full. Then 
this information is transferred by DOS to the diskette. Each disk access is relatively slow 
because mechanical devices are involved. Therefore, using a buffer in this manner requires 
fewer disk accesses resulting in improved program execution time. A buffer is used in 
a similar manner whenever a read operation is performed. 


Writing and Reading Sequential Files 


The following steps are required to write data to a sequential file, and then read those 
data from the file: 


Write to a Sequential File Read from a Sequential 
1. Specify file name. 1. Specify file name. 

2. Specify write or append mode. 2. Specify read mode. 
3. Write data to the file. 3. Read data from file. 
4. Close file. 4. Close file. 


In apple DOS, the first of the above steps is performed with one of the following DOS 
commands: OPEN or APPEND. If a DOS command, such as OPEN, is used within a 
program, the command must be in a PRINT statement and be preceded by a CTRL-D 
character (hold the CTRL key down while you press the D key). For example, to OPEN 
the file DESIGN, residing on disk drive two, we can use the following statements: 


40 D$=CHR$(4): REM CTRL-D 
20 PRINT D$; "OPEN DESIGN, D2" 


SEQUENTIAL ACCESS 
BUFFER 
PROGRAM FLOPPY DISK 


MEMORY 





Figure 13.2—illustration of Sequential Access Buffer Area 
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After these statements are executed, a buffer area in memory will have been reserved 
for the file DESIGN. This buffer will hold one sector (256 bytes) of information before 
it is written to the disk. Information will not be written to the disk until this buffer is 
full or until a CLOSE command is executed. The above statements also enter the name 
DESIGN in the directory of the diskette in drive two (if this file did not already exist). 
In addition, an internal pointer is set to the beginning of the file; this pointer indicates 
the next location in the file where information is written or read. 

Apple DOS provides three modes for accessing a sequential disk file: WRITE (output), 
APPEND (output), and READ (input). Information is written to a disk using a PRINT 
statement, the same statement is used to write to a CRT or a printer. Therefore, before 
you try to write to a disk, you must first specify where the information is to be PRINTed. 
This can be done as follows: 


30 PRINT D$; "WRITE DESIGN" 


After executing this statement, subsequent output (PRINT specifications) will be stored 
in the sequential disk file DESIGN. Even error messages will be sent to this disk file. 
As a result, after an error message is stored, the DOS write command is cancelled and 
control is returned to DOS. At any time you can cancel the WRITE command by specifying 
any DOS command or by using the null command; 


100 PRINT D$ 


When this command is executed, subsequent output will appear at the screen or printer. 

We noted above that the OPEN statement sets the internal pointer to the beginning of 
a file. However, there are times when we may want to add information to the end of a 
file. To do this, we must first locate the end of the file; the APPEND command will set 
the pointer to the end of the file. Thus, to APPEND information to the file DESIGN, 
execute the following command: 


20 PRINT D$; "APPEND DESIGN,De" 


You would use this command in place of the OPEN command. It also establishes a buffer 
area in memory, but this command will not create a file named DESIGN in the diskette 
directory. Consequently, if this file does not already exist, the error message 


FILE NOT FOUND 


will appear on the screen. 

OPENing a sequential file sets the internal pointer to the beginning of a file, but any 
existing data are not destroyed. Therefore, subsequent PRINT statements will write over 
the previous data. If fewer characters than were initially in the file are output, some of 
the old data will remain at the end of the file. So, a good rule to follow when recreating 
an existing file is to first delete the old file: . 


20 PRINT DS; "OPEN DESIGN,De" 
CS PRINT DS; "DELETE DESIGN" 
J0 PRINT D$; "OPEN DESIGN" 


The above statements will work even if the file DESIGN does not initially exist because 
statement 20 will create a file by this name if it does not exist. Statement 30 creates a 
new empty file called DESIGN. 
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Closing a file lets you change the access mode. If the file had been open for WRITE 
or APPEND, closing the file causes the final buffer contents to be written to disk. If a 
file will not be used continuously, it is a good practice to close it. You thus insure that 
should a power failure occur, the contents of the output buffer will not be lost. You may. 
CLOSE all open files with the following command: 


40 PRINT DS; "CLOSE" 


Or you may close a specific file by adding the file name to the CLOSE statement: 
40 PRINT D$; "CLOSE FILENAME" 


After you have opened a file for output, you may write data to the file using the PRINT 
statement. For example, assume that you want to output to a file the string variable 
"EXPERIMENTS"! and the numeric variable "VALUE." This could be done using the 
instructions: 

10 D$=CHR$(4): REM CTRL-D 

20 PRINT D$; "OPEN DESIGN,Dea" 


JO PRINT D$; "WRITE DESIGN" 
40 PRINT EXPERIMENTS ; CHR$(13); VALUE 


Note that something new has been added to line 40, CHR$(13), which is the ASCII code 
for carriage return. Apple DOS requires that each field in a sequential file be separated 
by a carriage return. A carriage return is automatically inserted after the last field in a 
PRINT statement. However, when several fields are contained in one statement, you 
must provide the necessary separating carriage returns. An alternate way to write statement 
40 would be 


40 PRINT EXPERIMENT$: PRINT VALUE 
You can remember what is required to print (write) information in a data file if you 


remember that the PRINT statement writes data to a file as it would be displayed on the 
screen. For instance, let X$= "EXAMPLE" and Y$= "ONE". Using the statement 


40 PRINT X$;Y$ 


the following characters would be written in the file: 


Cc 
EXAMPLEONER 


The symbols R represent carriage return. This is the same image that would have been 
displayed on your monitor if a PRINT statement had been used (the carriage return 
symbols are not displayed). The problem occurs when you try to input this image from 
the file. Because there are no delimiters between the two words, the computer assumes 
there is only one word. This problem can be avoided by including delimiters in the PRINT 
statement such as: 


40 PRINT X$;CHRS(135);Y$ 
Executing this statement will result in the following image being written to the file: 


c Cc 
EXAMPLERONER 
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Therefore, when you use a PRINT statement to write to a file, care must be taken to 
properly delimit the data on the file. 


EXAMPLE 1. Create a sequential data file consisting of date and high temperature for 
each day during the month of January. Let DAY$ denote the date and TEMP denote the 
high temperature for that date. The program should continue asking for data until you 
type "END"! for the date. 


SOLUTION. 


10 DS=CHRS(4): REM CTRL-D 
20 PRINT DS; "OPEN HITEMPJAN" 
30 INPUT "DATE ?"; DAYS 
40 IF DAYS="END" GOTO 100 
SO INPUT "TEMPERATURE ?"; TEMP 
60 PRINT DS; "WRITE HITEMPJAN" 
70 PRINT DAY$: PRINT TEMP 
40 PRINT D$ 
90 GOTO 30 

100 PRINT D$; "CLOSE" 

110 END 


Note that statement 80 is required to cancel the DOS write command so that subsequent 
output will appear at the CRT. 
Assume that when this program is run, the following data are input: 


1/3/83 
33.56 
1/4/83 
14.3¢e 
END 


After writing this information to the diskette, the file (" HITEMPJAN"') would contain 
the following information: 


Cc Cc Cc Cc 
1/9363R33.56R1/4/A839R148.32R 


In the above example, PRINT statements, involving a disk write operation (statement 70), 
were executed four times; consequently, there are four carriage return entries in the file. 
All information in a sequential file is stored as ASCII characters. Even a number such 
as 33.56 is stored as five ASCII characters rather than the binary number representation 
of the numeric value. 


EXAMPLE 2. Write a program that will search the data file created in Example 1 for 
the date 1/4/83 and print on the screen the temperature for this date. If the specified date 
is not found, the program should print a message indicating this condition. 


SOLUTION. 


ecO0 ONERR GOTO 310: REM SET ERROR TRAP 
210 DS$=CHR$(4): REM CTRL-D 

e20 INPUT "DATE TO SEARCH FOR ?"; MACHS 
230 PRINT D$; "OPEN HITEMPJAN" 

240 PRINT DS; "READ HITEMPJAN" 

eS0 INPUT DAYS,TEMP 
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C60 IF MACHS=DAY$ THEN GOTO 290 

er GOTO 2S0 

c?S REM MATCH FOUND 

C40 POKE 216,0: REM CANCEL ERROR TRAP 
290 PRINT "DATE :";DAYS$,"HIGH TEMP :"; TEMP 
300 GoTo 330 

305 REM NO MATCH FOUND 

310 POKE 216,0: REM CANCEL ERROR TRAP 
320 PRINT "NO MATCH FOUND" 

330 PRINT D$; "CLOSE" 

340 END 


If a program tries to read beyond the last data element in a file, an error will be 
generated and the program will abort. Errors can be ‘‘trapped’’ using the ONERR GOTO 
statement. This means that you can prevent the program from printing an error message 
and aborting when an error occurs. You may want to do this because the error provides 
useful information. For example, in the above program, and END OF DATA condition 
means that the desired date was not found in the file. To cancel the error trapping condition, 
use the statement POKE 216,0. 

Some applications may involve large amounts of data. Consequently, you need to know 
how much data you can store on a diskette. Each sector on a diskette can store 256 bytes 
of information. Looking at Example | above, we can determine how many days of 
temperature data will fit into one sector. For each day, the following information is written 
to the diskette: 


Cc Cc 
1/3/83R33.S56R 


Counting characters, we see that 13 characters are required. In a sequential file, each 
character requires 1 byte. Assuming that each day requires 13 characters, data for 19 
days can be stored in 1 sector (256/13 = 19.69). Space on a diskette is allocated in blocks 
of 256 bytes (one sector). If a file uses less than a full sector, the remaining space is not 
available to be assigned to other files. Consequently, this unused space is wasted. 


SEQUENTIAL FILE MANAGEMENT PROGRAM 


It is difficult, if not impossible, to write a sequential file management program that 
can be used for all sequential access applications. Also, programming is largely an art; 
therefore, we learn from seeing how others handle a given problem. As a result, the 
approach used here is to present an example that illustrates many of the concepts we have 
been discussing as well as some new ideas. 


EXAMPLE 3. All work received by Speciality Engineering Co. is obtained by submitting 
a bid to prospective clients. At any time, this company may have 80 to 100 jobs in one 
of the following stages: 


. Working on bid. 

. Waiting to start work. 
. Work in process. 

. Complete. 

. Past due. 
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Write a program that will maintain a job inventory in a sequential disk file. The following 
information should be maintained for each bid: 


1. Job number. 

2. Job description. 

3. Job due date. 

4. Bid dollar amount. 


5. Status (bidding, complete, late, etc.) 


Include in the program the ability to create a sequential file, append to the file, modify 
the file contents, and list the file contents. 


SOLUTION. Interactive computer programs often are developed using a ‘‘menu’’ con- 
sisting of different options. When executing the program, the user must specify which 
option is to be performed. This concept was used to develop this program. 

A menu is provided consisting of five options: 


1—Create (Create a new job inventory data file) 
2—Append (Add new jobs to this file) 
3—Modify (Modify job information in this file) 
4— List (List job inventory data) 

5—Quit (Exit from program) 


A subroutine is used for each option except the last, QUIT. A listing of this program 
appears in Figure 13.3. 

Option 1, CREATE, will create a file having the name specified by the user at the 
beginning of the program. Before a file is created, the program determines if the file 
name specified is unique, because, creating (and writing) this file will destroy the contents 
of a file having the same name. If a file with the same name is found, the user is given 
the option of aborting or continuing with the creation of this new file. If the file is created, 
the program asks for data. The user denotes end of data by typing "END" for the JOB 
NO., and the data file is closed and control is returned to the menu. 

You might note that an ONERR GOTO statement is used in the the CREATE subroutine. 
To determine if a file name is unused, we first try to append to a file by that name. If 
the file does not exist, Apple DOS returns the error message. 


FILE NOT FOUND 


This is error code number 6; you can find the error code in memory location 222 using 
PEEK(222). When this error occurs, program execution is terminated unless the error is 
“‘trapped.’’ The ONERR statement permits us to trap the error and provides a means for 
dealing with it. In this case, the occurrence of the error is good because it means that 
no file exists having the name we want to use. The statement 


POKE 216,0 


disables error trapping. 

The second option, APPEND, permits us to add data to our file whenever we desire. 
Like option 1, this option terminates whenever "''END" is entered for a JOB NO. The 
data file is then closed and control is returned to the menu. 
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1000 REM PROGRAM: SEQMAN 

1010 REM EXAMPLE SEQUENTIAL FILE DATA MANAGEMENT PROGRAM 

1020 REM MAINTAINS A JOB INVENTORY USING THE SEQUENTIAL ACCESS METHOD. 
1030 REM THE FOLLOWING INFORMATION IS STORED FOR EACH JOB: 


1040 REM 1-JOB NUMBER 

1050 REM 2-JOB DESCRIPTION 
1060 REM 3-DUE DATE 

1070 REM 4-BID DOLLAR AMOUNT 
1080 REM 5-JOB STATUS 

1090 REM 


1100 DOS$ = CHRS (4): REM CONTROL-D 

1110 PRINT : PRINT "ENTFR FILE NAME TO BE USED FOR JOB" 

1120 INPUT "INVENTORY ? ";NAMS 

1130 PRINT : PRINT TAB( 5)"MENU:" 

1140 PRINT TAB( 10)"1- CREATE" 

1150 PRINT TAB( 10)"2- APPEND" 

1160 PRINT TAB( 10)"3- MODIFY" 

1170 PRINT ‘TAB( 10)"4— LIST" 

1180 PRINT TAB( 10)"5- QUIT" 

1190 PRINT : INPUT "OPTION ? ";0PTZ 

1200 IF (OPTZ < i) OR (OPT% > 5) GOTO 1230 

1210 ON OPT% GOSUB 1270, 1420, 1880, 1630,1240 

1220 GOTO 1130 

1230 PRINT : PRINT “INVALID OPTION, TRY AGAIN!": GOTO 1190 

1240 PRINT : PRINT TAB( 11);"*** END OF PROGRAM *##" 

1250 PRINT DOS$;"CLOSE": END 

1260 REM REKKRERKEERERERARERRERERRAEKRERRAKEEREERERREREEEERRRRERERRRRERER 
1270 REM SUBROUTINE: CREATE A SEQUENTIAL FILE AND ACCEPT DATA 

1280 REM DETERMINE IF FILE NAME IS UNIQUE 

1290 ONERR GOTO 1360 

1300 PRINT DOS$;"APPEND ";NAMS 

1310 PRINT DOS$;"CLOSE ";NAMS 

1320 PRINT : PRINT "FILF ALREADY EXISTS WE'TH THIS NAME: ";NAMS 

1330 INPUT "CREATING NEW FILE WILL DESTROY CONTENTS OF OLD FILE ABORT (Y/N) ? ";AN$ 
1340 IF ANS = "Y" THEN RETURN 

1350 GOTO 1390 

1360 Y = PEEK (222): IF Y = 6 THEN 1380 

1370 RESUME 

1380 POKE 216,0 

1390 PRINT DOS$;"0PEN ";NAMS 

1400 GOTO 1450 

1410 REM RHEKAAAKAAKARAREREKRERRRERRRERARREREREREREREREREKRKAARRERRRERERRER 
1420 REM SUBROUTINE: APPEND TO FILE 

1430 PRINT DOS$;"APPEND ";NAMS$ 

1440 REM REQUEST DATA 

1450 PRINT : INPUT “ENTER JOB NO.(END TO STOP) ? ";JNO$ 

1460 IF JNO$ = "" THEN 1450 

1470 IF LEN (JNO$) > 3 THEN PRINT : PRINT "ONLY 3 DIGITS ALLOWED": GOTO 1450 
1480 REM END OF INPUT? 

1490 IF JNO$ = "END" THEN 1610 

1500 PRINT : INPUT “ENTER JOB DESCRIPTION ? ";DESCS$ 

1510 DESC$ = LEFTS$ (DESC$,13) 

1520 PRINT : INPUT "ENTER DUE DATE ? ";DA$ 

1530 DAS = LEFTS$ (DAS$,8) 

1540 PRINT : INPUT "ENTER BID $ AMOUNT (UP TO 8 DIGITS) 2? $ ";AMOUNT 
1550 PRINT : INPUT “ENTER JOB STATUS ? ";ST 

1560 ST$ = LEFTS (ST$,3) , 

1570 PRINT DOS$;"WRITE ";NAMS 

1580 PRINT JNO$: PRINT DESC$: PRINT DAS: PRINT AMOUNT: PRINT STS 

1590 PRINT DOSS 

1600 GOTO 1450 

1610 PRINT DOS$;"CLOSE";NAMS$: GOTO 1130 

1620 REM RAAKEKHAAAIRIAKRERRRIERRERRARRRERRREREERRRERERRERERERRRERRERRERRER 
1630 REM SUBROUTINE: LIST DATA 

1640 REM OPEN FILE FOR INPUT 

1650 GOSUB 2410 
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1660 REM ON EOF STOP READING DATA 

1670 ONERR GOTO 1830 

1680 Ic% =.1 

1690 LINENOZ = 1 

1700 PRINT "JOB"; TAB( 21);"DUE"; TAB( 31);"$" 

1710 PRINT “ NO."; TAB( 6);"DESCRIPTION"; TAB( 21) ;"DATE"; TAB( 29);"AMOUNT"; TAB( 36);"STAT" 


1730 LINENO% = LINENOZ% + 1 

1740 IF LINENOZ < > (IC% * 15) THEN 1780 

1750 REM STOP EXECUTION TO READ DATA 

1760 Ic% = 10% +1 

1770 PRINT : INPUT "PRESS RETURN TO CONTINUE -> ";Y$: PRINT 

1780 PRINT DOS$;"READ ";NAMS$ 

1790 INPUT JNO$: INPUT DESC$: INOUT DAS: INPUT AMOUNT: INPUT STS 

1800 PRINT DOS$ 

1810 PRINT TAB( 1);JNO$; TAB( 5);DESC$; TAB( 19);DA$; TAB( 29);AMOUNT; TAB( 37);ST$ 
1820 GOTO 1730 

1830 POKE 216,0: PRINT DOS$;"CLOSE";NAMS$ 

1840 PRINT : PRINT "END OF FILE": PRINT 

1850 INPUT "PRESS RETURN TO CONTINUE -> ";Y$: PRINT 

1860 GOTO 1130 

1870 REM KEKRAKKARERARAERREKERRERERERERRARRERRERREKRRRERERRERERERERERKEERERERRE 
1880 REM SUBROUTINE: MODIFY DATA 

1890 REM OPEN FILE FOR INPUT 

1900 GosUB 2410 

1910 PRINT : INPUT "ENTER JOB TO BE MODIFIED ? ";JNO$ 

1920 REM FIND SPECIFIED DATA ID FOR MODIFICATION 

1930 REM OPEN SCRATCH FILF 

1940 PRINT DOS$;"OPEN SCRATCH" 

1950 ONERR GOTO 2030 

1960 PRINT DOS$;"READ ";NAMS$ 

1970 INPUT TJNO$: INPUT TDESC$: INPUT FDAS$: INPUT TAMOUNT: INPUT TSTS 
1980 IF TJNO$ = JNOS THEN 2110 

1990 REM WRITE TO SCRATCH FILE 

2000 PRINT DOS$;"WRITE SCRATCH" 

2010 PRINT TJNO$: PRINT TDESC$: PRINT FDAS: PRINT TAMOUNT: PRINT TSTS 
2020 GOTO 1960 

2030 PRINT : PRINT "END OF FILE-NO MATCH FOUND FOR: ";JNO$ 

2040 POKE 216,0 

2050 PRINT DOS$;"CLOSE SCRATCH" 

2060 REM ERASE SCRATCH FILE BECAUSE MATCH NOT FOUND 

2070 PRINT DOS$;"DELETE SCRATCH" 

2080 PRINT DOS$;"CLOSE ";NAMS 

2090 GOTO 1130 

2100 REM MODIFY DATA FOR SPECIFIED JOB 

2110 POKE 216,0: PRINT DOSS 

2120 PRINT : INPUT "ENTFR JOB NO. ? ";JNO$ 

2130 IF LEN (JNO$) > 3 THEN PRINT : PRINT "ONLY 3 DIGITS ALLOWED": GOTO 2120 
2140 PRINT : INPUT "ENTER JOB DESCRIPTION ? ";DESCS$ 

2150 DESC$ = LEFTS$ (DESC$,13) 

2160 PRINT : INPUT "ENTER DUE DATE ? ";DAS 

2170 DAS = LEFTS$ (DAS,8) 

2180 PRINT : INPUT "ENTER BID $ AMOUNT (UP TO 8 DIGITS) ? $ ";AMOUNT 
2190 PRINT : INPUT "ENTER JOB STATUS ? ";ST$ 

2200 ST$ = LEFT$ (ST$,3) 

2210 ONERR GOTO 2330 

2220 REM IF JOB NUMBER IS BLANK, DO NOT KEEP JO8 INFORMATION 

2230 IF JNO$ = "" THEN 2280 

2240 REM WRITE MODIFIED DATA TO SCRATCH FILE 

2250 PRINT DOS$;"WRITE SCRATCH" 

2260 PRINT JNO$: PRINT DESC$: PRINT DA$: PRINT AMOUNT: PRINT ST$ 

2270 REM WRITE REMAINING DATA TO SCRATCH FILK 

2280 PRINT DOS$;"READ ";NAM$ 

2290 INPUT JNO$: INPUT DESC$: INPUT DA$: INPUT AMOUNT: INPUT ST$ 
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2300 PRINT DOS$;"WRITE SCRATCH" 

2310 PRINT JNO$: PRINT DESC$: PRINT DA$: PRINT AMOUNT: PRINT ST$ 
2320 GOTO 2280 

2330 POKE 216,0: PRINT DOS$;"CLOSE SCRATCH" 

2340 PRINT DOS$;"CLOSE “;NAMS 

2350 REM ERASE ORGINAL FILE 

2360 PRINT DOS$;"DELETE ";NAMS 

2370 REM RENAME SCRATCH FILE TO NAME OF ORIGINAL FILE 

2380 PRINT DOS$;"RENAME SCRATCH,";NAM$ 


2390 GOTO 1130 
QLOO REM #XRARKRAARARRARERERKRERRRERER RARER RERIRERIRER RARER RERIRER 


2410 REM SUBROUTINE: OPEN FILE FOR INPUT 
2420 ONERR GOTO 2450 

2430 PRINT DOS$;"APPEND ";NAMS 

2440 GOTO 2480 

2450 PRINT : PRINT "FILE DOES NOT EXIST" 
2460 POKE 216,0 

2470 GOTO 1130 

2480 PRINT DOS$;"CLOSE ";NAMS 

2490 PRINT DOS$;"OPEN ";NAM$: RETURN 


Figure 13.3—Sequential File Management Program 


As requested, we provided a modification option, called MODIFY. The job number 
is used as the key to finding the appropriate data in the file. We assumed that the job 
numbers are unique. The only way data in a sequential file can be modified is by rewriting 
the entire file. Therefore, this option uses two files, the existing data file and a temporary 
‘*scratch’’ file named "SCRATCH". Data are read from the existing data file and written 
to the temporary file until a match is made on the job number that was specified to be 
changed. At this point, the user is asked (prompted) for all of the information associated 
with this job. Next, this information is written to the temporary file followed by the 
remainder of the data that were in our original file. When the end of file is encountered, 
the original file is DELETEd (erased). The temporary file is then renamed with the name 
we had assigned to our original file. In this way we satisfy the requirement of rewriting 
the entire file whenever the contents of the sequential file are changed. At this point, 
control is returned to the menu. 

Jobs can be removed from the data file by simply pressing the return key when the 
program prompts for the job number. This results in a job number having all blanks. The 
MODIFY option checks for a blank job number, and whenever one is found, the data 
associated with this job are not written to the new file. 

One other subroutine is used in the program. This subroutine accesses the specified file 
using the append mode and checks to see if the file exists. Options 3 and 4 (APPEND and 
MODIFY) check the designated file using this subroutine. If the file does not exist, we know 
that we should not proceed with these options. Therefore, when a nonexisting file is detected, 
execution of these options is terminated and control is returned to the menu. 

You might note that at the end of each option all open files are closed. This causes 
the disk operating system to write all data in the buffer to the disk file. As a result, if 
power to your computer is interrupted during program execution, the only data you will 
lose are those in a buffer associated with the option you are currently executing. 


13.3 Random Access Files 


The second type of file supported by Apple DOS is random access. Direct access is 
another term for this type of file. Random access files permit you to access data anywhere 
in a file without first reading all the preceding information in the file. 
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Writing to a Random Access File 


Although random access files offer more flexibility, they require more programming 
steps to use. The following steps are required to write data to a random file: 


1. Specify the file name. 

. Specify the record length. 
. Specify the write mode. 

. Specify the record number. 
. Write data to the file. 

. Close file. 
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The first two of the above steps are specified using an OPEN statement. For example, 
consider the following: 


10 D$=CHR$(4): REM CTRL-D 
20 PRINT D$; "OPEN PERSONNEL, L30,De" 


Statement 20 creates the file PERSONNEL on the diskette in drive 2, if it does not 
already exist. A record length of 30 characters (bytes) is also specified. 

A RECORD is a group of logically related information. Each random access file is 
composed of a set of records. These records are numbered, starting with record number 
0, then record number 1, and so forth. For instance, record 0 (in the PERSONNEL file) 
may contain information about some individual. Similarly, record 1 may contain infor- 
mation about another individual. So we can say that each record contains logically related 
information; the information contained in one record is related to one person. Thus, the 
information about one individual satisfies the definition of a record. We should note that 
the term ‘‘logically related information’ can have a very general meaning, because how 
information is related depends on the particular application. , 

The next step in writing information to the PERSONNEL file requires that we specify 
the write mode and the location in the file (record number) where the record will be 
written. Each time a write occurs one record is written to the random access file. Con- 
sequently, the number of bytes specified in the length parameter (L) of the OPEN statement 
denotes the smallest unit of information that can be written to a file at one time. For 
example, 


30 PRINT DS; "WRITE PERSONNEL, Ri" 


says that any following PRINT statement will write information in record 1 (R1 denotes 
the record number) of the PERSONNEL file. When a random access file is opened, the 
record pointer is set to the first record in the file. 

Comparing statement 20 to the OPEN statement used for sequential files, you will note 
a difference, the record length specification. Here, a record length of 30 characters (bytes) 
was specified. You cannot specify the record length for sequential files. A method for 
calculating the record size for a random access file will be illustrated with an example. 
Like the sequential access method, the random access method requires read and write 
buffers; similarly they improve the efficiency of the disk input/output by reducing the 
number of disk accesses. 
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Only one more step remains in the process of storing information in a random access 
file, that of actually writing information to the file. This is accomplished using PRINT 
statements, such as: 


40 PRINT X$: PRINT Y$ 


Statement 40 writes the strings X$ and Y$ to the record specified in the preceeding 
WRITE statement, which was record 1 in the example. Note that fields in a record are 
separated by carriage returns; the same way that fields are separated in a sequential file. 


EXAMPLE 4. Write a program which will create a file for experimental data using a 
random access file. This file should provide space for the following types of data: 
parameter description, date, and parameter value. 


SOLUTION. Before we write the program, we must determine how long to make each 
record.. This can be done by determining the largest number of characters that would ever 
occur in each field. Assume that the following field sizes are required: 


Field Maximum Number 
Description of Characters 
Parameter description 20 
Date 8 
Parameter value _5 
Total 33 


Thus, the description of a parameter will never take more than 20 characters; entering 
the date as MM/DD/YY requires 8 characters: and the largest parameter value that will 
occur is 99.99 (or any other combination of digits and a decimal point that does not 
exceed 5 characters). Remembering that each field is separated by a carriage return 
character, we must add one character to each field size. Consequently, we need to specify 
a record length of 38 bytes. However, if we ever try to store more than the specified 
length of characters in a record, we will lose some data. As a result, to provide some 
margin of error, we will specify a record length of 40 bytes. We can now write our 
program. 


100 D$=CHR$(4): REM CTRL-D 

1410 PRINT D$; "OPEN EXPDATA,L40" 

120 RECNO=0 

430 INPUT "ENTER PARAMETER ?"; NAMS 
440 IF NAM$="END" THEN GOTO 240 

450 INPUT "ENTER DATE ?";DA$ 

460 INPUT "PARAMETER VALUE ?"; VLUE 
470 REM WRITE DATA TO FILE 

180 PRINT D$; "WRITE EXPDATA,R";RECNO 
490 PRINT NAM$: PRINT DA$: PRINT VLUE 
200 REM INCREASE RECORD NUMBER | 

210 RECNO=RECNO+1 

220 PRINT D$ 

230 GOTO 130 

240 PRINT D$; "CLOSE" 

250 END 


We specified a file name of EXPDATA and a record length of 40 characters. The variable 
RECNO was used to denote the record number in the file where the data are to be written. 
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If END is typed when the program prompts for the parameter description, the program 
terminates execution. Lines 180 and 190 place the data in the appropriate record. 


Reading from a Random Access File 


The steps required to read data from a random file are very similar to those for writing 
data. These steps are: 


. Specify the file name. 

. Specify the record length. 
. Specify the read mode. 

. Specify the record number. 
. Read data from file. 

. Close the file. 
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The first two steps are usually performed with the same statement (OPEN) that was 
used to write data to the random file. Consequently, if input and output to the same 
random file are performed in the same program, only one OPEN statement is required. 
One good rule to follow is always to read data from a file using the same format used 
to write it; for instance, do not change the record length. You will, therefore, want to 
use the same open statement. 

To move the desired record from a random access disk file into memory, we use READ 
and INPUT statements: 


30 PRINT DS; "READ EXPDATA,R1i" 
40 INPUT NAMS: INPUT DAT$: INPUT VLUE 


Statement 30 specifies that subsequent INPUT statements are to read data from record | 
of the file named EXPDATA. Then, the next statement reads the information contained 
in this record. 


EXAMPLE 5. Write a program which will access any desired record in the experimental 
data file created in Example 4 and print the contents of this record on your video display. 


SOLUTION. 


100 D$= CHR$(4): REM CTRL-D 

110 PRINT D$; "OPEN EXPDATA,L4O" 

120 INPUT "ENTER NUMBER OF RECORD TO BE RETRIEVED ?"; RECNO 
130 IF RECNO<O THEN GOTO ece0 

135 REM READ DATA FROM DISK 

140 PRINT D$; "READ EXPDATA,R"; RECNO 
150 INPUT NAMS: INPUT DA$: INPUT VLUE 
155 REM PRINT INFORMATION ON SCREEN 
160 PRINT: PRINT "RECORD NO. ="; RECNO 
170 PRINT "PARAMETER : ";NAMS 

140 PRINT "DATE : ";DA$ 

190 PRINT "VALUE :"; VLUE 

195 REM CANCEL THE DOS READ COMMAND 
200 PRINT D$ 

210 GOTO 1e0 

2eO PRINT D$; "CLOSE" 

230 END 
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Note that the records can be retrieved in any order. When we input a record number 
having a value less than 0, the program terminates. Also, note that line 200 cancels the 
DOS read command so that input can be obtained from the keyboard. 


EXAMPLE 6. Combine the programs from Examples 4 and 5 such that after all the 
experimental data has been input, the user can print out the contents of any record. 


SOLUTION. 
‘]LIst 


100 D$ = CHRS (4): REM CRTL-D 

110 PRINT D$;"OPEN EXPDATA,L40" 

120 RECNO = 0 

130 INPUT "ENTER PARAMETER ?";NAMS 

140 IF NAM$ = "END" THEN GOTO 240 

150 INPUT "ENTER DATE ?";DAS 

160 INPUT "PARAMETER VALUE ?"'; VLUE 

170 REM WRITE DATA TO FILE 

180 PRINT D$;"WRITE EXPDATA,R";RECNO 
190 PRINT NAM$: PRINT DA$: PRINT VLUE 
210 RECNO = RECNO + 1 

220 PRINT DS 

230 GOTO 130 

240 INPUT "ENTER NUMBER OF RECORD TO BE RETRIEVED ?";RECNO 
250 IF RECNO < 0 THEN GOTO 340 

255 REM READ DATA FROM DISK 

260 PRINT D$;"READ EXPDATA,R";RECNO 
270 INPUT NAM$: INPUT DAS: INPUT VLUE 
275 REM PRINT INFORMATION ON SCREEN 
280 PRINT : PRINT "RECORD NO. =";RECNO 
290 PRINT "PARAMETER : ";NAMS 

300 PRINT "DATE : "DAS 

310 PRINT "VALUE :";VLUE 

315 REM CANCEL THE DOS READ COMMAND 
320 PRINT D$ 

330 COTO 240 

340 PRINT D$;"CLOSE" 

350 END 


Note that only one OPEN statement is required. Also, only one CLOSE statement was 
used. 


Random File Management Program 


It would require several thousand BASIC program statements to write a general random 
file access management program. Therefore, we will use an example that illustrates many 
of the concepts that are considered. The example will be the same one used to illustrate 
sequential access file management. 

Before the details of the program are presented, we need to discuss how to locate a 
specific record. In Example 3, the Specialty Engineering Co. problem, we developed a 
program to store job related information. Assume that we have stored this information 
in a random access file. To locate a record with a particular job number, we will have 
to read one record at a time until we find the right job number. This is not an improvement 
over the sequential access method. 

There are techniques which will improve this search process. One is the keyed access 
method. With this method we build a directory (table) containing job numbers and 
associated record numbers. The record number specifies where the job information for a 
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given job number is stored in the direct access file (See Figures 13.4(a) and 13.4(b)). 
When a job is to be stored in the file, the directory is searched for an unused record. 
The job information is then written to this location, and the directory is updated to show 
which job information is stored at this location. Figure 13.4(a) and 13.4(b) depict this 
process. If we want to locate a specific record (such as the record containing information 
for job B106) we can search the directory and see which record (record two for job B106) 
contains the desired information. This record can then be directly accessed. 

One other problem remains. What do we do with the directory? It can be stored in a 
disk file or it can be reconstructed each time we use the program. Often it is stored at 
the beginning of the random access file for which it serves as a directory. 


EXAMPLE 7. Reconsider Example 3 such that the data is stored in a random access 
file. The same types of data will be stored. The key to each record is the job number. 


SOLUTION. Given the same information as in Example 3, we need to decide what 
record length should be used. Assume that the following field sizes will be used: 


Maximum Number 


Field of Characters/Field 
Job Number 4 
Job Description 12 
Due Date 8 (MM/DD/YY) 
Bid Amount 9 
Status 20 
Total 35 


Adding 5 more characters to this total for the carriage returns that are used to delimit 
each field gives a value of 40 characters (bytes) per record. However, in order to provide 
some margin for error and to increase the generality of the program, a record size of 60 
bytes will be specified. 

We will slightly modify the procedure described above for storing the data record 
number in the directory. Looking at Figure 13.4, we can see that the record number 
corresponds to the position of a job number in the column denoted KEY. For instance, 
job number B106 was in position two in this column, and the associated data record used 
for this job is record number two. Therefore, the column used for record numbers is 
redundant; the position in the column KEY can be used to specify the record number. 

In the data file in Figure 13.5, the first record is a directory record and the following 
records are used for data. 

First, the directory is initialized so that all the fields contain "0000." This indicates 
that the associated data record is unused. As job information is entered, the appropriate 
job number is placed in the directory. 

In Figure 13.5, the first field in the directory contains the job number A100. Since 
this is located in field number one of the directory, the associated data is found in the 
first data record, record number two in the file. The specific file record is found by 
adding: 


Number of Field number 
directory records + in directory = File record number 
1+ 1=2. 
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Figure 13.4(a)—-Keyed Access Method Illustrated 


In a similar manner we can calculate the file record number for job number A150: 
1+3=4 


Maintaining the directory in this manner saves space in the file. 
For the Specialty Engineering Co. example, we will use a directory to maintain the 
location of each job related record as well as the location of each unused record. The 
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DIRECTORY 


KEY RECORD 
NUMBER 





DATA FILE 
(After Record Added) 


01 BID 
DESCRIPTION] DUE DATE | AMOUNT] STATUS |- 
0 B106 
NUMBER 
: zs 
wf [owl | | 







Figure 13.4(b)—Keyed Access Method Illustrated 


directory will be stored at the beginning of the random access file, and the field number 
in the directory will designate the associated data record. 

Now that a file index method has been defined, we need to determine how many 
directory records will be required, assuming that as many as 100 jobs may be active at 
one time. We specified that the size of the job number is 4 characters. Consequently, 


each directory record can contain 12 fields: 


60 characters/record + 5 characters/fields = 12 fields/record 
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DIRECTORY 


A100 | B106 A150 0000 0000 


B106 
RECORD 


|-— 

0 
NUMBER | aiso |~——J 
P| posed 
P| fone 


Figure 13.5—Example Directory and Associated Data Records 
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Note that | character was added to the field size to allow for the carriage return that 
delimits each field. We will use 10 directory records; therefore, we can maintain indices 
for 120 jobs. This number provides some margin for growth. 

We will use a menu, like the one used in Example 3. The menu will consist of the 
following options: 


1—Initialize Directory 
2—New Job 

3—Modify Job Data 
4—Delete a Job 

5—List Data 

6—List Directory Contents 
7—Exit Program 


In the random access file management program, each of these options is a subroutine. 
The program appears in Figure 13.6. Each of these subroutines will be explained. 

Option 1, INITIALIZE DIRECTORY, should only be used when you want to create 
a new job inventory file. This subroutine checks for a unique file name because the 
initialization procedure will destroy the contents of an existing file. If a file already exists, 
the user is given an opportunity to abort this option so that the contents of the existing 
file will be destroyed. The directory is initialized by writing '0000' in each field of 
each directory record. This value denotes that the associated data record is unused. After 
the directory is initialized, control is returned to the menu. 

The second option, NEW JOB, is used to add new jobs to the file. This option prompts 
you for the data for a job and then locates'an unused record in the data file. The job 
information is written into this record and the appropriate directory field is updated to 
denote the job data stored in the data record. 

Job information could change (job status could change from working to completed, 
for example) or the original information could have been entered incorrectly. Option 3, 
MODIFY JOB DATA, may be used to change the data in the disk file. This option 
prompts you for the job number associated with the data to be changed. Using this 


DOSS = 


PROGRAM 
EXAMPLE 
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RANMAN 
RANDOM FILE DATA MANAGEMENT PROGRAM 


MAINTAINS A JOB INVENTORY USING THE RANDOM ACCESS METHOD. 
THE FOLLOWING INFORMATION IS STORED FOR EACH JOB: 


1-JOB NUMBER 
2-JOB DESCRIPTION 
3-DUE DATE 
4~BID DOLLAR AMOUNT 
5-JOB STATUS 
VARIABLE NAME DESCRIPTION 
IN PROGRAM OF VARIABLE 
JNOS JOB NUMBER 
DESC$ JOB DESCRIPTION 
DAS DUE DATE 
AMOUNT BID $ AMOUNT 
sss JOB STATUS 
DRS(I) DIRECTORY FIELD I 


CHR$ (4): REM CTRL-D 
NF% = 12: REM 
NODIR = 10: REM 
DIM DRS(NF%) 


NO.FIELDS IN OIR.REC. 
NO. OF DIRECTORY RfCORDS 


REM HEADINGS FOR CRT OUTPUT 
Hi$ = "NO. DESCRIPTION DATE AMOUNT ST" 
H2$ = a a a | ” 

PRINT : INPUT "INPUT DISK: FILE NAME TO BE USED FOR JOB INVENTORY ? ";NAMS 
PRINT : PRINT TAB( 5);"MENU :": PRINT 

PRINT TAB( 5)"1 ~- INITIALIZE DIRECTORY" 

PRINT TAB( 5)"2 - NEW JOB" 

PRINT TAB( 5)"3 - MODIFY JOB DATA" 

PRINT TAB( 5)"4 - DELETE A JOB" 

PRINT TAB( 5)"5 ~ LIST DATA" 

PRINT TAB( 5)"6 - LIST DIRECTORY CONTENTS" 

PRINT TAB( 5)"7 - EXIT PROGRAM" 

PRINT : INPUT "OPTION ? ";0PT 

IF (OPT < 1) OR (OPT > 7) GOTO 1430 

IF OPT = 1 THEN GOTO 1450: REM INITIALIZE DIRECTORY 

IF OPT = 2 THEN GOTO 1750: REM NEW JOB 

IF OPT = 3 THEN GOTO 1900: REM MODIFY JOB DATA 

IF OPT = 4 THEN GOTO 2090: REM DELETE A JOB 

IF OPT = 5 THEN GOTO 2280: REM LIST DATA 

IF OPT = 6 THEN GOTO 2670: REM LIST DIRECTORY CONTENTS 

IF OPT = 7 THEN PRINT : PRINT TAB( 9);'*** END OF PROGRAM ***": END 
PRINT : PRINT "INVALID OPTION, TRY AGAINI": GOTO 1260 

REM REKKHARKEKERKAAERRRKRKRKEEERERERERERERKEERERERERERERRRERRREKKRR 
REM INITIALIZE DIRECTORY 

REM DETERMINE IF FILE NAME IS UNIQUE 

ONERR GOTO 1560 

PRINT DOS$;"APPEND"; NAM$ 

PRINT DOS$;"CLOSE" ; NAMS 

POKE 216,0 

PRINT : PRINT "FILE ALREADY EXISTS WITH THIS NAME: ";NAMS 

PRINT : PRINT “INITIALIZING DIRECTORY WILL DESTROY OLD FILE ! "; 
INPUT "ABORT (Y/N) ? ";ANS 

IF ANS < > "N" THEN GOTO 1260 

GOTO 1640 
Y= PEEK (222): IF Y = 6 THEN GOTO 1630 


REM 


INVALID 


RESUME 1590 
POKE 216,0 
PRINT "ERROR OCCURRED WHILE ATTEMPTING TO OPEN FILE" 
GOTO 1260 
VALID ERROR 
POKE 216,0 
PRINT DOS$;"OPEN";NAM$;", L60" 
FOR J = 1 TO NODIR 


REM 


ERROR 


264 


1660 
1670 
1680 
1690 
1700 
1710 
1720 
1730 
1740 
1750 
1760 
1770 
1780 
1790 
1800 
1810 
1820 
1830 
1840 
1850 
1860 
1870 
1880 
1890 
1900 
1910 
1920 
1930 
1940 
1950 
1960 
1970 
1980 
1990 
2000 
2010 
2020 
2030 
2040 
2050 
2060 
2070 
2080 
2090 
2100 
2110 
2120 
2130 
2140 
2150 
2160 
2170 
2180 
2190 
2200 
2210 
2220 
2230 
2240 
2250 
2260 
2270 
2280 
2290 
2300 
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PRINT DOSS; "WRITE" ;NAMS;",R"3 J 
FOR I = 1 TO NF% 
DRS(I) = "0000" 
PRINT DRS$(1) 
NEXT I 
NEXT J 
PRINT DOS$; "CLOSE" ; NAMS 
GOTO 1260 
REM RKKAAIKARKERAERREREREREEREEKREERERERKEEREEREERERRREERREEERE 
REM ADD A JOB TO FILE 
PRINT DOS$;"OPEN";NAMS;",L60": REM OPEN FILE, 
GOSUB 3100: REM ASK FOR NEW DATA 
MHS = "0000": REM MATCH THIS VALUE IN DIR. 
GOSUB 3370: REM OBTAIN UNUSED RECORD NO. 
IF IL < > 0 THEN PRINT "FILE FULL": GOTO 1260 
GOSUB 3030: REM PLACE DATA IN RANDOM FILE 
DRS(IREC) = JNO$: REM UPDATE DIRECTORY 
GOSUB 2890: REM WRITE DIRECTORY TO DISK 
IF IL < > 0 THEN GOTO 1260: REM IL<>O-INVALID RECORD NO. 
PRINT : INPUT "ADD ANOTHER JOB (Y/N) ? ";Y$ 
IF Y$ = "y" THEN 1770 
PRINT DOS$;"CLOSE" 
GOTO 1260 
REM KKKRKKKEKRERRERKEREREREREREREREREREEEREEREARREERKARERAKKKRRKR 
REM MODIFY JOB INFORMATION 
PRINT DOSS; "OPEN"; NAMS;",1L60" 
PRINT : INPUT "ENTER JOB TO BE MODIFIED ? ";JNO$ 
MHS = JNO$: REM MATCH THIS VALUE IN DIR. 
GOSUB 3370: REM OBTAIN JOB RECORD NO. 
IF IL < > 0 THEN GOTO 1260: REM IL<>0-NO MATCH 
GOSUB 3240: REM READ DESIGNATED RECORD 
GOSUB 3310: REM PRINT RECORD CONTENTS 
PRINT “ENTER MODIFIED JOB INFORMATION" 
GOSUB 3100: REM ASK FOR INFORMATION 
GOSUB 3030: REM PLACE DATA IN RANDOM FILE 
DRS(IREC) = JNO$: REM UPDATE. DIRECTORY 
GOSUB 2890: REM WRITE DIRECTORY TO DISK 
IF IL < > 0 THEN GOTO 1260: REM  IL<>O-INVALID RECORD NO. 
PRINT : INPUT "ANY MORE JOBS TO BE MODIFIED (¥/N) ? "3¥$ 
IF Y$ = "y" GOTO 1920 
PRINT DOS$;"CLOSE" 


GOTO 1260 
REM RIMKIRIII RISER IIA IS AIR III IRE IIIT IO III III IIA IIIA IAAI II IIIS 
REM DELFTE A JOB 


PRINT DOS$;"OPEN"; NAMS;",L60" 

PRINT : INPUT "JOB TO BE DELETED ? ";JNO$ 
MH$ = JNO$: REM MATCH THIS VALUE IN DIR. 

GOSUB 3370: REM OBTAIN JOB RECORD NO. 

IF IL < > 0 THEN GOTO 1260: REM IL<>0-NO MATCH 


GOSUB 3240: REM READ DESIGNATED RECORD 
PRINT : PRINT "INFORMATION OF JOB TO BE DELETED" 
GOSUB 3310: REM PRINT RECORD CONTENTS 


PRINT : INPUT "DELETE THIS RECORD (Y/N) ? ";Y$ 
IF Y$ < > "Y" THEN 2230 
DRS$(IREC) = "0000": REM UPDATE DIRECTORY 
GOSUB 2890: REM WRITE DIRECTORY TO DISK 
IF IL < > 0 THEN RETURN ‘ 
PRINT : INPUT "DELETE ANOTHER JOB (Y/N) ? ";Y$ 
IF Y$ = "Y" THEN 2110 
PRINT DOS$;"CLOSE" 


GOTO 1260 
REM ERRRKAKARRERKERERERE ARIA II IAAI IRI IRAE RAIA ARERIREIR 
REM LIST DATA 


PRINT DOS$; "OPEN"; NAM$;",L60" 
PRINT : INPUT "ENTER JOB TO BE LISTED (ALL) ? ";JNO$ 
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IF JNOS = "ALL" THEN 2410: REM LIST ALL JOBS 
MH$ = JNO$: REM MATCH THIS VALUE IN DIR. 
GOSUB 3370: REM OBTAIN JOB RECORD NO. 


IF IL < > 0 THEN PRINT DOSS;"0PEN";NAMS;",L60": GOTO 2370: REM NO MATCH 


GOSUB 3240: REM OBTAIN DATA 

GOSUB 3310: REM PRINT RECORD CONTENTS 

PRINT : INPUT "LIST ANOTHER JOB (Y/N) ? "3YS 

IF Y$ = "Y" THEN 2300 

GOTO 2640 

REM LIST ALL JOBS-STQP EVERY 20 JOBS TO READ DATA 
LINE = 1 

Ic = 1 

PRINT : PRINT H1$: PRINT H2$ 

FOR DC = 1 TO NODIR 

PRINT DOSS; "READ"; NAM$;"",R";DC 

REM READ DIRECTORY RECORD 

FOR I = 1 TO NFZ 

INPUT DRS(1I) 

NEXT TI 

PRINT DOSS 

FOR IREC = ! TO NFZ% 

IF DRS$CIREC) = "0000" THEN 2620: REM RECORD UNUSED? 
REM CALCULATE FILE RECORD NO. 

FF = NFZ * (DC - 1) + IREC + NODIR 

LINE = LINE + 1 

IF LINE < > (IC * 20) THEN 2600 

Ic = 1 +1 

PRINT : INPUT “PRESS RETURN TO CONTINUE -> ";Y$: PRINT 
PRINT : PRINT H1$: PRINT H2$ 

GOSUB 3240: REM OBTAIN DATA RECORD 

PRINT JNO$; TAB( 6);DESC$; TAB( 19);DA$; TAB( 28);AMOUNT; TAB( 38);SS$ 
NEXT IREC 

NEXT DC 

PRINT DOSS;"CLOSE" 

GOTO 1260 

REM RII RIK RIKI ISIS RIKI ARIA IRI II IAIIA III IAAI IAAI IIIT ISIS. 
REM LIST DIRECTORY CONTENTS 

PRINT DOSS; "OPEN"; NAMS$;",L60" 

PRINT : PRINT TAB( 11);"DIRECTORY CONTENTS" 

PRINT TAB( 10);"sse=cessmemoueaaeman" 

FOR DC = 1 TO NODIR 

PRINT “DIRECTORY RECORD NO. ";DC 

PRINT : PRINT "FIELD NO.","FIELD VALUER" 

PRINT DOS$; "READ" ;NAMS;",R";DC 

FOR C = 1 TO NFZ% 

INPUT DRS(C) 

NEXT C 

FOR IREC = 1 TO NFZ% 
FF = NFZ * (DC - 1) + IREC 

PRINT DOSS 

PRINT FF,DR$(IREC) 

NEXT IREC 

REM STOP AFTER EVERY DIRECTORY RECORD TO READ DATA 
PRINT : INPUT "PRESS RETURN TO CONTINUE -> ";Y$: PRINT 
NEXT DC 

PRINT DOSS; "CLOSE" 


GOTO 1260 
REM «—-_- RHREAAKAAAAAAAARARKARARRERERAEREERERRER ARERR 
REM SUBROUTINE: WRITE DIRECTORY RECORD TO DISK 


IL = 0: REM INDICATES NO ERROR 

IF (DC > 0) AND (DC < (NODIR + 1)) THEN 2960 
PRINT "INVALID DIRECTORY RECORD" 

IL=1 

PRINT DOS$;"CLOSE" 

RETURN 
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PRINT DOSS; "WRITE" ;NAMS;",R";DC 

FOR I = 1 TO NF% 

PRINT DRS(I) 

NEXT I 

PRINT DOS$ 

RETURN 

REM REEKAEEEEREEKRARRRERREERERARRERARRRERERERRERERERRERERRERE 
REM SUBROUTINE: WRITE DATA TO RANDOM FILE 


PRINT DOSS$;"WRITE" ;NAMS;",R"; FF 
PRINT JNO$: PRINT DESC$: PRINT DAS 
PRINT AMOUNT: PRINT SS$ 


PRINT DOSS 

RETURN 

REM REKRERRERERRRREREREIRRERIIAIRE RIERA ITI IRIA IIIA ERIE 
REM SUBROUTINE: ASK FOR JOB INFORMATION 


PRINT : INPUT “ENTER JOB NUMBER: "; JNOS 


IF LEN (JNO$) > 4 THEN PRINT : PRINT "ONLY 4 DIGITS ALLOWED": GOTO 3110 


PRINT : INPUT "ENTER JOB DESCRIPTION ? ";DESCS 
DESC$ = LEFT$ (DESC$,12) 

PRINT : INPUT "ENTER DUE DATE ? ";DAS 

DAS = LEFTS (DAS,8) 

PRINT : INPUT "ENTER AMOUNT BID ? $ "; AMOUNT 
AS = STRS (AMOUNT) 


IF LEN (A$) > 9 THEN PRINT : PRINT "ONLY 9 DIGITS ALLOWED": GOTO 3170 


PRINT : INPUT "JOB STATUS ? ";SS$ 


IF LEN (SSS) > 2 THEN PRINT : PRINT "ONLY 2 CHARACTERS ALLOWED": GOTO 3200 


RETURN 
REM REKKREREIKERRRIRIARERRIR IRI IK IIIA RIERRIRRERERARIITA TAIRA 
REM SUBROUTINE: READ A DATA RECORD FROM RANDOM FILF. 


PRINT DOSS; "READ"; NAMS;",R"; FF 
INPUT JNO$: INPUT DESC$: INPUT DAS 
INPUT AMOUNT: INPUT SS$ 


PRINT DOSS 

RETURN 

REM RRRRIERRERRERERIRER ERR IIAR ISI III IAI IIIT IAI IIA IAI RIAA 
REM SUBROUTINE: PRINT RECORD CONTENTS ON MONITOR 


PRINT : PRINT H1$: PRINT H2$ 


PRINT JNO$; TAB( 6);DESC$; TAB( 19);DA$; TAB( 28);AMOUNT; TAB( 38);SS$ 


PRINT 

RETURN 

REM HRRRERIRRARRERERI RIK RII III III I ASIII ARIREIAIIIAIAI 
REM SUBROUTINE: MATCH JOB NO. IN DIRECTORY 


IL = 0: REM INDICATES NO ERROR 
FOR DC = 1 TO NODIR 

PRINT DOSS; "READ"; NAM$;",R";DC 
FOR C = 1 TO NFZ% 

INPUT DR$(C) 

NEXT C 

PRINT DOS$ 

FOR IREC = 1 TO NF% 

IF DRS(IREC) < > MHS THEN 3500 
REM CALCULATE FILE RECORD NO. 
FF = NF% * (DC - 1) + IREC + NODIR 
GOTO 3550 

NEXT IREC 

NEXT DC 

PRINT "NO MATCH FOUND FOR JOB ID: ';MHS 
PRINT DOS$;"CLOSE"” 

IL = 1: REM INDICATES ERROR 
RETURN 


Figure 13.6—Random File Management Program 
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number, the directory is searched to find where the job data record is stored. This search 
is performed by reading one directory record at a time and comparing each field in the 
directory with the specified job number. If no match is found in any of the directory 
records, the following message is displayed: 


NO MATCH FOUND FOR JOB ID: XXXX 


where XXXX< is the job number. When the specified job number is found in the directory, 
the program prompts you for the data that will replace the existing job data. 

Option 4, DELETE JOB, permits you to remove a job from the file. You are prompted 
for the job number. When the record containing this job information is located, the 
information is displayed. The program then asks if you want to delete this information. 
In this way you get a chance to review the data before they are deleted. If you reply with 
a "YES," the value '0000' is written into the directory field associated with this data 
record. Consequently, the status of this data record is now unused. 

The fifth option, LIST DATA, will list the contents of the data records. The job 
information for a particular job number can be displayed. If you respond with 'ALL' 
when prompted for the job number, the job information for all jobs in the file will be 
listed. The contents of the directory can be listed using option 6, LIST DIRECTORY 
CONTENTS. This option displays all fields in the directory one record at a time. 

The last option, EXIT PROGRAM, lets you terminate the program. You should note 
that as each option is completed, the open file is closed. This avoids the problem of 
determining if the data file is open each time a new option is specified. Using this 
procedure, we know that the file is not open. This also causes the contents of the buffer 
to be written to the data file. 

The subroutine starting at line 2890 is used to write directory records to the data file, 
and the subroutine starting at line 3030 is used to write job information to the data file. 
Note that we have two types of records in the same data file, which is valid as long as 
neither violates the record length specification of 60 bytes. 

A modular approach was used to develop this program: each option consists of one or 
more subroutines. This made the program easier to write and easier to debug. Also note 
that 120 jobs can now be accommodated (10 directory records < 12 job fields per record). 
This value can be changed by changing only one variable, NODIR, which specifies the 
number of directory records. It now has a value of 10. 

In the last example, a keyed index method was used to maintain the location of the 
data records. Other methods, such as hashing, can be used. Space limitations do not 
permit an explanation of this technique. The interested reader might refer to Baase (1978). 
Data base management systems (DBMS) are also available. These systems are designed 
to handle a wide range of sequential and random file applications. Initially DBMS were 
available only for minicomputers and main frame computers. They are now becoming 
available for microcomputers. For a general description of DBMS, refer to Ross (1978). 


13.4 Summary 


Two methods for storing data in disk files were presented in this chapter. We showed 
how to create and use sequential and random access disk files. A keyed index method 
was discussed that could be used to quickly locate records in a random access file. 
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Although the disk input/output programs presented are not very general, they nonetheless 
will be useful guides as you develop programs of your own. 
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Exercises 


. Give some examples of primary storage devices. Give a few examples of secondary storage 


devices. 


. What is a sector on a floppy disk? How many sectors are on one side of an Apple floppy 


diskette? 


. What is the primary function of the DOS diskette directory? 

. What is the sequential access method? What is the random access method? 

. Describe the input/output modes that can be used with the sequential access method. 
. For random access files, define the following terms: 


a. record 
b. buffer 
c. file 


. Data for several experimental tests along with the date of the tests are to be stored in a disk 


file. At this time, the following data are available: 


Date Test 1 Test 2 Test 3 
2/15/83 100.4 96.7 105.2 
2/18/83 151.0 159.3 165.8 

3/1/83 125.9 117.4 110.6 


Write a program which will 
(a) create a sequential data file named TESTDATA on disk drive 2, and 
(b) store the above test data in this file. 


. Write a program which will add the following data to the file created in Exercise 7. 


Date Test 1 Test 2 Test 3 
3/15/83 172.4 185.9 190.6 
3/22/83 200.6 205.0 203.7 


. Write a program which will 


a. create a random access file named OUTCOMES on disk drive 2, and 
b. store the data from Exercise 7 in this file. 


Write a program which will display on your printer the contents of the file created in Exercise 7. 
Write a program which will display on your printer the contents of the file created in Exercise 9. 


Data Structures 


Small amounts of data can be stored on top of a desk; however, as the amount of 
information increases, a file cabinet will be required. Decisions must then be made 
regarding how information will be stored. If the data are well organized, a given item 
can be located in less time and less storage space is required. 

Working with data within a computer is similar. When working with a small amount 
of data, we usually are not concerned with how the data are stored (structured). However, 
when substantial amounts of data are involved, we learn that the data structure can 
dramatically affect the program execution time, amount of storage required, ease of use, 
and ease of programming. 


14.1 Arrays 


Several techniques have been developed to aid in structuring data. Some of the simplest 
to implement will be discussed in this chapter. One such structure is the array. An array 
is a group of data elements referenced by the same name, A. Each element is referenced 
by specifying its associated subscript; thus A(3) specifies the third element in the array A. 
The array A(I) is called a one-dimensional array. Likewise, A(1,J) is a two-dimensional 
array. Using Applesoft, an array can have 255 dimensions; however, arrays having more 
than three dimensions are seldom used. 

Use of an array can greatly simplify a programming task. When initializing the value 
of a series of variables, using an array reduces the number of statements required. For 
example, consider the problem of initializing 20 variables to the value of 100, using an 
array: 

10 DIM A(20) 

20 FOR I = 1 TO 20 

30 A(I) = 100 

40 NEXT I 


Without an array, 20 assignment statements would have been required to perform this 
task: 


Al = 100 
A2 = 100 
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A20 = 100 


An array is the simplest of data structures, and it is the structure most often used. In 
fact, arrays are used in most of the programs in this book. 


14.2 Stacks 


The second data structure we will consider is called a stack. The operation of a stack 
can be visualized by considering a springloaded cafeteria tray holder. When trays are 
placed in a tray holder, the trays descend until only the top tray is visible. As a tray is 
removed from the top, the remaining trays move up so that the top tray is visible. This 
is also an example of last-in, first-out (LIFO) storage. A stack data structure works in a 
similar manner. All data additions to and deletions from the stack occur at one end. 
Adding data to the stack is often called ‘‘pushing’’ the stack; removing data is called 
“‘popping’’ the stack. 

In a BASIC program, an array is often used to implement a stack. Data elements are 
stored in the array. Moving the data within an array each time an element is added or 
deleted (similar to the cafeteria tray holder) can be avoided by using a variable (sometimes 
called a stack pointer) to denote the ‘‘top of stack.’’ Consider the example in Figure 14.1 
where three data elements are added to an empty stack and then two elements are removed. 

A stack data structure is used by the central processing unit of most computers to store 
information temporarily as instructions are executed. This structure is widely used because 
it requires very few program statements to implement. Within a program, two of the 
more common applications of a stack data structure are the maintenance of unused space 
in an array and unused records in a disk file. In a following section of this chapter, there 
is a program which uses a stack to maintain a list of unused space in an array. Figure 14.2 
contains three subroutines which will assist you in using a stack data structure. Note the 
small number of BASIC statements required. 


EMPTY PUSH 
A 





Figure 14.1—Stack Structure 


24500 REM STACK SUBROUTINES 

24510 REM THESE SUBROUTINES WILL INITIALIZE A STACK AND 
24520 REM PERFORM DATA ADDITIONS AND DELETIONS TO 

24530 REM ARRAY SK. TAP IS THE STACK POINTER. SIZ IS 
24540 REM THE MAXIMUM SIZE OF THE STACK.DATA TO BE 

24550 REM PLACED IN THE STACK RESIDES IN IDTA. 

24560 REM #BRXKARKAKAKAKERREKERKERRERRERERERKRARERERERERKERK 
24570 REM SUBROUTINE: STACK INITIALIZE 

24580 DIM SK(SIZ%): REM DEFINE ARRAY SIZE 

24590 TAPZ = - 1: REM DENOTE EMPTY STACK 

24600 RETURN 

24610 REM kERRRRAARAAREAKKEARRERRERRERERRREERERRERERRERREE 
24620 REM SUBROUTINE: STACK PUSH 

24630 IL = 0: REM SET NO ERROR CONDITION 

24640 IF (TAPZ > = SIZ%) THEN 24680: REM STACK FULL? 
24650 TAPZ = TAPZ + 1: REM PUSH DATA 

24660 SK(TAP%) = IDTA 

24670 RETURN 

24680 PRINT : PRINT "STACK OVERFLOW" 

24690 IL = 1: RETURN : REM SET ERROR CONDITION 

QZ47OO REM RRRAKAKAKRKARAARKKEKRERERARERRERERERERREERKEEREERE 
24710 REM SUBROUTINE: STACK POP 

24720 IL = 0: REM SET NO ERROR CONDITION 

24730 IF (TAP% < = - 1) THEN 24770: REM STACK EMPTY ? 
24740 IDTA = SK(TAP%): REM POP DATA 

24750 TAP% = TAPZ - 1 

24760 RETURN 

24770 +=PRINT :"STACK UNDERFLOW" 

24780 IL = 1: RETURN : REM SET ERROR CONDITION 


Figure 14.2—Stack Subroutines 


In these subroutines the stack is maintained in the array SK and the maximum size 
(SIZ) of this array is supplied by the main program. In the subroutine STACK INI- 
TIALIZATION, all the elements in the array SK are equated to 0 by the statement: 


DIM SK(SIZ) 


In BASIC the minimum value for an array subscript is (0); therefore, to show that the 
stack is empty, the stack pointer TOP is initially set equal to (— 1). Subroutine STACK 
POP will remove a data element from the stack and place the value in IDAT. However, 
before an element is removed, the stack pointer is evaluated to see if the stack is empty. 
If it is empty, an error indicator, IL, is set equal to (1) and a return from subroutine occurs. 
Otherwise, IL remains equal to (0), indicating no error, and an element is removed. 

Subroutine STACK PUSH will add data to the stack. Before this occurs, the stack 
pointer is checked to determine if adding one more data element will exceed the maximum 
size of the array. If so, IL is set equal to (1) and a return from subroutine occurs. 


EXAMPLE 1. Write a program that will use the subroutines in Figure 14.2 to store 
the three data elements A= 10, B=5, and C=25 ina stack. At this point, your program 
should print out the contents of the stack; then elements C and B are to be removed, 
printing each element as it is removed. Next, print the final contents of the stack. Assume 
that all data stored in the stack will be integers. 


SOLUTION. Your response to Example 1 might look like the program in Figure 14.3. 
There are many ways to write this program. The maximum size (SIZ) of the stack array 
(SK) was set as 6. 
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100 REM STACK EXAMPLE PROGRAM 

110 SIZ% = 6: REM SET ARRAY SIZE 
120 GOSUB 24560: REM INITIALIZE STACK 
130 A = 10 

140 B= 5 

150 C = 25 

160 IDTA = A 

170 GOSUB 24620: REM PUSH A ON STACK 
180 IF IL < > 0 THEN 410 

190 IDTA = B 

200 GOSUB 24620: REM PUSH B ON STACK 
210 IF IL < > 0 THEN 410 

220 IDTA=C 

230 GOSUB 24620: REM PUSH C ON STACK 
240 IF IL < > 0 THEN 410 

250 FOR I = 0 TO TAP% 

260 PRINT "STACK",1I,SK(I): REM PRINT STACK CONTENTS 
270 NEXT I 

280 COSUB 24710: REM POP C FROM STACK 
290 IF IL < > 0 THEN 410 

300 C = IDTA 

310 PRINT : PRINT "c",,C 

320 GOSUB 24710: REM POP B FROM STACK 
330 IF IL < > 0 THEN 410 

340 B = IDTA 

350 PRINT "B",,B 

360 FOR I = 0 TO TAP% 

370 PRINT : PRINT "STACK",I,SK(I): REM PRINT STACK CONTENTS 
380 NEXT I 

390 STOP 

400 PRINT : PRINT "ERROR" 

410 END 


Figure 14.3—Using Stack Subroutines 


14.3 Queues 


A data structure that processes data in a first-in, first-out (FIFO) order is called a 
queue. Additions to data are made at one end of the structure and all deletions are made 
at the other end. You might relate this structure to a waiting line of people (a queue in 
front of a bank teller). New arrivals join the rear of the line, and as people are serviced, 
they leave the front of the line. We can use an array to implement a queue structure. In 
addition, two pointers are needed; one to denote the front of the queue (F) and one to 
denote the rear (R). Figure 14.4 illustrates data elements being added and removed from 
a queue. 

Note that the ends of the data structure move from left to right across the array. When 
the end of the array is reached, the next data element to be added to the structure will 
be placed in the first cell of the array, if that location is empty. Figure 14.5 illustrates 
this process. 

Before writing the programs to implement a queue structure, we need to decide how 
to determine when the array holding the data is empty or full. Looking at Figure 14.4, 
you can see that an empty queue occurred when the rear pointer equaled the front pointer 
(R=F). If we adopt this convention, we could also say that the queue is full when 
R=F-—1, such as in Figure 14.5c. These conventions mean that only (n — 1) data elements 
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Figure 14.5—Additional Queue Structure Illustrations 


can be stored in an array with n cells; however, maintaining the simplicity is worth losing 
one memory location. Figure 14.6 contains three subroutines that will assist you in using 
a queue data structure. Like the stack related routines, these programs will initialize a 
queue structure and perform additions and deletions to a queue. 


EXAMPLE 2. Write a program that will use the subroutines in Figure 14.6 to store 
the three data elements A= 10, B=5, and C=25 in a queue data structure. At this point, 
print out the contents of the queue. Then remove elements A and B, displaying the 
respective values as each is removed. Next, print the contents of the queue. 
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24800 REM QUEUE SUBROUTINES 

24810 REM THESE SUBROUTINES WILL INITIALIZE A QUEUE 
24820 REM AND PERFORM DATA ADDITIONS AND DELETIONS 
24830 REM TO A QUEUE. THE QUEUF IS MAINTAINED IN 

24840 REM THE ARRAY Q. FQ% IS THE FRONT OF QUEUE 

24850 REM POINTER, AND RQZ% IS THE REAR OF QUEUE POINTER. 
24860 REM HK EK REAKRIKR EERE RERRARAERRERERREERRRRERERRARERERRRRRRRRRA 
24870 REM SUBROUTINE: QUEUE INITIALIZE 

24880 DIM Q(QSIZ%) 

24890 FQ% = 0: REM DENOTE EMPTY QUEUE 

24900 FQ% = RQZ 

24910 RETURN 

24920 REM HARRAH ERERERERAERAEEREREERERERERERRERERERRREEREREREAK 
24930 REM SUBROUTINE: QUEUE ADD 

24940 IL = 0: REM SET NO ERROR CONDITION 

24950 IF RQ% = (FQ% - 1) THEN 25010: REM IS QUEUE FULL? 
24960 IF (FQ% = 0) AND (RQ% = QSIZ%) THEN 25010 

24970 Q(RQZ) = IDTA: REM ADD TO QUEUE 

24980 RQZ = RQZ + 1 

24990 IF RQ% > QSIZ% THEN RQZ = 0 

25000 RETURN 

25010 PRINT : PRINT "QUEUE FULL" 

25020 IL = 1: RETURN : REM SET ERROR CONDITION 

25030 REM RIKKI KIRRERERRERERERERARERERERERERERRRRER 
25040 REM SUBROUTINE: QUEUE DELETE 

25050 IL = 0: REM SET NO ERROR CONDITION 

25060 IF RQ% = FQ% THEN 25110: REM IS QUEUE EMPTY ? 
25070 IDTA = Q(FQ2) 

25080 FQ% = FQ%Z + 1 

25090 IF FQ% > QSIZ% THEN FQZ = 0 

25100 RETURN 

25110 PRINT : PRINT "QUEUE EMPTY" 

25120 IL = 1: RETURN 


Figure 14.6—Queue Subroutines 


SOLUTION. Figure 14.7 contains a program that is one possible solution. The queue 
data array, Q, is dimensioned to six by setting QSIZ=6. In this program, data to be 
input to the queue are read into the variable IDTA using a subroutine residing at line 230 
(called INPUT TO QUEUE). Each time a data element is input, this subroutine is used. 
Following the read statement in this subroutine, subroutine QUEUE ADD from Figure 14.6 
is referenced. This latter subroutine places the data into the queue data array. 

A subroutine has also been written to print the queue (called QUEUE PRINT) contents; 
this subroutine starts at line 350. A third subroutine (called TAKE FROM QUEUE) has 
been written for this example. It starts at line 300 and is referenced every time a data 
element is removed from the queue. This subroutine references subroutine QUEUE DE- 
LETE from Figure 14.6. A data element removed from a queue is placed in the variable 
IDTA. 


14.4 Linked Lists 


A list is an ordered collection of data elements. In a linked list, each element has an 
accompanying pointer, which specifies the next element in the list. As a result, although 
the data is not physically stored in a specified order, it can be logically processed in the 
proper order using the pointers. 


100 
110 
120 
130 
140 
150 
160 
170 
180 
190 
200 
210 
220 
230 
240 
250 
260 
270 
280 
290 
300 
310 
320 
330 
340 
350 
360 
370 
380 
390 
400 
410 
420 
430 
440 
450 
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REM QUEUE EXAMPLE PROGRAM 


QSIZ% = 6: REM SET ARRAY SIZE 
GOSUB 24870: REM INITIALIZE QUEUE 
GOSUB 230: REM PLACE DATA IN QUEUE 
GOSUB 350: REM PRINT QUEUE CONTENTS 
GOSUB 300: REM TAKE DATA FROM QUEUE 
PRINT "A = ";IDTA 
GOSUB 300 
PRINT "B = ";IDTA: PRINT 
GOSUB 350: REM , PRINT QUEUE CONTENTS 
DATA 10,5,25,-9999 
END 


REM  RHRAAAKAAAKAAAAAKRAA RARER REREARERIRERII ARISE ARRERIRR 
REM SUBROUTINE: INPUT TO QUEUF 


READ IDTA 

IF IDTA = —- 9999 THEN RETURN 

GOSUB 24930 

IF IL < > 0 THEN PRINT "ERROR": END 
GOTO 240 


REM RRAAARRAKERAKKKAEKEERERKEEERERREAKEREREEREREREERERREREE 
REM SUBROUTINE: TAKE FROM QUEUE 

GOSUB 25040 

IF IL < > 0 THEN PRINT "ERROR": END 

RETURN 

REM HAKKAKKEKAAREREREAREERERERERRERRERERERRERRERREERERERARERK 
REM SUBROUTINE: QUEUE PRINT 

PRINT "QUEUE CONTENTS-FIFO ORDER" 

PRINT : PRINT "ARRAY LOCATION", "VALUE" 

IF FQ% = RQ% THEN 450 

I = FQ% 

PRINT 1,Q(1) 

ITeIt+l 

IF I > QSI2Z% THEN I = 0 

IF I = RQ% THEN PRINT : RETURN 

GOTO 400 

PRINT "QUEUE EMPTY": PRINT : RETURN 


Figure 14.7—Using Queue Subroutines 
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Figure 14.8—Linked List Structure 


Figure 14.8 contains an example of a linked list ordered alphabetically. Using the 
pointers contained in the box labeled FRONT and the array LINK, the data elements in 
the array AY can be processed in alphabetical order. 
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FRONT denotes the location of the first data element in the list (located in cell 2 of 
the array AY). The number (5) in cell 2 of the array LINK (adjacent to position 2 of the 
array AY) points to the location of the next data element in alphabetical order. This 
process continues until the pointer value is a (— 1), which indicates ‘‘end of list.’’ In 
Figure 14.9, a new data element has been added to the list. 

Most sets of data are dynamic in that over time, data are added and deleted. Maintaining 
data in a specific order, such as alphabetical, can involve moving the data elements as 
deletions and additions occur. However, if a linked list data structure is used, we need 
not move any of the data elements when the contents of the set of data are changed. 
Instead, the linked list pointers are modified to reflect any changes. 

It is also advantageous to use a linked list when a limited amount of storage space is 
available for data lists containing varying numbers of elements. An example would be a 
block of storage space allocated to storing the names of employees in each department 
of some firm. Each employee in a particular department must be associated with the right 
department. However, the number of employees in a department may vary from small 
to large depending on the size of the department. Another consideration is the dynamic 
nature of the data; new employees must be added and terminated employees must be 
removed. If we reserve a block of space in an array for each department, each space 
must be large enough to handle the largest department. This will result in unused space 
for the small departments. If we use a linked list data structure for this type of problem, 
we can efficiently utilize our storage space while keeping our program execution times 
small. 

A linked list data structure permits more than one list to be stored in a common block 
of storage space. Figure 14.10 illustrates an array that holds data for two linked lists. 
Note the FRONT pointer associated with each list in the array. A stack data structure 
has been utilized to provide a list of unused cells in the data array in this figure. 

A stack is a convenient method of keeping track of unused space in a block of storage 
space (memory or disk). As an element is deleted from the block of storage, the unused 
space is added to the top of the stack. Another data element is added to the data array 
in the location specified by the number at the top of the stack. For example, if another 
data element were added to the data array in Figure 14.10, it would be placed in row 3, 
and the top of stack would then point to the number 8 in the stack. 
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out WArpY = 


Figure 14.9—Additional Linked List Illustrations 
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Figure 14.10—Multiple Linked Lists 


Linked Queues 


We have been discussing linked lists, saying that each list is an ordered collection of 
data elements. How the lists are ordered (LIFO, FIFO, alphabetical, etc.) depends upon 
the particular application. Also associated with each element in a linked list might be 
several other data fields. An example might be an alphabetical list of employees in a 
department. With each name, we may want to maintain the social security number, 
address, and age. 

Figure 14.11 contains programs that can be used to implement linked lists when each 
list is a queue. The data elements are maintained in the array LQDTA; each element in 
an individual queue is linked using the array, LINK. The front and rear of each queue 
are maintained in the arrays FRNT and REAR. 

Because more than one queue may be stored in the array LQDTA, the convention 
described in Section 14.4 cannot be used to denote an empty or full queue (R=F and 
R=F- 1). Instead, the program in Figure 14.11 uses the stack routines in Figure 14.2 
to maintain a list of available space in the array LQDTA. Initially, the stack will contain 
all cells in the data array LQDTA because the data array is empty. The queue initialization 
subroutine places all of the cell numbers available in LQDTA in the stack. No more data 
can be added to a queue if the stack indicates that no space is available in the array 
LQDTA. We will know that queue I is empty when the variable FRNT() = —1. 


EXAMPLE 3. Write a program which will put the following data in a linked list of 


queues: 
Queue 

Number Data 

1 50 


1 10 
2 75 
3 113 
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25200 REM SUBROUTINES FOR LINKED LISTS (QUEUES) 

25210 REM THESE ROUTINES WILL INITIALIZE, PERFORM ADDITIONS AND 
25220 REM DELETIONS TO LINKED LISTS OF QUEUES. THE DATA RESIDE IN 
25230 REM AN ARRAY CALLED LQDTA%; THESE DATA ARE LINKED INTO FIFO 
25240 REM QUEUES USING THE ARRAY LINK%. FRNT%(I) POINTS TO FRONT 
25250 REM OF QUEUE I; REAR% POINTS TO END OF QUEUE I. LOCATION IN 
25260 REM ARRAY LQDTA% OF DATA TO BE ADDED OR REMOVED IS INDICATED 
25270 REM BY PTZ. A LIST OF AVAILABLE SPACE IN THE DATA ARRAY IS 
25280 REM MAINTAINED IN STACK ARRAY, SK. 

25290 REM BERRRAKAAKAEAEKKRERERREREKEEREREREKRERRREERRRERERREREREARERRER 
25300 REM SUBROUTINE: INITIALIZE LINKED QUEUES AND STACK 

25310 DIM LQDTA%(SIZ%) , LINK%(SIZ%) 

25320 DIM FRNTZ(NQ%) ,REARZ(NQZ) 

25330 REM MUST SET FRONT AND REAR POINTERS TO -1 TO 

25340 REM INDICATE EMPTY QUEUES. 

25350 FOR I = 1 TO NQ% 

25360 FRNTZ(I) = - 1 

25370 REARZ(I) = - 1 

25380 NEXT I 

25390 REM PLACE ALL AVAILABLE DATA LOCATIONS IN STACK. 

25400 REM WANT TO USE LOWER NUMBERED CELLS FIRST (LIFO) 

25410 FOR I = SIZ% TO 0 STEP - 1 

25420 IDTA = I 

25430 GOSUB 24620: REM PLACE DATA ELEMENT IN STACK 

25440 NEXT I 

25450 RETURN 

25460 REM SUBROUTINE: ADD DATA TO A LINKED QUEUE 

25470 IL = 0: REM SET NO ERROR CONDITION 

25480 GOSUB 24710: REM OBTAIN AVAILABLE DATA CELL LOCATION 

25490 IF IL < > 0 THEN PRINT "ERROR STACK ROUTINE": END 

25500 PT% = IDTA: REM LOCATION OBTAINED FROM STACK 

25382 IF (PT% < 0) OR (PTZ > S1Z%) THEN 25610: REM DOES LOCATION EXIST ? 
25520 REM IF QUEUE NOT EMPTY, LINK TO REAR OF LIST 

25530 IF REARZ(IQ) < > - 1 THEN LINK2(REARZ(IQ)) = PTZ 

25540 LINK%(PT%) = - 1: REM DENOTE END OF LIST 

25550 REARZ(IQ) = PTZ 

25560 REM IF QUEUE WAS EMPTY, MUST SET FRONT POINTERS 

25570 IF FRNTZ(IQ) = - 1 THEN FRNTZ(1Q) = PT% 

25580 LQDTAZ(PT%) = LDTAZ 

25590 RETURN 

25600 IL = 1: REM SET ERROR CONDITION 

25610 PRINT : PRINT "INVALID LOCATION IN DATA ARRAY": RETURN 
25620 REM REEKKEKRKKAAKEKRRERERRRERERRERKRERERREERREREEEEERARERRERRERE 
25630 REM SUBROUTINE: DELETE DATA FROM A LINKED QUEUE 

25640 IL = 0: REM SET NO ERROR CONDITION 

25650 IF FRNTZ(IQ) = - 1 THEN 25760: REM IS QUEUE EMPTY ? 

25660 REM RESET FRONT POINTER AND RETRIEVE DATA 

25670 PTZ = FRNTZ(1Q) 

25680 FRNT%(1Q) = LINK%(PT%) 

25690 REM IF QUEUE IS EMPTY, SET REAR POINTER 

25700 LDTA% = LQDTA%(PT%) 

25710 REM IF QUEUE IS EMPTY, SET REAR POINTER 

25720 IF FRNTZ(IQ) = - 1 THEN REARZ(IQ) = - 1 

25730 IDTA = PTZ: REM AVAILABLE LOCATION 

25740 GOSUB 24620: REM PUT NEW AVAILABLE LOCATION ON STACK 

25750 RETURN 

25760 IL = 1: REM SET ERROR CONDITION . 

25770 PRINT : PRINT "QUEUE IS EMPTY;CAN‘T DELETF ELEMENT": RETURN 


Figure 14.11—Linked List Subroutines 


After these data have been placed in the respective queues, your program should print 
out the contents of each queue; delete one data element from queue | and queue 3; and 
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then print out the queue contents. Assume that no more than three queues are required 
and that the maximum size of the data array is 6. 


SOLUTION. Figure 14.12 contains one possible solution to Example 3. You should 
note that the data needed by the example program (queue number, data values) are supplied 
in DATA statements at the end of the main program. The maximum number of queues 
is set to 3, and the size of the data array is set to 6. 


100 REM MAIN PROGRAM ILLUSTRATING USING LINKED QUEUES 

110 SIZ% = 6: REM MAXIMUM SIZE OF ARRAYS 
120 NQ% = 3: REM MAXIMUM NUMBER OF QUEUES 
130 REM INITIALIZE STACK TO 0 

140 GOSUB 24570 

150 REM INITIALIZE LINKED QUEUES TO 0 AND PLACE AVAILABLE 

160 REM SPACE IN STACK 

170 GOSUB 25300 

180 REM ADD DATA ELEMENTS TO LINKED QUEUES 

190 GOSUB 300 

200 REM PRINT QUEUE CONTENTS 

210 GOSUB 470 

220 REM DELETE DATA ELEMENTS FROM LINKED QUEUFS 

230 GOSUB 390 

240 REM PRINT QUEUE CONTENTS 

250 GOSUB 470 

260 DATA 1,50,2,75,1,10,3,113,-9999 

270 DATA 1,3,-9999 

280 END 

290 REM —- RARAKARAAARAHAKAARREAKER RRR ERE ERE RE REAR ER RE RERERERERER 
300 REM SUBROUTINE: INPUT 

310 READ IQ 

320 IF IQ = - 9999 THEN RETURN 

330 IF (1Q < 1) OR (IQ > NQ%) THEN PRINT “INVALID QUEUE": END 
340 READ LDTAZ 

350 GOSUB 25460: REM ADD TO LINKED QUEUE 
360 IF IL < > 0 THEN PRINT "ERROR IN ADDING TO QUEUE": END 
370 GOTO 310 

380 REM RRAAKRREKKARERAEEARKEEREREREERERERRRERRERERRERRRERERRERAEKE 
390 REM SUBROUTINE: REMOVE 

400 READ IQ 

410 IF IQ = - 9999 THEN RETURN 

420 IF (IQ < 1) OR (IQ > NQ%) THEN PRINT "INVALID QUEUE": END 
430 GOSUB 25630: REM DELETE FROM LINKED QUEUE 
440 IF IL < > 0 THEN PRINT "ERROR IN DELETING FROM QUEUE": END 
450 GOTO 400 

460 REM  RRAAAKARKRAREERREKARERERRRRAERERERRRRRERERRARRRREREEERAR 
470 REM SUBROUTINE: PRINT LINKED QUEUE CONTENTS 

480 PRINT 

490 FOR I = 1 TO NQ% 

500 PRINT "CONTENTS QUEUE NO. "31 

510 IF FRNTZ(I) = - 1 THEN PRINT "QUEUE EMPTY": GOTO 570 

520 LLOC% = FRNTZ(1) 

530 PRINT LQDTA%(LLOCZ) 

540 LLOC% = LINK%(LLOC%): REM LOCATION OF NEXT ELEMENT IN QUEUE 
550 IF LLOC% = - 1 THEN 570 

560 GOTO 530 

570 NEXT I 

580 PRINT : PRINT 

590 RETURN 


Figure 14.12—Linked List Subroutines 
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Data are read into the program using subroutine INPUT. The data to be input to a 
particular queue must reside in a DATA statement in the following format: queue number, 
data value. This subroutine terminates reading data when it encounters the value — 9999 
for the queue number. With subroutine REMOVE we can specify from what queue a 
data element is to be removed. The queue number is read from a DATA statement for 
each element to be removed. When the number — 9999 is encountered in the DATA 
statement, this subroutine terminates reading data and no more data are removed from 
any of the queues. A subroutine has also been written to print the contents of each queue. 


Bidirectional Linked Lists 


The linked list structure discussed in the previous section works well with LIFO and 
FIFO ordered lists. Additions and deletions to these types of lists occur only at the ends. 
However, many other types of ordered lists may involve additions and deletions some- 
where between the ends of the lists. For example, deleting a name from inside an 
alphabetical list requires changing the pointer that linked this name in the list to the next 
(successor) name in the list. The successor name is easily found because the pointer to 
this name is associated with the name being deleted. However, the preceding (predecessor) 
name must be located. Locating this name requires searching through the list. 

Bidirectional lists make random deletions and insertions to linked lists easier. Asso- 
ciated with each data element in a list are two sets of pointers. One set points forward 
to each successor in the list; another set points backward to each predecessor in the list. 
Figure 14.13 illustrates a bidirectional list in which employee names are maintained in 
alphabetical order by department. 

Using Figure 14.13, we can obtain the following lists of employees ordered .alpha- 
betically: 


Department 1 Department 2 


Baker Apple 
Brady Jones 
Hall Smith 
NAME PREDECESSOR SUCCESSOR 





Figure 14.13—Bidirectional Lists 
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Wink Wolfe 
Zink 
With the successor and predecessor pointers, this type of list can be processed in the 


forward or backward direction. Deleting the name Smith, in Department 2, is easy once 
the name is located: 


Predecessor Successor 
Smith 9 6 


From this information, we know that the predecessor to Smith is located in row 9 and 
the successor is located in row 6. Therefore, the successor pointer for the name in row 9 
(Jones) must be changed from 8 to 6 (pointing to Wolfe). Now the predecessor for the 
name in row 6 (Wolfe) must be changed from 8 to 9 (pointing to Jones). The result of 
these changes is shown in Figure 14.14. 

Assuming that the predecessor and successor pointers are maintained in the respective 
arrays PRD and SUC, the required changes in a program would be: 


SUC%(PRD%(8)) = SUC%(8), giving SUC%(9) = 6; and 
PRD%(SUC%(8)) = PRD%(8), giving PRD %(6) = 9. 


Consequently, you can see that deleting a name required two statements to make the 
needed pointer changes. This is much less time consuming than searching a list to find 
the immediate predecessor to the name deleted, then changing the predecessor pointer. 

Figure 14.15 contains programs that utilize a bidirectional list structure. It is assumed 
that each data element is a string. Previous programs had assumed that all data were 
integer type. However, the programs in Figure 14.11 can be easily modified to work 
with other data types (integer and real) by changing the variable declaration from QDTA$ 
and DTA$ to the desired data type, such as DTA. 

These routines initialize the bidirectional list and place all available storage locations 
on a stack. Additions and deletions can be made to the bidirectional lists. Strings are 


NAME PREDECESSOR SUCCESSOR 


HALL 
ABLE 

| WINK | 
BRADY 
WOLFE 
BAKER 
JONES 


Figure 14.14—Additional Bidirectional List Illustrations 
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REM SUBROUTINES FOR BIDIRECTIONAL LINKED LISTS 

REM THESE SUBROUTINES WILL INITIALIZE, PERFORM ADDITIONS 
REM AND DELETIONS TO BIDIRECTIONAL LINKED LISTS. THE STRING 
REM RESIDES IN AN ARRAY CALLED QDTA$; FORWARD POINTERS 

REM RESIDES IN AN ARRAY PRD%; BACKWARD POINTERS RESIDE 

REM IN THE ARRAY SUC%. FRNTZ(1) POINTS TO FRONT OF LIST 
REM I; REARZ(I) POINTS TO REAR OF LIST I. LOCATION IN ARRAY 
REM QDTAS$ WHERE DATA IS TO BE ADDED OR DELETED IS INDICATED 
REM BY PT%. VARIABLE DTA$ CONTAINS STRING TO BE ADDED OR 
REM STRING THAT WAS REMOVED. STACK ARRAY SK CONTAINS A 

REM LIST OF AVAILABLE SPACE IN THE DATA ARRAY. 

REM RRAAKKAKAEKAKKEKREREKRKREKERERRERER EREEKREKRERERRERERERERERERE 
REM SUBROUTINE: INITIALIZE BIDIRECTIONAL LISTS 

DIM QDTA$(SIZZ) , PRD%Z(S1Z%) , SUC%(SIZ%) 

DIM FRNT%Z(NQ%) , REAR%Z(NQ%) 

FOR I = 1 TO NQ% 

FRNTZ(I) = - 1: REM DENOTE THAT LIST ARE EMPTY 

REARZ(I) = - 1 

NEXT I 

FOR L = SIZ% TO 0 STEP - 1: REM LOAD STACK WITH AVAILABLE LOCATIONS 
IDTA = I 

GOSUB 24620: REM PUSH AVAILABLE LOCATION ON STACK 

NEXT I 

RETURN 

REM xkkkkKKE HAEKRKERKERERERERAEERERERARRRAKEEREEREEREEEREREREER 
REM SUBROUTINE: ADD TO A BIDIRECTIONAL LIST 

IL = 0: REM SET NO ERROR CONDITION 

COSUB 24710: REM OBTAIN AVAILABLE DATA CELL 

IF IL < > 0 THEN PRINT "ERROR STACK ROUTINE": END 
PT% = IDTA: REM PT% IS AVAILABLE DATA CELL 

IF (PTZ < 0) OR (PT% > SIZ%) THEN 26180: REM DOES LOCATION EXIST? 
IF (FRNTZ(IQ) = — 1) THEN 26190: REM LIST IS EMPTY 

SEQ% = FRNT%(1Q) 

IF DTA$ < QDTAS(SEQ%) THEN 26240: REM INSERT AT FRONT 

IF REAR%(IQ) = SEQ% THEN 26300: REM INSERT AT REAR OF LIST 
SEQ% = SUCZ(SEQ%) 

IF DTAS < QDTAS(SEQ%) THEN 26360: REM INSERT IN LIST 

GOTO 26140 

PRINT : PRINT "INVALID LOCATION FOR DATA ELEMENT": END 
FRNTZ(IQ) = PT%: REM EMPTY LIST, INSERTION AT FRONT 
REAR%(IQ) = PT%: REM EMPTY LIST, INSERTION AT FRONT 
PRDZ(PTZ) = - 1:SUC%(PT%Z) = - 1 

QDTAS(PT%) = DTA$ 

RETURN 

SUC%(PT%) = FRNT%(1Q): REM INSERTION AT FRONT OF LIST 
PRDZ(PTZ) = - 1 

PRDZ(FRNTZ(1Q)) = PT% 

FRNTZ(1Q) = PT% 

QDTAS(PTZ) = LDTAS 

RETURN 

SUCZ(SEQ%) = PTZ: REM INSERTION AT FRONT OF LIST 

SUCZ(PTZ) = - 1 

PRDZ(PT%) = SEQ% 

REARZ(1Q) = PT% 

QDTAS(PT%) = DTAS 

RETURN 

SUC%(PRD%(SEQ%)) = PT%: REM INSERTION’ IN LIST 

PRDZ(PT%) = PRD%(SEQ%) 

PRD%Z(SEQ%) = PT% 

SUCZ(PT%) = SEQ% 

QDTAS(PT%) = DTAS 

RETURN 

REM KHRAKREKKAKRERAEKRREREEKREEREEREERRERRREREREERREREREEEKRERRER 
REM SUBROUTINE: DELETE STRING FROM BIDIRECTIONAL LIST 

REM WILL DELETE FIRST, MATCHING, OR LAST STRING FROM LIST. 
REM ITY = 1 DELETE FIRST STRING 
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26460 REM ITY = 2 DELETE MATCHING STRING 

26470 REM ITY = 3 DELETE LAST STRING 

26480 IL = 0: REM SET NO ERROR CONDITION 

26490 IF FRNTZ(IQ) = - 1 THEN 26860: REM IS LIST EMPTY? 
26500 ON ITY GOTO 26510,26710, 26630 

26510 REM DELETE FIRST STRING FROM LIST 

26520 SEQ% = FRNT%(1Q) 

26530 DTAS = QDTAS$(SEQ%) 

26540 IF REARZ(IQ) < > SEQ% THEN 26600: REM IS LIST EMPTY? 
26550 FRNTZ(1Q) = - 1:REAR%(IQ) = - 1 REM LIST IS EMPTY 
26560 IDTA = SEQZ% 

26570 GOSUB 24620: REM PUT AVAILABLE SPACE ON STACK 

26580 IF IL < > 0 THEN PRINT "ERROR IN STACK ROUTINE": END 
26590 RETURN . 
26600 FRNTZ(1Q) = SUC%(SEQ%): REM LIST IS NOT EMPTY 

26610 PRD%(SUCZ(SEQ%)) = - 1 

26620 GOTO 26560 

26630 REM DELETE LAST STRING FROM BIDIRECTIONAL LIST 

26640 SEQ% = REAR%Z(1Q) 

26650 DTAS = QDTA$(SEQ%) 

26660 IF FRNTZ(1Q) < > SEQ% THEN 26680: REM IS LIST EMPTY? 
26670 GOTO 26550: REM EMPTY LIST, PUSH LOCATION ON STACK 
26680 REAR%(IQ) = PRD%(SEQ%): REM LIST IS NOT EMPTY 

26690 SUC%(PRDZ(SEQ%)) = - 1 

26700 GOTO 26560: REM PUSH LOCATION ON STACK - 
26710 REM DELETE MATCHING STRING FROM BIDIRECTIONAL LIST 
26720 SEQ% = FRNT%(1Q) 

26730 IF DTA$ = QDTAS(SEQ%) THEN 26770: REM MATCH FOUND 
26740 IF REAR%(IQ) = SEQ% THEN 26830: REM NO MATCH FOUND 
26750 SEQ% = SUC%(SEQZ) 

26760 GOTO 26730 

26770 REM DELETE STRING 

26780 IF SEQ% = FRNTZ(1Q) THEN 26510: REM GO TO DELETE FIRST STRING 
26790 IF SEQ% = REAR%(1Q) THEN 26630: REM GO TO DELETE LAST STRING 
26800 SUC%(PRDZ(SEQ%)) = SUC%(SEQ%) 

26810 PRD%Z(SUC%(SEQ%)) = PRD%(SEQ%) 

26820 GOTO 26560: REM PUSH LOCATION ON STACK 

26830 REM NO MATCH FOUND 

26840 PRINT : PRINT "NO MATCH FOUND FOR STRING:",DTAS 

26850 RETURN 

26860 IL = 1: REM SET ERROR CONDITION 

26870 PRINT : PRINT "CANNOT REMOVE AN ELEMENT-LIST IS EMPTY": END 


Figure 14.15—Bidirectional List Subroutines 


maintained in alphabetical order. However, deletions from a specified list can be made 
in three different ways depending upon the value of the control parameter ITY: 


ITY = 1, delete the first string. 
ITY =2, delete the matching string. 
ITY =3, delete the last string. 


The value for ITY and the matching string are supplied by the main program. In 
addition, the number of lists (NQ) and the extn size (SIZ) of the arrays are supplied 
by the main program. 


EXAMPLE 4. Using a bidirectional list, store the following names in the respective 
lists: 
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List 1 List 2 
Baker Able 
Brady Jones 
Hall Wolfe 
Wink Zink 


After loading the lists, print the contents of each list. Then delete the first string (name) 
from List 1, the last string from List 2, and a string matching Wolfe from List 2. Now, 
print the contents of the remaining lists. 


SOLUTION. Figure 14.16 contains a program that provides one possible solution to 
Example 4. This program has been written using subroutines (INPUT, REMOVE, etc.) 
like the solution to Example 3. The INPUT subroutine expects data to be in a specific 
format: 


string, list number 
The DATA statements in lines 550 and 560 conform to this format. Thus: 
BAKER, 1 


méans that the string BAKER is to be placed in list 1. Also, the value —9999 will 
terminate input. This value must be in the position a string would occupy in the DATA 
statement. 

The DATA statement in line 570 contains information that specifies what types of 
deletions are to occur. The following format should be used for deletion types 1 (delete 
first string) and 3 (delete last string): 


deletion type, list number 
If deletion type 2 (matching string) is specified, the following format should be used: 
deletion type, list number, matching string 


The value — 9999 appearing in the deletion type field will terminate the deletions. 


14.5 Summary 


In this chapter, we discussed several types of data structures. Familiarity with these 
structures can be very beneficial when you are developing your own programs. Subroutines 
were provided that will aid you in implementing structures such as stacks, queues, linked 
queues, and bidirectional linked queues. Standish (1980) describes other structures not 
discussed here, such as trees. Although the techniques presented in this chapter were 
illustrated using arrays in memory, many of the techniques can be used to structure disk 
files. For example, consider the bidirectional linked lists appearing in Figure 14.13. This 
structure can be implemented in a disk file, substantially reducing the time needed to 
access these records by department. Each record would contain a pointer field that holds 
the number of*the next record in the list. Thus, linked lists and other data structure 
techniques can be applied to disk files. A set of programs called data base management 
systems are used to manage data structures in disk files. Systems of this type are widely 
used on minicomputers and mainframe computers. Some data base management systems 
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100 REM MAIN PROGRAM ILLUSTRATING BIDIRECTIONAL LINKED LISTS 
110 REM STRINGS WILL BE STORED IN LISTS 

120 SIZ% = 12: REM MAXIMUM SIZE ARRAYS 
130 NQ% = 3: REM MAX NUMBER OF LISTS 
140 REM INITIALIZE STACK TO 0 

150 GOSUB 24570 

160 REM INITIALIZE LISTS TO BLANK AND PLACE AVAILABLE SPACE IN STACK 
170 GOSUB 25880 

180 REM  RRRAAKRKIARRAARRARARRER RIKER KER IKE RRRARAIIEEIAREEI 
190 REM SUBROUTINE: INPUT , 

200 READ DTAS$ 


210 IF DTAS$ = "-9999" THEN 250: REM END OF DATA 

220 READ IQ: REM LIST NUMBER 

230 GOSUB 26050: REM GO TO ADD SUBROUTINE 
240 GOTO 200: REM READ NEXT DATA 

250 REM PRINT CONTENTS OF LISTS 

260 GOSUB 430: REM GO TO PRINT SUBROUTINE 


270 PRINT : INPUT "PRESS RETURN TO CONTINUE -> "; ANS 
280 REM  &RXRAKAKKAERAAEHRAKAARERERAKRERERERERESRRRERERRE RRR 


290 REM SUBROUTINE: DELETE 


300 READ ITY: REM TYPE OF DELETION 

310 IF ITY = - 9999 THEN 390: REM END OF DATA 

320 IF ITY = 2 THEN 360 

330 READ IQ: REM LIST NUMBER 

340 GOSUB 26430: REM GO TO DELETE SUBROUTINE 
350 GOTO 300: REM READ NEXT DATA 

360 READ IQ,DTA$: REM LIST NUMBER,STRING MATCH 
370 GOSUB 26430 

380 GOTO 300: REM READ NEXT DATA 

390 REM PRINT ELEMENTS OF LISTS 

400 GOSUB 430: REM GO TO PRINT SUBROUTINE 


410 GOTO 580 

§20 REM KARA AKRRAKKAKHERERERERKAEEAEERKREEAERAREREER AER RREERERER 
430 REM SUBROUTINE: PRINT BIDIRECTIONAL LIST CONTENTS 
440 PRINT 

450 FOR I = 1 TO NQ% 

460 PRINT : PRINT "CONTENTS OF LIST NO. ";I: PRINT 

470 IF FRNT%(I) = ~ 1 THEN PRINT "LIST EMPTY": GOTO 530 
480 LLOC% = FRNTZ(1) 

490 PRINT QDTAS(LLOCZ) 

500 LLOC% = SUCZ(LLOCZ) 

510 IF LLOC% = - 1 THEN 530: REM END OF LIST? 
520 GOTO 490 

530 NEXT I 

540 RETURN 

550 DATA BAKER,1,ABLE,2,JONES,2,BRADY,],HALL,1 

560 DATA SMITH,2,WINK,1,WOLFE,2,-9999 

570 DATA 1,1,3,2,2,2,WOLFF,-9999 

580 END 


Figure 14.16—Using Bidirectional List Subroutines 


are becoming available for microcomputers. Bradley (1981) provides a discussion of the 
concepts used to develop a data base management system. 
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Exercises 


. What is a stack structure? 
. What is a queue data structure? 
. Assume that A is a single-dimensional array [DIM A(50)]. You are to use a stack to manage 


the available storage space in this array. The largest array elements are to be used first [A(50), 
A(49), etc.]. As an element becomes available to be used to store data, that element is to be 
‘*pushed’’ onto the stack. Write a program that will satisfy the specifications of this exercise. 
You are also to use the stack subroutine provided in this chapter. 


. A series of tests are to be performed over an extended time period. Each time a test is performed, 


a numeric value in the range of 0 to 499.99 is recorded. Altogether, 200 tests are to be performed. 
However, only the most recent 25 readings will be maintained. Therefore, this data will be 
maintained on a FIFO (first-in, first-out) basis. After more than 25 test results are compiled, 
the oldest result will be discarded as the new result is saved. Write a program which will store 
this data in an array having no more than 25 elements. If possible, use subroutines from this 
chapter in developing this program. 

The following data must be saved each time an inspection is performed on a product prior to 
shipping. 

inspector’s name 

date 

value 1 

value 2 

value 3 


You are to write a program which will maintain 100 sets of inspection results in memory. All 
results for an inspector are to be linked together with a bidirectional linked list. There are 4 
different inspectors. 


. Write a program which stores the data from exercise 5 in a random access disk file. Each record 


in the file should be bidirectionally linked. 


. Sometimes an NXM array must be sorted using one of the columns as a ‘‘key’’ for the sort 


procedure. For instance, a 50 x3 array (50 rows X 3 columns) may contain an individual’s 
social security number in column 1, his age in column 2, and his weight in column 3. Such an 
array might contain data for 50 people (50 rows). We might want to sort this data on age. Using 
the routines provided in this chapter can mean moving all data in a row when an age must be 
moved to another location in the array. A better way is to use a linked list where only the 
pointers in the list are changed. You are to modify the bubble sort algorithm presented in 
Chapter 12 so that an array can be sorted using any column as the key. You are also to use a 
linked list to implement your algorithm. 
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Random Numbers & 
Simulation 


Applesoft BASIC has a numeric function named RND which can generate ‘‘random’”’ 
numbers between 0 and 1. Each number in this interval is equally likely to occur and 
successively generated values are independent. The RND function can be used for such 
things as games, simulation models, and statistical studies. Every time RND is executed, 
a number between 0 and | is generated. The number generated is called a pseudo-random 
number because an algorithm is used to generate it. This is not equivalent to performing 
an experiment such as throwing a die to generate a number between | and 6. However, 
functions like RND permit us to generate numbers that emulate random numbers. 


15.1 Using The Function RND 


The RND function has the following format: 
RND(n) 


where n is a numeric constant, variable, or expression. The value returned by RND 
depends on the argument n. If n is negative, RND always starts a repeatable sequence 
of random numbers. After the initial use of a negative argument to generate a repeatable 
sequence, a positive argument should be used to generate the remaining numbers in the 
sequence. Different negative arguments will result in different sequences of numbers. If 
n is positive, RND returns a different number each time unless a repeatable sequence 
has been initiated with a negative argument. If n is 0, RND returns the random number 
most recently generated. We will present some examples to illustrate the use of RND. 
The algorithm used in RND utilizes the last random number generated to generate the, 
next random number. Consequently, by specifying the argument n for the first random 
number, we are in a way controlling all random numbers that will be generated until the 
n is reset. This will also permit us to generate a given random number sequence as many 
times as desired. Control such as this can be very useful in validating a simulation program 
or other computer programs using random numbers. Consider the. following program: 
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10 FORT =1T05 
cO PRINT RND(100) 
30 NEXT I 

40 END 


After running this program, five random numbers will be displayed: 


-2860311176 
-46365e891e 
-1156ee0?9 
- 414511012? 
-5?732S38S 


Everytime you run the above program you will get a different sequence of numbers. 
Now change the program so that the first time RND is used the argument is negative: 
S PRINT RND A Pua 
10 FORI=1T 
20 PRINT BND (100) 


30 NEXTI 
40 END 


When you run this program. The following numbers will be displayed. 


4.66689105E-06 
-40e2993?? 
-249404 704 
- 960296315 
-640900414 


The same random numbers will be displayed each time this program is run using — 100 
as the initial argument of RND. 

A random number between 0 and 1 will not always satisfy our needs. For example, 
we may be writing a program that simulates rolling a die. If a die is unbiased, throwing 
it several times will result in a series of uniformly distributed integers in the range of 1 
to 6. Consequently, we need to be able to generate a random integer having the value 
of 1, 2, 3,4, 5,o0r6. 

The function RND generates a random number between 0 and 1. Specifically, the 
random X is in the range, 

O=X<t 


Therefore, the expression 
= RND(100)*6 
will generate a number in range of 
O=xX<b. 
Now we must convert these numbers to integers: 
I = INT(RND (100)*6), 
This expression produces an integer in the range of 
OsI=5S. 
Each integer in this range has an equal likelihood of occurring. Consequently, if we add 
1 to the above expression we can simulate rolling a die: 
I = INT(RND(100)*6) + 1 
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EXAMPLE 1. Write a program that will simulate tossing two dice. After each toss, 
display the value for each die and the total of the dice. Write your program so that you 
can control how many times the dice are tossed. 


SOLUTION. In the following program, the variables D1 and D2 represent the individual 
die. 


40 D1 = INT(RND(1)*6) +2 
20 D2 = INT(RND(1)*6) + 1 

30 TTAL = D1 + De 

40 PRINT "DIE 1"; D1, "DIE2"; D2 
SO PRINT "TOTAL "; TTAL 

bO INPUT "ROLL AGAIN (Y/N)?2"; Y$ 
70 IF Y$="¥" THEN PRINT: GOTO 10 
80 END 


You might run this program several times using different initial arguments for RND to 
determine if the integers generated for the individual die are uniformly distributed between 
1 and 6. 


15.2 Developing a Random Number Generator 


We will describe one of the most popular methods of generating pseudo-random num- 
bers, the congruential method, in this section. The interested reader might refer to Shannon 
(1975) for additional material on this subject. The congruential method involves multi- 
plying a constant, C, by another number, L, that varies in value, to obtain a product. 
Another number, R (called the residual), is created from the value of the product by 
keeping the last x digits of the product. An expression for this process is: 


R = L*C-M*INT(L*C/M), 
where R = residual 

Cc 

L 


constant multiplier 


varying multiplier 


tt 


M = modulus (used to obtain residue) 


Consider an example where we want to keep the last two digits of the: product, L*C; 
therefore, we will set M= 100. Also, let C=33 and L= 13. Using the above expression, 


R = 13*33 — L00*INT(13*33/100) 
429 — 100*INT(4.29) 


= 429 — 100*4 
= 429 — 400 
= 29 


The product of C times L is 429. Keeping the residual, composed of the last two digits, 
we get 29. 


290 ___________ Chapter 15—Random Numbers & Simulation 


The next number in the sequence would be generated by replacing the old value of L, 
13, with the new residual, 29. Using this value for L and substituting into the above 
expression, we get: 


R = 29*33— 100*INT(29*33/ 100) 
= 57 


Continuing this process until we have generated ten numbers results in the following 
pseudo-random number series: 


29,57,82,73,9,97,1,33,89,37 


If these numbers are all divided by M, the resulting series is between 0 and 1. You should 
be careful in choosing the values for C and M. Experience has shown that M should be 
large, C should not be too small relative to M, and M and C should have no common 
factors. 

Figure 15.1 contains a subroutine called ORGRND, which will generate random num- 
bers using the congruential method. We selected M = 8,388,608 (275) and C = 2,893 (an 
odd number approximately the square root of 273). To use this subroutine, you must 
specify a seed in the main program. The seed must be negative and within the range 
— 8388608 SEEDS0. You may reseed the generator at any time by specifying a negative 
seed. 


P7000 REN AAO COO RICO IC IO ICRI IK OK IK IK 
27010 REM SUBROUTINE: ORGRND RANDOM NUMBER GENERATOR 

e?0e0 REM CONGRUENTIAL METHOD 

c?030 REM USER MUST INITIALLY SPECIFY SEED (-8368608<SEED<O) 
27040 REM IN MAIN PROGRAM, SETTING SEED EQUAL TO A NEGATIVE 
2?70S0 REM VALUE WILL RESEED GENERATOR. 

27060 M = 6364604: REM MODULUS VALUE 

27070 C = 2893: REM CONSTANT MULTIPLIER 

e?080 IF SEED > O THEN 27140 

e?090 IF SEED = 0 THEN L = C:SEED = L: GOTO e?140 

27100 REM CHECK FOR VALID SEED 

e7110 IF (SEED< - 6364608) THEN PRINT "INVALID SEED": END 
er1cO SEED = ( — 1) * SEED 

e?130 L = SEED 

e7140 L=L*C-M* INT (L*C/M) 

27150 RND=L/M 

27160 RETURN 


Figure 15.1—ORGRND Random Number Generator 


15.3 Testing a Random Number Series 


It is possible to statistically check a series of numbers to determine if they are uniformly 
distributed. One such test is called a chi-square goodness of fit test. To apply this test, 
we must divide the range of the numbers generated into I equal intervals. A count is then 
made of the random numbers that fall within each interval. If the numbers are uniformly 
distributed, the count for each interval should be approximately the same. 

Using the function RND, we can generate random numbers in the range of 0 to 1, 
Figure 15.2 consists of a program which will generate such a series. 
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100 REM PROGRAM RANDOM NUMBERS USING RND 

110 REM ARRAY AY CONTAINS RANDOM NUMBER SERIES. 

120 REM N IS THE LENGTH OF THE SERIES. 

1430 INPUT "ENTER INITIAL VALUE FOR RND ARGUMENT ";X 
43S X=RND(X):REM ASSUME INITIAL ARGUMENT IS NEGATIVE 
140 INPUT "ENTER NUMBER FOR LENGTH OF SERIES"; N 
450 DIM AY(N) 

160 PRINT: PRINT "GENERATING ";N; ' RANDOM NUMBERS" 
170 FORI=1 TON 

480 RNO=RND(1) 

490 AY(I)=RNO 

200 NEXT I 

220 END 


Figure 15.2—Generating Random Numbers 


A natural way to segment this range is to specify 10 intervals. Thus the first interval 
would be from 0 to .1. A count would be made of all the numbers that had a value within 
this range. The same procedure would be followed for the interval of .1 to .2, etc. We 
would expect the count in each of the intervals to be equal to N/10, where there are N 
numbers. 

Having determined the count for each interval, the chi-square statistic S can be deter- 
mined: 


(CU)-AY | (CQ-AY | | |, (CUA? 
A - A us ; A 


where C(1) is the count for the first interval and A=N/10. When 10 intervals are used 
and S=16.92, we can be 95% confident that the series is not uniformly distributed. In 
that case, our generator would need some improvements. The value of 16.92 is only 
valid for a test involving 10 intervals. This value was obtained from a table of percentage 
points for the chi-square distribution; 16.92 is a chi-square value for the 95 percentile 
with 9 degrees of freedom. Several other statistical tests can be used to evaluate the 
random behavior of a series of pseudo-random numbers. Shannon (1975) contains a brief 
summary of the most common tests applied. 

In Figure 15.3 you will find a subroutine that will perform a chi-square goodness of 
fit test on a series of numbers. The main program must supply the series in an array, 
AY, and the length of the series, N. The program uses 10 intervals and compares the 
chi-square statistic to 16.9. 


§ = 


EXAMPLE 2, PART A. Using the chi-square goodness of fit test subroutine in 
Figure 15.3, test a series of 100 numbers generated using the RND function. 


PART B. Likewise, test a series of 100 numbers generated using the ORGRND sub- 
routine in Figure 15.1. 


SOLUTION, PART A. The program in Figure 15.4 generates 100 random numbers 
using RND and then calls the chi-square goodness of fit subroutine. A random number 
seed of —1 was used to get the results shown in Figure 15.5. 
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27200 REM ®#RRRAKAAKAERAAKRERRER EEK AERRE RRR RRERERRERAREREREIARERERIR 
27210 REM SUBROUTINE: CHI-SQUARE GOODNESS OF FIT TEST 

27220 REM FOR A UNIFORMLY DISTRIBUTED SERIES OF 

27230 REM NUMBERS IN THE RANGE OF 0<x<1. 

27240 REM ARRAY AY CONTAINS A SERIES OF NUMBERS. 

27250 REM N IS THE LENGTH OF THE SERIES 

27260 DIM C(10) 

27270 CHI = 16.9 

27280 K = 10 

27290 FOR I= 1 TON 

27300 INV = 0 

27310 FOR J = 1T0K 

27320 IF (AY(I) > INV) AND (AY(I) < = (INV + .1)) THEN 27360 
27330 INV = INV + .1 

27340 NEXT J 

27350 PRINT : PRINT "NUMBER OUT OF RANGE": END 

27360 C(J) = C(J) +1 

27370 NEXT I 

27380 S=O0:A=N/K 

27390 PRINT 

27400 PRINT : PRINT TAB( 7)"RESULTS OF CHI-SQUARE TEST": PRINT : 
27410 PRINT "INTERVAL ACTUAL EXPECTED CHI-SQUARE" 

27420 PRINT " NUMBER OBSER. OBSER. COMPONENT" 

27430 FOR J = 1 TOK 

27440 S1 = ((C(J) - A) * 2) / A 

27450 Sl = INT (SI * 10 * 3+ .5) / INT (10 * 3 + .5) 

27460 PRINT TAB( 4)3J3 TABC 14);C(J); TABC 24);A; TAB( 35);S1 
27470 S = § + Sl 

27480 NEXT J 

27490 PRINT 

27500 PRINT "CHI-SQUARE SUM=";S 

27510 IF S > = CHI THEN 27550 

27520 PRINT : PRINT "WE CANNOT REJECT THE HYPOTHESIS THAT" 
27530 PRINT "THE NUMBER SERIES IS UNIFORMLY : 

27540 PRINT "DISTRIBUTED" 

27550 RETURN 

27560 PRINT "WE ARE 95% CONFIDENT THAT THE NUMBER" 

27570 PRINT "SERIES IS NOT UNIFORMLY DISTRIBUTED." 

27580 RETURN 


Figure 15.3—Chi-Square Goodness of Fit Subroutine 


100 REM PROGRAM TO TEST RANDOM NUMBER GENERATOR 
1410 REM ARRAY AY CONTAINS NUMBER SERIES 

1420 REM NIS THE LENGTH OF THE SERIES 

430 DIM AY(SOD) 

140 INPUT "ENTER INITIAL VALUE RND ARGUMENT ";X 
145 X=RND(X) 

14S0 INPUT "ENTER LENGTH OF RANDOM NUMBER SERIES"; N 
160 PRINT: PRINT "GENERATING ";N;" RANDOM NUMBERS" 
170 FORT =1TON 

1460 RNO=RND(1) 

490 AY(I)=RNO 

200 NEXT I 

210 GOSUB 27210 

220 END 


Figure 15.4—Generating 100 Numbers Using RND 
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RESULTS OF CHI-SQUARE TEST 
Interval Actual Expected Chi-Square 


Number Observations _ Observations Components 

I 16 10 3.6 
2 13 10 9 
3 7 10 9 
4 4 10 3.6 
5 9 10 1 
6 9 10 1 
7 10 10 0 

8 It 10 1 
9 10 10 0 


10 11 10 il 
Chi-Square Sum = 9.4 


Figure 15.5—Chi-Square Results, RND Function 


PART B. Figure 15.6 contains a program which performs a similar analysis using the 
ORGRND subroutine. Note that only three statements were changed (statements 140, 
145, and 180). A seed of —1 was used to get the results shown in Figure 15.7. From 
these results, we cannot reject the hypothesis that RND and ORGRND generate random 
numbers in the interval of 0 to 1. 


1400 REM PROGRAM TO TEST RANDOM NUMBER GENERATOR 
410 REM ARRAY AY CONTAINS NUMBER SERIES 

1420 REM N IS THE LENGTH OF THE SERIES 

430 DIM AY(SO0) 

140 INPUT "ENTER RANDOM NUMBER SEED (—8388604 TO 0)"; SEED 
145 IF SEED>O THEN PRINT "INVALID": GOTO 140 

150 INPUT "ENTER LENGTH OF RANDOM NUMBER SERIES"; N 
160 PRINT: PRINT "GENERATING ";N;" RANDOM NUMBERS" 
170 FORI=1TON 

140 GOSUB 27000 

190 AY(I)=RNO 

200 NEXT I 

210 GOSUB 27210 

220 END 


Figure 15.6—Generating 100 Numbers Using ORGRND 
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RESULTS OF CHI-SQUARE TEST 


Interval Actual Expected Chi-Square 
Number Observations Observations Component 
1 10 10 0 
2 6 10 1.6 
3 8 10 4 
4 16 10 3.6 
5 10 10 0 
6 ll 10 1 
7 6 10 1.6 
8 6 10 1.6 
9 11 10 il 
10 16 10 3.6 


Chi-Square Sum = 12.6 
Figure 15.7—Chi-Square Results, ORGRND Subroutine 


15.4 Random Number Generators for Specific 
Distributions 


Computers are often used to simulate real world activities such as the services of a 
bank or a particular inventory replenishment policy. Simulation is often used because a 
mathematical model of the physical process may be too complicated to solve; therefore, 
the physical activities might be modeled using a computer program. An example of a 
simple simulation model will be presented in the next section. Another reason for using 
simulation is to introduce uncertainty (randomness) into the analysis. Analytical solutions 
to a model may only give unexpected values (averages); simulation studies can provide 
additional insight into the variation about the expected value. 

One way of introducing uncertainty into simulation studies is by means of random 
number generators. However, to do this we need to be able to generate random numbers 
from several types of distributions. Subroutines will be presented in this section that 
generate random numbers from some of the most commonly used distributions. A main 
program should set the initial value for the RND argument before using these subroutines, 
because the RND function is used in each subroutine. 

Each of these subroutines was tested by generating a sample of 500 numbers using a 
random number seed of — 1000. Then for each sample, the mean and standard deviation 
were calculated, and a frequency histogram was plotted. These calculations and plots 
were made using the subroutines provided in'Chapter 2 (Data Reduction). The results 
are included in the description of each random number generator. 


Uniform Distribution 


The uniform distribution has a continuous probability density function over some 
interval, a to b. This distribution is described by: 
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1 
fx) = — 
GO) F—, 
where the mean is (b+ a)/2 and the variance is (b—a)?/12. 
Since the pseudo-random number generator produces numbers uniformly distributed 
in the interval of 0 to 1, it is a simple matter to transform these numbers to the interval 
a to b: 


x = a+(b-—a)*RND(1), 0=RND<1 


Figure 15.8 represents a subroutine that will generate a random number in the interval 
A to B. Values for A and B must be supplied by the main program. The random number 
generated resides in the variable RUFM. Figure 15.9 contains a frequency histogram of 
a sample of 500 numbers generated using this subroutine. 


PA000 REM OOO IORI ICICI IK IOI CII I ICA ICI i 2k 
26010 REM SUBROUTINE: UNIFORM DISTRIBUTION GENERATOR 

26020 REM MAIN PROGRAM SHOULD INITIALLY RANDOMIZE SEED 

26030 REM MAIN PROGRAM MUST SUPPLY VALUES FOR LIMITS OF 

26040 REM INTERVAL, A ANDB 

260SG REM RANDOM NUMBER GENERATED IS RUFM 

26060 RUFM = A+ (B-— A) * RND (1) 

276070 RETURN 


Figure 15.8—Uniform Distribution Generator 
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Figure 15.9—Frequency Histogram Uniform Distribution A=1, B=6, N=500 


Normal Distribution 


The normal (Gaussian) distribution may be the most widely used distribution. It is a 
continuous distribution characterized by its mean and its variance. This distribution is 
symmetrical about its mean. To simplify generation of normally distributed numbers, the 
distribution is usually transformed to have a mean of 0 and a variance of 1. The transform 
is 
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z= (x—u)/o 


where u is the mean and o is the standard deviation. After a standard normal deviate z 
is generated, it is transformed to the desired normal distribution with the desired mean 
and variance using 


x =u + zo. 


Using the standard normal transform, the normal distribution is described by 
e727 2 


2a 


Several methods have been devised to generate normal variates. The one used in the 
subroutine in Figure 15.10 was proposed by Marsaglia and Bray (1964). Values for the 
mean, XM, and the standard deviation, SD, must be supplied by the main program. The 
variable RNR contains the random number generated. A frequency histogram of a sample 
of 500 numbers appears in Figure 15.11. 





f(z) = 


PA080 REM ACC OIC IOI IOI ICI IKK I 
2609G REM SUBROUTINE: NORMAL DISTRIBUTION GENERATOR 
26100 REM MAIN PROGRAM SHOULD INITIALLY RANDOMIZE SEED 
26110 REM MAIN PROGRAM MUST SUPPLY MEAN, XM, 

26120 REM AND STANDARD DEVIATION, SD 

26130 REM RANDOM NUMBER GENERATED IS RNR. 

26140 IF NRN = 1 THEN 26240 

26150 AL=e* RND(1)-1 

26160 Ae =e@* RND(1) -1 

26170 S = AL* AL + Ac * Ac 

26140 IFS >= 1 THEN 26150 

26190 RIN = AL*SQR(( -e2* LOG (S))/S) 

26200 ReN = A2*SQR({( -2* LOG(S))/S) 

24210 RNR = XM + RIN * SD 

e4cec0 NRN = NRN +1 

26230 RETURN 

26240 RNR = XM + REN * SD 

76eSO NRN=0 

e6ebO RETURN 
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Figure 15.11—Frequency Histogram Normal Distribution » =0, c=1, N=500 


Poisson Distribution 


The Poisson distribution is often used in statistical and computer simulation studies. 
This distribution is described by: 


hte * 


f (x) 





x! 


where the mean is A, the variance is \, and x is an integer value =0. 

The probability function f(x) describes the probability that an event occurs x times in 
some interval of time. Consequently, x must be a positive integer value. This distribution 
might be used to describe the number of arrivals to a bank or the number of car accidents 
per hour. 

The subroutine in Figure 15.12 will generate Poisson variates (for an additional ex- 
planation see Reference [3]). The main program should initialize the mean of the distri- 
bution, XM. The random number generated resides in the variable RPOI. Figure 15.13 
contains a frequency histogram of a sample of 500 numbers. 


26e70 
24280 
26290 
26300 
26310 
283e0 
26330 
28340 
26350 
24360 
26370 
26380 
26390 


REM ICO IOI IO ICI IGOR ICICI IGOR ICICI IOI aC ICE 
REM SUBROUTINE: POISSON DISTRIBUTION GENERATOR 
REM MAIN PROGRAM SHOULD INITIALLY RANDOMIZE SEED 
REM MAIN PROGRAM MUST SUPPLY MEAN, XM 
REM RANDOM NUMBER GENERATED IS RPOI 
RPOI = 0 
E= EXP ( - XS) 
R=1 
URN = RND (1) 
R= R* URN 


IFR<ETHEN RETURN 
RPOIT = RPOI +1 
GOTO 24350 


Figure 15.12—Poisson Distribution Generator 
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Figure 15.13—Frequency Histogram Poisson Distribution » = 6,N = 500 
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Exponential Distribution 


The probability is large that no phone calls will occur in the next minute, if the average 
number of phone calls a day is five. However, the probability is small that no phone 
calls will occur during the day. If the phone calls are independent, the time between 
phone calls can be represented by an exponential distribution. This distribution, which 
is continuous, is described by 


f(x) = te * 


where the mean is 1/A and the variance is 1/)?. 

Computer simulation studies often use this distribution because it can represent so 
many types of phenomena. Some of these are: time between arrival of customers, time 
between occurrence of automobile wrecks, and life of electronic parts. Figure. 15.14 
consists of a subroutine that can be used to simulate an exponential distribution. The 
main program must specify the mean, XM. The variable REXP contains the sample 
generated. Figure 15.15 contains a frequency histogram of a sample of 500 numbers. 


26400 REM FRO’ OI IK II IK IK IK IOI OIOK KI IOI I I IK I IK OK 2k aI KK CK I IK IK ok 2K ic 2k ak 
28410 REM SUBROUTINE: EXPONENTIAL DISTRIBUTION GENERATOR 

28420 REM MAIN PROGRAM SHOULD INITIALLY RANDOMIZE SEED 

28430 REM MAIN PROGRAM MUST SUPPLY MEAN, XM 

28440 REM RANDOM NUMBER GENERATED IS RXP 

28450 URN= RND (1) 

28460 RXP = - XM* LOG (URN) 

28470 RETURN 


Figure 15.14—-Exponential Distribution Generator 


Erlang Distribution 


If the random numbers must be positive and generally follow a unimodal distribution, 


then the phenomenon might be represented by an Erlang distribution. The density function 
is: 
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I * I I I I I 
I * I I I I I 
I * I I I I I 
I * I I I I I 
I * I I I I I 
I * I I I I I 
I * I I I I I 
I * I I I I I 
I * I I I I I 
I * I * I I I I 
I * I * I I I I 
I * I * I I I I 
I * I * I I I I 
I * I * I * I I I 
+ ----- + ~---- + ----- + ----- + ----- + -- + 
a 1.14 2.3? 3.55 
-59 1.7? 2.96 
Figure 15.15—Frequency Histogram Exponential Distribution u=.5, 0?=.25, 
n=500 
ae (Ax)k7! e7 hx x>0 
f(x) = (k—1)! 
0 Otherwise 


where k must be an integer, the mean is k/A, and the variance is k/A?. The parameter k 
is known as a shape parameter. The exponential distribution is a special case of the Erlang 
distribution when k=1. The Erlang distribution can be generated by summing k-inde- 
pendent and identically distributed exponential random variables. 

Figure 15.16 contains a subroutine that will generate Erlang variates. The main program 
must supply a value for the shape parameter, K1, and a value for the mean of the 
exponential distribution, XM. The variable RERL contains the sample generated. A 
frequency histogram of a sample of 500 numbers appears in Figure 15.17. 


728480 REM ACO OOO OCI III III AC ACIC EK 2k 
26490 REM SUBROUTINE: ERLANG DISTRIBUTION GENERATOR 
28S00 REM MAIN PROGRAM SHOULD INITIALLY RANDOMIZE SEED 
28510 REM MAIN PROGRAM MUST SUPPLY VALUES FOR 

26520 REM SHAPE PARAMETER, Ki, AND MEAN OF 

24530 REM EXPONENTIAL DISTRIBUTION, XM 

28450 REM RANDOM NUMBER GENERATED IS RERL 

e6550 IFKL<OTHEN PRINT "INVALID SHAPE PARAMETER": END 
26St0 RV=1 

e6S?0 FORIL =1T0O Ki 

26580 RV =RV* = RND (1) 

2?659G NEXTIi 

26600 RERL= - XM* LOG (RV) 


26610 RETURN 


Figure 15.16—Ertang Distribution Generator 
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Figure 15.17—Frequency Histogram Erlang Distribution u=.5, 0? =.25, N=500, 


15.5 Next Event Simulation 


Computer simulation is often used to analyze a real world physical system. This is 
done by developing a mathematical-logical mode] within a computer program that rep- 
resents the important features of the real system. Once the model is developed, experiments 
can be performed varying parameters of the model to provide a better understanding of 
the system. Since models are usually a simplification of the real world, computer sim- 
ulation is often less expensive and more convenient than manipulation of a real-world 
system. 

Simulation models can be very simple or very complex. An example of a simple 
simulation model is one that emulates tossing a coin or throwing a die. An example of 
a complex model is one that simulates the weather. This latter example also illustrates 
the fact that computer simulation models are simplifications of real-world phenomena. 
As such, they may not always provide accurate results if the underlying physical rela- 
tionships are not represented correctly. However, computer simulation is recognized as 
one of the most powerful techniques we have for analyzing a wide variety of real-world 
systems. Developing simulation models is an art; consequently, we improve with ex- 
perience. Some of the programs included in this text can be useful in developing simulation 
models. Three of these subroutines will be used in the next example presented. 


EXAMPLE 3. Develop a program which will simulate a waiting line (queue) with a 
single server. If the server is busy a new arrival to the system will enter the back of the 
queue. The queue discipline will be first-in, firstzout (FIFO). Assume that the time between 
arrivals is exponentially distributed with a mean of 5.5 minutes. Also, assume that the 
service time is normally distributed with a mean of 8 minutes and a standard deviation 
of 1.5 minutes. The program developed should generate random samples for the arrival 
and service times (round event times to nearest minute). Because customers do not like 
to wait in long lines, assume that new arrivals balk (turn away) whenever the queue 
contains four customers. Therefore, the maximum queue size is four. Use next-event 
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simulation methodology to simulate this system for 200 minutes. During this time, collect 
the following statistics: 


a) Number of customers served. 

b) Average service time. 

c) Average waiting time for customers served. 
d) Number of customers who balked. 


SOLUTION. Figure 15.18 contains a program, called QUEUESIM, that will simulate 
the system described. Before explaining the program, we will go through the logic used 
in developing the model. 

In this model there are two types of events that occur: arrival of a customer and the 
completion of service. Consequently, the model must determine each arrival time and 
each service completion time. These times are determined in the following manner: 


a) When an arrival occurs, determine the time interval to the next arrival. In this 
example the interval is a random time generated from an exponential distribution 
with a mean of 5.5 minutes between arrivals. 

b) When service is initiated, determine the required service time. This will be a random 
service time generated from a normal distribution having a mean of 8 minutes and 
a standard deviation of 1.5 minutes. 


The program in Figure 15.18 was developed using the following logic: 


Initialize variables. 
Schedule first arrival. 
If TIME is less than limit STPSIM, 
Then determine the next event; 
If it is an arrival, 
Then update TIME. 
If number in queue is = 4, 
Then insert arrival in queue. 
Else turn arrival away. 
Determine next arrival time. 
If server is idle 
Then take arrival from queue 
and schedule service completion time 
Else it is a service completion, 
Update TIME and remove 
customer from service 
If number in queue > 0 
Then take a customer from queue 
and schedule service completion time. 
Else stop simulation 
Print simulation results. 


The QUEUE subroutine (Figure 14.6) from Chapter 14 is used in the above program to 
store the arrival of customers waiting for service. In addition, the EXPONENTIAL 
GENERATOR and NORMAL GENERATOR subroutines from this chapter were used 
to generate random arrival and service times. 
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NEXT EVENT SIMULATION OF A QUEUE WITH A SINGLE SERVER 
TIME BETWEEN ARRIVALS IS EXPONENTIALLY DISTRIBUTED WITH MEAN 
OF EMU MINUTES. SERVICE TIME IS NORMALLY DISTRIBUTED WITH MEAN 


REM OF NMU MINUTES AND STANDARD DEVIATION OF SD MINUTES. 
REM ARRIVE-NEXT ARRIVAL TIME 
REM SERCOM-NEXT SERVICE COMPLETION TIME 


DOS$ = CHRS (4): REM  CTRL-D 
INPUT "DO YOU WANT TO SPECIFY THE SEED (Y/N) ?";ANS 
IF ANS = "N" THEN GOTO 1120 
PRINT : INPUT "ENTER THE SEED (SEED<O) ? ";SS 
XX = RND (SS) 
REM INITIALIZE VARIABLES 
SRVZ = 0: REM NUMBER SERVED 
TST% = 0: REM TOTAL SERVICE TIMP 
MXQ% = 4: REM = MAXIMUM QUEUE LENGTH 


TWIAZ = 0: REM TOTAL WAITING TIME 
AWAY2 = 0: REM NUMBER CUSTOMERS TURNED AWAY 
TIME% = 0: REM SYSTEM TIME 


IBLE = 0: REM =‘ SERVER IDLE 
NOQ% = 0: REM | NUMBER IN QUEUE 
EMU = 5.5: REM MEAN ARRIVAL RATE 
NMU = 8: REM MEAN SERVICE RATE 

SD = 1.5: REM | SERVICE STANDARD DEVIATION 
QSIZ% = 10: REM SET QUEUE ARRAY SIZE FOR Q SUB. 

PRINT : INPUT "ENTER TIME TO TERMINATE SIMULATION ? ";STPSIM% 
GOSUB 24880: REM INITIALIZE QUEUE ARRAY 

GOSUB 1610: REM | SCHEDULE FIRST ARRIVAL 

REM INITIALIZE SERVICE COMPLETION TO LARGE NUMBER SO NEXT 
REM EVENT WILL BE AN ARRIVAL 

SERCOMP% = STPSIMZ + 1 

PRINT : INPUT "TRACE MODEL PROGRESS ON PRINTER (Y/N)? ";Y$ 
IF Y$ = "y" THEN PRINT DOS$;"PR#1" 

PRINT : PRINT TAB( 9)"'SIMULATION IN PROGRESS": PRINT 

REM DETERMINE NEXT EVENT 

IF ARRIVE% > SERCOMP% THEN 1420 

REM NEXT EVENT IS AN ARRIVAL 
TIMEZ = ARRIVE% 

IF TIMEZ > = STPSIM% THEN 1480: REM SIMULATION OVER 
GOSUB 1780 

IF IBLE < > 0 THEN 1330: REM DETERMINE NEXT EVENT 

GOSUB 1980 

GOTO 1330: REM DETERMINE NEXT EVENT 

REM NEXT EVENT IS A SERVICE COMPLETION 
TIME% = SERCOMP% 

IF TIME% > = STPSIMY THEN 1480: REM SIMULATION OVER 
GOSUB 2140: REM PROCESS SERVICE COMPLETION 

GOTO 1330: REM DETERMINE NEXT EVENT 


REM — RRAARAAARIA RARER RARE ARRERREAEREERERERREREERREREREREERARERERAERE ERE 


REM SIMULATION RESULTS 

IF Y$ = "Y" THEN PRINT DOS$;"PR#1" 

PRINT " NUMBER AVE.TURNED AVE.SERVICE WAIT" 
PRINT “TIME SERVED AWAY TIME TIME" 


PRINT “asnoeseesa2eeeeeeeeeue sess esse" 


X = TWIA% / SRV% 

X= INT (X * 10° 2+ .5) / INT (10 * 2 + .5) 
Y = TSTZ / SRVZ , 

Y= INT (Y * 10 *2+.5) / INT (10 ~ 2 + .5) 


PRINT TIMEZ; TAB( 8);SRV%; TAB( 16);AWAY%Z; TAB( 27);Y; TAB( 36);X 


1580 
1590 
1600 
1610 
1620 
1630 
1640 
1650 
1660 
1670 
1680 
1690 
1700 
1710 
1720 
1730 
1740 
1750 
1760 
1770 
1780 
1790 
1800 
1810 
1820 


2150 
2160 
2170 
2180 
2190 
2200 
2210 
2220 
2230 
2240 
2250 
2260 
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PRINT : PRINT TAB( 11)"END OF SIMULATION" 
PRINT DOS$;"PR#O": END 
REM RRAKKREKERAKAKRERERERAAEREEREERERKEREREREREREERERERERERERERRERERRERERE 
REM SUBROUTINE: GENERATE ARRIVALS 
XM = EMU 
GOSUB 28410: REM GENERATE A RANDOM EXPONENTIAL DEVIATE 
ARRIVE% = TIMEZ + INT (RXP + .5): REM TIME NEXT ARRIVAL ROUNDED TO INTEGER 
IF y$ < > "¥" GOTO 1690 
PRINT DOSS$;"PR#1" 
PRINT "NEXT ARRIVAL TIME ";ARRIVE% 
PRINT DOSS; "PR#O" i 
RETURN 
REM BXKARHRAKREAERAKAEKRAKAERERRERRERREREREREREEEREREREREERKERAEERRERRRERERE 
REM SUBROUTINE: GENERATE SERVICE COMPLETIONS 
XM = NMU 
GOSUB 28090: REM GENERATE A RANDOM NORMAL DEVIATE 
WRK% = INT (RNR + .5): REM SERVICE TIME ROUNDED TO INTEGER 
SERCOMP% = TIME% + WRK%: REM COMPLETION TIME 
RETURN 
REM KRARAKAKKKAERARKAKAREEAERERERERERREREARERERRRARARRRREERRAERERRRRREEKE 
REM SUBROUTINE: PROCESS NEW ARRIVAL 
IF NOQ% = MXQ% THEN 1890: REM TURN CUSTOMER AWAY 
IDTA = TIME% 
GOSUB 24940 
IF IL < > 0 THEN PRINT “ERROR: END : REM ERROR IN QUEUE SUBROUTINE 
NOQ% = NOQ% + 1 
IF ¥$ < > "Y" GOTO 1880 
PRINT DOSS; "PR#1" 
PRINT "NO IN QUEUE AT ARRIVAL ";NOQ%,"TIME ";TIMEZ 
PRINT DOS$;"PR#0" 
GOTO 1940 
AWAY% = AWAYZ + 1 
IF y$ < > "Y" GOTO 1940 
PRINT DOSS;"PR#1" 
PRINT "NUMBER TURNED AWAY ";AWAY%," TIME ";TIMEZ 
PRINT DOSS; “*PR#O" 
REM SCHEDULE NEW ARRIVAL 
GOSUB 1610: REM § ARRIVAL SUBROUTINE 
RETURN 
REM RRARRAKREAARKARAEAEKRRRERERARRKAREEREERERRERAEREKRRERERERERRERREREEREKRER 
REM SUBROUTINE: INITIATE SERVICE COMPLETION 
IBLE = 1: REM NOT IDLE 
SRV% = SRV% + 1: REM NUMBER SERVED 
GOSUB 25050: REM REMOVE CUSTOMER FROM QUEUE 
NOQ% = NOQ% - 1 
TWIAZ = TWIA% + TIMEZ - IDTA: REM TOTAL WAITING TIME 
GOSUB 1710: REM OBTAIN SERVICE INTERVAL 
TST% = TST% + WRK%Z: REM TOTAL SERVICE TIME 
IF Y$ < > "Y" GOTO 2120 
PRINT DOSS; "PR#1" 
PRINT "SERVICE COMPLETION TIME ";SERCOMP%,"TIME ";TIMEZ 
PRINT "NO. IN Q ";NOQ%;", WAIT TIME ";TIMEZ - IDTA; 
PRINT ", NUMBER SERVED ";SRV% 
PRINT DOSS; "PR#O" 
RETURN 
REM RERAKKAKRAARAKEEAEERRERERRERRREREEREERRERERERERRERERERRERREREEREER 
REM SUBROUTINE PROCESS SERVICE COMPLETIONS 
IF NOQ% < > 0 THEN 2240 
IBLE = 0: REM SERVER IS IDLE 
REM MAKE SURE A COMPLETION CANNOT OCCUR BEFORE AN ARRIVAL 
SERCOMP% = STPSIM% + 1 
IF ¥$ < > "Y" GOTO 2230 
PRINT DOSS; "PR#1" 
PRINT "QUEUE IS EMPTY: TIME ";TIMEZ 
PRINT DOSS; "PR#O" 
RETURN 
GOSUB 1980: REM INITIALIZE SERVICE 


RETURN 
REM RHRAIAAKERAKAAIKAKA HERR RHR KARE IRI RIKER ER RRERRRERERERERERERER 
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24800 
24810 
24820 
24830 
24840 
24850 
24860 
24870 
24880 
24890 
24900 
24910 
24920 
24930 
24940 
24950 
24960 
24970 
24980 
24990 
25000 
25010 
25020 
25030 
25040 
25050 
25060 
25070 
25080 
25090 
25100 
25110 
25120 
28080 
28090 
28100 
28110 
28120 
28130 
28140 
28150 
28160 
28170 
28180 
28190 
28200 
28210 
28220 
28230 
28240 
28250 
28260 
28400 
28410 
28420 
28430 
28440 
28450 
28460 
28470 
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REM QUEUE SUBROUTINES 

REM THESE SUBROUTINES WILL INITIALIZE A QUEUE, 

REM AND PERFORM DATA ADDITIONS AND DELETIONS 

REM TO A QUEUE. THE QUEUE IS MAINTAINED IN 

REM THE ARRAY Q. FQ% IS THE FRONT OF QUEUE 

REM POINTER, AND RQZ IS THE REAR OF QUEUE POINTER 

REM RRAAKARAREREREKKRAREREEEAKRERRREREREEREREEEREEREREREEREEREERREREREERER 
REM SUBROUTINE: QUEUE INITIALIZE 

DIM Q(QS12%) 
FQ% = 0: REM DENOTE EMPTY QUEUE 
FQ% = RQ 

RETURN 

REM RRHRARRAAAAAAKAREKARRARERERAEEAERRREREERERERERERERERRERRERERERER 
REM SUBROUTINE: QUEUE ADD 

IL = 0: REM SET NO ERROR CONDITION 

IF RQ% = (FQ% - 1) THEN 25010: REM IS QUEUE FULL? 


IF (FQ% = 0) AND (RQ% = QSIZ%) THEN 25010 
Q(RQ%) = IDTA: REM ADD TO QUEUE 
RQ% = ROX +1 

IF RQ% > QSIZZ THEN RQZ = 1 

RETURN 

PRINT : PRINT "QUEUE FULL" 

IL = 1: RETURN : REM SET ERROR CONDITION 


REM RERKRAAKKAKKAREAARERERRERERERRERERRERERERKRERRERAARERERRERERRRERE 
REM SUBROUTINE: QUEUE DELETE 
IL = 0: REM SET NO ERROR CONDITION 
IF RQ% = FQX THEN 25110: REM IS QUEUE EMPTY? 
IDTA = Q(FQZ) 
FQ% = FOX + 1 
IF FQ% > QSIZ% THEN FQ% = 0 
RETURN 
PRINT : PRINT "QUEUE EMPTY" 
IL = 1: RETURN 
REM RRAAAKARARAAARAKERRAREEKERREREEREREREREREREREEREREREREREEEERERE 
REM SUBROUTINE: NORMAL DISTRIBUTION GENERATOR 
REM MAIN PROGRAM SHOULD INITIALLY RANDOMIZE SEED 
REM MAIN PROGRAM MUST SUPPLY MEAN, XM, 
REM AND STANDARD DEVIATION, SD 
REM RANDOM NUMBER GENERATOR IS RNR 
IF NRN = 1 THEN 28240 
Al = 2* RND (1) -1 
A2 = 2% RND (1) -1 
S = Al * Al + A2 * A2 


IF § > = 1 THEN 28150 
RIN = Al * SQR (( - 2 * LOG (S)) / 8) 
R2N = A2 * SQR (( ~ 2 * LOG (S)) / $) 
RNR = XM + RIN * SD 
NRN = NRN + 1 

RETURN 
RNR = XM + R2N * SD 
NRN = 0 

RETURN 

REM KIARA ARERR AAA RREREEREREEERRREARRERERRARKEERERARREREERERERER 
REM SUBROUTINE: EXPONENTIAL DISTRIBUTION GENERATOR 
REM MAIN PROGRAM SHOULD INITIALLY RANDOMIZE SEED 
REM MAIN PROGRAM MUST SUPPLY MEAN, XM 

REM RANDOM NUMBER GENERATOR IS RXP 
URN = RND (1) 
RXP = - XM * LOG (URN) 

RETURN 


Figure 15.18—Next Event Simulation Program 


The technique of next-event simulation is illustrated in the example. Although the 
program will simulate 200 minutes of activity (STPSIM = 200), the system time (TIME) 
does not advance by seconds or minutes. Instead, TIME is reset each time an event occurs 
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(a customer arrival or a service completion). Since only two events can occur, it is not 
necessary to look at the time between the occurrence of one of these events because 
nothing can happen. With practice, next-event simulation models are relatively easy to 
develop and they execute faster than a ‘‘clock oriented’? model in which time is incre- 
mented by fixed intervals. 

The program in Figure 15.18 contains PRINT statements that will permit you to trace 
the progress of a simulation run. You are given the option of skipping these print state- 
ments. Also, you may easily change the parameters of the model, such as maximum 
queue number (MXQ), simulation run Jength (STPSIM), mean arrival rate (EMU), and 
mean service rate and standard deviation (NMU and SD). Varying these parameters lets 
you study the system being modeled. The final results from running this model for 200 
minutes with a random number seed of — 1! may be seen in Figure 15.19. 


Number Turned Ave. Service Wait 
Time Served Away Time Time 
200 22 5 7.55 20.68 


Figure 15.19—-Simulation Results 


15.6 Summary 


At the beginning of this chapter, we explained how to use the BASIC numeric function 
RND. We then presented a subroutine (named ORGRND) which would generate random 
numbers using the congruential method. A chi-square goodness of fit subroutine was 
developed to determine if the numbers generated by the RND and ORGRND subroutines 
were not random. Both subroutines passed the chi-square test. Next, random number 
generators (subroutines) were provided for the uniform, normal, Poisson, exponential, 
and Erlang distributions. 

In the last section of this chapter, we presented the next-event simulation technique. 
This is one of the most useful computer techniques available. In fact, simulation is so 
useful that several general purpose simulation languages have been developed for mini- 
computers and mainframe computers. These languages reduce the programming effort 
required to develop a model and to generate statistical results. One popular language is 
SLAM, which is well explained by Pritsker (1979). To date, most of these languages 
have been developed using the FORTRAN programming language. However, some sim- 
ulation languages are being developed especially for microcomputers. Consequently, it 
will be feasible to develop some simulation models on a microcomputer. 
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Exercises 


For exercises 1-5, you can use the subroutines in Chapter 2 to calculate the mean and 
variance of the numbers generated and to plot a histogram. 


1. 


areas 


Write a program that will simulate the tossing of a coin 20 times. Keep track of the number of 
heads and tails that occur. Do you think that your program realistically simulates a coin tossing 
event? 

Generate 50 uniformly distributed random numbers in the interval of 50=x=99. Use the chi- 
square goodness of fit test to determine if the resulting numbers, are not uniformly distributed. 
Generate 300 normally distributed numbers having a mean of 15 and variance of 3. 

Using the Poisson distribution, generate 200 numbers that have a mean of 20. 

Generate 400 numbers using the Erlang Distribution Generator subroutine. Set the shape pa- 
rameter equal to 3 and use a exponential distribution mean of 2. 

Simulate the process of a blind man crossing a street. While he walks across the street several 
events can occur. These events and the associated probabilities of occurring are: 


a. Walks across the street without falling down; probability of .67. 
b. Falls down while walking across the street; probability of .33. 
c. Hit by a truck while walking in street; probability of .15. 

d. Hit by a truck while lying in the street; probability of .33. 


Simulate the man crossing the street 30 times keeping track of how many times he successfully 
crosses the street. What is the probability of the blind man successfully crossing the street? 


. Using the next-event simulation model of a single queue, single server system provided in this 


chapter, simulate 500 minutes of activity. The average time between arrivals is to be 9 and the 
average service time is to be 9 with a variance of 4. 

Develop a next-event simulation model of a single queue with two servers. Run this model for 
300 time periods. The time between arrivals is to be exponentially distributed with a mean of 
8. The service time for each server is to be normally distributed with a mean of 4 and a variance 
of 2. 


Answers to Exercises 


Answers to selected exercises are provided below. A few exercises have been left to the 
reader to answer. 


Chapter 1 


i. A source program is a program written in a higher language such as BASIC that must be 
translated to machine language before it can be executed by a computer. 


An object program is a program in machine language that can be executed without additional 
translation. 

2. A BASIC interpreter is a program that translates a source (BASIC) statement into machine 
language statements. These machine language statements are then executed before another source 
statement is translated. 


A BASIC compiler translates the entire source program into a machine language program (object 
program). After which, the machine language program is executed. 
3. A compiler should be used when program execution time is to be minimized. 


An interpreter should be used when memory is limited and when ease of program debugging 
is important. 

4. Significant features of the Apple Computer: 

. Typewriter-like keyboard. 

. Amount of software available. 

. Expandable memory. 

. Flexibility of application. 

. High resolution monitor available. 

. Supports a color monitor. 

. High resolution graphics. 


NDNA WH — 


5. PRINT CHR$(4);"RUN EXSMOOTH" 
6. &H 
LOAD QUEUE 
&M 
7. S PRINT 
40 N%=40 
20 X=3/10 
30 FORI=1T0 NZ 
40 X=x/10 
SO PRINT I,SIN(X),X 
bO NEXTI 
70 END 
L SIN(X) x 
1 0299955002 03 
2 2.9999955E-03 3E-03 
3 2.99999995E-04 3E-04 
4 2.99999982E-05 3E-05 
5 2.99999925E-06 3E-06 
6 2.9999821E-07 3E-07 
¢ 2.99983924E-08 3E-08 
8 2.9972677 1E-09 3E-09 
9 0 3E-10 
10 0 3E-11 
il 0 3E-12 
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12 0 3B-13 
13 0 3E-14 
14 0 3E-15 
15 0 3E-16 
16 0 3E-17 
17 0 3E-18 
18 0 3E-19 
19 0 3E-20 
20 0 3E-21 
21 0 3E-22 
22 0 3E-23 
23 0 3E-24 
24 0 3E-25 
25 0 3E-26 
26 0 3B-27 
27 0 3E-28 
28 0 3E-29 
29 0 3E-30 
30 0 3.00000001E-31 
31 0 3.00000001B-32 
32 0 3.00000001E-33 
33 0 3.00000001B-34 
34 0 3.00000001E-35 
35 0 3.00000001E-36 
36 0 3.00000001E-37 
37 0 3.00000001E-38 
38 0 3.00000001E-39 
39 0 0 
40 0 0 
8. A%=2 A% =2 

B =3 B= 

X =.6666667 = X%= 

A =2 A = 

B% =3 B% =3 

X =,6666667 X%=1 

A%=2 A% =2 

B% =3 B% =3 

X = 6666667  X%= 


9. Using the program below, an incorrect answer was obtained when the difference of X and X1 
was equal to 2 (at 1=8) and 0 (at 1=9,10). 
eg x=S0 
30 N%=10 
40 FOR T=1T0 NZ 
SO x1=xX*10 
60 X=X1i+1 
“7D XD=X-X1 
40 PRINT I,X,X1,XD 
90 NEXTI 
100 END 


Xx Xl Difference 


ae Pawan? . ears 
1 501 500 i 
2 SOL 5010 i 
3 S011 50110 1 
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4 501111 501110 1 
5 SO11i11 5011110 1 
6 SO111111 50111110 1 
7 SO1LLI111 501111110 1 
8 S.O1LLILIIE+09 S5.011LIII1IE+09 2 
9 S.OLLIIILIE+ 10 S.OULLIIIE+10 0 
10 S.OLLIIIIE+11 S.OULIIIE++11 0 
Chapter 2 
1. Mode: 3.2 and 4.6 each occurred twice 
Median: 3.2 
Mean: 3.25238095 
Range: 7.9 
Variance: 3.86725624 
Standard Deviation: 1.96653407 
F6 + i* JI I I I I I I I I 
R + 1* I I I I I I [ I I 
E5 + I* | I I* I | I I I I 
Q + [okt Uk I I* I I I I I I 
U4 + I* I I I* I 1* I I I I 
E + I* I I 1* | I* | I I I 
N3 + I* I I r* | I* | I I I 
Cc + I* | I 1* J I* fj I I I 
Y2 + 1* | 1* J* J I* | I I I 
+ I* JI 1* d1* J I* | I I I 
1 + 1* F* —©* FTF FT* FT* T* ST i ] * 
+ I* I* g* F* F* TF TF CT I I * 
of necee fp nneee meen sp nceee fn ce op necee fe cece sp cee of nncce fp nenee of cccnne panenee + 
6 1.39 2.18 2.97 3.76 4.55 5.34 6.13 6.92 7.71 8.5 
RESPONSE 
2. Metal A 


Mode: No value occurred more than once 
Median: 9511.5 

Mean: 9542.91667 

Range: 503 

Variance: 16155.4063 

Standard Deviation: 127.103919 


Metal B 


Mode: No value occurred more than once 
Median: 9358 

Mean: 9439.66667 

Range: 1560 

Variance: 240796.073 

Standard Deviation: 490.709765 


Answers to Exercises. 


FREQUENCY PLOT OF METAL A 
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10.32 


10.16 


10.01 


8.92 9.07 9.23 9.38 9.54 9.70 9.85 
METAL B 


i a nn ne ee Le See cos een | 
8.76 


(10°3) 
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3. See plot: Sunlight does not appear to be the only factor relevant to plant growth. 
G 8.0 + * 
R 7.6 + 
O 7.2 + 
W 6.8 + 
T 64 + 
H 6.0 + eae! it 
5.6 + 
5.2 + * ba * 
48 + 
44 + 
4.0 + x * * 
3.6 + 
3.2 + * #32 
2.8 + 
2.4 + 
2.0 + * 
+ 
+---+ ------ + nn---- + ------ on oe Sen een + ------ + ------ oo 
10.00 18.50 27.00 35.50 44.00 52.50 61.00 69.50 78.00 86.50 95.00 
PERCENT SUNLIGHT 
Chapter 3 
1. 
32 15 37 52 54 20 
AX B=] 64 30 14 BXA= 6 54 18 
24 13 67 37 61 23 
ForA X B = B x A, let 
3 5 1 0.225 0.075 —0.125 
A= ]f6 0 2 B=A'= 0.2 -0.1 0 
19 3 —0.675 0.275 0.375 
3. a. letx, = 5, x, = 6, x3 =3 
then b; = 72, b2 = 35, b3 = 3 
b. letx, = 0.5, x, = 0.25, x, = —2 
the b, = —11, bz = .5, bs = 2.25 
4. Determinant of the resulting matrix is zero. 
7. [kA] =k [Al 
8. 
0 | =2 —3.8805E-11 
.0909090908 — .727272728 3.5454544 — .272727273 
ATl= . 
12121242 — 636363636 1.39393939 — .0303030303 


— .0909090909 —.272727272 — .545454546 .272727273 
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Chapter 4 


1. Participate = 9.704 + 1.551 Reagent 
Coefficient of determination = .734 
2. eDistance = 3.087 + .309 MPH, or 
Distance = 21.922¢-039 MPH 
Coefficient of determination = .995 : 
Predicted distance for 60 MPH = 227.140 feet 
3. Salary = 14786.3 + 1912.3 Years 
Coefficient of determination = .970 
4. Yield = —11.54 + 15.54 *LOG(Lots) 
Coefficient of determination = .972 
Predicted yield for lot number 400 is .816 
5. Viscosity = 5.561 — .0089 Temperature 
e@ Viscosity = 260. 19e ~ 0089 Temperature 
Coefficient of determination = .994 
6. Y = —140.14 + 5.05 xl + .67 x2 
Coefficient of determination = .838 
Note that you will not get this answer if you use the stepwise procedure. This is an example 
of when multiple regression will give better results. 
7. Y = 14.982 + 3.796 x3 
Coefficient of determination = .9896 
Only x3 is needed in the regression equation. 
8. Price = —1.075 + 50.734 Earnings 
Coefficient of determination = .959 
Predicted end-of-year stock price is $41.03 


Chapter 5 


2. a. No solution 
b. Infinite number of solutions 
c. No solution ; 
d. Infinite number of solutions 
4. Input A = 2.1 ounces 
Input B = 1.25 ounces 
Input C = 4.45 ounces 


Chapter 6 


— 


. Stationary point: — .891767197 

2. (Some roots are listed below) 

a. x= .69669054, x = 1.13789919 

b. x=0, x = .951367333, x= — 1.28470069 
c. x= —4,35981145, x =3.34632891 


Maximum number Roots you may find 
5. of real roots Real Complex 

a. | 1.08846817 -731197264 + .610849441i 
— 538959115 + .871867562i 

b. 0 800296169 
1.3684 1247 — 523950586 + 1.74509399i 

— .730118257 

— 3.3904455 

c. ! 0 .527036317 + .49384745i 
— .505306809 + .494785823i 
d. 0 .6378 1864 .352521148 + .610609095i 
— .704980575 — 318716727 + .552469651li 


wh 


— 
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Chapter 7 
. Trapezoidal Rule for h=0.01 Legendre-Gauss: 2 subintervals 
a. 130.0016 a. 130 
b. 2697.3323 b. 2696.39523 
. Methods presented automatically handle this; no revision required. 
. Legendre-Gauss Trapezoidal with 100 subintervals 
a. 0.92474705 0.977186056 
b. 0.229729363 0.229744058 
c. 0.459221848 0.459205651 


. Results found using Legendre-Gauss quadrature 


a. 0.531248966 
b. 0.506867955 
c. 14.8107275 


Chapter 8 
. Amount of substance at t= 6 is 9.26744 Ibs. 
x 0.0 1.0 2.0 
y= g(x) 0 0.15524 ~— 0.48108 
: Standard form: y' = aan 
x 1.0 1.5 2.0 
y= g(x) 0 0.25969 0.31439 
: Order Could We Solve 
a. 2 No 
b. 1 Yes 
c. 2 No 
d. 1 Yes 
e. 1 Yes 


. Expression: a = kQ where k is a constant 
(in this case, k = —0.02321) 
Amount of Dittmannium left after 24 days = Q (24) = 171.8707 


Chapter 9 


34.72 
3.2, Xz = 2.36, x3 = 0.88 

= number of barrels of fuel type i produced, where 
I:leaded 

2:unleaded 

3:diesel 


Maximize Z = 0.12x, + 0.09x. + 0.10x; 
S.t. : 


Z 
X| 
. Let 


nous Uo 


i 
i 
i 
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0.4x, + 0.5x. + 0.7x; = 400 
0.6x, + 0.5x + 0.3x3 = 300 
X1, X2, X3 = 0 
Solution: ‘ 
Z = 7600, x, = 300 x, = 0, x3; = 400 


3. Let the variables be named so that the letters represent the first letter for each fertilizer/crop 
combination. That is, 
AC = fertilizer A on corn 
CS = fertilizer C on soybeans, etc. 
unit = bushels 


Maximize Z = 2(AC+BC+CC)+1.5(AW + BW+CW) + 1.8(AS + BS + CS) 
—(1.333AC + 1.389BC + 1.667CC) — (0.645AW + BW + 0.571CW) 
—(AS + 1.563BS + 0.667CS) 
= 0.667AC + 0.611 BC + 0.333CC + 0.855AW +0.5BW 
+0.929CW + 0.8AS + 0.237BS + 1.133CS 
S.t. 

15AC+ 31AW + 20AS=100 

18BC + 25BW + 16BS<125 

12CC + 35CW + 30CS=80 

all variables = 0 


Solution: 


AC = 6.7 all other variables = 0 
BC = 6.94 
CS = 2.67 

Z= 11.17 


4. Let x; = number of units of power tool A produced per week 
X2 = number of units of power tool B produced per week 
Maximize Z = 2x, + x2 

S.t. 
30x, + 40x, = 2400 
45x, + 30x, = 2400 
20x, + 25x2 = 2400 
Xi %2 20 
Solution: 


Z = 106.67 (although its actual value is irrelevant) 
x, = 53.333 
X2 = 0 


5. Solution: Produced nothing! 
(Can you examine the formulation and tell why?) 


Chapter 10 
1. a. Month Moving Average 


3.43 
3.50 
3.70 
4.23 
4.70 
5.10 
5.43 


Estimate for the 10th month is 5.43. 


OO~ INN PWN — 
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b. Using the average of the first three months as the initial forecast value, then 
F, = F, + .3(X, — F)) 
= 3.43 + .3(33.5 — 3.43) 
= 3.451 
The following values were.obtained in a similar manner: 


Single Exponential 


Month Smoothed Forecast 

2 3.451 
3 3.496 
4 3.407 
5 3.495 
6 3.71 
7 4.03 
8 4.35 
9 4.67 

10 . 5.01 


2. For: season length = 6 
initialization periods = 18 
lead time = 1 


alpha = .3 

beta = .1 

gamma = .| 

Period Forecast 

19 31.52 
20 31.50 
21 33.63 
22 35.88 
23 38.25 
24 40.60 


For the initialization phase, the mean squared error was 2.198 and the mean absolute deviation 
was 1.167. 


3. a 

Period 3-Month Moving Averag 

T a= 
2 = 
3 3 
4 5 
6 9 
7 11 
8 12 
9 15 
10 17 

; ee 1+34+5 . 
b. Using an initial forecast value of =—_ 3, and an alpha = .5, the following results 


were obtained: 
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Period Single Smoothed Value 
1 = 
2 2 
3 2.5 
4 3.75 
5 5.31 
6 7.19 
7 9.09 
8 11.05 
9 13.02 
10 15.01 

c. Using an initial forecast value of | and an initial trend value of 2, the following results were 
obtained: 
Holt’s Smoothed Values 
Alpha = .1 

Period Beta = .1 
2 3 
3 5 
4 7 
5 9 
6 11 
7 13 
8 15 
9 17 
10 19 

d. For: season length = 6 

initialization periods = 9 
lead time = 1 
alpha = .1 
beta = .1 
gamma = .1 

Period Winter’s Smoothed Values 
2 3 
3 5 
4 7 
5 9 
6 11 
7 13 
8 15 
9 17 
10 19 


Holt’s and Winter’s methods are the best because these methods were developed to model a 
process containing a trend. 


14447410 _ 
4 


Period Single Smoothed Value 


3.12 
3.56 
5.28 
7.64 
4.32 
4.16 


4. a. Using an initial smoothed value of 5.5 


IAM AWN — 
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8 5.58 

9 7.79 
10 4.39 
11 4.20 
12 5.60 
13 7.80 
14 4.40 
15 4.20 
16 5.60 
17 7.80 


b. For: season length = 4 
initialization periods = 12 
lead time = 1 
alpha = .1 
beta = .1 
gamma = .1 


Period Winter’s Smoothed Value 


| 


— 


WOON AMARWYHN — 
KHSOrnbaOCVAF HK OUNHHK SYA 


10 

8 

12 

13 

14 

15 

16 

17 

5. For: season length = 6 

initialization periods = 18 
lead time = 1 
alpha = .3 
beta = .1 
gamma = .| 


_ 


— 


Period Winter’s Smoothed Value 


19 26.60 
20 29.43 
21 34.86 
22 35.70 
23 42.57 
24 49.23 
25 40.97 
26 42.23 
27 47.98 
28 47.36 
29 52.11 
30 58.30 
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Chapter 11 





b. Critical path: A-I-M-D2-N 
Expected project completion date is 19 days. 


2. Critical path: B-D-I-J-M-P-O-Q 
3. a. 


J3 J5 J8 
\ 
ay =) 
J2 
J7 
b. Job 





Job Early Start Late Start 
N 0 0 
J2 0 5 
J3 3 3 
J4 ! 6 
J5 8 9 
56 8 8 
J 1 9 
J8 12 13 
J9 1 12 

J10 a 11 

Jui 12 ' 13 

J12 14 14 

J13 14 15 


c. Critical path: Jt-J3-J6-J10-J12 
Project duration of 12 days. 


4. Critical path: A-C-I-N-K-L-Q-S-R- Y-Z-DCS-END 
Project duration of 36 weeks. 
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Chapter 12 


1. Change line 23090 to 
23090 IF XJ + 1)< = X(J) GOTO 23120 


2. The following lines should be: 


23710 IF (PV<X(R%)) THEN 23780 
23750 IF (PV>X(L%)) THEN 23810 | 


. Value for time was 130 seconds. This value will vary with the list being sorted. 

. Value for time was 20 seconds. 

. The bubble sort algorithm required 1 second and the quicksort algorithm required 18 seconds. 
The bubble sort was much faster because this algorithm can determine when a list is in sorted 
order, and at that time stop the sorting process. 


Mah w 


Chapter 13 


1. RAM and ROM memory are primary storage devices. Some secondary storage devices are disk 
and tape devices. 

2. Each track on a floppy disk is divided into sectors. The Apple IT has 16 sectors/track and 35 
tracks on one side of a floppy disk. Each sector will hold 256 bytes. 

3. The primary function of the DOS diskette directory is to maintain a table containing the names 
of files that have been saved on the diskette. 

4. The sequential access method means that data are written and read in a sequential manner starting 
from the beginning of the storage device. The random access method means that data records 
can be written to or read from a storage device in a random order. 

5. Sequential access input/output modes: 


a. Input 
b. Output 
c. Append 


a. A record is a group of logically related information. 
b. A buffer is where random access records are temporarily stored before being written to a 
disk file or where these records are stored after being read from a disk file. 
c. A file is a collection of related information that is usually kept on a disk or tape device. 
7,8, and 10. 
We have left the writing of these programs up to the reader. The programs should 
be very similar to the SEQMAN program in this chapter. 
9 and 11. 
We have left the writing of these programs up to the reader. The programs should be 
very similar to the RANMAN program in this chapter. 


Chapter 14 


1. A stack is a data structure in which data are inserted and deleted in a last-in, first-out manner. 
2. A queue is a data structure in which data are inserted and deleted in a first-in, first-out manner. 
3. 100 REM PROBLEM 3, CHAPTER 14 

110 DIM A(SO) 

1c0 S1Z%=S0:REM SET ARRAY SIZE 

130 GOSUB 24560:REM INITIALIZE STACK 

140 REM PLACE AVAILABLE SPACE IN ARRAY ON STACK-LIFO 

150 FOR I=1 T0 S50 

160 IDTA =I : 

170 GOSUB 2C46c0:REM PUSH I ON STACK 

160 IF IL<>0 THEN 410 

190 NEXTT 

200 REM PLACE FIRST DATA ELEMENT IN ARRAY A 
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210 INPUT "ENTER DATA ELEMENT"; VLUE 
220 GOSUB 24710:REM POP STACK 

230 IF IL<>THEN 410 

240 A(IDTA) =VLUE 

250 INPUT "CONTINUE( Y/N)"; Y$ 

260 IF Y$="Y" THEN 210 

270 STOP 

410 PRINT "ERROR" 

420 END 


. A queue data structure will be utilized using the subroutines from this chapter. If 25 readings 


are to be maintained, then the queue size must be set to 26 (one element cannot be used—see 
explanation of queue subroutines). 


110 QSIZ%=c6:REM SET ARRAY SIZE 

120 GOSUB 24470:REM INITIALIZE QUEUE 
130 REM DATA CAN NOW BE PLACED IN THE QUEUE 
140 REM WHEN THE QUEUE BECOMES FULL, THE DATA ELEMENT AT 
150 REM FRONT OF QUEUE SHOULD BE REMOVED. 
160 REM THEN A NEW DATA ELEMENT CAN BE 

170 REM ADDED TO THE REAR OF THE QUEUE. 

160 REM THIS CAN BE DONE AS FOLLOWS 

190 GOSUB °eSO40:REM TAKE DATA FROM QUEUE 
200 IF IL<>0 THEN 410 

210 REM PLACE NEW ELEMENT IN QUEUE 

ecO IDTA=VALUE 

230 GOSUB 24930:REM PLACE DATA IN QUEUE 


410 PRINT "ERROR" 
420 END 


5. 


The writing of this program is left to the reader. The bidirectional linked list subroutines from 
this chapter can be used. Since the data consists of string and numeric type data, it will be 
easier to maintain if the numerical values are converted to strings before they are placed into 
the linked lists. Since there are four inspectors, four linked lists are required. 


Chapter 15 


. There are several ways to write this program. We will generate a random number X between 


0 and 1. If O0=X<.5 we will say the toss of the coin resulted in a head; otherwise, the result 
was a tail. 


LO INPUT "INITIAL VALUE FOR RND ARGUMENT"; F 
15 A=RND(F):REM ASSUME INITIAL ARGUMENT IS NEGATIVE 
20 INPUT "HOW MANY COIN TOSSES ARE TO BE SIMULATED?; N 
30 FORI=1 TON : 
40 X = RND(1) 
SO IF X<.S THEN HEAD=HEAD+1 
60 IF X>=.S THEN TAIL=TAIL+1 
70 NEXT I 
&0 PRINT "HEADS="; HEAD 
90 PRINT "TAILS="; TAIL 
100 END 
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2. 1ODIM AY(SD) 

20 INPUT "INITIAL VALUE FOR RND ARGUMENT"; F 
25G=RND(F):REM ASSUME INITIAL ARGUMENT IS NEGATIVE 
30 A=S0 
40 B=99 
SO INPUT "HOW MANY NUMBERS ARE TO BE GENERATED" ; N 
£0 FORI=1 TON 
70 GOSUB 2800: REM UNIFORM DISTRIBUTION 
80 AY(1I) =RUFM ‘ 
90 NEXT I 

400 GOSUB 27200:REM CHI-SQUARE FIT TEST 

410 END 


10 DIM X(300) 
20 INPUT "INITIAL VALUE FOR RND ARGUMENT": F 
2S A=RND(F):REM ASSUME INITIAL ARGUMENT IS NEGATIVE 
30 XM=15 
40 SD=SQR(3) 
SO INPUT "HOW MANY NUMBERS ARE TO BE GENERATED" ; N 
60 FORI=1 TON 
70 GOSUB 28080:REM NORMAL DISTRIBUTION 
&0 X(I)=RNOR 
90 NEXTI 
100 END 


4. 10 DIM X(200) 
20 INPUT "INITIAL VALUE FOR RND ARGUMENT"; F 
25 A=RND(F):REM ASSUME INITIAL ARGUMENT IS NEGATIVE 
30 XM=20 
40 INPUT "HOW MANY NUMBERS ARE TO BE GENERATED"; N 
SO FORI=1 TON 
60 GOSUB 24270:REM POISSON DISTRIBUTION 
70 X(I) =RPOI 
80 NEXT I 
90 END 


5. 40 DIM X(400) 
20 INPUT "INITIAL VALUE FOR RND ARGUMENT"; F 
25 A=RND(F):REM ASSUME INITIAL ARGUMENT IS NEGATIVE 
30 K1=3 
40 XM=2 
SO INPUT "HOW MANY NUMBERS ARE TO BE GENERATED"; N 
bO FORI=1T0N 
70 GOSUB 28480:REM ERLANG DISTRIBUTION 
80 X(I) =RERL 
90 NEXT I 
100 END 


6. There are several ways to answer this problem. 


40 INPUT "INITIAL VALUE FOR RND ARGUMENT" ;F 

4S A=RND(F):REM ASSUME INITIAL ARGUMENT IS NEGATIVE 
20 FOR I=1 T0 30 

2S REM DID HE FALL? 

30 X=RND(1) 

40 IF X<=.66 THEN 100:REM DID NOT FALL 

SO REM FELL DOWN 

SS REM WAS HIT LYING IN THE STREET? 

60 X=RND(1) 


322__ Ci‘ CUAn were to Exercises. 


70 IF X>.33 THEN 100:REM WAS NOT HIT AFTER FALLING 
&0 REM HIT WHILE LYING IN STREET 
90 HIT=HIT+1:GOTO 130 
9S REM WAS HE HIT WALKING? 
400 X=RND(1) 
410 IF X<=.1S5 THEN HIT=HIT+1 
420 IF X>.45 THEN SUCCESS=SUCCESS+1 
430 NEXT I 
140 PRINT "PROBABILITY OF BEING HIT=";HIT/30 
LSO PRINT "PROBABILITY OF SUCCESSFULLY CROSSING" ; SUCCESS/30 
460 END 


7. The following changes must be made: 


11460 EMU= 9 
14190 NMNU=4 
1200 SD=e2 


Index 


cy ee 


Addition, matrices, 38-40 
Apple computers, 
applications of, 3-4 
features of, 1-2 
Arrays, 269-270 


—B— 


BASIC interpreter, 4-5 
Bubble sort, 233-234 
program for, 234 


—c— 


Chi-square goodness of fit test, 290-294 
subroutine for, 292 

Critical Path Method (CPM), 213-232 
problem example, 222-229 
program for, 215-222 
technique, 213-215 

Curve fitting, linear regression and, 51-106 


—D— 


Data analysis, 18-32 
program for, 19-21 
Data plots, 17-18 
Data reduction, 11-34 
basics of, 11-12 
data analysis, 18-32 
data plots, 17-18 
measures of central tendency, 12-15 
measures of dispersion, 15-17 
plotting subroutines, 18—32 
see also Statistics 
Data structures, 269-286 
arrays, 269-270 
linked lists, 274-284 
bidirectional, 280-284 
linked queues, 277-280 
subroutine for, 278—279 
queues, 272-274 
structure, 273 
stacks, 270-272 
subroutine for, 271 
Determinant of a matrix, 43-46 
Differential equations, 
numerical solutions to, 147-156 
overview of, 145-146 
Runge-Kutta method, 147-154 


Disk data files, 243—268 

Disk organization, 244 

Disks, recording data on, 243-245 
DOS commands, 5-7 


—E— 


Erlang distribution, 298-299 
generator, 298-299 
Exponential distribution, 297-298 
generator, 297-298 
Exponential smoothing and forecasting, 181- 
212 
seasonal, 183-185 
single, 181-183 
trend, 183 
Exponential smoothing program, 186-209 
Exponentiation, matrix, 42-43 


—F— 


File management, 
random, program for, 258-267 
sequential, program for, 250-254 
Files, 
disk data, 243-268 
random access, 254-267 
reading from, 257-258 
writing to, 255~257 
sequential access, 245-254 
reading and writing, 246-250 
Floppy disks see Disks 
Forecasting with exponential smoothing, 181- 
212 
Frequency plots, main program for, 30-31 


—G— 


Gauss-Jordan method, 
solving simultaneous linear equations, 109- 
114 
Gauss-Seidel method, 
solving simultaneous linear equations, 1 14— 
119 
Gaussian elimination, 43-44 


Inverse of a matrix, 46-49 


—L— 


Legendre-Gauss quadrature, numerical inte- 
gration and, 138-143 
Linear algebra, linear programming and, 163- 
165 
Linear equations, simultaneous, 
solution of, 107-122 
Gauss-Jordan method, 109-114 
Gauss-Seidel method, 114-119 
matrix inverse method, 108~109, 110 
Linear programming, 157-180 
basic formulation, 158-163 
example, 161-163 
graphical solution, 159-161 
solution methods, 163-166 
linear algebra, 163-165 
simplex procedure, 165-177 
Linear regression, 
coefficient correlation, 53 
coefficient of determination, 53 
curve fitting and, 51-106 
product rejection example, 57 
program, 55 
see also Multiple regression 
Linked lists, 274-284 
bidirectional, 280-283 
subroutines, 282-283 
using, 285 
linked queues, 277-280 
subroutines, 278-279 


—M— 


Matrices, 35—48 
defined, 35-36 
dimensions subroutine, 36 
operations, 36-49 — 
addition and subtraction, 38-40 
determinant, 43-46 
exponentiation, 42-—43 
inverse, 46-49 
multiplication, 40-42 
multiplication by a scalar, 40 
transpose, 36-38 
Matrix inverse method, 
solving simultaneous linear equations, 108— 
109, 110 
Matrix multiplication subroutine, 41 
Multiple regression, 57-58 
stepwise, 58-104 
program for, 59-70 
use of program, 72-104 
see also linear regression 
Multiplication 
by a scalar, 40 
matrices, 40-42 
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—N— 


Newton-Raphson method, 
complex numbers, 132-134 
roots of polynomials and, 124-135 
Normal distribution, 295-296 
generator, 296 
Numerical integration, 137-144 
basics of, 137 
numerical methods and, 138-143 
Legendre-Gauss quadrature, 141-143 
trapezoidal rule, 138-141 


—pP— 


Poisson distribution, 296-297 
generator, 297 
Polynomials, roots of, 123-136 
complex, 130-135 
Newton-Raphson method, 124-135 
multiple starting points and roots, 126 
procedure of, 125 
subroutine for, 128-130 
unfortunate iterative point, 127 
Precision, 7 
loss of, 7-9 
Programs, 
bubble sort, 234 
CMP, 215-222 
data analysis, 19-21 
exponential smoothing, 186-209 
Legendre-Gauss quadrature, 142 
linear regression, 55 
matrix inverse, 48 
next event simulation, 301-303 
plotting joint observations, 31-32 
quicksort, 241 
random file management, 258-267 
random numbers generating, 291 
Runge-Kutta method, 150 
sequential file management, 250-254 
stepwise multiple regression, 59-70 
trapezoidal rule, 140 
variable subintervals, 141 
see also Subroutines 


—Q— 

Qyeues, 272-274 
structure, 273 
Quicksort, 235-239 

program, 241 
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Random access files, 254-267 
reading from, 257-258 
writing to, 255-257 
Random file management program, 258-267 
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Random number generators, 
development of, 289-290 
specific distributions, 294-299 
Erlang distribution, 298-299 
exponential distribution, 297-298 
normal distribution, 295-296 
Poisson distribution, 296~297 
uniform distribution, 294-295 
Random numbers, 287-299 ' 
chi-square goodness of fit test, 290-294 
subroutine for, 292 
function, 287-289 
generating program, 291, 292, 293 
generator program, 290 
series, testing of, 290~294 
Runge-Kutta method, 147-154 
application of, 149-154 
program, 150 
subroutine for, 151 


—s— 


Scalar matrix multiplication, 40 
Sequential access files, 245-254 
reading and writing, 246-250 
Sequential file management program, 250-254 
Simplex procedure, 
linear programming and, 165-177 
program, 166-177 
Simulation, next step, 299-304 
program, 301-303 
Sorting, 233-241 
bubble, 233-234 
program, 234 
quicksort, 235-239 
program, 241 
Stack subroutine, 271 
Stacks, 270-272 
Statistics, 
measures of central tendency, 12-15 
mean, 12-13 
median, 13-14 
mode, 14-15 
measures of dispersion, 15-17 
range, 15-16 
standard deviation, 16-17 
variance, 16-17 
see also Data reduction 
Stepwise regression, 58-104 
program, 59-70 


options of, 71-72 
using the, 72-104 
Subroutines, 
bidirectional linked lists, 282-283 
chi-square goodness of fit, 292 
frequency plot, 22-25 
integration trapezoidal rule, 139 
joint observations plot, 26—27 
linked lists, 278-279 
lower triangular matrix, 48 
matrices, 38-40 
matrix addition, 39 
matrix dimensions, 36 
matrix exponentiation, 43 
matrix multiplication, 41 
using, 42 
matrix transpose, 37 
Newton-Raphson method, 128-130 
plotting of, 18-32 
random number generator, 290 
Runge-Kutta method, 151 
varying step size, 154 
scalar matrix multiplication, 40 
scaling, 30 
solving simultaneous linear equations, 
Gauss-Jordon method, 115-116 
Gauss-Seidel method, 120-121 
matrix inverse, 110, 111 
sorting, 28-29 
stack, 271 
transpose, using the, 37 
upper triangle matrix, 45 
using, 46 
see also Programs 


—T— 
Transpose of a matrix, 36-38 
Trapezoidal rule of numerical integration, 138- 
141 
—U— 
Uniform distribution, 294-295 
generator, 295 
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Variable names, 7 
Vectors, 49 
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Program Diskette 


About the Diskette 


This diskette contains the subroutines and stand-alone programs which are presented 
and discussed in BASIC Engineering, Science and Business Programs for the Apple I and 
He. There is some specific information about the diskette which should be useful to you. 

The diskette is almost full. It holds 38 major subroutines and programs and a host of 
supporting subroutines. You must write the main programs to utilize the subroutines. 
Main programs, which you can use, are presented in the book. 

The subroutines have unique line numbers. This allows you to have more than one 
subroutine in memory at one time. To use a subroutine(s) with a main program you have 
entered, you can MERGE it by performing several steps. First SAVE your main program 
on a diskette. You can, of course, save it under any name you wish; we use the name 
MAIN, here. 


JSAVE MAIN 


Load the System Master diskette in the default drive and run the RENUMBER program. 
JRUN RENUMBER 
This step allows you to protect a program in a HOLD file while loading another program 
into memory. You now want to load the program MAIN back into memory. 
JLOAD MAIN 
In order to protect the main program when the subroutine is loaded, you can place it in 
HOLD. The following command accomplishes this: 
]&H 
The computer will tell you that the program is in HOLD. Now load the subroutine you 
wish to use (we call this SUB, here). 
]JLOAD SUB 
Finally, you can merge the main program to the subroutine by removing it from the 
HOLD file and placing it in memory. Simply type: 
J&M 
You want to be sure that no line numbers in SUB also appear in MAIN. If SUB line 
numbers do appear in MAIN, you will have duplicate line numbers after the programs 
are merged. 


One of the first things you will want to do is prepare a backup copy of the programs 
on another diskette to prevent their inadvertant loss. 
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Subroutine and Program Index 


Below is a summary of the contents of each file on the diskette. The format used to 
describe each file is: 


FILENAME, designation of program type (program or subroutine), reference to chapter 
in text where a detailed explanation can be formed, and a short description of what 
the program does. : 


CONTENTS, program, No chapter reference 


This program is a handy reference to the programs and subroutines of this book. It 
provides a brief explanation of the subroutines and programs, including chapter and line 
numbers. Using this program you may access information describing a specific subroutine. 


ANPLOT, subroutines, CHAPTER 2 


Subroutines are included here for data anlysis and plotting. Sample statistics (mean, 
median, mode, range, standard deviation, variance) are calculated in one subroutine. 
Other subroutines generate frequency histograms and joint plots. Sorting and scaling 
subroutines are also included. 


MATOP, subroutines, CHAPTER 3 


This series of subroutines can be used for matrix operations. Matrix addition, multi- 
plication, exponentiation, determinant, and inverse are included. Many auxiliary sub- 
routines are used to assist in these operations. 


SIMREG, program, CHAPTER 4 


This program will estimate a line Y = A+ BX using simple linear regression. X is the 
independent variable and Y is the dependent variable. 


STEPWISE, program, CHAPTER 4 


This program will perform multiple or stepwise linear regression. Some data transforms 
are provided. Data management routines are also included. A forecast can be made using 
the estimated regression equation. 


SIMLQ, subroutines, CHAPTER 5 


This chapter presents a series of subroutines to solve simultaneous linear equations. 
Two analytic techniques, the matrix inverse and Gauss-Jordan methods, are presented as 
well as a numerical technique, Gauss-Seidel. 


NEWRAP, subroutines, CHAPTER 6 


This subroutine presents the Newton-Raphson procedure for locating the roots of a 
polynomial. 
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NUMINT, subroutines, CHAPTER 7 


The subroutines listed here are used to perform numerical integration. Two different 
techniques are presented, integration by the trapezoidal rule and Legendre-Gauss quad- 
rature. 


DIFEQ, subroutines, CHAPTER 8 


Two subroutines are presented for the numerical solution to ordinary first-order dif- 
ferential equations. The Runge-Kutta method is used. One subroutine uses a fixed step 
size while the other uses a variable step size. 


SIMPLEX, program, CHAPTER 9 


This program uses the simplex algorithm to solve linear programming problems. An 
editing subroutine is included to assist in data input. 


EXSMOOTH, program, CHAPTER 10 


This program will perform time series forecasting using Winter’s method for exponential 
smoothing. The time series can contain trend and seasonal factors. Data management 
subroutines are provided. 


CPM, program, CHAPTER 11 


This program uses the critical path method (CPM) to determine the estimated project 
completion time and the associated critical path. Data management subroutines are also 
provided. 


BUBSORT, subroutine, CHAPTER 12 


This subroutine will sort a series of numbers into increasing or decreasing order using 
the bubble sort algorithm. 


QUICKSORT, subroutine, CHAPTER 12 


This subroutine will sort a series of numbers into increasing or decreasing order using 
the quicksort algorithm. In general, this algorithm is faster than the bubble sort algorithm. 
One exception is when the series of numbers is initially ‘‘almost’’ in the proper sequence. 


SEQMAN, program, CHAPTER 13 


This program illustrates the use of the sequential access method to manage data. A 
menu is provided that lets the user interactively add, delete, modify, and list the data 
using a sequential access disk file. 
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RANMAN, program, CHAPTER 13 


This program illustrates the use of the random access method to manage data. A menu 
is provided that lets the user interactively add, delete, modify, and list data using a random 
access disk file. 


STACK, subroutines, CHAPTER 14 


These subroutines can be used to implement a stack data structure. Subroutines are 
provided that will initialize a stack and perform additions and deletions to a stack. 


QUEUE, subroutines, CHAPTER 14 


These subroutines can be used to implement a queue data structure. Subroutines are 
provided that will initialize a queue and perform additions and deletions to a queue. 


LLQUEUE, subroutines, CHAPTER 14 


These subroutines illustrate the use of a linked list. Each list is assumed to be a queue 
data structure. Each data element is assumed to be an integer. Subroutines are provided 
for initialization, addition and deletion using linked lists (queues). 


BIDILIST, subroutines, CHAPTER 14 


These subroutines illustrate the use of a bidirectional linked list. Each list consists of 
a set of alphanumeric strings which are maintained in alphabetical order. Subroutines are 
provided that will initialize, and perform additions and deletions to bidirectional linked 
lists. 


ORGRND, subroutine, CHAPTER 15 


This subroutine will generate uniformly distributed random numbers in the range of 
0<X<1.0, using the congruential method. The user can specify the initial random number 
seed. 


CHISQ, subroutine, CHAPTER 15 


This subroutine can be used to perform a chi-square goodness of fit test using a series 
of numbers in the range of O0<X<1.0. This test can be used to determine if the hypothesis 
can be accepted that a series of numbers is not uniformly distributed. 


DISTGEN, subroutines, CHAPTER 15 


A set of subroutines is provided that will generate random numbers from any of the 
following distributions: uniform, normal, Poisson, exponential, and Erlang. Parameters 
necessary to specify a particular distribution, such as mean and variance, must be provided. 
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QUEUESIM, program, CHAPTER 15 


This program illustrates next event simulation. A single-server queueing system is 
simulated. The time between arrivals to the system are exponentially distributed and the 
service times are normally distributed. 


BASIC ENGINEERING, SCIENCE, AND BUSINESS PROGRAMS 
FOR THE APPLE II AND Ile 


Philip M. Wolfe and C. Patrick Koelling 


Now—a book that gives engineers, scientists, and business-oriented users 
alike a wide range of practical, ready-to-use programs for on-the-job or 
classroom use! From data manipulation to problem-solving methods, this uni- 
que “tool kit” text offers important computer techniques through the exten- 
sive use of ready-made programs and examples designed to help you get the 
most from your Apple II and lle. It’s so self-contained and easy-to-use, all you 
have to do is select the application you need, load your disk, key it in, and 
you’re on your way to fast effective problem-solving! 


In this book you will find these practical techniques: 


e Data Analysis 

e Plotting 

e Matrix Operations 

e Curve Fitting 

¢ Solving Simultaneous Equations 

e Roots of Polynomials 

e Numerical Integration 

¢ Numerical Solution to Differential Equations 
e Linear Programming 

¢ Forecasting & Programming 

e Data Management Using Sequential & Random Access Disk Files 
e Random Numbers & Simulations 


CONTENTS 


The Apple lle/Data Reduction/Matrices & Vectors/Curve Fitting with Linear 
Regression/Solution of Simultaneous Linear Equations/Roots of Polynomials/ 
Numerical Solutions to Differential Equations/Linear Programming/Forecast- 
ing with Exponential Smoothing/Project Planning & Scheduling with CPM/ 
Sorting/Disk Data Files/Data Structures/Random Numbers & Simulations 


ALSO AVAILABLE. ..OPTIONAL DISKETTE 


This diskette includes the major programs from the text! See insert inside for 
ordering information. 
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